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ITEM 08 AGGREGATE SUB BASE COURSE

DESCRIPTION

This item shall consist of furnishing, placing and compacting an aggregate subbase course on a
prepared subgrade in accordance with this Specification and the lines, grades and cross-sections
shown on the Plans, or as directed by the Engineer.

MATERIAL REQUIREMENTS

Aggregate for subbase shall consist of hard, durable particles or fragments of crushed stone,
crushed slag, or crushed or natural gravel and filler of natural or crushed sand or other finely divided
mineral matter. The composite material shall be free from vegetable matter and lumps or balls of
clay, and shall be of such nature that it can be compacted readily to form a firm, stable subbase.
The subbase material shall conform to the following Grading Requirements

Grading Requirements

Sieve Designation
Standard, mm Alternate US Standard Mass Percent Passing |
50 2 100
25 1’ 55-85
9.5 3/8” 40-75
0.075 No. 200 0-12

The fraction passing the 0.075 mm (No. 200) sieve shall not be greater than 0.66 (two thirds) of the
fraction passing the 0.425 mm (No. 40) sieve.

The fraction passing the 0.425 mm (No. 40} sieve shall have a liquid limit not greater than 35
and plasticity index not greater than 12 as determined by AASHTO T 89 and T 90, respectively.

The coarse portion, retained on a 2.00 mm (No. 10} sieve, shall have a mass percent of
wear not exceeding 50 by the Los Angeles Abrasion Tests as determined by AASHTO T 96.

The material shall have a soaked CBR value of not less than 25% as determined by
AASHTO T 193. The CBR value shall be obtained at the maximum dry density and determined by
AASHTO T 180, Method D.

CONSTRUCTION REQUIREMENTS
PLACING

The aggregate subbase material shall be placed at a uniform mixture on a prepared subgrade in a
quantity which will provide the required compacted thickness. When more than one layer is
required, each layer shall be shaped and compacted before the succeeding layer is placed.

The placing of material shall begin at the point designated by the Engineer. Placing shall be from
vehicles especially equipped to distribute the material in a continuous uniform layer or windrow.
The layer or windrow shall be of such size that when spread and compacted the finished layer be in
reasonably close conformity to the nominal thickness shown on the Plans.
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When hauling is done over previously placed material, hauling equipment shall be dispersed
uniformly over the entire surface of the previously constructed layer, to minimize rutting or uneven
compaction.

SPREADING AND COMPACTING
When uniformly mixed, the mixture shall be spread to the plan thickness, for compaction.

Where the required thickness is 150mm or fess, the material may be spread and compacted in one
layer. Where the required thickness is more than 150 mm, the aggregate base shall be spread and
compacted in two or more layers of approximately equal thickness, and the maximum compacted
thickness of any layer shall not exceed 150 mm. All subsequent layers shall be spread and
compacted in a similar manner.

The moisture content of sub-base material shall, if necessary, be adjusted prior to compaction by
watering with approved sprinklers mounted on trucks or by drying out, as required in order to obtain
the required compaction.

Immediately following final spreading and smoothening, each layer shall be compacted to the full
width by means of approved compaction equipment. Rolling shall progress gradually from the sides
to the center, paralle! to the centerline of the road and shall continue until the whole surface has
been rolled. Any irregularities or depressions that develop shall be corrected by loosening the
material at these places and adding or removing material until surface is smooth and uniform.
Along curbs, headers, and walls, and at all places not accessible to the roller, the base material
shall be compacted thoroughly with approved tampers or compactors.

If the layer of base material, or part thereof, does not conform to the required finish, the Contractor
shall, at his own expense, make the necessary corrections.

Compaction of each layer shall continue until a field density of at least 100 percent of the
maximum dry density determined in accordance with AASHTO T 180, Method D has been
achieved. In-place density determination shall be made in accordance with AASHTO T 191/ASTM D
1556.

TRIAL SECTION

Before subbase construction is started, the Contractor shall spread and compact trial sections as
directed by the Engineer. The purpose of the trial sections is to check the suitability of the materials
and the efficiency of the equipment and construction method which is proposed to be used by the
Contractor. Therefore, the Contractor must use the same material, equipment and procedures that
he proposes to use for the main work. One trial section of about 500 m? shail be made for every
type of material and/or construction equipment/procedure proposed for use.

After final compaction of each trial section, the Contractor shall carry out such field density tests and
other tests required as directed by the Engineer.

If a trial section shows that the proposed materials, equipment or procedures in the Engineer's
opinion are not suitable for subbase, the material shall be removed at the Contractor's expense, and
a new trial section shall be constructed.

If the basic conditions regarding the type of material or procedure change during the execution of
the work, new trial sections shall be constructed.
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SURVEYS AND SETTING QUT WORKS

Before the commencement of the pavement works, the Contractor together with the Engineer shall
conduct topographic survey which will form the basis of quantity measurement.

The Contractor shall set out the works and shall be solely responsible for the accuracy of such
setting-out.

Prior to placement of any material, the Contractor shall establish visible construction markers to
clearly define horizontal limits of the Work.

TOLERANCES

The aggregate base course shall be laid to the designed level and transverse slopes shown on the
Plans. The allowable tolerances shall be in accordance with following:

Permitted variation from design + 20 mm
THICKNESS OF LAYER
Permitted variation from design + 10 mm
LEVEL OF SURFACE -20 mm
Permitted SURFACE IRREGULARITY 20 mm
Measured by 3-m straight-edge
Permitted variation from design +0.3%
CROSSFALL OR CAMBER
Permitted variation from design +0.1%
LONGITUDINAL GRADE over
25 min length

METHOD OF MEASUREMENT

Aggregate Subbase Course will be measured by the cubic meter {m3). The quantity to be
paid for shall be the design volume compacted in-place as shown on the Plans, and accepted in the
completed course. No allowance will be given for materials placed outside the design limits shown
on the cross-sections. Trial sections shall not be measured separately but shall be included in the
quantity of subbase herein measured.

New Port Developmant
Port of Lavezares, Lavezares, Northarn Samar



57
Technical Specifications
{Apgregate Base Course)

ITEM 09 : AGGREGATE BASE COURSE

DESCRIPTION

This ltem shall consist of furnishing, placing and compacting an aggregate base course on a
prepared subgrade/subbase in accordance with this Specification and the lines, grades, thickness
and typical cross-sections shown on the Plans, or as established by the Engineer.

MATERIAL REQUIREMENTS
Aggregate for base course shall consist of hard, durable particles or fragments of crushed stone,
crushed slag or crushed or natural gravel and filler of natural or crushed sand or other finely divided

mineral matter. The composite material shall be free from vegetable matter and lumps or balls of
clay, and shall be of such nature that it can be compacted readily to form a firm, stable base.

In some areas where the conventional base course materials are scarce or non-available, the use of
40% weathered limestone blended with 60% crushed stones or gravel shall be allowed, provided
that the blended materials meet the requirements of this item.

The base course material shall conform to the following Grading Requirements

Grading Requirements

Sieve Designation Mass Percent Passing
Standard Alternate Grading Grading
mm US Standard A B
50 z 100
37.5 1~-1/2" - 100
25.0 1” 60-85 -
19.0 347 - 60 -85
12.5 112" 35-65 -
475 No. 4 20-50 30-55
0425 No. 40 5-20 8-25
0.075 No. 200 0-12 2-14

The fraction passing the 0.075 mm (No. 200) sieve shall not be greater than 0.66 (two thirds) of the
fraction passing the 0.425 mm (No. 40) sieve.

The fraction passing the 0.425 mm (No. 40) sieve shall have a liquid limit not greater than 25 and
plasticity index not greater than 6 as determined by AASHTO T 89 and T 90, respectively.

The coarse portion, retained on a 2.00 mm (No. 10) sieve shall have a mass percent of wear not
exceeding 50 by the Los Angeles Abrasion test determined by AASHTO T 96.
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The material passing the 19 mm (3/4 inch) sieve shalt have a soaked CBR value of not less than
80% as determined by AASHTO T 193. The CBR value shall be obtained at the maximum dry
density (MDD) as determined by AASHTO T 180, Method D.

If filler, in addition to that naturally present, is necessary for meeting the grading requirements or for
satisfactory bonding, it shall be uniformly blended with the base course material on the road or in a
pug mill unless otherwise specified or approved. Filler shall be taken from sources approved by the
Engineer, shall be free from hard lumps and shall not contain more than 15 percent of material
retained on the 4.75 mm (No. 4) sieve.

CONSTRUCTION REQUIREMENTS
PLACING

The aggregate base material shall be placed at a uniform mixture on a prepared sub-base/
subgrade in a quantity which will provide the required compacted thickness. When more than one
layer is required, each layer shall be shaped and compacted before the succeeding layer is piaced.

The placing of material shall begin at the point designated by the Engineer. Placing shall be from
vehicles especially equipped to distribute the material in a continuous uniform layer or windrow.

The layer or windrow shall be of such size that when spread and compacted the finished layer be in
reasonably close conformity to the nominat thickness shown on the Plans.

When hauling is done over previously placed material, hauling equipment shall be dispersed
uniformly over the entire surface of the previously constructed layer, to minimize rutting or uneven
compaction.

SPREADING AND COMPACTING
When uniformly mixed, the mixture shall be spread to the plan thickness, for compaction.

Where the required thickness is 150mm or less, the material may be spread and compacted in one
layer. Where the required thickness is more than 150 mm, the aggregate base shall be spread and
compacted in two or more layers of approximately equal thickness, and the maximum compacted
thickness of any layer shall not exceed 150 mm. All subsequent layers shall be spread and
compacted in a similar manner.

The moisture content of sub-base material shall, if necessary, be adjusted prior to compaction: by
watering with approved sprinklers mounted on trucks or by drying out, as required in order to obtain
the required compaction.

Immediately following final spreading and smoothening, each layer shall be compacted to the full
width by means of approved compaction equipment. Rolling shall progress gradually from the sides
to the center, parallel to the centerline of the road and shall continue until the whole surface has
been rolled. Any irregularities or depressions that develop shall be corrected by loosening the
material at these places and adding or removing material until surface is smooth and uniform.
Along curbs, headers, and walls, and at all places not accessible to the roller, the base material
shall be compacted thoroughly with approved tampers or compactors.

If the layer of base material, or part thereof, does not conform to the required finish, the Contractor
shali, at his own expense, make the necessary corrections.

Compaction of each layer shall continue until a field density of at least 100 percent of the
maximum dry density determined in accordance with AASHTO T 180, Method D has been
achieved. In-place density determination shall be made in accordance with AASHTO T 191/ASTM D
1556.
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TRIAL SECTION

Before base construction is started, the Contractor shall spread and compact trial sections as
directed by the Engineer. The purpose of the trial sections is to check the suitability of the materials
and the efficiency of the equipment and construction method which is proposed to be used by the
Contractor. Therefore, the Contractor must use the same material, equipment and procedures that
he proposes to use for the main work. One trial section of about 500 m? shall be made for every
type of material and/or construction equipment/procedure proposed for use.

After final compaction of each trial section, the Contractor shall carry out such field density tests and
other tests required as directed by the Engineer.

If a trial section shows that the proposed materials, equipment or procedures in the Engineers
opinion are not suitable for subbase, the material shall be removed at the Contractor's expense, and
a new trial section shall be constructed.

If the basic conditions regarding the type of material or procedure change during the execution of
the work, new trial sections shall be constructed.

SURVEYS AND SETTING OUT WORKS

Before the commencement of the pavement works, the Contractor together with the Engineer shall
conduct topographic survey which will form the basis of quantity measurement.

The Contractor shall set out the works and shall be solely responsible for the accuracy of such
setting-out.

Prior to placement of any material, the Contractor shall establish visible construction markers to
clearly define horizontal limits of the Work.

TOLERANCES

The aggregate base course shall be laid to the designed level and transverse slopes shown on the
Plans. The allowable tolerances shall be in accordance with following:

Permitted variation from design 10 mm
THICKNESS OF LAYER

Permitted variation from design + 5mm
LEVEL OF SURFACE -10 mm
Permitted SURFACE IRREGULARITY 5mm
Measured by 3-m straight-edge

Permitted variation from design +0.2%
CROSSFALL OR CAMBER

Permitted variation from design +0.1%
LONGITUDINAL GRADE over

25 min length
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METHOD OF MEASUREMENT

Aggregate Base Course will be measured by the cubic meter (m3). The quantity to be paid
for shall be the design volume compacted in-place as shown on the Plans, and accepted in the
completed base course. No allowance shall be given for materials placed cutside the design limits
shown on the cross-sections. Trial sections shall not be measured separately but shall be included

in the quantity of aggregate base course.
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ITEM 10 : CEMENT TREATED BASE COURSE
SCOPE OF WORK

The work under this Section to be carried out by the Contractor, consists of the construction
of Cement Treated Base Course for the pavement composed of aggregate, Portland cement
and water in proper proportions, plant-mixed and constructed on prepared subbase in
accordance with the specifications herein and in conformity with the lines, levels, grades,
thickness and typical cross-sections indicated on the Drawings, and as specified herein.

The Contractor shall, before any work on the cement treated base course is started, design
the material proportions in accordance with the requirements of this Section and the
Drawings, and secure the Engineer's approval of the materials to be used, and the method
of work execution.

Before commencement of the work under this Section, the Contractor shall submit Method
Statement stating work plan, materials, design the material proportions, schedule, quality
control plan, safety control plan and personnel to be engaged in this work for approval of the
Engineer,

The Contractor shall also prepare the finishing elevation drawing of the area for this work in
accordance with the design drawings for approval of the Engineer.

MATERIALS REQUIREMENTS
2.1. Cement

(N The cement shall conform to the requirements in Reinforced Concrete
Specification.

(2) All bags showing initial setting or lumps of caked cement, as well as half used
bags, shall be rejected.

2.2. Aggregates

(1) Aggregates shall consist of natural sand, crushed stone or other inert
materials with similar characteristics, or combinations thereof, having hard,
strong and durable particles approved by the Engineer.

(2) The Aggregate shalt not contain more than 3 percent of material passing the
0.075 mm (no. 200 sieve) by washing nor more than 1 percent each of clay
lumps or shale. The use of beach sand will not be allowed.

(3) If the fine aggregate is subjected to 5 cycles of the sodium sulfate soundness
test, the weighed loss shall not exceed 10 percent.

2.3. Portland Cement

(1) Only Type | Portland Cement conforming to ASTM C 150 shall be used
unless otherwise provided for. Different brands or the same brand from
different mills shall not be mixed nor shall they be used alternately unless the
mix is approved by the Engineer.
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(2) Cement which for any reason has become partially set or which contains
fumps of caked cement will be rejected. Cement salvaged from discarded or
used bags shall not be used.

(3) Samples of cement shall be obtained in accordance with AASHTO T127.

Water

(1) Water used in mixing, curing or other designated applications shall be
reasonably clean and free of cil, salt, acid, alkali, grass or other substances
injurious to the finished product. Water will be tested in accordance with
Reinforced Concrete Specifications.

(2) Water which is drinkable may be used without test. Where the source of
water is shallow, the intake shall be so enclosed as to exclude silt, mud,
grass or other foreign materials.

Proportioning of Mixture

(1) The amount of cement to be added to the soil-aggregate shall be from 6 to 10
mass percent of the dry soil. The exact percentage to be added shall be
fixed by the Engineer on the basis of preliminary laboratory tests and trial
mixes of the materials furnished by the Contractor.

(2) The mixture shall have the following grading characteristics:

Table 1 = Mixture Gradation (CTBC)

- et ol
2 (19 mm) 85 100
3/8" (9.50 mm) 55 80
1/4" (6.35 mm) 42 66
No.4 (4.75 mm) 32 56
No. 10 (2 mm) 23 43
No. 40 (0.50 rom) 11 26
No. 80 (0.20 mm) 7 17
No. 200 (0.075 mm) 4 10

Strength Requirements

(1) The cement content for construction shall be that at which the mix develops a
7-day compressive strength of at least 5.20 MPs (53 kgs/cm?, /750 psi).

(2) The testing procedure shall be as follows: mold and cure specimens in
accordance with ASTM D 560; soak specimens in water for 4 hours; cap and
break specimens in compression in accordance with ASTM D 1633.

(3) CBR Test for Gravelly Soils. The mixture passing the 19 mm (3/4 inch) sieve
shall have a minimum soaked CBR-value of 100% tested according to
AASHTO T 193. The CBR-value shall he obtained at the maximum dry
density determined according to AASHTO T 180, Method D.
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(4) Unconfined Compression Test for Finer Textured Soils. The 7-day
compressive strength of laboratory specimen molded and compacted in
accordance with ASTM D 1632 to a density of 100% of maximum dry density
determined according to AASHTO T 134, Method B, shall not be less than 2.1

MPa (300 psi) when tested in accordance with ASTM D 1633.

Mix Design

(1) The mix design shall be submitted to the Engineer for approval and shall be
accompanied by test data. A change in the source of materials during the
progress of work may necessitate a new design mix.

(2) The mix design shall determine with accuracy the aggregate grading, the
cement content and the required water content.

3.0 STORAGE OF MATERIALS

3.1.

3.2.

Storage of Portland Cement

(1) Cement shall be stored in a cement silo or damp proof warehouses, and used
on first in/ first out basis.

(2) The Contractor shall, when storing cement in a cement silo, exercise care not
to cause lump of cement sticking to the bottom of silo. Bagged cement shall
be stacked on the warehouse floor which has been raised by not less than 30
cm above the surrounding ground in such a way to afford easy inspection and
handling. Bags of cement shall not be stacked more than 13 bags in height.

(3) Cement which has been stored for a long period and has not passed a
pertinent quality test carried out before use or which contains caked jumps,
shall not be used.

(4) The Contractor shall cool cement before use if it has been warmed, having
been stored in a hot place. Prior to construction, laboratory tests of the
approved soif material shall be made to determine the quantity of cement
required in the mix.

Storage of Aggregate

(1) The Contractor shall stockpile coarse and fine aggregate according to their
sizes with proper partitions in between.

{2) The Contractor shall take measures to maintain skin moisture content of
stockpiled aggregate uniform in the entire mass by providing shade over the
aggregate, water sprinkling or other means.

(3) Care shall be exercised when receiving, storing and handling the aggregate
not to cause segregation of sizes or allow mixture of dirt, mud or other foreign
materials into the aggregate.

(4) The Contractor when stockpiling aggregate under hot climate shall take
measure to prevent direct exposure to the sunlight such as a shade not to
excessively heat or dry the aggregate.
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CONTRACTOR’S EQUIPMENT AND PLANT

Equipment and tools necessary for handling materials and performing all parts of the work
shall be approved by the Engineer as to design, capacity and mechanical condition.

The equipment shall be at the site sufficiently ahead of the start of construction operations to
be examined thoroughly and approved.

CONSTRUCTION METHOD
5.1. Central Batching Plant Method

(1) The aggregate shall be proportioned and mixed with cement and water in a
central mixing plant. The plant shall be equipped with feeding and metering
devices which will introduce the cement, aggregate and water into the mixer
in the quantities specified. Mixing shall continue untii a uniform mixture has
been obtained.

§.2. Spreading, Compacting and Finishing

(1) The material shall be spread by a mechanical spreader of approved type or
asphalt paver. In spreading from the wind row, care shall be taken to avoid -
cutting into the underlying course.

(2) - initial rolling shall be performed with pneumatic tire rolier and final rolling with
a 3 wheel or tandem-type steel wheel roller. Rolling shall be discontinued
whenever it begins to produce excessive pulverizing of the aggregate or
displacement of the mixture.

(3) When the compacted thickness of the cement treated base course is to be
more than 150 mm, the mixture shall be spread from the wind row and
compacted in 2 approximately equal layers, the first layer to be bladed and
rolied before the second layer is spread.

{4) Compaction shall continue until field density of not less than 98% of the
compacted maximum dry density determined in accordance with AASHTO T
180 Method D has been attained. Field Density test shall be in accordance
with AASHTO T 191.

(5) Where cement treated base is required under asphalt concrete pavement, the
compacted cement treated base surface shall be scarified to produce
corrugation and allow good bonding between layer of asphalt pavement and
the cement treated base course.

5.3. Weather Limitations

(1) The cement treated base shall not be applied during windy, rainy or
impending bad weather. In the event rain occurs, work shall be promptly
stopped and the entire section if damaged shall be reconstructed in
accordance with the Specification.
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5.4. Protection, Curing and Maintenance
After the cement treated base course has been finished as specified herein, the
surface shall be protected against rapid drying for a period of at least five (5) days by
either of the following curing methods:

(1) Maintain in a thorough and continuously moist condition by sprinkling with

water,

(2) Cover the completed surface with a 50 mm layer of sand and maintain in
moist condition.

{(3) Apply on the surface an asphalt membrane of the type and quantity approved
by the Engineer.

(4} Apply on the surface a liquid membrane curing compound of the type and
quantity approved by the Engineer.

The Contractor shall be required to maintain at his own expense the entire work within the
limits of his Contract in good condition satisfactory to the Engineer from the time he first
started work until ali work shall have been completed. Maintenance shall include immediate
repairs of any defects that may occur before and after the lime-stabilized base course has
been compacted and finished, which work shall be done by the Contractor at his own
expense and repeated as may be necessary to keep the base continuously intact.

5.5. Tral Sections

(1) Before construction is started, the Contractor shall spread and compact trial
sections as directed by the Engineer. The purpose of the trial sections is to
check the suitability of the materials and the efficiency of the equipment and
construction method which is proposed to be used by the Contractor.

{2) Therefore, the Contractor must use the same material, equipment and
procedures that he proposes to use for the main work. One trial section of
about 500 m2 shall be made for every type of material and/or construction
equipment/procedure proposed for use.

(3) After final compaction of each trial section the Contractor shall carry out such
field density tests and other tests required as directed by the Engineer.

(4) if a trial shows that the proposed materials, equipment or procedures in the
Engineer's opinion are not suitable, the materials shall be removed at the
Contractor’s expense and a new trial section shall be constructed.

(5) If the basic conditions regarding the type of materia! or procedures change
during the execution of the work, new trial section shall be constructed.
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6.0 QUALITY CONTROL
6.1. The quality shall satisfy the standard values shown in Table 6.1
Table 6.1 —- MATERIALS (CTBC)

WORK ITEM TEST FORM TEST METHOD FREQUENCY STANDARD VALUE
Cement Treated | Portland cement As approved by the Once for every 500 To meet the requirements
Base Course Enginecr tons at reeeiving of Type I Portland

materials Cement conforming to
ASTMC 150
Manufacturer test data
may be substituted as
directed by the Engineer
Gradation of AASHTOT lland T Once for every To meet the requirements
aggregate 27 or equivalent quarry of Table 20370.1
Abrasion of aggregate | AASHTO T 96 or - ditto - Not more than 30%
equivalent
Soundness of AASHTOT 104 or - ditio - Not more than 5%
aggregate equivalent
Water Absorptionof | AASHTO T 84and T - ditto - Not more than 3% (Dry
agpregate 85 or equivalent specific gravity)
Plasticity index AASHTOT 90 or - ditto - Not more than 6
equivalent Aggregate passing No.40
sieve including mineral
filler
Moisture-density AASHTOT 180 Once for every 500 -
Relation m” at Point
designated by the
Engineer
Density of Soil in AASHTOT 191 Once for every 2,000 | 98 % or more
Place by the Sand m2
Cone Method
Compressive Strength | ASTM D 560 and Once for every 500 More than 5.20 MPa (53
ASTM D 1633 tons kegs/em?®: 754 psi )
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WORK ITEM TEST FORM TESTMETHOD | FREQUENCY TOLERANCE
Cement Treated Base | Finish elevation As approved by the | Once for every 400 + 5 mm/-10 mm
Course Engineer m? at points
designated by the
Engincer
Thickness As approved by the | -ditto - +0/- 5 mm
Engineer
Width - ditto - At point designated + Not specified
by the Engineer - 15 mm
Evenness of surface | By 3 meters straight | - ditto - Within 5 mm of
edge variation on 2
contacts
6.2. The workmanship shall be controlied in the manner shown in Table 6.2
6.3. Tolerances
(1) The cement treated base course shall be laid to the designed levei and
transverse slopes shown on the Drawings. The allowable tolerances shall be
in accordance with the following:
(a) Permitted variation from design: Thickness of Layer  :+ 0/-10 mm
(b) Permitted variation from design: Level of Surface 2+ 5/-10 mm
(c) Permitted Surface Irregularnity: measured by 3 m straight edge: 5§ mm
(d) Permitted variation from design: Cross-fall of Camber :+0.2%
(e) Permitted variation from design: Longitudinal Grade over 25 m length: £ 0.1%
64. Traffic
(1) The Contractor shall not be permitted to drive heavy equipment over

completed portions prior to the end of 5 days curing period except pneumatic
tired equipment required for constructing adjoining sections.
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ITEM 11 : INTERLOCKING CONCRETE BLOCK PAVEMENT

SCOPE OF WORK

This specification covers the construction of intertocking concrete block pavement on a prepared
base courses and the laying of leveling course sand bedding all in accordance with the
Specifications and Drawings.

MATERIAL REQUIREMENTS

CONCRETE

Concrete for the interlocking concrete block shall be 41.4 MPa (6,000 psi). Mixing and casting shall
be in accordance with the Section “Reinforced Concrete” and the form and dimensions shall be as
shown on the Drawings.

Additional requirements shall be as follows:

Minimum 28 day compressive strength - 41.4 MPa
Minimum aggregate - 18 mm
Minimum water-cement ratio - 0.47
Minimum cement content - 470 kg/m®

SAND LEVELLING COURSE {Sand Cushion)

Materials for sand cushion shall consist of sand with uncoated grains, free from injurious amount of
dust, lumps of clay, soft or flaky particles, shale, alkali, organic matter, loam or other deleterious
substances. Beach sand shall not be allowed for use. .

EXECUTION
LAYING OF INTERLOCKING CONCRETE BLOCKS

Concrete blocks shall be faid dry and shall have attained the minimum 28 day compressive strength
of 41.4 MPa (6,000 psi). No block with chipped surface, cracks or fabricated not to the dimension
and truly square as shown on the drawings shall be used in the block work.

Block work shall be done in uniform manner such that the lines along the length or across the length
formed by the edges of the blocks shall remain parallel all throughout the length and width of the
pavement and the comers of the pavement forced by the lines of the edge between blocks for all
sides shall be 4mm. The top of blocks forming the surface of the pavement shali be kept to the line,
grade, slope and elevation as shown on the drawings.

The placing pattern of Interiocking concrete blocks shall be 45 degrees herringbone.
JOINTING AND COMPACTION
After laying the edges, the Interlocking concrete blocks shall be initially compacied into the sand

bedding by means of a five (5) Horse Power (HP) vibratory plate compactor for at least two (2)
passes.
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Spread jointing sand over the block surface and swept into the joints using a soft brush. A second
compaction with the vibrating plate compactor shall be performed for at least two (2) passes. The
interiocking concrete block surface shall be proof rolled or compacted with an approved roller not
less than 10 tons for at least two (2) passes to further seat the units in to the sand bedding. Lastly,
excess jointing sand shall be swept off the surface.
SAND LEVELLING CUSHION

The sand shall be laid in thickness shown in the drawings spread out uniformly over the cement
treated base (CTB) and in accordance with the lines and grades as directed by the Engineer.

SURVEYS AND SETTING OUT WORKS

Before the commencement of the pavement works, the Contractor together with the Engineer shal}
conduct topographic survey which will form the basis of quantity measurement.

The Contractor shall set out the works and shall be solely responsible for the accuracy of such
setting-out.

Prior to placement of any material, the Contractor shall establish visible construction markers to
clearly define horizontal fimits of the Work.
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ITEM 12 : PORTLAND CEMENT CONCRETE PAVEMENT

SCOPE OF WORK
The works include the furnishing of all labor, materials and equipment required for the construction
of graveil base course and concrete pavement. The works shall be in accordance with the lines and
grades shown on the Drawings and in conformity with the Specifications.
MATERIAL REQUIREMENTS
Cement

Portland cement shall conform to the requirements of the Section “Reinforced Concrete”.

Fine Aggregate

The fine aggregate shall be well-graded from coarse to fine and shall conform to the
requirements of the Section *Reinforced Concrete”.

Coarse Aggregate
Coarse aggregate shall conform to the requirements of the Section “Reinforced Concrete®.
Water

Clean, fresh, potable water shall be used for the mixing of all concrete and mortar and shall
be from a source approved by the Engineer. Sea water or brackish water shall not be used.

Admixture

Admixture shall only be used with the written permission of the Engineer. If air-entraining
agents, water reducing agents, set retarders or strength accelerators are permitted to be
used, they shall not be used in greater dosages than those recommended by the
manufacturer, or as permitted by the Engineer. The cost shall be considered as already in
the Contractor's unit cost bid for concrete.

TIE BARS AND SLIP BARS

Tie bars shall be deformed bars conforming to the requirements specified in AASHTO M 31
or M 42, except that rail steel shall not be used for tie bars that are to be bent and re-
straightened during construction, sizes as indicated on the Drawings. The deformed bars
shall be Grade 40 and shall be shipped in standard bundies, tagged and marked in
accordance with the Code of Standard practice of the Concrete Reinforcement Steel
Institute.

Slip bars shall be smooth round steel bars conforming to the requirements specified in
AASHTO M 31 or plain M 42.

Joint Filler

Poured filler for joint shall conform to the requirements of AASHTO M173.
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EXECUTION
Concrete Class

The concrete for pavement shall satisfy the foliowing requirements:

Minimum 28-day comprehensive strength : 24 MPa
Minimum Flexural Strength : 3.8 MPa
Maximum Aggregate size : 25 mm
Maximum water cement ratio : 0.52

Proportioning, Consistency and Mixing of Concrete

The proportioning, consistency and mixing of concrete shall conform to the requirements of
the Section “Reinforced Concrete”.

Preparation
The base shall be watered and thoroughly moistened prior to placing of the concrete.
Formwork Cohstruction

Formwork shall comply with the requirements of the Section “Reinforced Concrete”. Forms
shall be of steel, of an approved section and shall be straight and of a depth equal to
thickness of the pavement at the edge. The base of the forms shall be of sufficient width to
provide necessary stability in all directions. The flange braces must extend outward on the
base not less than 2/3 the height of the form.

All forms shall be rigidly supported on a bed of thoroughly compacted material during the
entire operation of placing and finishing the concrete. They shall be set with their faces
vertical so as to produce a surface complying with the required tolerance.

Adjacent lanes may be used in lieu of forms for supporting finishing equipment provided that
proper protection is afforded to the concrete of the adjacent lanes to prevent damage, and
provided further that the surface of the concrete carrying the finishing equipment does not
vary by more than 3mm in each meter length. Adjacent lanes in lieu of forms may not be
used until the concrete is at least seven (7) days old. Flanged wheels of the finishing
equipment shall not be operated on the concrete surface. The inside edge of supporting
wheels of the finishing machine shall not operate closer than 100mm from the edge of the
concrete lane.

Alternative to placing forms, slip-forming may be used. Slip-form paving equipment shall be
equipped with the traveling side forms of sufficient dimensions, shape and strength to
support the concrete laterally for a sufficient length of time during placement to produce
pavement of the required cross section. No abrupt changes in longitudinal alignment of the
pavement will be permitted. The horizontal deviation shall not exceed 20mm from the proper
alignment established by the Engineer.
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Joints

All joints, longitudinal, transverse, etc., shall be constructed as shown on the Drawings and
shall be clean and free of all foreign material after completion of shoulder work prior to
acceptance of the work and in accordance with the following provisions:

Longitudinal and Transverse Contact Joints:

Longitudinal contact joints are joints formed between lanes that are poured
separately. Transverse contact joints are joints formed between segments of a lane
that are poured separately. Transverse contact joints shall be formed perpendicular
tc pavement centerine at the end of each day of concrete placing, or where
concreting has been stopped for 30 minutes or longer but not nearer than 1.5 meters
from sawed contraction joints. All contact joints shall have faces perpendicular to the
surface of the pavement. Tie bars of the size, length and spacing shown on the
Drawings shall be placed across longitudinal and transverse contact joints.

Placing Concrete

The concrete shall be deposited and spread in order that segregation will not occur and
place a uniform layer of concrete whose thickness is approximately 20 mm greater than that
required for the finished pavement is placed. Rakes shall not be used for handling concrete.

In order to prevent the introduction into the concrete of earth and other foreign materials, the
men whose duties require them to work in the concrete, shall in general, confine their
movements to the area already covered with fresh concrete. Whenever it becomes
necessary for these men to step out of the concrete, their footwear shall be washed or
otherwise thoroughly cleaned before returning to the concrete. Repeated carelessness with
regard to this detail will be deemed sufficient cause for removing and replacing such worker.

Buring the operation of striking off the concrete, a uniform ridge of concrete at least 70 mm
in height shall be maintained ahead of the strike-off screed for its entire length. Except when
making a construction joint, the finishing machine shall at no time be operated beyond that
point where this surplus can be maintained in front of the strike-off screed.

After the first operation of the finishing machine, additional concrete shall be added to all low
places and honeycombed spots and the concrete rescreeded. In any rescreeding, a uniform
head of concrete shall be maintained ahead of the strike-off for its entire length.
Honeycombed spots shalt not be eliminated by tamping or grouting.

Workers on the job shall have mobile footbridges at their disposal so that they need not walk
on the wet concrete.

In conjunction with the placing and spreading, the concrete shall be thoroughly spaded and
vibrated along the forms, bulkhead, and joints.

The internal vibrators shall be of pneumatic, gas-driven, or electric type, and shall operate at
a frequency of not less than 3,200 pulsations per minute.

Whenever the placing of the concrete is stopped or suspended for any reason, for a period
of 30 minutes or longer, a suitable bulkhead shall be placed so as to produce a vertical
transverse joint. If an emergency stop occurs within 2.5 meters of the contraction or an
expansion joint the concrete shall be removed back to the joint. When the placing of the
concrete is resumed, the bulkhead shall be removed and a new concrete placed and
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vibrated evenly and solidly against the face of previously deposited concrete. Any concrete
in excess of the amount needed to complete a given section or that has been deposited
outside the forms shall not be used in the work.

The Contractor shall provide suitable equipment for protecting the fresh concrete in case of
rain, such as screens which will cause the rain water to run off beyond the edges of the
paving, rain proof tarpaulins or other methods approved by the Engineer. The equipment
shali be sufficient to shelter from rain all areas equal to that paved in two hours of work.

Finishing Concrete

The concrete shall be compacted and finished by a mechanical, self-propelied finishing
machine of approved type, having two independently operated screeds. If a machine
possessing only one screed is approved, the screed will not be less than 450 mm wide and
shall be equipped with compensating springs to minimize the effect of the momentum of the
screed on the side forms. The number of driving wheels, the weight of the machine and the
power of the motor shall be so coordinated as to prevent slippage. The top of the forms and
the surface of the finishing machine wheels shall be kept free from concrete or dirt.

The machine shall at all times be in first-class mechanical condition and shall be capable of
compacting and finishing the concrete are herein described. Any machine which causes
displacement of the side forms from the line or grade to which they have been properly set,
or causes undue delay due to mechanical difficulties, shall be removed from the work and
replaced by a machine meeting the Specifications.

The finishing machine shall be operated over each section of pavement two or more times
and at such intervals as will produce the desired results. Generally, two passes of the
finishing machine are considered the maximum desirable.

The concrete shall be vibrated, compacted, and finished by a vibratory finishing machine.
The vibratory machine shall meet the reguirements for ordinary finishing, and shall be one of
the following type:

1. The machine shall have two independently operated screeds; the front screed shall
be equipped with vibratory units with a frequency of not less than 3,500 pulsations
per minute. There shall be not less than one vibratory unit for each 2.5 meters length
or portion thereof, of vibratory screed surface. The front screed shall not be iess than
300mm wide and shall be equipped with a “bull nose” front edge built on a radius of
not less than 50mm. This type of vibratory finishing machine shall be operated in
such manner that each section of pavement will receive at least one vibratory pass,
but not more than two passes, unless otherwise directed, or ;

2. The machine shall be equipped with an independently operated vibratory “pan” (or
pans) and two (2) independently operated screeds, the “pan” shall be mounted in a
manner that will permit it to come in contact with the forms and will permit vibration of
the full width of lane simultaneously.

There shall be not less than one vibratory unit for each 2 m. length or portion thereof,
of vibrating pan surface. The vibratory units in any individual pan shall be
synchronized and have a frequency of not less than 3,500 pulsations per minute. The
front screed shall be capable of operating in a position that will strike off the concrete
at a sufficient height above the top of the forms to allow for proper compaction with
the vibrating pan. This type of vibratory finishing machine shall be operated in such
manner than each section of pavement will receive at least one vibratory pass but
not more than two passes, unless otherwise directed.
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After the final pass of the finishing machine and when the concrete has started to
dry, the surface of the pavement shall be finished with an approved longitudinal float.
The float may be operated either manually or by mechanical means. The float may
be either of wood or metal shall be straight and smooth and light in weight so as not
to displace or sink into the concrete surface.

To be effective, the float shall be at least 300mm wide and 3m long. When manually
operated, the float shall be moved from edge to edge with a wiping motion and
advance one (1) meter or more.

The succeeding trip shall overlap the previous trip. A light smoothing lute at least 3
meters long may be used provided approved by the Engineer.

The surface of the pavement shall be tested by the Contractor, before the final
belting, with an approved standard straightedge 3 meter in length. Irregularities so
detected shall be corrected immediately. Special attention shall be given to the
concrete adjacent to transverse joints to insure that the edges thereof are not above
the grade specified or the adjacent concrete below grade. Ali depressions or
projections shall be corrected before any initial set has developed in the concrete.

After the concrete has been brought to the required grade, contour and smoothness,
it shall be finished by passing over the concrete a drag of one or two buriap clothes,
which give the surface the required roughness. The vehicles used to carry these
cloths may be independent of the concrete-laying machine or may be incorporated
with it and may be operated either by hand or mechanically.

Hand finishing will be permitted only on variable width sections of the pavement and
other places where the use of the finishing machine would be impractical. Hand
finishing shall be accomplished by means of the hand-operated strike-off template of
either steel or steel-shod wood construction. The striking template shall be operated
forward with a combined longitudinal and transverse motion and shall be so
manipulated that neither end will be raised off the side forms. A similar tamper shall
be used for tamping the concrete.

As soon as the concrete has attained its initial set, the edges of the pavement, the
longitudinal joints, the construction dummy and expansion joints not sawn shall be
carefully finished with an edging tool having radius of at least 5mm. The tools, the
special accessories for cutting impressed joints and methods of workmanship shall
be such as will produce a joint whose edges are of the same quality of concrete as
the other portion of the pavement. Methods and workmanship which make use of
excess mortar or grout in this area shall be eliminated. Unnecessary tool marks shali
be eliminated during work, and the edges left smooth and true to line.

Striking Forms

Forms shall remain in place at least 12 hours after the concrete has been placed. When
working conditions are such that the early strength gain of the concrete is delayed, the forms
shall remain in place for a longer period, as directed by the Engineer. Bars or heavy load
shall not be used against the concrete when still in the forms. Any damage to concrete
resulting from form removal shall be repaired promptly by the Contractor as directed by the
Engineer without any additional payment to the Contractor.
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Curing Concrete

Unless otherwise ordered by the Engineer, curing of concrete shall be done by any method
specified in the Section “Reinforced Concrete”.

Cleaning and Sealing Joints

After completion of the required curing and before opening of the pavement to traffic, all
joints shall be thoroughly cleaned of all concrete aggregate fragments or other materials.

After removal of side forms, the ends at transverse expansion joints at the edges of the
pavement shall be carefully cleaned of any concrete within the expansion spaces for the
entire depth of slab, care being taken not to injure the ends of the joints. Expansion and
contraction joints shall then be poured with a hot joint sealer to the depth as indicated on the
Drawings. Joint sealer shall be poured using approved hand pouring pots, with liquid at a
temperature not less than that recommended by the approved manufacturer.

Opening to Traffic

The pavement shall be closed to traffic, including the vehicles of the Contractor, for a period
of 10 days after the concrete is placed or longer if in the opinion of the Engineer, the weather
conditions make it necessary to extend this time. The Contractor shall furnish, place and
maintain satisfactory barricades and lights as directed, to exclude all traffic from the
pavement.

Any damage to the pavement due to traffic shall be repaired or replaced at the expense of
the Contractor. Paving mixers, mechanical concrete spreaders and finishers and other
heavy paving equipment shall not be operated on completed concrete lanes in order to
construct alternate lanes until after the regular curing peried is completed. Even then,
planks shall be laid on the finished pavement or other precautions taken to prevent damage
to the concrete pavement.

Pavement Smoothness, Thickness and Tolerance

Portland cement concrete pavement shall be constructed to the designed level and
transverse slope shown on the Drawing. The allowable tolerance shall be as listed
hereunder:

1. Permitted variation from design +- 5mm
thickness of layer

2. Permitted variation from design +- 5mm
level of surface

The thickness of the pavement will be determined by measurement of cores from the
completed pavement in accordance with AASHTO T 148.

The completed pavement shall be accepted on a lot basis. A lot shall be considered as
2,500 sq.m of pavement. The last unit in each slab constitutes a lot in itself when its length is
at least %2 of the normal lot length. If the length of the last unit is shorter than % of the normal
tot length, it shall be included in the previous fot.

Other areas such as intersections, entrances, crossovers, ramp, etc., will be grouped
together to form a lot. Small irregular areas may be included with other unit areas to form a
lot.
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ITEM 13 : MOORING AND FENDERING SYSTEM

SCOPE OF WORK

1. The work includes furnishing of all labor, materials and equipment to complete the
installation of mooring bollards and fenders in piers/wharves.

2. The work shall include the supply, transport, handling, storage and installation of fenders
systems in the newly constructed piers.

3. The Contractor shall furnish and install the necessary fittings as shown on the drawings
and/or specified.

Supplementary parts necessary to complete and install each item of works shall be included
whether or not shown or specified. The Contractor shall furnish to relevant trades all anchors,
fastenings, inserts, fittings, fixtures or the like to be instalied on or required for securing the works.

The Contractor shall submit shop drawings of all fitting works prior to placing orders and
commencement of any fabrication.

MATERIAL REQUIREMENTS
MOORING SYSTEM

Designated load capacity of mooring bollards shall be as shown in the drawings, and shall be
referred to as the maximum load capacity. The mooring bollards shall be at rupture stage upon
reaching the maximum load capacity.

Mooring bollards shall be of the dimensions, weights, capacities and designs as shown in the
drawings and shall be fabricated by approved manufacturer with cast steel conforming to the
requirements indicated in the plan/drawings, or approved equivalent.

The size of the bolts, nuts and washers shall be in accordance with the specifications provided in
the plans/drawings. The anchor plate shall be connected to the holding down bolt as shown in the
plans/drawings. All bolts, nuts, washers efc., that are exposed shall be hot-dip galvanized.

Samples of the bolts, nuts, washers and anchor plates shall be submitted to the Engineer for
approval before being used in the Works.

The upper part of bollards and base plates which are not embedded in concrete shall be painted.
The surface of bollards shall be cleaned thoroughly by wire brush or other means prior to painting to
remove rust or any other contamination which may interfere with bond of paint to metai.

The exposed surface shall be coated with rust proof paint and finishing paint, which shall be coal-tar
epoxy of 120m micron thickness in accordance with JIS K5623 or the approved standard.

Base Steest:

Chemical composition and mechanical properties of base metal to be used for fabrication of
mooring bollard and its accessories shall comply with ASTM A36 and other required standard stated
therein.
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Concrete Foundation :

Concrete foundation for mooring bollards shall conform to the requirements of the Section
concerning “Reinforced Concrete”.

Visual Inspection :

Ali mooring bollards delivered to Site shall be inspected by the Engineer for any signs of
flaws or defect inimical to usage.

Mill Test Certificates:

Two (2) copies of mill test reports shall be submitted certifying that materials meet the
specified standards.

Test Inspection:

Inspection of all materials and methods of fabrication shall be carried out by the Contractor.
However, the Engineer reserves the right to inspect all facilities at any time during the
manufacture to ensure that the materals and workmanship are in accordance with
Specifications and the best of workmanship.
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FENDER SYSTEM

The rubber fenders should comply with the performance requirements specified in the table
provided on the plan/drawings of Rubber Dock Fenders (RDF).

PHYSICAL PROPERTIES OF MATERIALS

The rubber for the fenders shall be of high quality natural rubber, synthetic rubber or mixed rubber
blended with carbon black used in the rubber industry and shall have sufficient resilience and anti-
ageing, weathering, abrasion, wear and oil resistant properties. The rubber dock fenders shall be

free from bubbles, cracks and other harmful defects.

The physical properties of the rubber compound used for the fenders shall comply with the
following requirements:

Physical Properties and Test Method

Test Item Properties Test Method
Tensile St h . ini \ ASTM D412
ensile Strengt! 160kg/sq.m minimum Test piece:
g Elongation 350% minimum Dumbell No. 3 ASTM
3 D1456
& Hardness 76Hs maximum .
S Spring Type
] ASTM
@ hardness test
D2240
2 (Type A)
flad
= .
S Tensile Strength Not less than 80% of ASTM D412
£ o , , ASTM
E ? Elongation originaf value Aging by air D1456
- heating: 704+1°C
@
& Hardness Not more than original X 96 hours. ASTM
value +8° D2240
Compression Test 30% maximum Heat treatment:
70+£1°Cx 22 ASTM D395
hours,

Note: Equivalent Standards are acceptable,

FITTINGS AND ANCHORAGE

Anchor bolts and connecting hardware shall be fabricated using type of steel specified and to the
required shapes and sizes shown on the approved plan/drawings.

TESTING, SAMPLING, INSPECTION, ACCEPTANCE, MARKING AND PACKAGING

Testing

All rubber dock fenders shall be tested for performance. It shall pass the required energy
absorption and reaction force at a certain deflection as indicated in the plan.

The Contractor shall be required to submit test certificates showing compliance to the above
requirements. The test certificates shall be certified by an independent testing institute /

organization recognized by the Authority.
The standard performance testing methodology shali be Method B, to wit:
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Fender temperature shall be stabilized at 23 degrees plus or minus 5 degrees
centigrade for at least 24 hours before compression testing.

Break-in of fender by deflecting 3 times to rated deﬂéction.
Removed load from the RDF and allow recovering for a minimum of 1 hour.

Deflect RDF at speed of 2-8 cm/min once to rated deflection.

The testing apparatus shall be calibrated and certified within plus or minus 1% in
accordance with ISO or equivalent JIS or ASTM requirements. Calibration shall be traceable
to a national/international standard and shall be performed annually by an accredited third
party organization. The RDF performance testing center shall be subjected to accreditation
by PPA and notation and /or certification by DPWH-BRS prior to acceptance.

Inspection

All fenders of each type shall be inspected for compliance to specified dimensions and all
fenders shall be inspected by the Engineer for any sign of flaw or defect inimical to its use.

All anchor bolts and fittings shall be inspected. The material used for the fabrication of bolts
and fittings shall be covered by the manufacturer's certified mill certificate and shall be
verified by the Authority.

All RDF items/units shall be clearly numbered and marked indicated the following:

Acceptance Tolerance

The acceptance tolerance shall be based on the following:

1.

Fender Dimension

Length : 2% to +4%
Width : 2% to +4%
Height : -2% to +4%
Thickness : -2% to +8%

Anchor Bolt Holes in Fender
Diameter of the Hole : +2.0mm
Pitch of the Hole : +4.0mm

Acceptance tolerance for all fenders supplied shall be as follows:

E = Energy absorption, E 2 Specified E but not less than
10% of the specified E

R = Reaction force, R < Specified R but not more than
10% of the specified R
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Marking
All fender units shall be clearly numbered and marked. Each fender shall have the following
markings.
1. Fender type and manufacturer's name or trade mark
2 Production serial number
3 Date of manufacture or its abbreviation
4, Main dimensions
5 Project identification as follows:
Name of Port/Project;
Year supplied
Packaging

The fenders shall be packaged on wooden crate or wrapped individually with Polypropylene
sheets except when shipped containerized. The bolts and fittings should be placed in crates
and suitably treated for protection when transported by sea and stored in port areas.

EXECUTION

MOORING / FENDERING SYSTEM

All units shall be installed at the locations shown on the drawings and as directed by the Engineer.
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ITEM 14 : DRAINAGE WORKS
SCOPE OF WORK
The works shall consist of excavation, backfilling and construction of lateral drains, construction of
manholes, reconnection to existing lateral and other related works in accordance with the

dimensions, size, elevation and grade as shown on the drawing and shall conform with the
Specification.

At least thirty (30) days before the start of any construction related to drainage works, the
Contractor shall submit to the Engineer for his approval, shop drawings of the drainage work he
intends to construct. The shop drawings shall include the materials and the general method of
installation he intends to employ.

MATERIAL REQUIREMENTS

BACK FILL

Fill shali be in accordance with item “Reclamation and Fill".

GRAVEL BEDDING

Gravel Bedding/gravel base shall be in accordance with the specifications of Crushed Course
Aggregates in “Reinforced Concrete”.

SAND BEDDING
Sand bedding shall be in accordance with ltem “Reinforced Concrete (Fine Aggregates)”.
CONCRETE

Mixing/Casting and steel reinforcements shall be in accordance with ltem *Reinforced Concrete®
while the dimensions shall be as shown on the Drawings.

CEMENT MORTAR

Cement mortar shall consist of one part Portland cement to two parts of fine aggregate with water
added as necessary to obtain the required consistency.

REINFORCED CONCRETE PIPE

The fabrication of reinforced concrete pipes shall conform to the Specifications of ASTM C 76 while
the testing requirements shalil conform to ASTM C 497. The Engineer reserves the right to inspect
and test the pipe delivered for intended purpose. Defects that are discovered after acceptance of
delivery of the pipe but before installation shall be a cause for rejection.

Standard reinforcement details and concrete strength shall be in accordance with DPWH “Standard
Two Meter Concrete Pipe Culvert”.

STEEL GRATING

The fabrication of grating shall conform to requirements of Steel and Metal Works” and “Zinc
Coatings on lron and Steel”

All steel grades and dimensions shall conform with the approved plans.
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EXECUTION

EARTHWORKS

All earthworks for concrete pipe culvert shall conform to the lines, grades and elevations shown on
the drawings or as directed by the Engineer.

The laterai drain shall be excavated to the depth, grade and width estabiished by the Engineer. The
bedding surface shall provide a firm foundation of uniform density throughout the entire length. Soft,
spongy, or otherwise unstable material encountered that will not provide a firm foundation for the
concrete drainage shall be removed to the full width of the trenches and replaced by suitable
material to a depth of not less than 30 cm. 100mm thick gravel bedding shall be used as foundation
or otherwise as specified.

PIPE LAYING

The pipe shall be tested for water-tightness of joints before backfilling the trench. Unsatisfactory
work shall be corrected without additional cost to the PPA. The collar shall have set sufficiently prior
to backfilling.

Methods of installation and typical bedding for pipe conduits if not included in the plans, shall
conformed to DPWH “Standard Two Meter Reinforced Concrete Culvert®.

LATERAL DRAIN

Concrete cover and the existing steel gratings shall be set to the required elevations as shown on
the drawings to fit the adjoining surfaces and shall be installed after the adjoining concrete is struck
off and finished, and the fit on the frames shall be such that there is no rocking.

All completed structures shall be thoroughly cleaned of any accumulations of silts, debris or foreign
matter of any kind, untit finally accepted and put into service.

CATCH BASIN INLETS, MANHOLES AND QUTLETS

Lid frames shall be set to the required elevations as shown on the drawings to fit the adjoining
surfaces. Lids shall be installed after the adjoining concrete is struck off and finished, and the fit on
the frames shall be such that there is no rocking.

Where reconstruction of existing catch basin inlets, manholes, outlets, or similar structures are
indicated, the work shall be in accordance to the details and elevations as shown on the drawings,
including re-installation of existing metal frames, grates and lids, or replacing of concrete covers
instead of grates that may have been lost or found lacking. All completed structures shall be
thoroughly cleaned of any accumulations of silts, debris or foreign matter of any kind, untii finally
accepted and put into service.

FIELD DENSITY TEST

Field Density tests to determine the percent of compaction of the fill material shall be conducted
until a field density of at least 95 percent of the maximum dry density in accordance with AASHTO
T180, Method D has been achieved. In place density determination shall be made in accordance
with AASHTO T191.
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CLEARING AND DISPOSAL

Dumping or disposal of un-used excavated materials shall be coordinated to PMO. If the excavated
materials are determined for disposal, the contractor will provide all necessary works and expenses
for its completion in concurrence by the Engineer.
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ITEM 15 . SECURITY FENCE

DESCRIPTION

This item shall consist of furnishing, construction and installation of security fence components in
any combinations in accordance with this specification, lines, grades and cross-sections shown on
the Plans, or as directed by the Engineer.

MATERIALS REQUIREMENT
Materials shall conform to the respective specifications and other requirements specified below
CONCRETE HOLLOW BLOCKS (CHB)

CHB shall be of standard manufacture, machine vibrated with fine and even texture and well-
defined edges and conforming to the requirements of ASTM C 129. Unless otherwise specified on
the Drawings, It shall have a minimum compressive strength of 4.14 MPa (600 psi). CHB shall be
non-load bearing uniform and essentially smooth as normally achieves by standard molding
methods and shall be free from any cracks, flaws or other defects.

BEDDING MORTAR

Mortar shall be composed of 1 part of Portland cement, 3 parts of sand and ¥z part of lime. i shall
have a compressive strength of [14 MPa (2,000 psi)] at 28 days and shall comply with property
specifications for type N mortar set forth in ASTM Specification C 270 and as modified herein,
proportioned and tested in an approved laboratory at the expense of the Contractor. When tested
for water retention, the mortar shail have a flow after suction, of 75 percent or more when mixed to
an initial flow of 125 to 140 percent. When tested for compressive strength, mortar shall be mixed
to a flow of 100 to 115 percent. Aggregate for mortar shall conform to ASTM C 144.

PLASTER

Plaster shall comply with the same specification as those for bedding mortar and will include
the use of synthetic fibrous reinforcement of type and dosage recommended by the manufacturer.

REINFORCING STEEL BARS AND RODS

Minimum vyield strength of reinforcement shall conform to the specifications in Section of
Reinforced Concrete.

CONCRETE

Minimum compressive strength of concrete shall conform to the specifications in Section of
Reinforced Concrete.

BARBED WIRE AND STEEL/GI PIPE POST

The materials to be used shall conform to the specifications indicated on the drawings and shall
be approved by the Engineer prior to installation.

CYCLONE WIRE MESH

Cyclone Wire Mesh shall conform to the requirements of ASTM A 121, Class 1.
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CONSTRUCTION REQUIREMENT

The Contractor shall perform such clearing and grubbing as may be necessary to construct the
fence to required grade and alignment. Fence shali generally follow the contour of the ground.
Grading shall be performed where necessary to provide a neat appearance.

The post shall be erected vertically in position inside the formwork of the foundation block prior to
the placing of concrete shall be adequately supported by bracing to prevent movement of the post
during the placing and setting of the concrete. The post shall be erected to the height and location
shown on the Plans, or as ordered by the Engineer.

Masonry shall be laid plumb, true to line, with level courses accurately spaced. Bond pattern shall
be kept plumb throughout. Corners and reveals shall be plumb and true. Vertical joints shall be
shoved tight. Each unit shall be adjusted to final position while mortar is still soft and plastic.
Any unit that is disturbed after mortar has stiffened shall be removed and relaid with fresh mortar.
Courses shall be so spaced that backing masonry will level off, flush with the face work at all
joints where ties occur. Chases and rake-out joints shali be kept free from mortar or other debris.

Anchorage to concrete. Anchorage to abutting columns shall be provided only where indicated.
Details shall be as indicated including anchorage to underside of beams and siabs

Cutting and fitting, including that required to accommodate the work of others shall be done by
masonry mechanics. Wherever possible, full units of the proper size shall be used in lieu of cut
units. Cut edges shall be clean, true and sharp. Openings shall be carefully cut, formed or otherwise
neatly made for recessed items and for electrical, plumbing, or other mechanical installations so that
wall plates, cover plates, or escutcheons required by the installation will completely conceal the
openings and will have bottoms in alignment with lower edge of masonry joints. Webs of hollow
masonry units shall be cut to the minimum required for the installation. Reinforced masonry lintels
shall be provided as indicated above openings over 300mm wide, for pipes, ducts and cable trays,
unless steel sleeves are used.

Spaces around built-in items shall be filled with mortar. Openings around flush-mounted electrical
outlet boxes in wet locations shall be pointed flush with mortar including flush joints above the
boxes. Anchors, ties, accessories, flashing, pipe sleeves and other items required to be built-in shali
be built-in as the masonry work progresses. Anchors, ties, and joint reinforcement shall be fully
embedded in mortar.

Unfinished work shall be stepped back for jointing with new work. Toothing may be resorted to only
when specifically approved. Before laying new work, loose mortar shall be removed and the
exposed joint shall be thoroughly cleaned.

Mortar shall be accurately measured in laboratory-established proportions and mixed with as much
water as may be necessary to produce the wettest workable consistency possible. Mortar shail be
placed in final position within one hour after mixing. Mortar not used or that has started to set within
this time interval shall be discarded.

Joints in exposed-to-view except control joints, joints to be pointed or caulked or sealed, and
openings around flush-mounted electrical outlet boxes in wet locations shall be tooled slightly
concave with the mortar thoroughly compacted and pressed against the edges of the units. Tooling
shall be done when the mortar has been thumbprint hard. The tooled joint shall be finished to
uniformly straight and true lines and surfaces, smooth and free of tool marks.

Now Port Development
Part of Lavezares, Laverares, Northamn Samar



86
Technicai Specifications
(CHB Security Fence)

Details of reinforcement shall be as indicated in the drawings. Reinforcing shall not be bent or
straightened in a manner injurious to the steel. Bars with kinks or bends not shown on the drawings
shall not be used. Placement of reinforcement shall be inspected and approved prior to placing

grout. One piece vertical bars extending from floor to floor or roof above shall be provided. Vertical
bars shall be spliced only where indicated.

a. Positioning Bars

Vertical bars shall be positioned accurately at the centerline of the wall. A minimum clearance
between the bars and masonry units of 12mm and between parallel bars of one diameter of the
reinforcement shall be maintained. Vertical reinforcing shall be held in place using metal supports,
centering clips, spacers, ties or caging devices located near the ends of each bar and at
intermediate intervals of not more than 192 diameters of the reinforcement.

b. Splices

Splices shall be located only as indicated. Splices shall be staggered in adjacent bars at least
600mm. Bars shall be lapped a minimum of 40 diameters of the reinforcement.

Welding shall be done in accordance with Standard Code and under supervision of Engineer.
PAINTING AND CLEANING

If required in the contract, paint shall be in accordance to the specification indicated in the plans and
coordinated with the end user.

Mortar daubs or splashing, before setting or hardening, shall be completely removed from masonry
unit surfaces that will be exposed or painted. Before completion of the work, all defects in joints or
masonry to be exposed or painted shall be raked out as necessary, filled with mortar, and tooled to
match existing joints. Masonry surfaces shall not be cleaned, other than removing excess susface
mortar until mortar in joints has hardened. Masonty hardened surfaces shall be left clean, free of
mortar daubs, dirt, stain and discoloration, including scum from cleaning operations and with tight
mortar joints throughout. Metal tools and metal brushes shall not be used for cleaning.

New Port Development
Portof La L L Northam Samar




87
Technical Specifications
{Electrical Works)

ITEM 16 : ELECTRICAL WORKS

SCOPE OF WORK
The work to be done shall consist of furnishing, delivering and installing electrical
materials/fixtures completed in accordance with all the details of the electrical works as shown

on the drawings including materials, fabor, tools and equipment and all incidental works as
found necessary.

Refer to electrical plans/drawings for location and extent of work involved.
GENERAL REQUIREMENTS

a) All works shall be done in accordance with the requirements of the publications and
agencies having jurisdiction, as well as the requirements of the approved standards.

1. National Fire Protection Association - (NFPA)

2. National Electrical Manufacturer Association - (NEMA)

3. Underwriter Laboratories, inc. - (UL)

4, Philippine Electrical Code - (PEC)
Philippine National Standard - (PNS)

5. Federation Specification:

Circuit Breaker, Molded Case, Branch
Circuit and Service

6. American National Standard Institute - (ANSI)
7. American Society for Testing and Materials - (ASTM)
8. lluminating Engineering Society - (IES)

9. Light Emitting Diode - (LED)

b) The electrical power will be tapped into concrete pedestal post with supply voitages of
230 volts, single phase (19), and 60 hertz.

c) The Contractor shall employ a licensed Registered Electrical Engineer or Master
electrician to perform or supervise and conduct continuous inspection of all electrical
work.

d) The Contractor shall first obtain approval from the Authority before procurement,
fabrication or delivery of electrical materials to the site. Partial submittals will not be
acceptable and will be retumed without review. Submittals shall include the
Manufacturer's Name, Trade Name, Place of Manufacture, Catalog Model or Number,
Nameplate Data, Size, Layout Dimensions, Capacity, Project Specification and
Paragraph Reference, Technical Society Publication References and other information
necessary to establish contract compliance of each item to be furnished.

e) All excavations fill and backfill and concrete works involved herein, shall be carried to the
required elevations and shall conform to the provisions of specification under Earthwork
and Concrete Construction of this tender document.
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f) The materials and equipment to be furnished shall be standard products of reputable
manufacturer engaged in the reproduction of such materials and equipment.

Q) Ali permits and electrical fees required for this work shall be obtained at the expense of
the Contractor. The Contractor shall furnish the Engineer-in-Charge, the final Certificates
of Inspections and approval from the proper govemment authorities after the completion
of work. The Contractor shall prepare all as- built plans and all other paper works as
required by the enforcing authorities.

h) The Contractor shall furnish and install electrical materials as shown in the drawings. A
licensed Electrical Engineer or Master Electrician is required to implement the installation
of the electrical system.

i) Electrical installation shall conform to the requirements of Philippine Electrical Code
(PEC) and the other approved standards.

i The contractor shall install all electrical works with the supervision of the qualified
Registered Electrical Engineer (REE) or Master Electrician. All electrical installation
applications regardless of capacity and voltage whether new, addition or revision shalt be
accompanied by electrical plans signed and sealed by a duly licensed Professional
Electrical Engineer (PEE).

MATERIAL REQUIREMENTS

Alt materials shall be brand new and shall be of the approved type meeting ali the requirements
of the Philippine Electrical Code and bearing the Philippine Standard Agency (PSA) mark.

PRODUCTS
WIRES AND CABLES

The conductor material to be furnished and installed shall be copper wire Heat-Resistant
Thermoplastic (THHN/THWN-2). All conductors shall be rated 600 volts insulation and shall be
standard for all sizes,

CONDUIT AND FITTINGS

Underground PVC conduit shall be polyvinyl chioride with concrete covered. It shall be
manufactured to schedule 40 outside diameter. All fittings and bends shall be solvent bonded
using manufacturers recommended product.

VERTICAL DOWNLIGHT SURFACE MOUNTED TYPE

The Contractor shall provide the type of light to be installed for surface mounted fixtures as
shown on the approved plans.

WALL SWITCHES AND PLATES

Wall switches in general shall be rated 10 amperes at 230 volis or with ampere and voitage
ratings as required. Switches shall be flush mounting and of the rocker type, spring operated.
The type of switches shall be tumbler operation and the color, plating and appearance of wall
plates shall be as selected by the Engineer.
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WALL RECEPTACLE AND PLATES

Duplex Convenience outlets shall be 15 amperes, 230 volts, 2 pole, 3 wire parallel slot,
grounding type.

LED FLOODLIGHT FIXTURE 200 WATT

Specifications:

Rated : 200 watt LED Floodlight Fixture or equivalent

input Voltage : AC 85-265 / 50-60 HZ

Luminous Flux : 30000 LM

Color Temperature : $500-6500k / Daylight

Light Source : 4 layer of High B rightness LED Module

Material : Die Cast Aluminum Alloy Housing

Beam Angle : 120 degrees

Lifetime : > 50,000 hours

IP Rating : IP 66 outdoor (water resistant, excellent for outdoor use)

ROADWAY FIXTURE 200 WATT LED COBRA Il or equivalent

Specifications:

Rated : 200 watt LED or equivalent
Luminous (Flux) Lumens : 24000

Light Source High Brightness  : LED SMD

Color Temperature : 6000-6500k / Daylight
Material : Die Cast Aluminum Alloy
Beam Angle : 140 degrees, 90*150 degrees
Lifetime : > 50, 000 hours

Input Voltage : AC 85-265VAC, 50/60 HZ
IP Rating :IP 66

Switches:

Weatherproof die cast aluminum toggle switch (NEMA-3R) attached to Single Angle Bar
Floodlight Steel Tapered Lamp Post.

CONCRETE DUCT BANK
The contractor shall construct concrete duct bank as shown in the approved plan.

PANEL BOARD

The Main Disconnect Panel is located at the guardhouse in accordance with the load schedule
as shown in the approved plans with respect to supply characteristics, rating of main lugs or
main circuit breaker, number and ratings and capacities of branch circuit breakers.

Main and branch circuit breakers for panel board shall have the rating, capacity and number of
poles as shown on the approved plans. Breakers shall be thermal magnetic type solid state-type
with interrupting capacity of 10,000 amperes symmetrical minimum. Breaker terminal shall be
UL listed as suitable for type of conductor provided. Breaker shall be the bolt-in type (that is,
bolted to the current carrying bus). Plug-in circuit breakers are not acceptable
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SINGLE ANGLE BAR FLOODLIGHT STEEL TAPERED LAMP POST and
SINGLE ARM STEEL TAPERED LAMP POST

Lamp Post shall be 10.0 m ht. Single Angle Bar Floodlight steel tapered and 10m.ht. Single Arm
lamp post, funished installed and tested as shown on the approved plans. The post/s shall be
dimensioned for a wind velocity of 185 km/hr. It shall be locally fabricated or manufactured. The
post shall be Hot —Dipped Galvanized, prime-coated with red lead and shall be painted at site
with the final coating preferably aluminum paint to be approved by the Engineer.

EXECUTION

NSTALLATION

Lamp Post shal! be installed as shown on the approved plans.
Pole Setting: Depth as shown on the approved plans.

Construction of lamp post foundation shalf be in accordance with the shape and dimensions as
shown on the approved plans.

Excavations / backfilling required before /after installation of lamp post with the trench shall
conform to the provisions of Earthwork and Concrete construction.

Concrete Pedestal shall be reinforced concrete with appropriate weatherproof fittings as
constructed as shown in the approved plan. Reinforced concrete materials shall conform to the
requirements of concrete. Concrete shall be of 21 Mpa (3000 psi) compressive strength.

Metering: the local utility company in Lavezares Port, Northemn Samar, is responsible for the
supply and installation of metering equipment, and its accessories, but it is part of the
contractor's responsibility and expense to contact them about this.

WORKMANSHIP

The work throughout shall be executed in the best and most thorough manner under the
direction of and at the satisfaction of the Registered Electrical Engineer or Master Electrician,
who will interpret the intent meaning of the drawings and specification and shall have the power
to reject any work and materials which in his judgment, are not in full accordance therewith.

TESTING OPERATIONS

When the electrical installation is completed, the Contractor shall test the installed electrical
materials and equipment in the presence of Registered Electrical Engineer or Master Electrician.
The system shall be free from any defects, shorts or grounds. The Contractor at no extra cost
shall furnish all necessary instruments and personnel required for the testing.

GUARANTEE

Upon completion and before final acceptance of the work, the Contractor shall furnish the
Engineer a written guarantee stating that all works executed are free from defects on materials
and workmanship. The guarantee shall be for a period of one year from the date of the final
acceptance. Any work that becomes defective during the said period shall be corrected /
replaced by the Contractor at his own expense in a manner satisfactory to the Authority.
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ITEM 17A FINISHES

GENERAL

General Requirements contain provisions and requirements essential to these Specifications; and
apply to this section, whether or not refefred to herein.

SCOPE OF WORK

The work covered by this section consist of furnishing all labor, materials, equipment, tools and
incidentals necessary to undertake, complete all finishing works and painting for the buildings as
indicated on the drawings and as specified herein.

Wall, floor, ceiling and other finishing works shall include but are not limited to the following:

Guard House

WALLS
1. Exterior
a. Plain cement finish painted with elastomeric paint.
b. Decorative stone wall cladding
2. Interior
a. Plain cement finish painted with elastomeric paint.
FLOGOR
1. 600mm x 600mm ceramic unglazed tiles (F1)

2. Waterproof finish for the roof deck.

CEILING

1. 12mm thick gypsum board painted on 0.40mm thick galvanized steel ceiling suspension
system at 400mm on center {C1)

2. Painted finish underside of RC Slab

SUBMITTAL

1. Shop drawings for all finishing and painting works for the building shall be submitted in
advance to allow twenty eight days for review and approval. Shop drawings shall indicate
materials and details of finishing works. The Contractor shall be responsible for all errors of
detailing and fabrication, and for the comect finishing work items shown on the shop drawings.

2. The Contractor, before placing order for the finishing materials shall submit to the
Engineer for approval representative samples of finishing materials. No placing of orders for
material for finishing works shall be made without his approval.
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3. Samples of all walls finishes, measuring not less than 1000mm x 1000mm shall be
submitted to the Engineer for approval as to its finish texture and workmanship.

MATERIAL REQUIREMENTS
WALL FINISHES AND COUNTERTCOPS
1. Plain Cement Finish

a. Sand shall be clean and hard material. Sand shall be free from deleterious
substances and conform with the requirements of ASTM C 33.

b. Cement shall be Portland cement conforming with the requirements of ASTM
Designation C 150.
c. Water shall be clean and potable.
d. Bonding compound shall conform to ASTM C 631.
e. Hydrate lime shall conform to ASTM C 206.
f. Synthetic fibrous reinforcement shall conform to BS 5139 or ASTM C 1116.
2, Wall Ceramic Tiles
a. Wall tiles shall be glazed ceramic tiles color as per Architect’s approval.
b. Trimmers and moulding shall be lustrous, glazed with size and color
corresponding to wall tiles.
cC. Portland cement, sand, bonding compound, lime and water shall conform with the
requirements.
FLOOR FINISHES

1. Vitrified Ceramic Unglazed Tiles

a. Vitrified ceramic unglazed floor tiles shall be color varies and as shown on the
drawings or to be designated by the Architect.

b. Portland Cement, sand and water shall conform with the requirements.

C. Vitrified ceramic unglazed floor tiles shall be delivered in the manufacturer's

original unbroken packages or containers that are labeled plainly with the
manufacturer's name and brand. Containers shall be grade scaled. Materials shall
be stored in dry weathertight enclosures, and shall be handied in a manner that will
prevent the inclusion of foreign materials and damage by water or dampness.

2. Waterproof finish for deck and all toilets and baths.
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EXECUTION
WALL FINISHES
1. Plain Cement Finish
a. Preparation of Surfaces
All surfaces shall be cleaned and projections, dust, loose particles and other
materials, which would prevent good bond, shall be removed.
Plaster shall not be applied directly to concrete and masonry surfaces coated
with bituminous compounds and surfaces previously painted or plastered.
All surfaces shall be thoroughly wetted before plastering.
b. Trial Mix

A trial mix of at least three (3) different water-cement ratios for a proposed mix
shall be prepared under full scale conditions and adequate workability. The
proportions by weight of cement to the weight of sand shall not be less than one part
of Portland cement to two parts of sand.

The proportion of cement-sand and water necessary to produce the cement plaster
of the required consistency shall be subject to the approval of the Engineer. Such
approval may be withdrawn at any time and a change in proportions may be required.
Based on the approved mix proportions, the Contractor shall prepare a list showing
the number of kilograms of the various materials to be used in the cement plaster
finish mix.

No cement plaster finish shall be started without an approved trial mix by the
Engineer.

C. Cement Finish Application

A brown coat with sufficient pressure shall be applied to fill the gaps, and to
secure a good bond. Moistened for 48 hours, each coat of cement plaster shall be
kept after application and allow to dry.

A finish coat shall be applied after the brown coat has set. The brown coat shall be
moistened before application of the finish coat. Finish coat shall be floated to plumb,
even planes and surfaces.

Final plaster finishes shall be rubber sponged.

d. Tolerance

The Contractor shall finish plaster work plumb, level, square and true within
tolerance of 3mm in 3 meters, without cracks and other imperfections.

e Patching and Cleaning

Upon completion of the building, and when directed, all loose, cracked,
damaged or defective plastering shall be cut out and re-plastered in a satisfactory
and approved manner.
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2. Wall Tiles
a. Mortar Preparation

All mortar setting beds shall be mixed by volume in the proportion of 1 part Portiand
cement and 3 parts dry sand and not more than 1/10 part hydrated lime.

Mortar materials shall be measured in approved containers, which will insure that the
specified proportions of materials wili be controlled and accurately maintained
during the progress of the work. Measuring materials with shovels, "shovel count", will
not be permitted. Unless specified otherwise, mortar shall be mixed in proportions by
volume, in an approved mortar box.

The quantity of water shall be controlled accurately and uniformly. The aggregates
shall be introduced and mixed in such manner that the materials will be distributed
uniformly throughout the mass. A sufficient amount of water shall be added graduatly
and the mass further mixed until a mortar of the elasticity necessary for purpose
intended is obtained. Mortar boxes, pans and wall surfaces shall be kept clean and
free from debris or dried mortar. The mortar shall be used before the initia! set of
the cement has occurred. Re-tempering of mortar in which cement has started to set
will not be allowed.

b. Application of Wall Tile

Interior masonry shall be clean, thoroughly dry, sound and sufficiently rough to
provide strong mechanical bond. Surfaces shall be evenly damped immediately
prior to the application of the scratch coat.

Scratch coat shall be applied to masonry, as backing for wall tile, not less than 24
hours or more than 48 hours before starting the tile setting. The scratch coat shall
not be less than 6 mm from the face of the masonry. The scratch coat shall be
applied with sufficient pressure to ensure a proper bond with the base for the
setting bed. While the mortar is still plastic, the scratch coat shall be cut with a trowel
at all internal vertical angles for the depth of the coat with the full height of the tile
bed and shall be cross-scratched, in 25 mm centers for the extent of the tile bed.

Immediately before the application of mortar setting bed, the scratch coat shali be
moistened thoroughly but not saturated. Temporary screeds shall be applied to the
scratch coat with mortar to provide a true and plumb surface, the proper distance back
from the finished wall line. The setting bed shall be applied, rodded and floated flush
with the screeds over an area not greater than the area to be covered with the tile
while the bed remains plastic. The thickness of the setting bed shall not exceed
15mm and the mortar shall not be re-tempered. The setting bed shall be cut with a
trowel at all intemal comners as specified for the scratch coat.

Mounted tiles shall be soaked in clean water a minimum of one hour before they
are set. Absorptive mounted tiles shall be damped by placing sheets on a
wetted cloth in a shallow pan before setting. A skim coat of neat Portland cement
morlar, mixed with water to the consistency of a pasty, thick cream, shall be
applied 0.8mm to 1.6mm thick to the mortar setting bed, or to the back of each tile as
laid. The tiles shall then be pressed firmly on the setting bed and tamped until flush
and in the plane of the other tiles. The tiles shall be applied before the mortar bed has
taken its initial set.
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Intersections and returns shall be formed accurately. Where cutting of tiles is

necessary it shall be done at the interal angles of the walls or wainscots. Cutting

and drilling tiles shall be done neatly without marming the surfaces. The cut edges of

tiles against trim, built-in fixtures, and similar surfaces shall be ground and

jointed carefully. The tiles shall fit closely with plumbing fixtures and around electric

outlets, pipes and fittings, so that the plates or escutcheons will properly overlap the

tiles. Wainscots shall be within one half of the heights indicated without cutting of the
tiles.

Bases, caps, bull-nose comers, and all other timmers moulded or shaped features,
and accessories shall be backed thoroughly with mortar and set firmly into place. All
lines shall be kept straight and true, and all finished surfaces brought to true and
even planes, straight and plumb, and internal corners squared and external
comers rounded.

Horizontal joints shall be maintained level and vertical joints plumb and in alignment.
The completed work shall be free of broken, cracked, damaged or otherwise faulty
tiles.

Joints shall be parallel and uniform in width, plumb, level and in alignment. End
joints in broken-joint work shall be made as far as practicable, on the center line of
adjoining tiles. Except in special arrangement and design, as indicated or specified,
square tiles shall be set with straight joints, and oblong tiles shal! be set with broken
joints.

Joint widths shall be uniform and spaced to accommodate the tile in the given
spaces with a minimum of cutting. Tiles shall be wetted, if they have become dry,
before applying grout. Joints 3mm or less in width shall be grouted with a neat
Portland cement grout of the consistency of thick cream. Other joints shall be
pointed with mortar consisting of one part Porland cement and two parts pointing sand.
The grout for walls and other vertical surfaces shall contain non-staining white
Portland cement. Grout and pointing mortar shall be forced into joints by using
trowel, brush or finger application.

Before the grout or mortar sets, the joints of cushion edge tiles shall be struck or
tooled to the depth of cushion, filling all skips or gaps, and the joints of square edge
tiles shall be filled completely flush with their surface. Dark cement shall not show
through grouted white joints. Care shall be taken to avoid scratching glazed
finishes. All mortar or grout shall be removed before it has set or hardened.

Cleaning and Curing

All completed tile work shall be thoroughly sponged and washed diagonally across
joints, and finally polished with clean, dry cloth. Acid cleaning of unglazed tile, when
necessary, shall not be done within ten days after setting tile. All metal shall be
covered with an approved grease and the tile shall be wetted with clean water,
before tile is cleaned with 10% muriatic acid solution. After acid cleaning, the tile
shall be flushed with clean water, and the grease coating on metal shall be
removed. Acid cleaners shall not be used on glazed file.

Protection

Tiled walls outside corners (externa! angles) shall be protected with board comer
strips in areas used as passage ways by workmen. Extreme care should be taken not
to disturb walled tiled until mortar has fully set.
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Painting Works

Surface Preparation

Allow new masonry to dry for 14 days (for exterior surfaces) to 28 days (for interior
surfaces) under normal conditions before painting. Surface to be painted should be
clean and dry, free from oil, grease, dirt, dust, contaminants, and all loose grit and
mortar.

Without mesh:

1st Coat: Elastorneric Wall Covering Sealer

2nd and 3rd Coat: Elastomeric Wall Covering Basecoat

4th Coat: Elastomeric Wall Covering Topcoat

With mesh:

1st Coat: Elastomeric Wall Covering Sealer

2nd Coat: Elastomeric Wall Covering Basecoat
Reinforcing Membrane; Fiberglass Matting

3rd and 4th Coat: Elastomeric Wall Covering Basecoat

5th Coat: Elastomeric Wall Covering Topcoat

FLOOR FINISHES

1.

Vitrified Ceramic Tiles

a.

Mortar Preparation

Mortar mix proportion and preparation shall be in accordance with the requirements.

Surface Preparation

Surfaces to receive the tiles shall be clean, free of dust, dirt, oil, grease, and other
deleterious substances. Floor tile operations in spaces receiving wall tile shall not be
started until wall tile instailation has been completed. Before tile is applied with a
dryset mortar bed, the structural floor shall be tested for levelness or uniformity of
slope by flooding it with water. Areas where the water ponds shall be filled and leveled
with mortar and shall be retested before the setting bed is applied.

Placing of Setting Beds and Floor Tile

Mortar setting beds shall have a minimum thickness of 20mm for floors. The
structural concrete slab shail be soaked thoroughly with ¢lean fresh water on the
day before the setting bed is to be applied. Immediately preceding the application of
the setting bed, the structural slab shall again be wetted thoroughly, but no free
water shall be permitted to remain on the surface.

A skim coat of neat Portland cement mortar shall then be applied not more than
4mm thick. The mortar shall be spread until its surface is true and even and
thoroughly compacted, either leve! or sloped uniformly for drainage, as the case
requires. A setting bed, as large as can be covered with tile before the mortar has
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reached its initial set, shall be placed on one operation; but in the event that more
setting mortar has been placed than can be covered, the unfinished portion
shall be removed and cut back to a clean beveled edge.

All mounted tiles shall be soaked in clean water a minimum of one hour before they
are set, Absorptive mounted tile shall be dampened by placing sheets on a wetted
cloth in a shaliow pan before setting. No free water shall remain on the tiles at the
time of setting. Before the initial set has taken place in the setting bed, a skim coat of
neat Portland cement mortar, 0.7mm to 1.6mm thick, shall be trowelled or brushed
over the setting bed and/or the back of the tile, or a thin layer of Portland cement,
0.79mm to 2mm thick, may be hand-dusted uniformly over the setting bed and
worked fightly with a trowel or brush untif thoroughly damp.

The tiles shall then be pressed firmly upon the setting bed, and beaten into the
mortar until true and even with the plane of the finished floor line. Beating and
leveling shall be completed within one hour after placing tiles or sheets. Borders and
defined lines shall be laid before the field or body of the floor. Where fioor drains
are provided, the floors shall be sloped to drain properly to the drains. Intersections
and retums shall be formed accurately.

Cutting of tile, where necessary, shall be done along the outer edges of the floor.
As far as practicable, no tiles of less than half size shall be used. Cutting and drilling
of tiles shall be done neatly without marring the tile surfaces. The cut edges of tile
against tim, bases, thresholds, pipes, built-in fixtures, and similar surfaces shall be
ground and jointed carefully. Tile shall fit closely and neatly at all plumbing fixtures
and around electrical outlets, pipes and fittings so that cover plates or escutcheons
will overlap the tiles properly. Tiles shall be secured firmly in place and loose tiles or
tites sounding hollow shall be removed and replaced. All lines shall be kept straight,
parallel, and true, and all finished surfaces brought to true and even planes. The inner
edges of borders shall be kept straight and, where practicable, shall form right angles
at all returns. The paper and glue shall be removed from mounted tile, without using
excess water, within one hour after installing the tiles.

Joints shall be parallel and uniform in width, plumb, level and in alignment. End
icints in broken-joint work shall be made as far as practicable, on the center lines of
adjoining tiles. Except in special arrangement and design, as indicated or specified,
square tiles shall be set with straight joints, and oblong tiles shall be set with broken
joints.

Joint widths shall be uniform and spaced to accommodate the tile in the given
spaces with a minimum of cutling. Tiles shall be wetted, if they have become dry,
before applying grout. Joints 3.2 mm or less in width shall be grouted with a neat
Portland cement grout of the consistency of thick cream. Other joints shall be
pointed with mortar consisting of one part Portland cement and two parts pointing sand.
The grout or mortar for joints on floors shall be white Portland cement or as
specified by the Engineer. Grout painting mortar shall be forced into joints by
using trowel, brush or finger application. Before the grout or mortar sets, the joints
of cushion edge tile shall be struck or tooled {o the depth of the cushion, filling all
skips or gaps, and the joints of square edged tiles shall be filled completely flush with
their surface. Dark cement shall not be seen through grouted white joints.

All surplus mortar or grout shall be removed before it has set or hardened.
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d. Cleaning and Curing

Floors shall be covered with waterproofed paper with all joints lapped at least 96
mm and allowed to damp cure for at least 72 hours before foot traffic is permitted
thereon.

All completed tile weork shall be thoroughly sponged and washed diagonally across
joints, and finally polished with clean, dry cloth. Acid cleaning of unglazed tile, when
necessary, shall not be done within ten days after sefting the tile. All metal shall be
covered with approved grease and the tile shall be wetted with clean water, before
tile is cleaned with 10% muriatic acid solution. After acid cleaning, the tile shall be
flushed with clean water, and the grease coating on metal shall be removed.

Finished tile floors shall be covered with clean buiiding paper before foot traffic is
permitted on them. Board walkways shall be placed on floors that are fo be
continuously used as passage ways by workmen. Thresholds shall be covered with
boards. Tiles vertical outside comers (external angles) shall be protected with
board comers strips in areas used as passage by workmen.

3. Plain Cement Floor Finish with Non-metallic Floor Hardener
a. Trial Mix

No plain cement floor finish work shall be started without the approval of the
Engineer of the trial mix.

b. Application

The concrete sub-floor shall be cleaned and projection, dust, loose particles and other
matenals which would prevent good bond shall be removed. The sub-fioor surface
shall be moistened but not soaked, dry cement shall then be sprinkled over it and
the mortar shall be spreaded on the setting bed. The surface shall be tamped to
assure a good bond over the entire area and screeded to provide a smooth and
level bed at proper height.

Mortar mix shall be one part Portland cement to three parts sand. Following the
placing of leveling concrete on the floor and after the concrete is free from excess
water, a dry mixture of 2 parts of floor hardener and 1 part Portland cement shall be
uniformly dusted over the floor. Three kilograms of floor hardener shall be used for
every square meter of flooring or in accordance with approved manufacturer's
specifications. The dry mixture shall be floated thoroughly into the surface which
shall be finished by steel trowelling and cured by water or curing compound for
seven (7) days.

4, Protection

a. Before turn over of the building to the Owner, wash pebble surfaces with 1 part
muriatic acid to 6 parts clean water.

b. Apply an overlapping strokes of water shield using brush or by low pressure
spraying. Dries to a tack-free surface in 4-6 hours and cures to form an effective
water repellant film in approximately 24 hours.

C. Protect finished surface with specified hardeners and sealants.
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INSTALLATION OF DOORS

1. Surface Preparation

Ensure surfaces to receive panels are structurally sound, even, smooth, clean, dry, and
free from defects detrimental to work.

DOORS

Guard House

D-1 - Marine Plywood finish flush door with 10 mm thick reflective tempered viewing
glass (0.70m X 2.10m )

D-2 - PVC Door with vent louver at the bottom part (0.70m x 2.15m)
INSTALLATION OF WINDOWS

Guard House

W-1  1.5mm thick aluminum framed powder-coated finish awning type and sliding
window with 10mm thick reflective tempered giass.
(W-1) (0.80m x 1.20m)

W-2  1.5mm thick aluminum framed powder coated casement type window with 10mm

thick reflective tempered glass.
(0.55m x 1.20m)

Details and locations are shown in the plan.

GATE
PEDESTRIAN GATE

G-1 Double swing steel gate hot dipped 50mm X 50mm X 4mm thick angle bar,
painted finish (1.80m X 2.50m)

Details and locations are shown in the plan.

VEHICULAR GATE

G-2 Two folding steel gate with U- groove rollers hot dipped 50mm X 50mm X 4mm
thick angle bar, painted finish (4.0m X 2.70m)

Details and locations are shown in the plan.
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ITEM 17B : PAINTING
GENERAL

General Requirements contain provisions and requirements essential to these Specifications; and
apply to this section, whether or not referred to herein.

SCOPE OF WORK

This Section covers the surface preparation, coating materials and application of coatings systems
required for the Works.

The work shall consist of furnishing of all labor, materials, equipment and other incidentals
necessary for the supply of painting materials and the complete painting of surfaces as shown on
the drawings in accordance with this Specification and as directed by the Project-In-Charged.

The term paint as hereinafter used includes emulsion paints, varnishes, oils, pigments, thinner
and dryers.

All exposed metal surfaces, except metal surfaces embedded in concrete, shall be painted unless
otherwise specified.

STANDARD

The following publications listed below, but referred to thereafter by basic designation only, forms a
part of these Specifications to the extent indicated by the reference thereto:

Steel Structures Painting Council (SSPC) U.S. Specification JIS K 5628 Red-lead Zinc Chromate Anti-
Corrosive Paint,

SUBMITTAL

1. The Contractor shall submit work method statements with lists of materials {o the
Project-In-Charged for approval twenty eight days before the starting of works. This
statement shall include following items:

a. Type of paint and manufacturer
b. Manufacturer's specifications
C. Storage and delivery of materials
d. Surface preparation
e. Finish painting and drying
f. Touch-up painting, if any
g. Equipment
2. The Contractor, before placing order for the painting materials, shall submit to the

Project-In-Charged for approval samples of materials. No placing of orders for material shall
be made without his approval.

STORAGE AND DELIVERY

1. The Contractor shall deliver all material to the site in the original labeled sealed cans
and containers, with labels intact and seal unbroken.

a. Seals shall remain unbroken until after inspection and acceptance of material by the
Project-In-Charged.

New Port Development
Poit of Lavezares, Lavezares, Northem Samar



101
Technical Specifications

(Painting)
b. The Contractor shall deliver materials in ample quantities sufficiently in
advance of the need to avoid any delay or interruptions in the works.
2. Paint in thinner shall be stored in accordance with the approved manufacturer's
instructions.
a. All regulations required for storage of paint shall be observed and all necessary
safety signs required by governing codes shall be posted.
b. Any damage caused by failure to exercise proper precautions in paint storage shall
be repaired.
MATERIAL REQUIREMENTS
PAINT

Paints for the protective coating system shall be the product of a manufacturer approved by the
Project-In-Charged.

Paints for exterior finish must be with tile like durability and elegance, fast drying, solvent based
acrylic, highly suitable for coastal or polluted areas with excellent anti-fungus properties and alkali
resistance.

100% Acrylic, water based, quick-drying, easy to clean-up and environmentally friendly, resist dirt,
stains, alkali, water, humidity, algae, mold and mildew growth and highly durable paint for interior
finish.

An all-purpose synthetic quick dry paint for all types of wood and metal surfaces. It has high gloss,
good color retention and outstanding durability.

For pipes, valves and equipment, galvanized and ungalvanized ferrous metal, use a 100% acrylic

gloss paint, has excellent resistance to ultraviolet rays and resists chalking, cracking and color fading,
dries fast and environmentally friendly.

SCHEDULE OF PAINTING

Architectural ltems

a. Exterior Finishes

1. On Concrete Walls
Three Coats, Concrete Masonry Paint Elastomeric Paint
or approved equal

2. Unprimed Ferrous Metal

First Coat Red Oxide Primer,
#310
or approved equal
Second & Third Coat Quick Dry Enamel

or approved equal
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3. On Concrete Block Wall
Masonry Neutralizer #44
Masonry Neutralizer or approved equal
Three Coats Elastomeric Paint
Concrete Masonry Paint or approved equal
4. On Wood
First Coat Flatwall Enamel
Exterior Wood Primer or approved equal
Second & Third Coat Quick Drying Enamel
Exterior enamel or approved equa!
b. Interior Finishes
Location of the various finishes are listed in the
Finish Schedule on the drawings or else will be
confirmed by PPA
1. On primer and coated metal two coats of | Red Oxide Primer #310,
interior semi-gloss enamel or as indicated | Quick Dry Enamel
in the Schedule finish or approved equal
2. On Plaster
First Coat Masonry Neutralizer #44
or approved equal
Three Coats Elastomeric Paint
or approved equal
3. On Wood
First Coat Flatwall Enamel
Ename! undercoater or approved equal
Second & Third Cosat Quick Drying Enamel
Exterior enamel or approved equal
4. Wood Stain Finish
First Coat Qit Wood Stain ,
Second & Third Coats Lacquer Sanding Seale r#1254
Fourth & Fifth Coats Clear Gloss Lacquer #1250
or approved equal
¢. Non - Architectural ltems
(Piping, valves, equipment, etc.)
1. Piping, valves, equipment etc. in rooms are
o be painted
2. Galvanized pipes and ducts
Primer — one coat Red Oxide Primer,
#310
or approved equal
Finish - one coat Quick Dry Enamel
or approved equal
3. Black steel pipes
Primer — one coat Red Oxide Primer,
#310
or approved equal
Finish — one coat Quick Dry Enamel
or approved equal
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4. Mechanical Items
a. Ungalvanized ferrous metal
Primer — one coat Red Oxide Primer,
#310 or approved equat
Finish — one coat Quick Dry Enamel
or approved equal or approved
equal
b. Galvanized ferrous metal
Primer — one coat Red Oxide Primer,
#310 or approved equal
Finish — one coat Quick Dry Enamel
or approved equal or approved
equal
c. Submerged galvanized ferrous metal Red Oxide Primer,
Primer — one coat #310 or approved equal
d. Buried miscellaneous ferrous surface Red Oxide Primer,
valves, & flanged joints (excl. pipe) #310 or approved equal
Primer — one coat
EXECUTION
SURFACE PREPARATION OF STEEL
1. Steel surfaces shall be cleaned as follows:
a. All round welds, burrs and sharp surface projections shall be ground smooth and all
weld splatter shall be removed prior to blast cleaning.
b. Sand abrasives, if used, shall be clean, and free from salt and extraneous

matter. The sand shall pass through a 2.0mm test sieve, and be substantially
retained on a 0.18mm test sieve, with at least 25 percent retained on a 0.355mm test
sieve.

c. Metallic abrasive, if used, shall be sharp, hard and free from dust, and shall pass
through a 1.8 mm test sieve.

d. Blast cleaning operations shall not be conducted on surfaces that will be wet after
blasting and before coating, or when the surfaces are less than 10°C above degree
points, or when the relative humidity of the air is greater than 95 percent.

e. Any oil, grease, sail, dust or other foreign matter deposited on the cleaned surfaces
shall be removed prior to painting. In the event that rusting occurs after completion of
the surface preparation, the surfaces shalt be cleaned again in accordance with the
specified method.

f. Particular care shall be taken to prevent the contamination of other corrosive
chemicals before the application of the paint. Such contamination shall be
removed from the cleaned surface by flash blasting and the paint applied immediately.

g. Care shall be taken to prevent contamination of cleaned and painted surfaces by
cleaning operations in an adjacent area.

h. Surfaces not to be painted shall be suitably protected from the effects of cleaning
and painting operations.
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SURFACE PREPARATION OF WOQD

1. Wood surfaces shall be sanded to a fresh surface. Surface mould where present, shall
be removed by washing, rubbing down and buming off as necessary. Resinous exudation
and large knots shall be removed and replaced with filler or other materials approved by
the Project-In-Charged.

2. Parts of timber to be enclosed in walls shall always be primed unless already impregnated.
Priming shall be brushed on and a minimum of two coats applied to end grain. When the
priming paint is hard, alf cracks, holds, open joints, etc. shall be made good with hard
stopping and rubbed down with fine abrasive paper. Priming of joinery shall be applied only
on site after the Project-In-Charged has approved such joinery and before it is fixed. For
internal surfaces primer coats shall be carefully fiatted.

SURFACE PREPARATION OF CONCRETE AND PLASTER

Concrete and cement plaster surfaces to be painted shall be prepared by removing efflorescence, .
dust, dit, grease, oil, asphalt, tar, excessive mortar and mortar dropping and by roughening to
remove glaze. A zinc sulfate solution shall be applied before prime cost.

SURFACE PREPARATION FOR FIBER CEMENT SURFACES

Shall be dry and clean prior to application of the specified first-coat material. Oil, grease, or
rust stains shall be carefully removed by the use of suitable solvent. Wire brushing will not be
permitted. After the first coat has become dry and prior to application of finish coats, touch-up coats
shall be applied to suction spots,

ALUMINUM FRAMES FOR DOORS AND WINDOWS

All metal surfaces shall undergo pre-treatment process which includes: desmutting, water-
rinsing, degreasing/etching, water rinsing, zinc phosphating, water rinsing and acid rinsing.

Powder coating application, shall be factory applied and shali be done in one operation using an
electro-static powder gun. The materials to be coated should be well connected to earth. Coating
thickness should be kept to a minimum of 60 microns for exposed areas. On details which are to be
treated mechanically after coating (drilling, sawing, etc.), the coating film must not exceed 100
microns.

The powder coating shall be oven cured in the range of 20 minutes at 220° C ({metal temperature
measured on the area with greatest metal thickness). The temperature variation in the oven should not
exceed +/- 10°C,

Handling

Coated items should be cooled to no less than 40° Centigrade before handling. Precautions
should be taken to avoid damages on the finished coating during stacking, storing and
transportation.

Storage and Delivery

Inspect materials delivered to the site for damage. Unload and store with minimum handling.
Provide storage space in dry location with adequate ventilation, free from dust or water
and easily accessible for inspection and handling. Store materials neatly on the floor, properly
stacked on non-absorptive strips or wood platforms. Protect finished surfaces during shipping
and handling using manufacturer's standard method,

MNew Port Deveicpment
Port of Lavezares, Lavezares, Northam Samar



105
Technical Specifications
(Painting)

WOOD REPAIR

Badly decayed areas shall be removed and repaired. Areas and pieces decayed beyond repair
shall be replaced with new pieces that match originals in all respects. Moderately decayed areas,
weathered, or gouged wood shall be patched with approved patching compounds, and shall be
sanded smooth. The source or cause of wood decay shall be identified and corrected prior to
application of patching materials. Wet wood shall be completely dried to a moisture content
not exceeding 12 percent, as measured by a moisture meter, to its full depth before patching,
unless otherwise authorized. Wood that is to be patched shall be clean of dust, grease, and loose

paint.
1. Epoxy Wood Repair

Epoxy wood repair materials shall be applied in accordance with manufacturer's written
instructions. Health and safety instructions shall be followed in accordance with the
manufacturer's instructions. Clean mixing equipment shall be used to avoid
contamination. Mix and proportions shall be as directed by the manufacturer. Batches shall
be only large enough to complete the specific job intended. Patching materials shall be
completely cured before painting or reinstallation of patched pieces.

2. Epoxy Consolidant and Epoxy Paste
Epoxy liquid wood consolidant shall be used:

1. To penetrate and impregnate deteriorated wood sections in order to reinforce
wood fibers that have become softened or absorbent.

2. As a primer for areas that are t0 receive epoxy paste filler. Epoxy paste shall be
used to fill areas where portions of wood are missing such as holes, cracks, gaps,
gouges, and other voids.

MIXING AND THINNING

Mixing and thinning of paint shall be done in accordance with the approved manufacturer's printed
instructions. The pot life of each paint as stated by the manufacturer shall not be exceeded.

WEATHER CONDITION

The paint shall not be applied when the relative humidity is above 85 percent. The paint shall
not be applied in rain, wind, fog, dust or mist.

APPLICATION

Workmanship shall be first class in every respect. All work shall be done in a workmanship manner
so that the finished surfaces shall be free from runs, chop, ridges, waves, laps and unnecessary
brush marks. All coats shall be applied in such manner as to produce an even film of uniform
thickness. Edges, comers, crevices, welds and rivets shall receive special aftention to ensure that
they receive an adequate thickness of paint.

All painting shall be done by thoroughly experienced workmen.
Safety regulations shall be adhered to at all times, including the wearing of respirators by persons

engaged on assisting in spray painting. Adjacent areas and installation shail be protected by
the use of cloths or other approved precautionary measures.
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Plain enamel and varnish shall be applied carefully with good clean brushes or approved
spraying equipment, except that the initial coat on any surface shall be applied with brush.
Sufficient time shall be allowed between coats to assure thorough drying and each coat shall be
in proper condition before receiving the next coat.

Sanding and dusting as required shall be performed between coats in vamishing work. Finish
coat shall be smooth and free from runs, sags, and other defects. Exterior paint shall not be applied
during rainy days.

All paint when applied shall provide a satisfactory film and smooth, even surface. Paint shall be
thoroughly stirred and kept at a uniform consistency during application. Powdered metallic pigments
added at the time of use shall be mixed by adding the powder in small increments to about one-third
of the base paint or vehicle, with thorough mixing to obtain a smooth paste. The remainder of the
base paint shall then be thoroughly stirred in.

Different brands of emulsion paints shall not be mixed prior to application of the materials.

Where necessary to suit conditions of surface temperature, weather and method of application, the
package paint may be thinned immediately prior to application in accordance with the approved
manufacturer's directions, but not in excess of 125 cc of suitable thinner per liter (one pint per
gallon). Before using, the paint shall be mixed to a uniform consistency and shall be stirred frequently
during application.

Paints other than water-thinned paints shall be applied only to surfaces which are completely
free of moisture as determined by sight or touch and only such combinations of humidity to be
painted as will cause evaporation rather than condensation.

Surfaces which have been cleaned, pretreated and/or otherwise been prepared for painting shalt
be primed or painted with one coat of finish paint as soon as practicable after such preparation has
been completed, but in any event prior to any deterioration of the prepared surfaces.

The first coat of paint on all exterior surfaces shall be applied by brush. interior prime coats and
all other subsequent coats on either exterior or interior surfaces may be applied by brush or spray.
Whenever spraying is permitted all areas inaccessible to spray painting shall be coated by
brushing or other suitable means. Brushes to be used for application of water-emulsions shall be
soaked in water for a period of 2 hours prior to use.

All cloths and cotton waste which might constitute a fire hazard shall be placed in closed metal
containers or destroyed at the end of each day.

Upon completion of the work, all staging, scaffolding, and containers shall be removed from the
site or destroyed in a manner approved by the Project-In-Charged. Paint spots, or stains upon
adjacent surfaces shall be removed and the entire job left clean and acceptable to the Project-In-
Charged.

No smoking shall be permitted in the vicinity where painting is going on.

TOUCH-UP PAINTING

Touch-up painting shall be done with the same paint as used for the original coat. The
resulting minimum dry film shall be the same as for the original coat.

Touch-up painting shall include cleaning and painting of field connections, welds and all damaged or
defective paint and rusted areas.
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During touch-up painting, only loose, cracked, brittle or non-adherent paint shall be removed during
cleaning. All exposed edges shall be feathered. Touch-up painting shall be performed in a
manner which will minimize damage to sound paint. Rust spots shall be thoroughly cleaned and
edges of the existing paint shall be scraped back to sound material.

DRYING

1. No primer or paint shall be forced to be dried under conditions which will cause cracking,
wrinkling, blistering, formation of pores which would detrimentally affect the condition of the
paint.

2. No drier shall be added to the paint unless specified in the approved manufacturer's
instructions.

3. Painted surfaces shall be protected from dust, dirt, and the elements of the weather until dry

to the fullest extent practicable.

4, After drying, any areas of paint damaged from any cause shail be removed, the surface
again prepared and then touched-up with the same paint and to the same thickness as
the undamaged areas as specified in sub-section 4.14.3.7 above.

HANDLING

1. Precautions shall be taken to minimize damage to paint films resulting from stacking for
drying. '

2. Paint which is damaged in handling shall be scraped off and touched-up with the same
paint and in the same thickness as was previously applied to the damaged area at
Contractor's expense.

INSPECTION

1. All works and materials supplied under this Specification shall be subject to inspection

by the Project-In-Charged.

2. The Contractor shall correct such works or replace such materials found defective under
these Specifications at his own expense.
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ITEM 117C : ALUMINUM COMPOSITE PANEL
I. INTRODUCTION
A. MATERIAL COMPOSITION

Aluminum Composite Panel (ACP) is a lightweight durable panel made of
laminated aluminum and polyethylene core compound, coated with an advanced
fluorocarbon paint Polyvinylidine Flouride (PVDF) to ensure the excellent
durability of the surface finish. It is an excelient material for exterior and

Interior cladding of new building construction as well as retro fit applications. It
also has a high degree of levelness top reserve the fine architectural design and
can be roller bended to suit various design shapes. The laminated structure of
ACP ensures exceptional strength of the panei.

THICKNESSES:
3mm (Polyester) 4 to 8mmPVDF/+Nano

B. CHARACTERISTICS

1. Flatness—as the composite material is rigid, the flat surface can be preserved.
This is considered a major advantage of ACP.

2. Fire Resistance—-ACP are laminated at
Temperatures from 200° to 250° to bond aluminum sheets to the polyethylene
core. The non-flammable aluminum cover sheets protect the plastic core.

3. Light Weight-as the weight is less than Y2 to ¥

Of the weight of porcelain enamel, iron, copper, stainless and other metal
panels, consequently it can reduce the weight of the building.

4. Durability~ACP is highly resistant to chemical corrosion due to the PVDF

coating. The composite material is rigid, resistant to blows, breakage, and
pressure and has high bending and breaking strength.

SPECIFICATION

L. Aluminum Composite Panel (ACP) must be composed of density
polyethylene core sandwiched between two sheets of aluminum,

1. it must be strong, lightweight approximately 5.5kg/sqm. But must be
exceptionally flat.

. The ACP composition
- Two sheets of aluminum
- Front side aluminum roll coated with polyvinylidine fluoride PVDF
according to AAMAG05.2 requirements.

IV.  PVDF coating finish adhere to the following standards.
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" Testing item Standard Result
Finished coat thickness 1S0O 2360 {CNS 8406) 27.6m
Gloss ASTM D532-89 20-45%
Pencl hardness ASTM D3363-00 2H
Toughness ASTM D4145-83 2T no rift
Adhesive lorce ASTM 3359-97 4B
fmpact resistance ASTM D2794-93 >100kg.cm.
Abrasion resistance ASTM D964-92 &6 Limil
Montar resistance ASTM 605.2-90 24 Hrs, pattest exceed
Himidity resistance ASTM D714-97 3000 hr no blister
ASTM D2247-02
Boiling- water resistance ASTM D3359-B Passed
Salt-spray resistance ASTM 0117-03 3000 he no blister
Azid resistance ASTM D1308-87 No effect
AAMA 605.2-91, TEST #7, 7.31
Alkali resistance ASTM D1308-87 Passed
Solvent resistance ASTM D2248-73 Passed
ECCAT 75 8 NCCANo. 11-18
Color retention ASTM D2244-93 AE =0.34
Chalk resistance ASTM D4214-98 No chalking
Gloss retantion ASTM D2244-93 84.2%

V. Total thickness must be 4.0mm minimum (standard)

VI.  Framing must also be made of aluminum to prevent corrosion of the
panels.

VII.  Aluminum Composite panel supplier must be the same company that wilf
install the framing and will fabricate and install all panels. This is to insure
optimum workmanship. All labor and installation must have a warranty of
not less than one year.

Methodology

Il. SUBMITTALS
A. PRODUCT DATA
Manufacturer's printed product literature, specifications, and data sheets
B. SHOP DRAWINGS
1.Indicate project layout and elevations; dimensions and thickness of
panels; connections; details and focations of joints and sealant; methods
of anchorage; number of anchors; supports; reinforcement; flashings;
accessories; materials; and finishes.
2. Indicate proposed joints details providing watertight and structurally

sound panel system that allows no uncontrolied water penetration on
inside face of panel system as determined by ASTME331.
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C. SAMPLES

1. Sample of panel system materials for selection
and verification of finishes, colors, and sealant colors.

2. Sample of panel assembly.
D. TEST REPORTS (as requested)
Certified test reports for ACP from approved independent testing

laboratories indicating compliance with specifications for specified
performance, characteristics, and physical properties.

lll. QUALITY ASSURANCE

A. Fabricator / installer to be accepted by the manufacturer.

B. Fabricator / installer to have work similar in scope and size to this project.

C. Take field measurements prior to completion of shop fabrication. Coordinate
fabrication schedule with construction progress to avoid delay of work. Field
fabrication should be allowed to ensure proper fit and keep it to minimum with
majority of fabrication being done under controlled shop conditions.

D. Maximum deviation from vertical and horizontal alignment of erected paneis
should be made.

E. Assume responsibility for components of exterior panel system including, but
not limited to, attachment to sub-construction, panel-to-panel joinery, panel-to-
dissimilar-material joinery, and joint seal associated with panel system.

IV. DELIVERY, STORAGE, and HANDLING

A. Cover exposed surfaces with pressure-sensitive heavy protection paper or
apply strippable plastic coating, before shipping to the job site.

B. Leave protective covering in place until final cleaning of building.
C. Deliver materials in (manufacturer's) origina! sealed packaging.
D. Store panels and accessories in a dry, secure location and protect from

weather.
E. Protect finish and edges of panel.
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V. LOADING AND UNLOADING
A. Panels must be handied carefuily to prevent damage
B. Panels may buckle if they are not properly supported.
C. A forklift may be used for panels up to 10 feet (3 meters) long. However,

some means of supporting the panel load over a longer distance from the forks
may be used.

VI. PREPARATION
Ensure surfaces to receive panels are structurally sound, even, smooth, clean,
dry, and free from defects detrimental to work. Notify consultant thru writing of
conditions unfavorable to proper and timely completion of work. Do not proceed
with erection until unsatisfactory conditions have been corrected.

Vii. ACCESSORIES

A. Extrusions, formed members, sheet, and plate are in accordance with
ASTMB209 and recommendations of Manufacturer's

B. Panel stiffeners are structurally fastened or restrained at ends and secured to
rear face of ACP with double-sided tape of sufficient size and strength to
maintain pane! flatness.

C. Sealant within panel system to conform with Manufacturer's standards to
meet performance requirements.

D. Fasteners are not exposed except where unavoidable.
ACP Color/ Thickness/ Location

Gate

Parapet Wall - 4mm thk. ACP (Champagne Sitver)

Details are shown in the plans.
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ITEM 17D : STONE CLADDING
GENERAL

General Requirements contain provisions and requirements essential to these
~ Specifications; and apply to this section, whether or not referred to herein.

BACKGROUND

Deco stone collection is an innovative lightweight and thin manufactures stone veneer, very
easy in its application. Its color palette consists of versatile earthly colors, complementing a
variety of architectural styles and space arrangements. Colors and patterns are subject for
approval by the Architect.

Locations as indicated on plans
DELIVERY AND STORAGE

Deliver materials to the site in original sealed containers or packages, bearing the
manufacturer's name, brand designation, specification number, type, style and finish as
applicable. Store and handle materials in a manner to protect them from damage.

EXECUTION

INSTALLATION
Installation of stone cladding shall be in accordance with approved shop drawings
and manufacturer's installation and directions.

Surface Preparation

All backgrounds before glueing should be properly well-cured, have a proper load bearing
capacity, constant and homogenous structure, be even, dry and cleaned from the paint,
adhesive agents and lubricants remaining — the non-stabile coatings should be removed.

= Before glueing a wall should be, whenever needed, levelled with a tevelling mortar.

» The background should be primed with thistle bond — surface primer — you can also buy at
our store

» The background should be satisfactorily stable like e.g. concrete, brick, particleboards,
gerated concrete, plasterboards, etc.

Tiles Preparation

* The differences in colors and sizes between the elements in one box are consciousness and
gives an elevation a natural appearance.

= The tiles should be selected from several boxes simultaneously in order to achieve a
homogenous distribution of the color gradation.

» Clean of all tiles removing the excess

New Port Developmant
Port of Lavezares, Lavezams, Northam Samar



113
Technical Spacifications (Buliding Works)
{Stone Cladding)

Stone Application

The ambient temperature during gluing and within 48h after gluing should not be lower than
+50C and higher than +250C.

1.Lay the stones out on the floor first.
2. Start installing the stones, beginning in the bottorn corners or the most visible places.

3. The adhesive should be applied with the spatula in 3-4 sites on the tile. Then we press the
tile slightly moving it up to the moment of the even distribution of the adhesive.

4. Turn any trimmed edges either directly up or down, away from the focal point. Press the
stones into the mortar, twisting them slightly to squeeze out some of the excesses and
strengthen the bond. Use a trowel, joint tool, or brush to remove any excess adhesive that has
been forced beyond the finished joint, or onto the surface of the stone itself.

5. Glueing should be started from the bottom part. In the case of missed even horizontal
support for the tiles, you should start glueing with adjusting using a level and a level staff at
the height of circa 11 cm above the fioor.

6. The best effect is obtained by glueing the tiles shifted in relation to each other. We
recommend a shift of circa 1/3 of the tile length above the floor. One should not glue tiles one
below the other.

7. During the installation stone tiles can be cut and formed according to you needs. Cutting of
the tiles may be performed with a saw for wood.

8. If you need, you can paint the panels with most of types of paints. Panels should be primed
before painting to create better surface for the paint.
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ITEM 17E : SIGNAGES
SCOPE OF WORK

Fumish materials and perform labor to include miscellaneous works required for the instatlation
of room identification for the toilets and port office.

SAMPLE AND SHOP DRAWINGS
The Contractor shall submit samples for approval by the Architect. Notify the Architect for any
changes, clarifications and discrepancies.
For the room |.D. full size lettering layout and installation method shall be submitted to the Architect
for approval before start of work.
MATERIAL REQUIREMENTS
1. PPALQGO
e Hot dipped built-up 4.5 mm thick Metal sheet screwed at the back.
+ 12.5mm thick Colored Acrylic Plastic Sheet for PPA Logo

« 1mm thick Acrylic Painted G.I. Metal Sheet Free Standing Lettering

2. ROOM MARKERS

Black acrylic letters, 38mm (1-1/2") high on white acrylic background, 63mm (2-1/2") high,
with clear acrylic cover. Lengths shall be as required by the full notation therein.

EXECUTION
WORKMANSHIP
Workmanship shall be executed in high quality comparable with artworks.

MOUNTING

For all mounted assemblies, appropriate mounting hardware and connectors which are
concealed shall be sufficiently used.

Assemblies shall be mounted piumb, straight, level, and at prescribed heights.

INSTALLATION

Installation shall be done in a secure and permanent manner at prescribed heights and/or fayout.
The backwali shall not be mutilated. After the dowels are positioned, fill with expanding grout, or
other approved fillers, and retouch, flashed to the back wall surface.
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ITEM 17F : TABLES AND CHAIRS OF VARIOUS TYPE INCLUDING ACCESSORIES

GENERAL

General Requirements contain provisions and requirements essential to these Specifications; and

apply to this section, whether or not referred to herein.

SCOPE OF WORK

The work covered by this section consist of furnishing all labor, materials, equipment, tools and
incidentals necessary to undertake, complete supply of gang chairs for the buildings as

indicated on the drawings and as specified herein.

ITEMS Unit Quantity
set 1.00
Table: 1500mm X 750mm
Ht: 750mm
Mid Back Chair set 1.00
SUBMITTAL
1. Shop drawings for all gang chair for the building shall be submitted in advance to aliow

twenty eight days for review and approval. Shop drawings shall indicate materials and
details of finishing works. The Contractor shall be responsible for all errors of detailing and
fabrication, and for the correct finishing work items shown on the shop drawings.

2, The Confractor, before placing order for the supply shall submit to the Engineer for
approval representative samples of finishing materials. No placing of orders for material for

finishing works shall be made without his approval.

EXECUTION

All materials will be delivered and installed (if needed to be installed) on site.
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ITEM 18 : MASONRY WORKS

GENERAL

General Requirements contain provisions and requirements essential to these Specifications and
apply to this Section, whether or not referred to herein.

SCOPE OF WORK

This Section includes the furnishing of all labor and materials to complete the work as shown on the
drawings and specified herein. The works shall include but not necessarily be limited to the
following:

1. Supply and installation of concrete hollow block (CHB) walls with reinforcement

2. Plastering

3. Installing temporary works like scaffolding, platforms, steps, etc.

GENERAL PROVISIONS

The following publications of the issues below but referred to thereafter by basic designation only
form a part of these specifications to the extent indicated by the reference thereto:

American Society for Testing and Materials {ASTM) Publications:

A 615 Deformed and Piain Billet-Steel Bars for Concrete Reinforcement

A 33 Concrete Aggregates

C 129 Specification for Non-Load Bearing Concrete Masonry Units C

144  Specification for Aggregate for Masonry Mortar

C 270 Mortar for Unit Masonry
MATERIAL REQUIREMENTS
Materials shall conform to the respective specifications and other requirements specified below
CONCRETE HOLLOW BLOCKS (CHB)
CHB shall be of standard manufacture, machine vibrated with fine and even texture and well-
defined edges and conforming with the requirements of ASTM C 129. Unless otherwise specified on
the Drawings, It shall have a minimum compressive strength of 4.14 MPa (600 psi). CHB shali be
non-load bearing uniform and essentially smooth as normally achieves by standard molding
methods and shall be free from any cracks, flaws or other defects.
BEDDING MORTAR
Mortar shall be composed of 1 part of Portland cement, 3 parts of sand and % part of lime. It shall
have a compressive strength of [14 MPa (2,000 psi)] at 28 days and shall comply with property
specifications for type N mortar set forth in ASTM Specification C 270 and as modified herein,

proportioned and tested in an approved laboratory at the expense of the Contractor. When tested
for water retention, the mortar shall have a flow after suction, of 75 percent or more when mixed to
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an initial flow of 125 to 140 percent. When tested for compressive strength, mortar shall be mixed
to a flow of 100 to 115 percent. Aggregate for mortar shall conform to ASTM C 144,

PLASTER

Ptaster shall comply with the same specification as those for bedding mortar and will inciude
the use of synthetic fibrous reinforcement of type and dosage recommended by the manufacturer.

REINFORCING STEEL BARS AND RODS

Minimum yield strength of reinforcement shall conform with the specifications in Section of
Reinforced Concrete.

SAMPLES AND TESTING

1. The following shall be submitted for approval and in addition, representative samples
shall be taken periodically from on-the-site stockpiles as required for testing or checking
during the progress of the work.
Anchors and ties : Two of each type proposed for use
Concrete Hollow Blocks : Shapes, sizes and kinds in sufficient numbers to

show full range of quality and texture.
2. Sampling and testing, unless otherwise specified, shall be performed by an approved

independent commercial testing laboratory at the expense of the Contractor. Certified
copies of laboratory test reports, including all test data, shall be submitted at least 10 days
before delivery of the units or mortar materials represented by the tests to the project site.

3. Mortar shall be laboratory-proportioned and tested. Certified copies of approved laboratory-
established proportions shall be submitted with the required test reports and test data.
Approved laboratory-established proportions shall not be changed and materials with
different physical or chemical characteristics shall not be used in mortar for the work
unless additional evidence is furnished that the mortar meets the specified requirements.

EXECUTION
1. GENERAL

No unit having a film of water on its surface shall be taid. Masonry shall be laid plumb, true
to line, with level courses accurately spaced. Bond pattern shall be kept plumb throughout.
Corners and reveals shall be plumb and true. Vertical joints shall be shoved tight. Each
unit shall be adjusted to final position while mortar is still soft and plastic. Any unit that
is disturbed after mortar has stiffened shall be removed and relaid with fresh mortar,
Courses shall be so spaced that backing masonry wili level off, flush with the face work at
all joints where ties occur. Chases and rake-out joints shall be kept free from mortar or
other debris.

2. Anchorage to concrete. Anchorage to abutting columns shall be provided only where
indicated. Details shall be as indicated including anchorage to underside of beams and slabs.

3. Cutting and fitting, including that required to accommodate the work of others shall be done
by masonry mechanics. Wherever possible, full units of the proper size shall be used in lieu
of cut units. Cut edges shall be clean, true and sharp. Openings shall be carefully cut,
formed or otherwise neatly made for recessed items and for electrical, plumbing, or other
mechanical installations so that wall plates, cover plates, or escutcheons required by the
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installation will completely conceal the openings and will have bottoms in alignment with
lower edge of masonty joints, Webs of hollow masonry units shall be cut to the minimum
required for the installation. Reinforced masonry lintels shall be provided as indicated above
openings over 300mm wide, for pipes, ducts and cable trays, unless steel sleeves are used.

Embedded ltems

Spaces around built-in items shall be filled with mortar. Openings around flush-mounted
electrical outlet boxes in wet locations shall be pointed flush with mortar including flush joints
above the boxes. Anchors, ties, accessories, flashing, pipe sleeves and other items required
to be built-in shall be built-in as the masonry work progresses. Anchors, ties, and joint
reinforcement shall be fully embedded in mortar.

Unfinished work shall be stepped back for jointing with new work. Toothing may be
resorted to only when specifically approved. Before laying new work, loose mortar shall be
removed and the exposed joint shall be thoroughly cleaned.

Protection

Surfaces of masonry not being worked on shall be properly protected at all times. At the end
of each workday period and when rain is imminent, the top of exposed masonry shail be
covered with a strong non-staining waterproof membrane well secured in place and in a
manner that will prevent moisture. Adequate provisions shall be made during construction
to prevent damages by wind.

Mortar

Materials shall be accurately measured in laboratory-established proportions and mixed

with as much water as may be necessary to produce the wettest workable consistency
possible. Mortar shall be placed in final position within one hour after mixing. Mortar not
used or that has started to set within this time interval shall be discarded.

Jointing

Joints in exposed-to-view except control joints, joints to be pointed or caulked or sealed,
and openings around flush-mounted electricat outlet boxes in wet locations shall be tooled
slightly concave with the mortar thoroughly compacted and pressed against the edges of the
units. Tooling shall be done when the mortar has been thumbprint hard. The tooled
joint shall be finished to uniformly straight and true lines and surfaces, smooth and free of tool
marks.

Placing Reinforcing Steel

Prior to placing grout, all reinforcement shall be cleaned of loose, flaky rust, scale, grease,
mortar, grout or other coating which might destroy or reduce its bond with grout. Details of
reinforcement shall be as indicated in the drawings. Reinforcing shall not be bent or
straightened in a manner injurious to the steel. Bars with kinks or bends not shown on the
drawings shall not be used. Placement of reinforcement shall be inspected and approved
prior to placing grout. One piece vertical bars extending from floor to floor or roof above
shall be provided. Vertical bars shall be spliced only where indicated.
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a. Positioning Bars

Vertical bars shall be positioned accurately at the centerline of the wall. A minimum
clearance between the bars and masonry units of 12mm and between paralle! bars
of one diameter of the reinforcement shall be maintained. Vertical reinforcing shall
be held in place using metal supports, centering clips, spacers, ties or caging devices
located near the ends of each bar and at intermediate intervals of not more than
192 diameters of the reinforcement.

b. Splices

Splices shall be located only as indicated. Splices shall be staggered in adjacent bars
at least 600mm. Bars shall be [apped a minimum of 40 diameters of the reinforcement.

PAINTING AND CLEANING

Mortar daubs or splashing, before setting or hardening, shall be completely removed from masonry
unit surfaces that will be exposed or painted. Before completion of the work, all defects in joints or
masonry to be exposed or painted shall be raked out as necessary, filled with mortar, and tooled
to match existing joints. Masonry surfaces shall not be cleaned, other than removing excess surface
mortar untit mortar in joints has hardened. Masonry hardened surfaces shall be left clean, free of
mortar daubs, dirt, stain and discoloration, including scum from cleaning operations and with tight
mortar joints throughout. Metal tools and metal brushes shall not be used for cleaning.
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ITEM 19 : PLUMBING AND SANITARY WORKS
SCOPE OF WORK

The work covered for this section shall consist of furnishing ali labor, tools, equipment, materials
and incidentals necessary for the complete installation, testing and operation of the plumbing
and sanitary system within the buildings and premises in accordance with these Specifications
and as shown on the drawings or as directed by the Engineer. The septic tank and their effluent and
discharge pipelines shall be part of other section of these specifications.

MATERIAL REQUIREMENTS
SUBMITTAL

1. The Contractor shall submit his work method statement with necessary shop drawings to the
Engineer for approval twenty eight {(28) days before the start of the works.

Shop drawings shall be dated and shall contain the name of the project and location of the
subject item in the shop drawing which is to be installed.

The Engineer will review and approve or return for correction all shop drawings with
reasonable promptness. The Contractor shall make any corrections required and file with the
Engineer three (3) corrected copies of the shop drawings.

2. The drawings shall indicate the general arrangement of all pipings, however, where
actual conditions necessitate re-arrangement in opinion of the Contractor and/or the
Engineer, the Contractor shall prepare and submit to the Engineer for approval, twenty
eight (28) days before placing the order for materials, shop drawings of the proposed
re-arrangement. Because of the small scale of the drawings, shop drawings to indicate all
offsets, fittings and accessories shall be prepared. The Contractor shall carefully examine
the drawings and shall carefully investigate actual structural and finish conditions affecting
all his work.

3. The Contractor shall be responsible for the proper fitting of materials, equipment and
accessories without substantial alteration and at no cost to the Employer.

4, The Contractor shall be responsible for the proper coordination of the work and shall provide
all necessary clearance where necessary.

STANDARDS

Use of materials shall further be governed by other requirement imposed on other sections of
these Specifications. Materials shall be subject to tests necessary to ascertain their fitness if the
Engineer so requires. All works shall comply with the pertinent provisions of the Plumbing Code of
the concerned city or town, the Code on Sanitation of the Philippines, and/or the National
Plumbing Code of the Philippines.

MATERIALS

1. ldentification of Materials
Each length of pipe, fittings, traps, fixtures and devices used in the plumbing work shall
have cast, stamped or indelibly marked on it, the approved manufacturer’s trademark or

name, the weight, type and class of product when so required by the standards mention
above. '
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Alternative Materials
Use of any material not specified in this Specification may be aflowed provided such
alternate has been approved by the Engineer and provided further that a test, if

required, shall be done by an approved agency in accordance with generally accepted
standards.

Soil, Waste, Drain, Vent Pipes and Fittings

Soil, waste and vent pipes shall be unplasticized Polyvinyl Chloride (uPVC) pipes.
Diameter shall be as indicated on the Drawings. It shall conform to ASTM D 1784 or ASTM D
2729.

Drainage pipes shall be reinforced concrete pipes (RCP), diameter shall be as indicated
on the Drawings.

Jointing Material

The joint material for uPVC pipes shall be PVC solvent cement as recommended by the
approved pipe manufacturer.

Water Supply Pipes

Water supply pipes shall be polypropylene random-80 (PPR-80) pipes PN 20 conforming to
DIN Standards DIN 1988/DIN 8078, German made. Jointing shall be fusion welded.

Cleanouts, Plugs and Tee

Cleanouts shall be of the same material as the pipe to be fitted. Cleanouts instailled in
connection with uPVC hubs and spigot pipes shall consist of a long sweep quarter
bend of % as shown on the drawings.

Pipe Sleeves

Pipe sleeves shall be installed and properly secured in place at all points where pipes
passes through masonry or concrete. Pipe sleeves shall be uPVC pipe, Schedule 40.

Downspout

All downspout shall be unplasticized polyvinyl chloride (UPVC) pipe class DWV
conforming to ASTM D2729 or ASTM D1784 for sanitary pipes, Series 1000.

Splash Block

Provide splash blocks at the outlet of downspout emptying at grade which shall be made of
pre-cast concrete, with smooth finished counter sunk dishes sloped to drain away from the
building. Dimensions as shown on the Drawings.

Roof Strainers
The Contractor shall provide fittings and install 100mm G.l. mesh wire strainers where

shown or indicated on the drawings and/or where the Engineer directs. Each strainer shall fit
the size of the corresponding downspout which is to be installed.
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Shower, Floor and Urinal Drain

Shower and floor drains shall be made of stainless steel non-tilting grate, perforated or
slotted. Urinal drains shall be cast iron dome type drain.

Pipe hangers, Inserts and Support

a. Pipe hangers shall be wrought iron, malleable iron pipe hangers spaced not over
1.5meters apart for uPVC pipes and 3.0meters apart for iron pipes. Chain straps,
perforated bars or wire hangers will not be pemmitted.
Hangers shall have short turnbuckles or other approved means of adjustment.
Tumbuckles may be omitted on hangers where space does not permit their use.
Trapeze hangers may be used in lieu of separate hangers for pipes running
paraliel to each other and close together.

b. Inserts shall be of cast iron or cast steel and shall be of a type to receive a
machine bolt head or nut after installation.

C. Wrought iron clamps or collars shall be used to support vertical runs of pipes.
Unions

Union pipe 50mm{Z and smaller shall be malleable iron. Union on water piping 63mm@
and larger shall be flanged pattem and shall be of galvanized (zinc coated) cast iron.
Gaskets for flange unions shall be of best quality fiber plastic or leather.

Valves

Valves shall be cast bronze of brass body. Chrome plated finish for all fixture taps and faucets
and natural finish for all others, like hose bibbs, gate valves and which are not tapped
directly to a plumbing fixture. Concrete valve boxes shall be installed where required and
will be of sufficient size for operating the valve.

Fixtures

a. Water Closets

All water closets for toilets as shown on the drawings shall be TANK TYPE,
white with complete fittings and mounting accessories.

b. Lavatories
b. 1. Lavatory (Wall Hung)
Shall be vitreous china, wall hung lavatory with rear overflow holes,

fitting ledge suitable for single faucet holes on centers complete with faucet,
standard fittings, trap and lavatory brackets and other accessories.

b.2. Lavatory (Countertop Lavatory)

Shall be vitreous china, oval or round shaped countertop lavatory with front
overflow hole, complete with faucet, supply valve and fittings with P-trap.
Fitting ledge suitable for single hole on center.
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Urinals

c. 1. Urinals for all comfort buildings shall be built-in urinal trough as shown
on the drawings.

c. 2. Urinals shall be vitreous china, wall-hung washout urinal, flushing
rm, integral trap, 19mm top and shall be provided with water saving
flush system.

Service Sinks

Service sinks where indicated or shown on the Drawings shall be stainless steel, with
single bowl and with complete U.S. or Japan imported fittings.

Slope Sinks

Slop sink shall be 24"x20” acid resisting enamel on Cast-Iron with concealed hanger
and faucet.

Hose bibb shall be of brass finish.

Soap Holder

Soap holder and toilet paper holder shall be vitreous china, wall mounted. All
toilet/bath rooms will be provided with soap holder, toilet paper holder and chrome
plated towel racks.

Faucet for lavatory

Faucet for lavatory shall be in chrome-finish.

Bath and shower fitting

Bath and shower fitting shall be chrome-finish.

Towel Rail

Towel rail shall be tubular stainless steel, 2.7mm@, and 0.54m long or as specified
in the drawings.

Curtain rod

Curtain rod shall be tubular stainless steel, 19mm@ or as specified in the drawings.
Grab Bar

Grab bar shall be tubular stainless steel, 25mm@ or as specified in the drawings.
Bidet Spray Combination

Installed in every cubicle near on the water closet, colored white or its equivalent
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16.  Concrete, Reinforcing Steel, Pipe and Steel Plate

Materials for wash pits, catch basins and manholes shall conform to the requirements as

follows:

a. Concrete materials shall conform with the requirements in “Concrete Works” and shali
be Class C concrete with a 28-day minimum compressive strength of 21 MPa (3,000
psi).

b. Reinforcing steel shall be as shown on the drawings and shall conform with the
requirements of reinforcing steel bars in “Concrete Works.”

C. Pipes shall be as shown on the drawings and shall comply with the relevant item of the
particular pipe.

d. Steel plates shall be as shown on the Drawings and shall comply with Section

“Steel and Metal Works™.
17.  Non-reinforced Concrete Pipe

Non-reinforced concrete pipe shall be as shown on the Drawings and shall conform with the
requirements of non-reinforced concrete pipes AIC latest edition. Concrete shall be with a
28-day minimum compressive strength of 20.7 MPa.

18. Valve for Drinking Fountain

Valve where drinking fountain will be connected shall be polished brass pipe and shall have
red enameled handle.

EXECUTION

All installation works shall be in conformity with the National Plumbing Code of the Philippines
(NPCP).

EXCAVATION, TRENCHES AND BACKFILLING

1. Trenches for ali underground pipelines shall be excavated to the required depth. The
bottom of trenches shall be tamped hard and graded to secure the required fill. Bell holes
shall be excavated so that pipes will rest on solid ground for their entire length.

Rocks where encountered, shall be excavated to a depth of 150mm below the bottomn of
the pipe and before the pipe is laid, the space between the bottom of the pipe and the
rock shall be filled with sand. Sewer and water pipes shall be laid in separate trenches.

2. After pipelines have been tested, inspected and approved by the Engineer and prior to
backfilling, all forms shall be removed and the excavation shall be cleaned of all trash and
debris.

Materials for backfilling shall consist of acceptable excavated soil, borrow of sand,
gravel or other materials approved by the Engineer and shall be free from trash, lumber or
other debris. Backfilling shall be placed in horizontal layers not exceeding 150 mm in
thickness and properly moistened to approximate optimum requirements. Each layer shall be
compacted by hand or machine tamper or by other suitable equipment to a density that will
prevent excessive settlement or shrinkage.
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Backfilling shall be brought to a suitable elevation above grade to provide for anticipated
setilement and shrinkage thereof.

Water pipes shall have a sand cushion 150mm below and above the pipes.
INSTALLATION OF SOIL, WASTE DRAINS OR VENT PIPES
1. Horizontal Drainage Pipe and Vent Piping

Horizontal waste pipes 75mm@ and smaller shall have a minimum grade of 6.5mm per
0.30m and for 100mm@ and larger, 3.2mm per 0.30m. All main vertical soit and waste stacks
shall be extended full size above the roof line as vents, except where otherwise
specifically shown.

Where practicable, two (2) or more vent pipes shall be connected together and extended
as one pipe through the roof. Vent pipes in roof spaces shall be run as close as possible to
the underside of roof with horizontal piping pitched to stacks using fittings as required
without forming traps in pipes.

Vertical pipe vents may be connected to a vent fine carrying other fixtures. The
connection shall be at least 1.20m above the floor on which the fixtures are located to
prevent the use of vent lines as waste. Horizontal waste lines receiving the discharge from
two (2) or more fixtures shall be provided with vents, unless separate venting of fixtures
is noted.

2. Fittings
All changes in pipe sizes on soil waste lines shall be made with reducing fittings or
recessed reducers. All changes in direction shall be made by the appropriate use of forty
five (45) degree wyes. Long sweep quarter bends or elbows may be used in soil and
waste lines where the change in direction of flow is from the horizontal to the vertical
and on the discharge from water closets.

Where it becomes necessary to use short radius fittings in any location, the approvatl of the
Engineer shall be obtained before they are installed.

3. Joints
a. PVC Soil Pipe

All joints in uPVC soils, waste and vent pipe shall be accomplished by the use of PVC
solvent cement.

b. All joints for uPVC shall be accomplished by applying the manufacturer's
recommended solvent before connection to the pipe.

4. Cleanouts

Cleanouts at the bottom of each soil stack, waste stack and where else indicated shall be the
same size at the pipe.

Cleanouts on floors shall be by uPVC plug adapter fit into the hub and fitted with uPVC screw
plugged flush with the floor.

Cleanout shall be provided at every change in direction greater than 45 degrees.
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5. Flashings

All pipes passing through the roof shall be provided with lead flashings. All flashings shall be
built to 40 Ibs. bituminous felts and shall extend up to the pipe and down-over to top of pipe
at least 150mm and along the roof not less than 300mm and shall lap over flashing to
make a weatherproof joint.

6. Traps

Each fixture and piece of equipment requiring connections to the drainage system,
except fixtures with continuous waste shall be equipped with a trap. Traps shall be specified
to be supplied with the fixtures. Each trap shall be placed as near to the fixtures as possible.
Traps instafled on threaded pipes shall be recessed drainage pattem.

7. Pipe Sleeves, Hangers and Supports

Pipe sleeves shall be installed and pfoperly secured in place at all points where pipes
pass through masonry or concrete except unframed floors on earth.

Pipes shall not be permitted to pass through footings or beams unless noted on the drawings.

Pipe sleeves in floors shall extend not less than 25mm and not more than 50mm above the
finished floor. After installation of the pipe, the space around the pipe shall be packed with
plastic material and made watertight. Flashing shields for sleeves passing through
waterproofing membrane shall be thoroughly mopped into the membrane. The space between
the pipe and sieeves shall be made watertight by inserting approved sealing and caulking
materials.

INSTALLATION OF WATER PIPES, FITTINGS AND CONNECTIONS

1. Gate Valves and Outlets

Gate valves shall be installed close to the point of connection to the existing service line
outside the building. The piping shall be extended to all fixture outlets and equipment from the
gate valves. Qutlets where indicated shall be capped or plugged and left ready for future
connections.

2. Mains, Branches and Runouts

All runs of piping shall be installed as shown on the drawings. The piping shall be cut
accurately to measurements, and installed at the building site by the Contractor and shall
be worked into place without springing or forcing. Care shall be taken not to weaken the

structural portions of the buildings.

All pipes above ground shall be run parallel with the lines of the building unless
otherwise shown on the drawings. Branch pipes from service lines may be taken off on top of
mains, bottom of mains or side of mains, using such cross over fittings as may be required
by structural or installation conditions.

All service pipes, valves and fittings shall be kept at sufficient distance from the other work
to permit finished covering not less than 6.5mm from such other work and not less than
13mm between finished covering on different services. No water piping shall be buried in
floors unless specifically indicated on the drawings or approved. Changes in pipe sizes shall
be made with reducing fittings.

The use of long screws and bushings is prohibited.
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Joints

Joints and connections in the plumbing system shall be gas-tight and watertight for the
pressures required by test.

After cutting and before threading all pipes shall be reamed and shall have burrs removed.
All screwed joints shall be applied with an approved graphite compound or TEFLON
tape to facilitate connections. Threads shall be full cut and not more than three threads on
the pipe shall remain exposed.

Caulking of threaded joints or top to prevent leaks shall not be permitted.

Unions shall be provided where required for disconnection. Threaded swing boits shall be
used for branch connections to risers and mains.

Unions
Where required unions shall not be concealed in walls, ceilings or partitions.
Tests

The foliowing tests shall be conducted by the Contractor at his expense under the
supervision of the Engineer.

a. Tests for Drainage and Venting System

The entire drainage and venting system shall have necessary openings plugged
to permit the entire system to be filled with water to the level of the highest vent stack
above the roof. The system shall hold the water for 30 minutes with a drop not
greater than 100mm,

b. Sterilization

The entire water supply piping system shall be sterilized with a solution containing
not less than fifty (50) parts per million of available chlorine, either liquid chlorine
or a solution of sodium hypochlorite. The sterilizing solution shall remain in the
system for a period of not less than 8 hours during which time all valves and faucets
shall be opened and closed several times. After sterilization, the solution shall be
flushed from the system with clean water until the residual chloride content is not
more than 0.2 parts per million.

C. Pressure Test for Water Lines

1. After the pipe have been installed, the joints completed and with joints
exposed for examination, all newly installed pipe or any valve section,
thereof, shall be subjected to hydrostatic pressure one and one half
(1%2) the designed working pressure of the system or as specified by the
Engineer.

2. The duration of each pressure test shall be at least 20 minutes unless
otherwise specified by the Engineer.

3. Each section of pipeline shall be slowly filled with water and the specified
test pressure, measured at the point of lowest elevation, shall be applied by
means of a pump connected to the pipe in a manner satisfactory to the
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Engineer. During the filling of the pipe and before applying the test pressure,
all air shall be expelled from the pipeline. To accomplish this, tap shali be
made if necessary, at the highest point of the pipe under test and after
completion of the test, the taps shall be tightly plugged unless otherwise
specified. During the test, all exposed pipes, fittings, valves, joint and
couplings will be carefully examined. If found to be cracked or defective,
they shall be removed and replaced by the Contractor with sound materials at
his expense. The test shali then be repeated until satisfactory results are
obtained.

d. Leakage Test for Water Lines
1. Leakage test shall be conducted after satisfactory completion of the pressure

test and shall consist of an examination of all exposed joints for leakage as
well as an overall leakage test of the completed pipeline.

2. The pressure to be maintained during the test shall be the designed
working pressure of the system.

3. L.eakage test shall be made only after a minimum of 24 hours after the pipe to
be tested has been filled with water.

4, The duration of each leakage test shall be two hours unless otherwise
specified by the Engineer.

5. Each section of pipeline shall be slowly filled with water and the specified

test pressure, measured at the point of lowest elevation shall be applied by
means of a positive displacement type pump and reservoir connected to the
pipe in a manner satisfactory to the Engineer.

6. Before starting the leakage test, all air shall be expelled from the pipe. All
exposed pipes, fittings, valves and joints shall be examined for leakage during

the test.
7. Allowabie leakage rate per 100 joints per inch of Pipe Diameter at
Pressure Stipulated.
PRESSURE LEAKAGE RATE

psi kg/cm? liters/hr. liters/2 hrs.
50 3.50 1.45 2.90
75 5.30 1.75 3.50
100 7.00 2.05 4.10
125 8.80 2.30 4.60
150 10.50 250 5.00
200 14.00 2.90 5.80

e. Defective Work

1. if the inspection or test shows any defect, such defective work or material shall be
replaced and the test shall be repeated until satisfactory to the Engineer.

2. All repairs to piping shall be made with new materials at the
expense of the Contractor.

New Port Developmest
Port of Lavezares, Lavezares, Northarn Samar



129
Technical Specifications (Building Works)
(Plumbing and Sanitary Works)

3. No caulking of screwed joints or holes will be accepted.
ASSEMBLY, INSTALLATION AND CONNECTION OF FIXTURES

Fixtures shall be supported and fastened in a satisfactory manner. Where secured to concrete or
masonry work walls, fixtures and equipment shall be fastened with brass bolts or machine screws in
lead-sleeve type anchorage units or with brass expansion bolts. Expansion bolts shal! enter 7.5 cm
into solid concrete or masonry works and shall be fitted with loose tubing or sleeves of proper
length to bring expansion sleeves into the solid concrete masonry walls.

Where wood screws are used, screws shall go into solid pieces set between studs. Where
through-bolts are used, bolts shall be provided with plates or washers at back set, so that they will
be concealed by plaster. Bolts and nuts shall be hexagonal and exposed nuts, cap nuts, and screw
heads shall be provided with chromium plated brass washers.

PROTECTION OF FIXTURES

Pipe openings shall be closed with caps or plugs during installation. Fixtures shall be tightly
covered and protected against dirt, water and chemical injury. At the completion of all
works, all fixtures shall be thoroughly cleaned and delivered in a condition satisfactory to the
Engineer.

FIXTURES AND FASTENING
All fixtures shall be supported and fastened in a satisfactory manner as follows:

1. Where secured to concrete or concrete hollow block walls, they shall be fastened with one
quarter inch brass bolts with twenty threads to the inch and of sufficient length to extend at
least 7.5 cm into solid concrete or hollow block work, fitted with lcose tubing or sleeve insert
and shall be securely anchored and installed flush with the finished wall and shall be
completely concealed when the fixtures are installed.

2. Where through-bolts are used, they shall be provided with plates or washers back set so
that heads, nuts and washers will be concealed by plaster. Boits and nuts shall be
hexagonal. Exposed bolts, nuts, capnuts and screw heads shall be provided with
chromium plated brass washers.

GUARANTEE

Upon completion and before final acceptance of the equipment installation, the Contractor shafl
furnish the Engineer a written guarantee stating that all equipment installed under this Section free
from defects. The guarantee shall be for a period of one (1) year from the date of final acceptance of
the work. Any part of the equipment that becomes defective during the term of the guarantee shali
be replaced, renewed and/or made good by the Contractor, at his own expense and in a
manner satisfactory to the Engineer.

Guarantees made by the approved manufacturers or suppliers beyond one year, shall be transferred
to PPA without any expense on his part.

CLEANING UP

Upon completion of the work, all parts of the installation shall be thoroughly cleaned of grease, metal
cuttings and sludge which may have accumulated during the testing operation.
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PLUMBING, FIXTURES AND TOILET ACCESSORIES INSTALLATION

All installation works shall be as shown on the drawings and shall conform to the applicable
standards set forth by the Philippine National Plumbing Code. All fixtures shall be fastened and/or

supported in accordance with the given requirements.
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ITEM 20 : TERMITE PROOFING, BUKBOK PROOFING

GENERAL

General Requirements contain provisions and requirements essential to these specifications; and
apply to this Section, whether or not referred to herein.

SCOPE OF WORK

The Contractor shall hire the services of an approved or accredited pesticide company to furnish all
labor, materials, equipment, tools, plant, and services to complete the termite and “bukbok”
proofing work hereinafter described.

EXAMINATION OF SITE

Inspect the site of work and examine the premises to fully understand existing conditions with
respect to the work involved. Prior to soil stripping, excavation or filling all termite mounds within
the area should be demclished, removed and treated.

MATERIAL REQUIREMENTS

CHEMICALS AND EQUIPMENT

For termite proofing, use Termiticide Concentrate acceptable to the PPA and should have license
from Fertilizer and Pesticide Authority.

For “bukbok™ proofing of kiln dried wood and for untreated wood, use chemical name accredited
namefor acceptable to the PPA and should have valid license from Fertilizer and Pesticide
Authority (FPA).
The pest control Contractor shall submit the specified chemicals in their original manufacturer
sealed containers to the Project Inspector of inspection, sampling and safekeeping. Containers
with broken seal shall not be accepted.
Dilution ratings (for Termicide Concentrate):

1 part Termicide Concentrate TC to 50 parts water
Pesticides - 1 : 100 concentration
Dilutions shall be done only at the jobsite in the presence of the Project inspector. The strength
of the mixture or solutions shall be made uniform by thorough stirring. All solutions prepared for
termite proofing shall be used within 24 hours.
EXECUTION
CONTRACTOR LICENSE AND CERTIFICATION REQUIREMENT

The pesticide company should have a valid license from Fertilizer and Pesticide Authority of the
Department of Agriculture.

All pesticide shall be applied by or under the direct supervision of a certified pesticide applicator.
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ENVIRONMENTAL AND SAFETY CONDITIONS

Formulation, treatment, storage and disposal of pesticide. shall be in accordance with label
directions. Water for formulation shall be drawn only form site(s) designated by the Project
Inspector, and the filling hose shall be fitted with a backflow preventor meeting local plumbing
codes/standards. The filling operation shall be under the direct and continuous observation of
the Project Inspector to prevent overflow.

APPLICATION
1. Temite Control

Application of solution shall be done by means of power sprayers fifted with flow meters for
accurate monitoring of actual quantity used. At the time of soil treatment application, the soil
shall be preferably in a friable condition with low moisture content to allow uniform distribution
of the treatment solution throughout the soil. Do not apply pesticide during or immediately
following heavy rains, or when conditions will cause runoff and create an environmental
hazard. Cover treated area with waterproof sheeting if concrete is not poured on the same day
as the soil treatment. Take precautions to prevent disturbance of the pesticide barrier.
Before the placement of structural components, re-treatment where soil or fill is disturbed
after treatment. Apply pesticide prior to placement of gravel base, vapor barrier or
waterproof membrane.

a. Slab on Grade Construction

Establish a horizontal pesticide barrier over areas intended for covering by floors,
porches, attached entryways, garages, carports and terraces. Apply treatment
solution with a low pressure coarse spray at the rate of four (4) liters solution per
square meter. Apply at the rate of seven (7) liters solution per square meter if the fill
is washed gravel or other course material. Establish a continuous chemical barrier in
the voids of holtow block foundation or voids of masonry. Apply treatment at the rate
of seven (7) liters per 3 linear meter. Make pesticide band at least 15 cm wide the
pesticide evenly distributed throughout. Treat buildings constructed with basement
slabs in the same manner.

b. Crawl Space Construction

Establish a vertical pesticide barrier inside of foundation walls, both sides of
interior partition walls, around piers, plumbing, and rodding and utility conduits.
Apply treatment solution by rodding or rodding and trenching the fill at the rate of
15 liters solution per 3 linear meter, and 30 cm deep from grade to bottom of
foundation. Treat both sides of foundation and around all piers and pipes. Make
treated barrier of fill at least 15 cm wide with the pesticide evenly distributed
throughout,

c. Dry Pipes and Conduits
Establish pesticide barrier on various dry pipes and conduits such as electrical
service entrance, raceways, pipe chase, vents. Use powder type termiticide by
injecting it inside the pipe.

d Termite Mounds

Demolish and treat all termite mounds within the property found after the construction.
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2. “Bukbok” Proofing

Kiln-dried wood, plywood, tanguile, apitong, cabinets, dividers, and paneling shall be
brushed generously with Pesticides before painting or vamishing.

3. Sun-Dried Wood Treatment

Sun-dried fumber to be used for ceiling joint runners, nailer, etc. shall be brushed with
Pesticides before installation of plywood or ceiling panels.

ENGINEERS

The Contractor shall submit to the Engineer for approval, a copy of the pest control company’s
proposal and chemical application, method/procedure including the description of the equipment to
be used before start of work.

INSPECTION AND TEST

Sampling shall be done only in the presence of the Project Inspector.
Amount of sample to be taken: 50 cc each.

CONTRACTOR'S GUARANTEE

Upon completion of work, and on a condition for final acceptance, the Contractor shall submit
to PPA a written guarantee from the pesticide company which shall provide that:

1. The soil poisoning treatment shall prevent subterranean termites from attacking the
building on its contents for a period of not less than five (5) years.

2. The Contractor shall thereby warrant all works in pest controi that all materials and
workmanship applied under the contract are of good quality in every respect and will
remain as such for not less that five (5) years.

Should there be termite and “Bukbok” infestation within the one (1) year period the
Contractor thereby agrees to do all necessary repairs on the damaged portions of the
buildings caused by termite infestation to the satisfaction of PPA, at the Contractors
expense. Retreatment shall also be done by the Contractor after completion of the repairs and
at his expense. Such repairs and corrective works shall be done within five days after a
written notice from the Owner has been received by the Contractor.

Should there be infestation after the cne (1) year period up until the five (5) year
guarantee, the pesticide company agrees to do all the necessary repairs at their
expense. The pesticide company shall conduct annual inspection of the building and
surrounding to check any infestation during the guarantee period. Notice shall be given by
the pesticide company to PPA in case there is presence of termites in the surroundings.
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ITEM 21 : CONCRETE WORKS

GENERAL

General Requirements contain provisions and requirements essential to these specifications; and
apply to this Section, whether or not referred to herein.

SCOPE OF WORK

The work shall include reinforced concrete structures such as reinforced concrete footings with or
without tie-beams, reinforced concrete columns girders, slabs, other cast-in-place and precast
concrete including excavation and backfilling work.

The work shall consist of furnishing of all labor, materials, equipment and other incidentals
necessary for the supply of concrete materials and the complete construction of the concrete
structures for the building shown on the drawings in accordance with these specifications and as
directed by the Engineer.

GENERAL REQUIREMENTS

Concrete works shall conform with the requirements of °Reinforced Concrete” except noted
otherwise in this Section.

SHOP DRAWINGS

Together with requirements, the Contractor shall show the following in the shop drawings:
1. Surface finish

2. Fitting to be embedded

MATERIAL REQUIREMENTS

1. Concrete shall consist of Portland cement, fine and coarse aggregates and water and shall
conform with the requirements of “Reinforced Concrete™.

2. Deformed bars to be used shall conform with the reinforcement requirements in Section of
“Reinforced Concrete”, The size shall be as shown on the drawings.

3. In lieu of the temperature bars on concrete ground slab, menofilament polypropylene synthetic
fibrin fibers shall be used as admixture to prevent the formation of temperature / shrinkage
cracks and increase impact resistance of ground slabs. The dosage rate shall be 0.91 kg. per
cubic meter of concrete.

The supplier is required to submit a “Mill Certificate” that the materials delivered to site shall be
proven to meet or exceed the following properties:

TECHNICAL PROPERTIES Unit Minimum
A Physica! Characteristics:

Length Mm 12
Shape Microns 18
Density gm nominal 0.91
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FORMWORKS
GENERAL REQUIREMENTS
Matenrals and construction of formwork shall be in accordance with formwork requirements in
Reinforced Concrete.
REMOVAL OF FORMWORK
The minimum stripping and striking time for formwork shall be as follows unless otherwise
approved by the Engineer.
Conditions Minimum Period

Vertical sides of beams, wall, piles, pile 24 hours

caps and columns lift not exceeding 1.2m

Vertical sides of beams and walls, lift 48 hours

exceeding 1.2m

Soffits of main slabs and beams (props left 5 hours

under)

Removal of props from beams and main 10 days

slabs and other works

CONCRETE
CLASSES OF CONCRETE AND USAGE

1. Strength Requirement

Concrete strength shall conform with the requirements in Section of “Reinforced Concrete®.

New Port Develbpment
Port of Laverares, Lavezares, Northern Samar



136

Technical Specifications {Bullding Works)

SLUMP TEST

{Concrete Viorks)

Tests shall be made in conformity with ASTM C 143, and unless otherwise specified by the

Engineer, slump shall be within the following limits:

Slump for Vibrated Concrete

Structural Element

Minimum (mm) | Maximum (mm)

Precast concrete B0 180

Wall, column and beam, 80 180
25cm max. thickness

Concrete slab 80 150

Lean concrete 70 150

CONCRETE COVER FOR REINFORCEMENT

Minimum concrete cover for reinforcement shall be as follows:

Net Concrete Cover Minimum Cover
(mm)

Concrete cast against and permanently exposed to earth 75
Concrete exposed to earth or weather:

Primary reinforcement 50

Stirrups, ties, and spirals 40
Concrete deck slabs: ,

Top reinforcement 50

Bottom reinforcement 35
Concrete not exposed to weather nor in contact with ground:

Primary reinforcement 40

Stirrups, ties, and spirals 25

CONSTRUCTION JOINTS AND WATERSTOPS

Construction joints shall be provided where shown on the drawings or when approved with written
permission of the Engineer. Special care shall be used in preparing concrete surfaces at joints
where bonding between two sections of concrete is required. Unless otherwise indicated on the

drawings, such bonding will be required at all horizontal joints in walls.

Waterstop material shail be an elastomeric plastic compound, the basic resin of which shall be
polyvinyl chloride, and containing any additionat resins, plasticizers or other materials needed for

the material to comply with the requirements specified.
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The waterstop shall be fabricated by an extrusion process such that it will be dense, homogeneous,
free from holes and other imperfections. The cross section of the waterstop shall be uniform and
symmetrical along its entire length.

Surfaces shall be prepared as follows:

The surface of concrete upon or against which the placement of contiguous concrete or
masonry is later required shall be struck off true to the elevations indicted on the
drawings after the concrete has been placed. Thereafter as soon as the condition of the
concrete permits it, and before the concrete has hardened appreciably, i.e. normally within
2 hours after being deposited, all water, scum, laitance and loose aggregate shall be
removed from the surface by means of wire or bristle brooms in such a manner that the
Course aggregate is left lightly exposed, and the surface cleaned. No raking will be

pemitted.

The Contractor shall then take all necessary precautions to ensure that all surfaces thus
prepared shall be kept free from storage piles, drippings, staining or foreign matter, which
could adversely affect the concrete or the bond between the concrete layers.

Waterstops for all joints shall be continuous around the cormers and at intersections,
either in horizontal or vertical direction, as indicated on the drawings. Field splices and
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ITEM 22 : PROJECT BILLBOARD

SPECIFICATION

The Project Billboard shall be installed at location(s) designated by the Engineer.

The size and specifications of materials for the standard billboard shall be 4ft. x 8ft. (1,200mm x
2,400mm) using % inch (12mm) marine plywood or tarpaulin poster on 3/16 inch (5mm) marine
plywood,

Project billboards shall not contain Name(s) and/or picture(s) of any personages.

See attached drawings for further details of the standard billboard.
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(Project Billboard)

“To all our contractors, suppliers, and
serwcF providers, all we ask is for you to

SPEED UP
sourconrscisana FINISH

AH EAD of schedule,

WITHOUT SACRIFICING

UALITY

of work, and REASONABLENESS

OF COST agreed upon. Gawin niyo

‘'van at hindi tayo maghihiwalay ng
landas (Do that and we will not part ways).¥?

A Message from
DOTr Secretary Arthur Tugade

L A A

-_—
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ITEM 23 : SAFETY SIGNAGES AND BARRICADES

DESCRIPTION

This work includes the furnishing and installing of safety signages and barricades in accordance
with the specifications and to the details shown below in the drawings, or as directed by the
Engineer.

SPECIFICATION
The Signage’s and Barricades shall be installed at location(s) designated by the Engineer.

The sizes of the standard signages shall be 2-2/3ft x 4ft (800mm X 1,200mm) for fixed type and
2ft x 2-2/3ft (600mm x 800mm) for mobile type. For barricade standard 2ft x 2-2/3ft (600mm x
800mm) shall be provided.

The materials to be used for signages and barricades are % inch (12mm) marine plywood or
tarpaulin poster on 2" x 2" (50mm x 50mm) good lumber frame (see drawing below).

The printing or painting shall be the discretion of the Engineer.
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