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{Finishes}

1. Vitrified Ceramic Unglazed Tiles

a. Vitrified ceramic unglazed floor tiles shall be white for toilets and as shown on
the drawings or to be designated by the Engineer.

b. Portland cement, sand and water shall confonm with the requirements.

c. Vitrified ceramic unglazed floor tiles shall be delivered in the manufacturer's
original unbroken packages or containers that are labeled plainly with the
manufacturer's name and brand. Containers shall be grade scaled. Materials
shall be stored in dry weathertight enclosures, and shall be handled in a
manner that will prevent the inclusion of foreign materials and damage by
water or dampness.

2. Plain Cement Floor Finish

a. Portland cement, sand, bonding compound and water shall conform with
the requirements.

b. Mortar shall be one part of Portland cement to three parts sand.

c. Hardener shall be non-metallic floor hardener, delivered in cartons, cans
or bags to the construction site with the labels installed and seals
unbroken.

3. Non-skid ceramic floor tiles

a. Non-skid ceramic tiles shall be white ceramic tiles to be used for market
hall ramp as shown on the Drawings.

4, Granite Slab

a. Granite Slab shall be pre-polish granite slab and shall comply with ASTM
C615.

b. Shall be sound material with uniform and favorable working qualities and
with very limited natural faults.

¢. Color and quality shall be approved by Engineer.
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d. Mixes:
+ Bond Coat — One (1) part Portland cement, cne-half to one (2
to 1) part lime putty, three to four (3-4) parts sand.

<+ Proportion for mortar setting bed — one (1) part Portland
cement, three to four (3-4) parts sand.

Homogeneous/ Porcelain Tiles

1. Material
a. Homogeneous tile is a form of ceramic tiles composed of porcelain clays but
fired at much higher temperature than ceramic tiles (exceeding 1,500 degrees
centigrade).

b. Homogeneous tiles are denser, harder, less porous and less prone to
moisture and stain absorption.

¢. Have consistent property the entire section of the tile.

d. Colors of homogeneous ceramic tiles /porcelain tiles run uniformly through its
entire thickness will not expose a clay base when chipped.

e. Refer to the drawings for the location of its applications.
2. Leveling mortar bed shall consist of the following:

a. Cement

Ordinary Portland cement shall be used in the preparation of the mortar.
Except where shown otherwise on the Drawings, the cement used meet the
requirements of ASTM C 150, Type | or AASHTO M 85 Type.

b. Fine Aggregates

The fine aggregate may be naturally occurring sands, manufactured sands or
a mixture of both.

e Grading: As shown below, Material retained between any two sieves
shall not exceed 45 percent (ASTM C 136).

¢ Fineness: Not less than 1.50 not more than 3.0. Once approved by the
Engineer deviation of over 2 percent shall not be permitted (ASTM C-
117).
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3. Grouting shall be per manufacturer's standard.

4. Tile adhesive shall be per manufacturer’s standard.

EXECUTION
Woall Finishes

1. Plain Cement Plaster Painted Finish
a. Preparation of Surfaces

All surfaces shall be cleaned and projections, dust, loose particles and other
materials, which would prevent good bond, shall be removed.

Plaster shall not be applied directly to concrete and masonry surfaces coated
with bituminous compounds and surfaces previously painted or plastered.

All surfaces shall be thoroughly wetted before plastering.
b. Trial Mix

A trial mix of at least three (3) different water-cement ratios for a proposed
mix shall be prepared under full scale conditions and adequate workability.
The proportions by weight of cement to the weight of sand shall not be less
than one part of Portland cement to two parts of sand.

The proportion of cement-sand and water necessary to produce the cement
plaster of the required consistency shall be subject to the approval of the
Engineer. Such approval may be withdrawn at any time and a change in
proportions may be required. Based on the approved mix proportions, the
Contractor shall prepare a list showing the number of kilograms of the various
materials to be used in the cement plaster finish mix.

No cement plaster finish shall be started without an approved trial mix by the
Engineer.

c. Cement Plaster Finish Application

A brown coat with sufficient pressure shall be applied to fill the gaps, and to
secure a good bond. Moistened for 48 hours, each coat of cement plaster
shall be kept after application and allow to dry.
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A finish coat shall be applied after the brown coat has set. The brown coat
shall be moistened before application of the finish coat. Finish coat shall be
floated to plumb, even planes and surfaces.

Final plaster finishes shall be rubber sponged.

d. Tolerance

The Contractor shall finish plaster work plumb, level, square and true within
tolerance of 3 mm in 3 meters, without cracks and other imperfections.

e. Patching and Cleaning

Upon completion of the building, and when directed, all loose, cracked,
damaged or defective plastering shall be cut out and replastered in a
satisfactory and approved manner.

2. Textured Cement Plaster Finish

a. Workmanship

Base coats shall be applied with sufficient pressure and the plaster shall be
sufficiently plastic to provide good bond on masonry base or uneven concrete
surface. Plaster work shall be finished level, plumb, square, and true, within a
tolerance of 3 mm in 3 m, without eaves, cracks, blisters, pits, grazing,
discoloration, projections, or other imperfections. Plasterwork shall have no
visible junction marks. Finished work shall be covered and protected to
prevent damage.

b. Textured Cement Plaster Finish

Textured Cement Plaster Finish shall be spray-applied to a thickness of not
less than 6 mm thick. Application shall be done to provide uniform thickness
and texture.

¢. Repair of Defective or Damaged Work (Patching and Pointing}

Upon completion of the finishing and when directed, all loose, cracked,
damaged or defective texturing work shall be cut out and repaired. Exposed
textured surfaces shall be left in an unblemished condition, ready to receive
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paint or other finish. All pointing and patching of textured surfaces shall be
done in & neat and workmanlike manner. Plaster droppings shall be removed
from all surfaces. Protective coverings shall be removed from floors and other
surfaces, and all rubbish and debris removed from the building.

3. Wall Ceramic Tiles

a. Mortar Preparation

All mortar setting beds shall be mixed by volume in the proportion of 1 part
Portland cement and 3 parts dry sand and not more than 1/10 part hydrated
lime.

Mortar materials shall be measured in approved containers, which will insure
that the specified proportions of materials will be controlled and accurately
maintained during the progress of the work. Measuring materials with
shovels, "shovel count”, will not be permitted. Unless specified otherwise,
mortar shall be mixed in proportions by volume, in an approved mortar box.

The quantity of water shall be controlled accurately and uniformly. The
aggregates shall be introduced and mixed in such manner that the materials
will be distributed uniformly throughout the mass. A sufficient amount of
water shall be added gradually and the mass further mixed until a mortar of
the elasticity necessary for purpose intended is obtained.

Mortar boxes, pans and wall surfaces shall be kept clean and free from debris
or dried mortar. The mortar shall be used before the initial set of the cement
has occurred. Re-tempering of mortar in which cement has started to set will
not be allowed.

b. Application of Wall Tile

Interior masonry shall be clean, thoroughly dry, sound and sufficiently rough
to provide strong mechanical bond. Surfaces shall be evenly damped
immediately prior to the application of the scratch coat.

Scratch coat shall be applied to masonry, as backing for wall tile, not less
than 24 hours or more than 48 hours before starting the file setting. The
scratch coat shall not be less than 6 mm from the face of the masonry.

The scratch coat shall be applied with sufficient pressure to ensure a proper
bond with the base for the setting bed. While the mortar is still plastic, the
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scratch coat shall be cut with a trowel at all internal vertical angles for the
depth of the coat with the full height of the tile bed and shall be cross-
scratched, in 25 mm centers for the extent of the tile bed.

Immediately before the application of mortar setting bed, the scratch coat
shall be moistened thoroughly but not saturated. Temporary screeds shall be
applied to the scratch coat with mortar to provide a true and plumb surface,
the proper distance back from the finished wall line. The setting bed shall be
applied, rodded and floated flush with the screeds over an area not greater
than the area to be covered with the tile while the bed remains plastic. The
thickness of the setting bed shall not exceed 15 mm and the mortar shall not
be retempered. The setting bed shall be cut with a trowel at all internal
corners as specified for the scratch coat.

Mounted tiles shall be soaked in clean water a minimum of one hour before
they are set. Absorptive mounted tiles shall be damped by placing sheets on
a wetted cloth in a shallow pan before setting. A skim coat of neat Portland
cement mortar, mixed with water to the consistency of a pasty, thick cream,
shall be applied 0.8 mm to 1.6 mm thick to the mortar setting bed, or to the
back of each tile as faid. The tiles shall then be pressed firmly on the setting
bed and tamped until flush and in the plane of the other tiles. The tiles shall
be applied before the mortar bed has taken its initial set.

Intersections and retumns shall be formed accurately. Where cutting of tiles is
necessary it shall be done at the internal angles of the walls or wainscots.
Cutting and drilling tiles shall be done neatly without marring the surfaces.
The cut edges of tiles against trim, built-in fixtures, and similar surfaces shall
be ground and jointed carefully. The ftiles shall fit closely with plumbing
fixtures and around electric outlets, pipes and fittings, so that the plates or
escutcheons will properly overlap the tiles. Wainscots shall be within one half
of the heights indicated without cutting of the tiles.

Bases, caps, bull-nose comers, and all other trimmers moulded or shaped
features, and accessories shall be backed thoroughly with mortar and set
firmly into place. All lines shall be kept straight and true, and all finished
surfaces brought to true and even planes, straight and plumb, and internal
comers squared and external corners rounded.

Horizontal joints shall be maintained level and vertical joints plumb and in
alignment. The completed work shall be free of broken, cracked, damaged or
otherwise faulty tiles.
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Joints shall be parallel and uniform in width, plumb, leve!l and in alignment.
End joints in broken-joint work shall be made as far as practicable, on the
center line of adjoining tiles. Except in special arrangement and design, as
indicated or specified, square tiles shall be set with straight joints, and oblong
tiles shall be set with broken joints.

Joint widths shall be uniform and spaced to accommodate the tile in the given
spaces with a minimum of cutting. Tiles shall be wetted, if they have become
dry, before applying grout. Joints 3 mm or less in width shall be grouted with a
neat Portland cement grout of the consistency of thick cream. Other joints
shall be pointed with mortar consisting of one part Portland cement and two
parts pointing sand. The grout for walls and other vertical surfaces shall
contain non-staining white Portland cement. Grout and pointing mortar shall
be forced into joints by using trowel, brush or finger application.

Before the grout or mortar sets, the joints of cushion edge tiles shall be struck
or tooled to the depth of cushion, filling all skips or gaps, and the joints of
square edge tiles shall be filled completely flush with their surface. Dark
cement shall not show through grouted white joints. Care shall be taken to
avoid scratching glazed finishes. All mortar or grout shall be removed before it
has set or hardened.

¢. Cleaning and Curing

All completed tile work shall be thoroughly sponged and washed diagonally
across joints, and finally polished with clean, dry cloth. Acid cleaning of
unglazed tile, when necessary, shall not be done within ten days after setting
tile. All metal shall be covered with an approved grease and the tile shall be
wetted with clean water, before tile is cleaned with 10% muriatic acid solution.
After acid cleaning, the tile shall be flushed with clean water, and the grease
coating on metal shall be removed. Acid cleaners shall not be used on
glazed tile.

d. Protection

Tiled walls outside comers (external angles) shall be protected with board
comer strips in areas used as passage ways by workmen. Extreme care
should be taken not to disturb walled tiled until mortar has fully set.

4, Colored Glass Wall
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a. Examination
< Do not begin installation until substrates have been properly prepared.
+ If substrate preparation is the responsibility of another installer, notify
Architect of unsatisfactory preparation before proceeding.

b. Preparation

< Clean adjoining and supporting surfaces thoroughly prior to installation.
Remove dust from drywall.

% Prepare surfaces using the methods recommended by the
manufacturer for achieving the best result for the substrate under the
project conditions.

c. Installation

Install in accordance with manufacturer’s instructions.

Install materials in accordance with manufacturer's printed instructions

and submittals. Installation shall start only after all other work on the

adjoining walls, base, and floor has been completed. Insure that
perimeter details and opening sizes are correct before starting.

% Panels shall be installed, accurately and in the required locations, as
indicated on the drawings. Surfaces shall be plumb, level, aligned and
flush, with uniform joints, and with the proper pattemns, textures and
colors.

< Manufacturer's protective film on the face of the panels shall not be

removed until all work is complete.

%o %
Qe o

d. Wall Installation

< Adhesive installation: Construction adhesive as recommended by the
glass manufacturer with no acetoxic silicone. Adhesive manufacturer's
requirements shall be followed. Always wipe dust off walls thoroughly.
< Frame Installation
+ Wall panel trim shall be installed in a plumb, level and square
manner. The face of the trim shall be on a flat and plumb plane.
Maximum variation 3 mm in 4572 mm.
+ Exception: When the design intent is for the wall plane to not be
plumb and/or not be a continuous flat plane. Joints shall be flush
and tight with the maximum tolerance +.0.5 mm.
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+ Wall panels shall be flat and on a consistent plane with adjacent
panels. Tolerance + 0.8 mm.

¢ The plane of the trim face and the plane of the panel face shall
have a constant and parallel relationship.

e Bonding adhesives shall be applied to a sealed and
contaminant free bonding surface. No adhesive shall be visible.

4.14.3.2 Floor Finishes

1. Vitrified Ceramic Tiles

a. Mortar Preparation

Mortar mix proportion and preparation shall be in accordance with the
requirements.

b. Surface Preparation

Surfaces to receive the tiles shall be clean, free of dust, dirt, oil, grease, and
other deleterious substances. Floor tile operations in spaces receiving wall
tite shall not be started until wall tile installation has been completed. Before
tile is applied with a dry-set mortar bed, the structural floor shall be tested for
levelness or uniformity of slope by flooding it with water. Areas where the
water ponds shall be filled and leveled with mortar and shall be retested
before the setting bed is applied.

¢. Placing of Setting Beds and Floor Tile

Mortar setting beds shall have a minimum thickness of 20 mm for floors. The
structural concrete slab shall be soaked thoroughly with clean fresh water on
the day before the setting bed is to be applied. Inmediately preceding the
application of the setting bed, the structural slab shall again be wetted
thoroughly, but no free water shall be permitted to remain on the surface.

A skim coat of neat Portland cement mortar shall then be applied not more
than 4 mm thick. The mortar shall be spread until its surface is true and even
and thoroughly compacted, either level or sloped uniformly for drainage, as
the case requires. A setting bed, as large as can be covered with tile before
the mortar has reached its initial set, shall be placed on one operation; but in
the event that more setting mortar has been placed than can be covered, the
unfinished portion shall be removed and cut back to a clean bevelled edge.
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All mounted tiles shall be soaked in clean water a minimum of one hour
before they are set. Absorptive mounted tile shall be dampened by placing
sheets on a wetted cloth in a shallow pan before setting. No free water shall
remain on the tiles at the time of setting. Before the initial set has taken place
in the setting bed, a skim coat of neat Portland cement mortar, 0.7 mm to 1.6
mm thick, shall be trowelled or brushed over the setting bed and/or the back
of the tile, or a thin layer of Portland cement, 0.79 mm to 2 mm thick, may be
hand-dusted uniformly over the setting bed and worked lightly with a trowel or
brush until thoroughly damp.

The tiles shall then be pressed firmly upon the setting bed, and beaten into
the mortar until true and even with the plane of the finished floor line. Beating
and leveling shall be completed within one hour after placing tiles or sheets.
Borders and defined lines shall be laid before the field or body of the floor.
Where floor drains are provided, the floors shall be sloped to drain properly to
the drains. Intersections and returns shall be formed accurately.

Cutting of tile, where necessary, shall be done along the outer edges of the
floor. As far as practicable, no tiles of less than half size shall be used.
Cutting and drilling of tiles shall be done neatly without marring the tile
surfaces. The cut edges of tile against trim, bases, thresholds, pipes, built-in
fixtures, and similar surfaces shall be ground and jointed carefully. Tile shall
fit closely and neatly at all plumbing fixtures and around electrical outlets,
pipes and fittings so that cover plates or escutcheons will overlap the tiles
properly. Tiles shall be secured firmly in place and loose tiles or tiles
sounding hollow shall be removed and replaced. All lines shall be kept
straight, parallel, and true, and all finished surfaces brought to true and even
planes. The inner edges of borders shall be kept straight and, where
practicable, shall form right angles at all retums. The paper and glue shall be
removed from mounted tile, without using excess water, within one hour after
installing the tiles.

Joints shall be parallel and uniform in width, plumb, level and in alignment.
End joints in broken-joint work shall be made as far as practicable, on the
center lines of adjoining tiles. Except in special arrangement and design, as
indicated or specified, square tiles shall be set with straight joints, and oblong
tiles shall be set with broken joints.
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Joint widths shall be uniform and spaced to accommodate the tile in the given
spaces with a minimum of cutting. Tiles shall be wetted, if they have become
dry, before applying grout. Joints 3.2 mm or less in width shall be grouted
with a neat Portland cement grout of the consistency of thick cream. Other
joints shall be pointed with mortar consisting of one part Portland cement and
two parts pointing sand.

The grout or mortar for joints on floors shall be white Portland cement or as
specified by the Engineer. Grout painting mortar shall be forced into joints by
using trowel, brush or finger application. Before the grout or mortar sets, the
joints of cushion edge tile shall be struck or tooled to the depth of the cushion,
filing all skips or gaps, and the joints of square edged tiles shall be filled
completely flush with their surface. Dark cement shall not be seen through
grouted white joints.

All surplus mortar or grout shall be removed before it has set or hardened.

. Cleaning and Curing

Floors shall be covered with waterproofed paper with all joints lapped at least
96 mm and allowed to damp cure for at least 72 hours before foot traffic is
permitted thereon.

All completed tile work shall be thoroughly sponged and washed diagonally
across joints, and finally polished with clean, dry cloth. Acid cleaning of
unglazed tile, when necessary, shall not be done within ten days after setting
the tile. All metal shall be covered with approved grease and the tile shall be
wetted with clean water, before tile is cleaned with 10% muriatic acid solution.
After acid cleaning, the tile shall be flushed with clean water, and the grease
coating on metal shall be removed.

Finished tile floors shall be covered with clean building paper before foot
traffic is permitted on them. Board walkways shall be placed on floors that
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are to be continuously used as passage ways by workmen. Thresholds shall
be covered with boards. Tiles vertical outside comers {external angles) shall
be protected with board corners strips in areas used as passage by workmen.

2. Granite Slab

a. Before spreading the setting bed, establish lines of borders and center the
fieldwork on both directions to permit the pattern to be laid with a minimum of
cut slab.

b. Place mortar onto only as large an area as can be covered with the tile before
mortar reaches its initial set. When more setting mortar is spread that can be
covered, the unfinished portion shall be cut back to a clean, leveled edge and
removed.

c. Tamp mortar bed to ensure a good bond over the entire area, and screed to
provide a smooth level bed at proper height and slope.

d. Wet slab prior to installation. Lay slab from centerline outward and make
adjustments at walls and keep tile joints parallel and straight over the entire
area.

e. Fill in voids with approved joint filler and machine-sand slab using the wet
method.

f. Machine-sand slab to a shiny finish after the application of the wet method
three to four {3-4) times.

3. Homogeneous /Porcelain Tiles

a. Setting

Set floor tile firmly in setting bed, for a true surface. Joints should be
straight, level and of even width not exceeding 15mm.Joint depth is
approximately 6mm to 8mm.
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b. Grouting Method

Grout float method (adaptable to small paving-stone series). Force a
maximum amount of grout (1 part cement to 2 parts fine graded sand) into
joints,

c. Cleaning

Clean homogeneous ceramic tiles /porcelain tiles surface as thoroughly as
possible within 10 minutes after completion of grouting with sponge rubber
or brush.

Ceiling Finish

1. Aluminum Ceiling Panel (Clip-in, Perforated and Cell Ceiling)

a. Installation shall be performed only by qualified installer of the
manufacturer.

b. Provide final protection and maintain conditions, in a manner suitable to
installer which ensures Aluminum ceiling panels installation being without
damage or deterioration at time of substantial completion.
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ITEM 08 : PLUMBING WORKS

SCOPE OF WORK

The work covered for this section shall consist of furnishing all labor, tools, equipment,
materials and incidentals necessary for the complete installation, testing and operation of
the plumbing and sanitary system within the buildings and premises in accordance with
these Specification and as shown on the drawings or as directed by the Engineer.

MATERIAL REQUIREMENTS
SUBMITTAL

1. The Contractor shall submit his work method statement with necessary shop
drawings to the Engineer for approval twenty eight (28) days before the start of the
works.

Shop drawings shall be dated and shall contain the name of the project and location
of the subject item in the shop drawing which is to be installed.

The Engineer will review and approve or return for correction all shop drawings with
reasonable promptness. The Contractor shall make any corrections required and file
with the Engineer three (3) corrected copies of the shop drawings.

2. The drawings shall indicate the general arrangement of all piping’s, however. where
actual conditions necessitate re-arrangement in opinion of the Contractor and/or the
Engineer, the Contractor shall prepare and submit to the Engineer for approval,
twenty eight (28) days before placing the order for materials, shop drawings of the
proposed re-arrangement Because of the small scale of the drawings, shop drawings
to indicate all offsets, fittings and accessories shall be prepared. The Contractor shall
carefully examine the drawings and shall carefully investigate actual structural and
finish conditions affecting all his work.

3. The Contractor shall be responsible for the proper fitting of materials, equipment and
accessories without substantial alteration and at no cost to the Employer.

4. The Contractor shall be responsible for the proper cocrdination of the work and shall
provide all necessary clearance where necessary.

STANDARDS

Use of materials shall further be governed by other requirement impesed on other
sections of these Specifications. Materials shall be subject to tests necessary to
ascertain their fitness if the Engineer so requires. All works shall comply with the
pertinent provisions of the Plumbing Code of the concerned city or town, the Code
on Sanitation of the Philippines, and/or the National Plumbing Code of the
Philippines.

MATERIALS
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1. Identification of Materials
Each length of pipe, fittings, traps, fixtures and devices used in the plumbing work
shall have cast, stamped or indelibly marked on it, the approved manufacturer's

trademark or name, the weight type and class of product when so required by the
standards mentioned above.

2. Alternative Materials
Use of any material not specified in this Specification may be allowed provided such
alternate has been approved by the Engineer and provided further that a test, if
required, shall be done by an approved agency in accordance with generally
accepted standards.

3. Water Supply Pipes
Water supply pipes shall be polypropylene random-80 (PPR-80) pipes PN 20
conforming to DIN Standards DIN 1988/DIN 8078, German made. Jointing shall be
fusion welded.

4, Downspout
All downspout shall be polyvinyl chloride (PVC) pipe class, Series 1000.

5. Valves
Valves shall be cast bronze of brass body. Chrome plated finish for all fixture taps
and faucets and natural finish for ail others, like hose bibs, gate valves and which are
not tapped directly to a plumbing fixture. Concrete valve boxes shall be installed
where required and will be of sufficient size for operating the valve.

6. Fixtures
a. Water Closets

All water closets for foilets as shown on the drawings shall be TANK TYPE, white
with complete fittings and mounting accessories.

b. Lavatories
All lavatories as shown on the drawings shall be tabletop basin lavatory w/ heavy

duty faucet and accessories.

EXECUTION
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All installation works shall be in conformity with the National Plumbing Code of the
Philippines (NPCP).

INSTALLATION OF SOIL. WASTE DRAINS OR VENT PIPES
1. Horizontal Drainage Pipe and Vent Piping

Horizontal waste pipes 75mmO0 and smaller shall have a minimum grade of 6.5mm
per 0.30m and for 100mmO and larger. 3.2mm per 0.30m. All main vertical soil and
waste stacks shall be extended full size above the roof line as vents, except where
otherwise specifically shown.

Where practicable, two (2) or more vent pipes shall be connected together and
extended as one pipe through the roof. Vent pipes in roof spaces shall be run as
close as possible to the underside of roof with horizontal piping pitched to stacks
using fittings as required without forming traps in pipes.

Vertical pipe vents may be connected to a vent line carrying other fixtures. The
connection shall be at least 1.20m above the floor on whidi the fixtures are located to
prevent the use of vent lines as waste. Horizontal waste lines receiving the discharge
from two (2) or more fixtures shall be provided with vents, unless separate venting of
fixtures is noted.

2. Fittings

All changes in pipe sizes on soil waste lines shall be made with reducing fittings or
recessed reducers. All changes in direction shall be made by the appropriate use of
forty five (45) degree wyes. Long sweep quarter bends or elbows may be used in soil
and waste lines where the change in direction of flow is from the horizontal to the
vertical and on the discharge from water closets. Where it becomes necessary to
use short radius fittings in any location, the approval of the Engineer shall be
obtained before they are installed.

INSTALLATION OF WATER PIPES. FITTINGS AND CONNECTIONS

1. Gate Valves and Qutlets

Gate valves shall be installed close to the point of connection to the existing service
line outside the building. The piping shall be extended to all fixture outlets and
equipment from the gate valves. Outlets where indicated shall be capped or plugged
and left ready for future connections.

3. Mains, Branches and Runouts

All runs of piping shall be installed as shown on the drawings. The piping shall be cut
accurately to measurements, and installed at the building site by the Contractor and
shall be worked into place without springing or forcing. Care shall be taken not to
weaken the structural portions of the buildings.
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All pipes above ground shall be run parallel with the tines of the building unless

otherwise shown on the drawings. Branch pipes from service lines may be taken off

on top of mains, bottom of mains or side of mains, using such cross over fittings as
may be required by structural or installation conditions.

All service pipes, valves and fittings shall be kept at sufficient distance from the other
work to permit finished covering not less than 6.5mm from such other work and not
less than 13mm between finished coverings on different services. No water piping
shall be buried in floors unless specifically indicated on the drawings or approved.
Changes in pipe sizes shall be made with reducing fittings. The use of long screws
and bushings is prohibited.

3. Joints

Joints and connections in the plumbing system shall be gas-tight and watertight for
the pressures required by test. After cutting and before threading all pipes shall be
reamed and shall have burrs removed.

4. Tests

The following tests shall be conducted by the Contractor at his expense under the
supervision of the Engineer

A. Pressure Test for Water Lines

1. After the pipe have been installed, the joints completed and with joints
exposed for examination, all newly installed pipe or any valve section, thereof, shall
be subjected to hydrostatic pressure one and one half (1 2 ) the designed working
pressure of the system or as specified by the Engineer.

2. The duration of each pressure test shall be at least 20 minutes unless
otherwise specified by the Engineer.

3. Each section of pipeline shall be slowly filled with water and the specified
test pressure, measured at the point of lowest elevation, shall be applied by means
of a pump connected to the pipe in a manner satisfactory to the Engineer. During the
filling of the pipe and before applying the test pressure, all air shall be expelled from
the pipeline. To accomplish this, tap shall be made if necessary, at the highest point
of the pipe under test and after completion of the test, the taps shall be tightly
plugged unless otherwise specified. During the test, all exposed pipes, fittings,
valves, joint and couplings will be carefully examined. If found to be cracked or
defective, they shall be removed and replaced by the Contractor with sound
materials at his expense. The test shall then be repeated until satisfactory results are
obtained.

GUARANTEE

Upon completion and before final acceptance of the equipment installation, the
Contractor shall furnish the Engineer a written guarantee stating that all equipment

Improvernent of Otd Passerger Terminal Building
Port of San Jose, Occidental Mindoro
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Technical Specifications
{Plumbing Works)

installed under this Section free from defects. The guarantee shall be for a period of
one (1) year from the date of final acceptance of the work. Any part of the equipment
that becomes defective during the term of the guarantee shall be replaced, renewed
and/or made good by the Contractor, at his own expense and in a manner
satisfactory to the Engineer.

Guarantees made by the approved manufacturers or suppliers beyond one year,
shall be transferred to PPA without any expense on his part

CLEANING UP

Upon completion of the work, all parts of the installation shall be thoroughly cleaned
of grease, metal cuttings and sludge which may have accumulated during the testing
operation.

PLUMBING, FIXTURES AND TOILET ACCESSORIES INSTALLATION

All installation works shall be as shown on the drawings and shall conform to the
applicable standards set forth by the Philippine National Plumbing Code. All fixtures
shall be fastened and/or supported in accordance with the given requirements.

Impravement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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ITEM 09 SIGNAGES AND LOGO

SCOPE OF WORK

Fumnish materials and perform labor to include miscellaneocus works required for
the installation of room identification for the toilets and port office.

SAMPLE AND SHOP DRAWINGS

The Contractor shall submit samples for approval by the Engineer. Notify the
Engineer for any changes, clarifications and discrepancies.

For the room I.D. full size lettering layout and installation method shall be
submitted to the Engineer for approval before start of work.

MATERIAL REQUIREMENTS

1. PPALOGO
= Hot dipped cut (Hit 4.5 mm thick Metal sheet screwed at the back.
e 12.5mm thk. Colored Acrylic Plastic Sheet for PPA Logo
¢ 1mm thk. Acrylic Painted G.l. Metal Sheet Free Standing Lettering

2. ROOM MARKERS

Black acrylic letters, 38mm (1-1/2"} high on white acrylic background, 63mm (2-
1/2") high, with dear acrylic cover. Lengths shall be as required by the full
notation therein.

EXECUTION
WORKMANSHIP

Workmanship shall be executed in high quality comparable with artworks.
MOUNTING

For all mounted assemblies, appropriate mounting hardware and connectors
which are concealed shall be sufficiently used.

Assemblies shall be mounted plumb, straight level, and at prescribed heights.

Improvemant of Oid Passenger Terminal Buiding
Port of San Jose, Oocidental Mindoro
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Technical Specifications
{Signages and Logo)

INSTALLATION

Installation shall be done in a secure and permanent manner at prescribed
heights and/or layout. The backwall shall not be mutilated. After the dowels are
positioned, fill with expanding grout, or other approved fillers, and retouch,
flashed to the backwall surface.

Improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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Technical Specifications
{ Project Billboard )

ITEM 10 : PROJECT BILLBOARD

SPECIFICATION
The Project Billboard shall be installed at location(s) designated by the Engineer.

The size and specifications of materials for the standard billboard shall be 8ft. x 8ft. (2,400mm x
2,400mm) using ¥z inch (12mm) marine plywood or tarpaulin poster on 3/16 inch (5mm) marine
plywood.

Project billboards shall not contain Name(s) and/or picture(s) of any personages.

See attached drawings for further details of the standard billboard.

Improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindore
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il Port Management Office, Mindoro
(LOCATION)
Project:
Location:
Cost: Fund/Sourcefs:
Implementing Agencyfies:
Development Partner/s:
Contractor/ Supplier:
Brief Description of
Project Details
Froject Dae Praject Suas

WHITE BACKGROUND
COLOR SHADE COMBIHATION
CYAN : 0
MAGENTA 7
WHITE : 78

KEY : 0
NOTE:

FONT: HELVETICA

FONT SIZE:  MAIN INFORMATION 3
SuB INFORMATION 1+
FONT COLOR: BLACK

For particularn of comolsinta ahout ik projadt please contaal Tha reguonal DCe or Chusaer whech has sl paradiction on s prosct.
COA Regional DCe Na Clamer:
Addraid.

Comart Numbal .

STANDARD PROJECT BILLBOARD

Improvement of Old Passenger Terminal Building
Port of San Josa, Occidental Mindoro
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(Safety Signages and Barricades)

ITEM 11 : SAFETY SIGNAGES AND BARRICADES

DESCRIPTION

This work includes the fumnishing and installing of safety signages and barricades in accordance
with the specifications and to the details shown below in the drawings, or as directed by the
Engineer.

SPECIFICATION

The Signage’s and Barricades shall be installed at location(s) designated by the Engineer.

The sizes of the standard signages shall be 2-2/3ft x 4ft (800mm X 1,200mm) for fixed type and
2ft x 2-2/3ft (600mm x 800mm) for mobile type. For bamicade standard 2ft x 2-2/3ft (600mm x
800mm) shall be provided.

The materials to be used for signages and barricades are 2 inch (12mm) marine plywood or
tarpaulin poster on 2" x 2" (50mm x 50mm) good lumber frame (see drawing below).

The printing or painting shall be the discretion of the Engineer.

IconsTRUCTION ]
AREA

« AUTHOAIZED FERSONREL DNLY
*HARD HATE RECHARED

= TATEH FON Fill LSRG MATERIAL
=TATCH POR MOVING EQUIPNENT
= WATCH FOR UNEVEN BURFACTS o

50
TL_I J—‘n Z GOOD LUMBER
21 7 GOOD LUMBER 8 .
1200
FRONT sIDE FRONT SIDE
FRAMING FOR 0.80m x 1.20m SIGNAGES FRAMING FOR 0,60m x 0,80m SIGNAGES AND BARRICADES

STANDARD PLAN FOR SIGNAGES AND BARRICADES

Improvement of Old Passenger Terminal Building
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LIST OF DRAWINGS:

10f28 -  Structural Notes

20f28 -  Structural Notes, Plumbing Notes, Electrical Notes
30of28- Port Layout Plan

40f28 - Demolition Works

50f28- Reconstruction Works

6of28- Tile Works

70of28 -  Location of Doors and Windows

80of28 - Schedule of Doors and Windows

90f28-  Schedule of Doors and Windows

10 of 28 - Floor Plan ( WareHouse )

11 0f 28 - Location of Cracks

12 of 28 - Re-plastering Plan

13 0of 28 - Elevation of Re-plastering plan

14 of 28 - Interior Repainting Plan

15 0f 28 - Exterior Repainting Plan

16 of 28 - Details of PPA Logo and Cashier

17 of 28 - Floor Plan {(Pantry A) and Accessories Details
18 of 28 - Pantry Accessories

190of 28 - Floor Plan (Pantry B) and Accessories Details

SECTION VII

DRAWINGS AND
APPROVED PLANS

PD-1
Project Drawings
{Approved Plans)

(SEE ISSUED APPROVED PLANS)

Improvement of Cld Passenger Terminal Building
Part of San Jose, Ocridental Mindora



20 of 28 -
21 0f 28 -
22 of 28 -
23 of 28 -
24 of 28 -
25 of 28 -
26 of 28 -
27 of 28 -

28 of 28 -

Ceiling Plan

Roof Framing Plan

Roof Plan

Existing Electrical Layout
Power Layout

Location of Lighting Fixtures
Lighting Layout

Plumbing Layout

Plumbing Layout

PD-2
Project Drawings
(Approved Plans)
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BOQ and Attachments
{Summary of Bilt of Quantities)

SUMMARY OF BILL OF QUANTITIES

Name of Project:  Improvement of Old Passenger Terminal Building
Location :  Port of San Jose, Occidental Mindoro
NO. DESCRIPTIOCN OF WORK AMOUNT
Bill No. 1.00 General Expenses
8ill No. 2.00 Old Passenger Terminal Building
TOTAL BID PRICE
Php
Amount in Words

Name/Signature of Authorized Signing Official

Improvarment of Qld Passanger Terminal Building
Port of San Jose, Occidental Mindoro

it



BILL OF QUANTITIES

Name of Project: Improvement of Old Passenger Termina! Building

BOQ and Attachments

(Bill of Quantities)

Location :  Port of San Jose, Occidental Mindoro
NO. DESCRIPTION OF WORK UNIT QUANTITY UNIT PRICE AMOUNT
(1) (2) (3) (4) {Pesos)(5} (Pesos){4x5)
Bill No. 1.00 GENERAL EXPENSES
Bill No. 1.01 Mobilization, demobilization, and cleaning Lot 1 P
Bill No. 1.02 Provide construction safety and Health Program in the Month 5

execution of the project

TOTAL AMOUNT FOR BILL NO. 1.00

Name/Signature of Authorized Signing Official

Improvemaent of Old Passangar Terminal Builgi

ng

Part of San Jose, Occddental Mindare

[\



Name of Project :

BILL OF QUANTITIES

Improvement of Old Passenger Terminal Building

BOQ and Attachments
{Bill of Quantities}

Location Port of San Jose, Occidental Mindoro
NO. DESCRIPTION OF WORK UNIT QUANTITY UNIT PRICE AMOUNT
{1) (2) (3) {4) (Pesos)(5) (Pesos)(4x5)
Bill No. 2.00 OLD PASSENGER TERMINAL BUILDING
Bill No. 2.01 Removal and Disposal of Old Ceiling, Ceiling Joist, Lumpsum 1
Dilapidated Lighting Fixtures, Doors, Windows, Glass
Wall, Welded Wire Mesh, Wall Partition, Floor Tiles, Wall
Tiles, Plumbing Fixtures
Bill No, 2,02 Supply and Install Perforated Ceiling Bone Panel at | Square Meter 472.31
Aluminum Framing and Marine Plywood Exterior Ceiling
Bill No. 2.03 Supply and Install Electrical Fixtures including wires and Lot 1
other devices
Bill No. 2.04 Supply and Replace Doors, Windows and Glass Wall Square Meter 210.78
o including accessories '

Name/Signature of Authorized Signing Official

Improvement of Cld Passenger Terminal Building
Port of San Jose, Ocddental Mindoro

¥



BOG and Attachments
{Bill of Quantities}

BILL OF QUANTITIES
Name of Project:  Improvement of Old Passenger Terminal Building
Location Port of San Jose, Occidental Mindoro
NO. DESCRIPTION OF WORK UNIT QUANTITY UNIT PRICE AMOUNT
{1) {2) 3) {4) {Pesos}(5) (Pesos}{4x5)
Bill No. 2.00 OLD PASSENGER TERMINAL BUILDING
Bill No. 2.05 Supply and Place CHB Wall including Concrete Pouring Lot 1 P
and Plastering of Newly Constructed Walls and Exterior
Walls
Bill No. 2.06 Repair of Steel Gate at Warehouse Kilograms 205.02
Bill No. 2.07 Surface Preparation and Painting of Walls, Spandrel Lot 1
Ceiling, Roof including Trusses and Gate of Warehouse
Bill No. 2.08 Supply and Place Tiles and Granite Countertop including Square Meter 550 .46

accessories

Name/Signature of Authorized Signing Official

Improvernent of Old Passenger Terminal Building
Port of San Jose, Gcadental Mindora

s



BOQ and Attachments
{Bill of Quantitias)

BILL OF QUANTITIES

Name of Project: Improvement of Old Passenger Terminal Building

Location . Port of San Jose, Occidental Mindoro
NO. DESCRIPTION OF WORK UNIT QUANTITY UNIT PRICE AMOUNT
{1) (2) {3) (4) (Pesos)(5) (Pesos){4x5)
Bill No. 2.00 OLD PASSENGER TERMINAL BUILDING
Bill No. 2.09 Supply and Install Aluminum Composite Panel (ACP) at Lot 1 P
Fascia Cover including Provision of Welcome Arch
Signage’s
Supply and Place Finishing Touches for Kitchen, Lot 1
Bill No. 2.10 Cashier Drawer and Compact Laminated Table including

Child Care Partition

Supply and Install Plumbing Fixtures and Fittings Lot 1
Bill No. 2.11 including Declogging of Downspout, Sewerline and
Catch Basin

TOTAL AMOUNT FOR BILL NO. 2.00

Name/Signature of Authorized Signing Official

Imprevement of Old Passengsr Terminal Building
Port of San Jose, Occidental Mindore
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BOQ and Attachments
{Annex 1 - Basis of Payments)

BASIS OF PAYMENT FOR WORK ITEMS INCLUDED IN THE PROPOSAL
The work items included in the proposal and the basis of payments are as follows:

BILL NO. 1
GENERAL EXPENSES

Item 1.01 Mobilization, demobilization, and cleaning

The quantity to be paid for shall be the minimum equipment requirement enumerated
in the bid documents mobilized, demobilized and cleaning of the site and accepted by
the Engineer. The contract lump sum price shall be full compensation for fumishing all
materials, labor, equipment, tools, and incidentals necessary to mobilize and
demobilize all the minimum equipment requirement enumerated in the bid documents
including cleaning of the site. Fifty percent (50%) of the total amount shall be payable
after the mobilization activity while the remaining (50%) payable after demobilization
and cleaning.

Item 1.02 Provide construction safety and Health Program in the execution of the project

The quantity to be paid for shall be the actual implementation of construction safety
and health program and accepted by the Engineer. The contract unit price shall be full
compensation for furnishing all materials, labor, equipment, tools, and incidentals
necessary to complete the implementation of the Construction Safety and Health
Program, as required and approved by the Department of Labor and Employment
(DOLE).

Iimprovement of Old Passenger Terminal Bullding
Port of San Josae, Occidental Mindoro
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{Annex 1 - Basls of Payments)

BILL NO. 2
OLD PASSENGER TERMINAL BUILDING

Item 2.01 Removal and Disposal of Old Ceiling, Ceiling Joist, Dilapidated Lighting
Fixtures, Doors, Windows, Glass Wall, Welded Wire Mesh, Wall Partition, Floor
Tiles, Wall Tiles, Plumbing Fixtures

The quantity to be paid for shall be the actual quantity in lumpsum of removal and
disposal of old ceiling, ceiling joist, dilapidated lighting fixtures, doors, windows, glass
wall, welded wire mesh, wall partition, floor tiles, wall tiles, plumbing fixtures in
accordance with the plans and specifications and accepted by the Engineer. The
contract unit price shall be full compensation for furnishing all materials, labor,
equipment, tools, and incidentals necessary to complete the work.

Item 2.02 Supply and Install Perforated Ceiling Bone Panel at Aluminum Framing and
Marine Plywood Exterior Ceiling

The quantity to be paid for shall be the actual area in square meter of perforated
ceiling bone panel at aluminum framing and marine plywood exterior ceiling to be
supplied and installed in accordance with the plans and specifications and accepted by
the Engineer. The contract unit price shall be full compensation for furmnishing all
materials, labor, equipment, tools, and incidentals necessary to complete the work.

Item 2.03 Supply and Install Electrical Fixtures including wires and other devices

The quantity to be paid for shall be the actual quantity in lot of electrical fixtures
including wires and other devices to be supplied and installed in accordance with the
plans and specifications and accepted by the Engineer. The contract unit price shall be
full compensation for furnishing all materials, labor, equipment, tools, and incidentals
necessary to complete the work.

Item 2.04 Supply and Replace Doors, Windows and Glass Wall including accessories

The quantity to be paid for shall be the actual area in square meter of doors, windows
and glass wall including accessories to be supplied and replaced in accordance with
the plans and specifications and accepted by the Engineer. The contract unit price
shall be full compensation for fumishing all materials, labor, equipment, tools, and
incidentals necessary to complete the work.

Item 2.05 Supply and Place CHB Wall including Concrete Pouring and Plastering of Newly
Constructed Walls and Exterior Walls

The quantity to be paid for shall be the actual quantity in lot of CHB wall including
concrete pouring and plastering of newly constructed walls and exterior walls to be
supplied and placed in accordance with the plans and specifications and accepted by
the Engineer. The contract unit price shall be full compensation for furnishing all
materials, labor, equipment, tools, and incidentals necessary to complete the work.

Item 2.06 Repair of Steel Gate at Warehouse

The quantity to be paid for shall be the actual weight in kilogram of steel gate at
warehouse to be repaired in accordance with the plans and specifications and
accepted by the Engineer. The contract unit price shall be full compensation for
furnishing all materials, !abor, equipment, tools and incidentals necessary to complete
the work.

Improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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{Annex 1 - Basis of Payments)

Item 2.07 Surface Preparation and Painting of Walls, Spandrel Ceiling, Roof including
Trusses and Gate of Warehouse

The quantity to be paid for shall be the actual quantity in lot of walls, spandrel ceiling,
roof including trusses and gate of warehouse to be painted in accordance with the
plans and specifications and accepted by the Engineer. The contract unit price shall be
full compensation for furnishing all materials, labor, equipment, tools, and incidentals
necessary to complete the work.

[tem 2.08 Supply and Place Tiles and Granite Countertop including accessories

The quantity to be paid for shall be the actual area in square meter of tiles and granite
countertop including accessories to be supplied and placed in accordance with the
plans and specifications and accepted by the Engineer. The contract unit price shall be
full compensation for furnishing all materials, labor, equipment, tools, and incidentals
necessary to complete the work.

1tem 2.09 Supply and Install Aluminum Composite Pane! (ACP) at Fascia Cover including
Provision of Welcome Arch Signage’s

The quantity to be paid for shall be the actual quantity in lot of aluminum composite
panel (ACP) at fascia cover including provision of welcome arch signage’s to be
supplied and installed in accordance with the plans and specifications and accepted by
the Engineer. The contract unit price shall be full compensation for furmishing all
materials, labor, equipment, tools, and incidentals necessary to complete the work.

item 2.10 Supply and Place Finishing Touches for Kitchen, Cashier Drawer and Compact
Laminated Table including Child Care Partition

The quantity to be paid for shall be the actual quantity in lot of finishing touches for
kitchen, cashier drawer and compact laminated table including child care partition to
be supplied and placed in accordance with the plans and specifications and accepted
by the Engineer. The contract unit price shall be full compensation for furnishing all
materials, labor, equipment, tools, and incidentals necessary to complete the work.

Item 2.11 Supply and Install Plumbing Fixtures and Fittings including Declogging of
Downspout, Sewerline and Catch Basin

The quantity to be paid for shall be the actual quantityt in lot of plumbing fixtures and
fittings including declogging of downspout, sewerline and catch basin to be supplied
and installed in accordance with the plans and specifications and accepted by the
Engineer. The contract unit price shall be full compensation for furnishing all materials,
labor, equipment, tools, and incidentals necessary to complete the work.

Improvement of Old Passenger Tenminal Building
Port of San Jose, Occidental Mindoro
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FACILITIES TO BE PROVIDED FOR THE ENGINEER & HIS STAFF
RENTAL OF SITE OFFICE AND RESIDENCE FOR THE ENGINEER & STAFF

The Contractor shall provide a temporary site office and residence (rental) with an area of at least 48
square meters for use of the Engineer and his staff for the whole duration of the project.

Improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindomy
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BOQ and Attachments
{Annex 4 — Construction Safety & Health Requirements)

CONSTRUCTION SAFETY AND HEALTH REQUIREMENT

The Contractor shall implement the construction safety and health program in accordance with the
applicable provisions of the Occupational Safety and Health Standards (OSHS) of the Department of
Labor and Employment (DOLE).

The Contractor, subject to the approval of the Engineer shall provide and maintain throughout the
duration of the contract a medical room with at least 15 square meters together with all necessary
supplies to be sited in the Contractor's main area.

The Contractor shall provide the following minimum requirements:

LABOR
1 no. Safety Engineer / Officer
1 no. Nurse / Health Officer
EQUIPMENT / MATERIALS

Personnel Protective Equipment

13 pcs. Hard Hats

13 pairs Gloves (rubberized)

13 pcs. Safety Glasses/Goggles (clear)
26 pcs.  Long sleeve T-shirt

13 pairs Safety Shoes

Safety Devices

1 lot Barricades

1 lot Warning signs

2 unit/s Fire extinguisher (10kg)
Medical and First Aid System - Five (5) mos.
Temporary shelter for workers - 1 lot

NOTE:

The Contractor shall provide the above-cited minimum construction safety and health
requirements or as required by the Engineer.

Improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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{Annex 5 — Minimum Testing Requirements)

PPA MEMORANDUM CIRCULAR
No

Senes of 2018

Attachment

Page 10 10

REVISED SCHEDULE OF MINIMUM TEST REQUIREMENTS OF
CONSTRUCTION MATERIALS FOR PPA INFRASTRUCTURE PROJECTS

Matenais/items of
Work

Required Tests

. Construction of
PilerfWhartf, Platform
and Ramp

Structural Concrete (SC)
A Portland Cement

B Fme Aggregate

Aggregate
D water

E Steel Bars

Quality Test

Quality Test for - Grading, Elutnation (wash),
Bulk Specific Gravity, Absorphon, Mortar
Strength, Soundness, Organic Impunties, Umt
Weight, % Clay Lumps and Shale

Quahly Test for Grading, Bulk Specific Grawty
Absorpbon and Abraslon

Certheate from the Engineer or. Quality Tesl
for Density and Chiande Content

. Mill Certificate and Qualty Test for Chermcai

Compasttion and Mechanical Propemes

Compressive Strength on cylinder samples

Slump Test
G Admixture and Quality Test
Concrete Cunng
Matenals
Piling (P)
A Concrete Pries Fabncabton Report
1 Concrete Same test as for SC (F)
2 SleelBars Same test as for SC (E)
3 Hgh Test for Chermical Compasthon and
Tension Mechanical Propertes
Strand

Minimum Incremental
Frequency of Tests

For every 2,000 bags (40kg) or
fraction thereof

For every 1,500 cubc meter or
frachion thereof

For every ‘i,SOO cubic meter or
fraction thereof

One per source

For every 10,000 kg ot fraction
thereof

1 set consistng of 3 concrete
cylinder samples shall be taken
from each day's pounng and to
represent not more than 7S cu m
of concrete or fraction thereof

For every nmx

One per shipment

Cne per fabncation
Same frequency as SC (F)
Same frequency as SC (E)

For every 20000kg or fractron
thereof

.

.
B

Improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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BOQ and Attachments
{Annex 5 — Minimum Testing Requirements)

Qualty Test for Chemical Composibon and
Mechanical Properties

- PPA MEMORANDUM CIRCULAR
No_ 02
* Senes of 2016
Attachment
! Paga 200 10
Matenats/items of Required Tests Mimmum Incremental
Work Frequency of Tests
4  Coarse Same Test as for SC (C) Same frequency as SC (C)
Aggregates
5 Fine Same Test as for SC (B) Same frequency as SC (B)
. Aggregates :
B Steel Pipe Piies | Fabneahon Report, Mdl Certificate and Qualty - | One per fabncabon
Test for Chernical and Mechamical properbes
1  Steel Chemical Compasion (refer below) )
- Under 14" (355 60mm) Quiside 2 from 200 pipe of frachon thereof
Diamater )
- 14710 36" (355 6 tv 914mm) Qutside | 2 from 100 pipe or fracton thereof
Dia
- Over 36" (914mm) Outside Diameter 2 from 30001t (914m) or frachon
) .| thereof .
MechamicalTensie . One (1) tension test shall be made
" on one length or fraction thereof of
each size, of one pece of skelp
representing each-lot of 200
lengthis or fraction thereof of each
size
2 Polyurethana | Mill Certrficate and Quality Test One per fabncaton
Coatng
3 Concrete Same test as for SC (F) Same frequency as SC (F)
4 Fine Same test as for SC (B) Same frequency as SC (B)
Aggregate
§ Coarse Same test as for SC {C) Samae frequency as SC (C)
Aggregate
6 SteelBarg Same Test as SC (E) | Same frequency as SC (E)
7 Water Same Test as SC (D) Same frequency as SC (D)
-| Rubber Dock Fenders Physicat Test All units
(RDF) '
Performance Test for Energy Absorphon and Allunits .
Resacton Force
Accessones
Washer and Fixing Bolt, | Physical Test Allunds
Anchor Bolt

QOne per fabneation

/.hﬂ‘

A=

- §

'er.l

Improvement of Cid Passenger Terminal Buikling
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-

. PPA MEMORANDUM CIRCULAR
No
- Senes of 2016
Aftachment
Poge 3ol 10
Matenals/items of Required Tests Mirvmum Incremental
Work Frequency of Tests
Moonng Bailard (ME) Physical Test All Units
and Accessones
(Hexagon Nuts, Plam
Washer, Anchor Ring Quaity Test for Chemcal Composition and | One per fabncation
and : Meachancal Properbes
Anchor Bolt)
I, Construction of
Back-Up Area,
Causeway and
Pavement
Sheet Piling (SP)
A Concrete Sheet -
Piles
1 Concrete Same test as for SG (F) Same frequency as SC(F) .
2 Steel Bars Same test as for SC (E) Same frequency as SC (E)} .
3 High Tenswon Same test as for P (A 3) Same frequency as P (A 3)
Strands
4 Fine Aggregates | Same test as for SC (B) Same frequency as SC (B)
§ Coase Same Test as for SC (C) Same frequency as SC (C)
Aggregates
B Steel Pipe Piles
1 Steel Same test as for P (B1) Same frequency as P (B1)
2 Concrete Same lest as for SC (F) .| same trequency as SC (F)
3 Fne Aggregate | Same testas for SC (B) Same frequency as SC (B)
4 SteelBars Same test as for SC (E) Same frequency as SC (E)

70

LY

improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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BOQ and Attachments
{Annex 5 - Minlmum Testing Requirements)

PPA MEWRANDUM CIRCULAR
No

Senes of 2016 .
Attachment
Page 4 of 10
Matenals/items of ' Required Tests Minimum Incremental
Work Frequency of Tests
Rocks Test for Apparent Specific Gravity and | For every 1,500 cubio meter or
Abrasion fracton thereof
Geotextile Fiter Physical and Mechanical Test One per batch
Ml Certficate One per batch
Sand and Gravel Fill Qualty Test for Organic !mpuntes and | For every 1,500 cubic meter or
Grading fracton thereof
Selected Fill Quaility Yest for Gradmg, Plasticity and For every 1,500 cubic meter or
Laboratory Compaction Test fraction thereof
Laboratory Catforma Beanng Raho (CBR) For every 2.500 cubic meler or
. frachon therecf :
Field Density Test ’ For every layer of 150mm.of
. : compacted depth at least one
group of three In-sifu density test
) for every 500 sq m or fraction
- thereof -
Aggregate Base Course | Qualty Test for Grading and Plasticity .For every 300 cubxc meter or
’ ’ fraction thereof
Quahty Test for Grading, Plashctty, Abrasion For every 1,500 cubic meter or
and Laboratary Compachon Test frachon thereof
Laboratory Cakfornia Beanng Ratio (CBR) Same frequency as Selected Fill
Field Densdy Test Same frequency as Selected Fill
Portland Cement
Concrete Pavement
(PCCP)
A Portlang Cement | Same test as for SC (A) Same frequency as SG (A)
8 Fme Aggregate | Sametestas for.S_C (B) Same frequency as SC (B}
C Coarse Same test as for SC (C} Same frequency as SC (C)
Aggregate
D Water Same test as for SC (D) Same frequency as SC (D)
E Steel Bars Same test as for SC (E) Same frequency as SC (E)
{Dowels) )
F _Joint Fitler Quality Test | One (1) per shipment

/ﬁ
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BOQ and Attachments
{Annex 5 - Minimum Testing Requirements)

PPA MEMORANDUM CIRCULAR
N
S:nn of 2016
Altachment
Pogo Sof 10
Matenals/items of Required Tests Mimmum Incremental
Work Frequency of Tests
G Admndure and Same test as for SC (G) Same Frequency as SC (G)
Concrete Cunng
Matenal
H Concrele Same test as for SC (F) Same frequency as SC (F)
Flexural Test 3 beam samples for every 330
sqm or fraction thereof
I  Completed Core Test 1 set (3 specimen) for every 2,500
Pavement sqm and frachon thereof
Interiocking Concrete
Blocks
A Cement Same test as for SC (A) Same frequency as SC (A)
B Fine A.ggregate Same test as for SC (B) -| Same frequency as SC (B}
C Coarse Sahe test as for SC (C) Same frequency as SC (C)
Aggreg@le '

" D “Water Same test as for SC (D) Same frequency as SC (D)
Admixture & Same test as for SC (G) Same frequency as SC (G)
Concrete Cunng ’ . : .

Materials " -
F  Completed Blocks | Physical Test and Compressive Strength 6 blocks per day of fabncation
Cement Treated Base
Course (CTB)
A Portlang Cement | Same test as for SC (A) Same frequency as SC {A)

B Fine & Coarse

Quaity Tesl for Grading, Abrasion and

Aggregates Soundness
Water Same test as for SC (D)
Completed CTB | Field Densiy Test
Retainng Wall/Coping
WallRC Curb/RC
Oitch/Shear
Key/Concrete
Blocks\Lean Concrefe
A Porttand Cement | Same test as for SC (A) .
B Fme Aggregate | Same test as for SC (B)

For every 1,500 cubic meter or
frachon theraof

Same frequency as SC (D)

For every layer of 150mm of
compacted depth at least one
group of three In-siu density test
every 500 sq m or fraction thereof

Same frequency as SC {A)
Same frequency as SC (B) /

I\
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BOQ and Attachments
{Annex 5 — Minimum Testing Requirements)

PPA DUM CIRCULAR
No
Senes of 2016
Attachmant
Page # of 10
Materials/items of Required Tests Mintmum Incremental
Work Frequency of Tests
C Coarse Same test as for SC (C) Same frequency as SC (C)
Aggregates
D Water Same test as for SC (D} Same frequency as SC (D)
E Steel Bars Same test as for SC (E) Same frequency as SC (E)
- F  Admixture and Same test as for SC (G) Same fraquency as SC (G}
Concrete Cunng :
G _Concrete Same test as for SC (F) Same frequency as SC (F)
T Rod
A Steel Same test as for SC (E) One per batch
B Assembly Performance Test (Tension) Qne per batch
Te Bars and Dowels Same test as for SC (E) | For every 10,000 kg' or fracticn
thereof per Tie bars and Dowels
Pipe Culverts and Stormi
Orans
. A Ppes Test for Strength, Absorption and Physical For every 50 pleces
B Mortar or Jomt Same Test as for SC (A.B and D) ) For every 25 preces
ARernatrve Test Same test as for SC (F} a
Inspection Report :
Concrete Hollow Blocks
A Portiand Cement | Same test as for SC (A) Same frequency as SC (A)
B Fine Aggregates | Same test as for SC (B} Same frequency as SC (B)
C Water Same test as for SC (D} Sams frequency as SC (C)
D Concrete Same test as for SC (F) Same frequency as SC (F)
E Completed CHE | Quality Test One for every 500 preces or
fraction thereof
Construction Jomnts (C.J)
A Angie Bars Test for Physical and Mechanical Properties One per batch
B Stesl Bars Same test as for SC (E) One per batch
C 2inc (HotDip Physical Test for Appearance, Stnpping, | Allunmits
Galvanizing} Waighing, Adherence and Adhesion
Coatings -
- Coating Thickness 1 set (3 specimen) for every 4
Magnetic Thickness Measurement 100,000 sq mm _or frachon thereot/

Y
/K
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BOQ and Attachments
{Annex 5 — Minimum Testing Requirements)

PPA fEMORANDW CIRCLLAR .

No
- Senes of 2018
Attachment
Page 7of 10
" Materials/items of Required Tests Minimum Incremental
Work Frequency of Tests
Sacked Concrete
A Ceme'nt Same test as for sc {A) Same frequency as SC (A)
B Fmne Aggregates | Same test as for SC (B) Same frequency as SC (B)
C Coarse Same test as for SC (C) Same frequency as SC (C)
Aggregates
D Water Same test as for SC (D) Same frequency as SC (D)
Concrete Same test as for SC (F) Same frequency as SC {F)
F Sack {juter) Physical Test One for every 50 preces
Rubble Concrete
A Cement Same test as for SC (A) - | Same frequency as SC (A)
B Fme Aggregates | Same test as for SC (B) Same fréquenq; as SC (B)
C Coarse Same tést as for SC (C) Same frequency as SC {C)
Aggregates
D Water Same h_e;ct as for SC (D) _| Same frequency as éC {D)
E Concrete " | Same test as for SC (F) Same frequency as SC (F)
F _ Rocks Same test as for ROCKS Same frequency as ROCKS
Earthworks
A Sub-grade Gradmg Test For every 1,500 cubic meter or
preparation Plasberty Test (LL,PL,P1) fraction thereof
Laboratory Compacton Test
Density Test For every layer of 150mm of
compacted depth at least one
group of three In-situ density test
every 500 sqm _or fraction thereof
B Structure If excavated matenats shall be used as For every 1,500 cubic meter or
Excavation Baciilt fraction theraof
Grading Test
Plastietty Test (LL,PL.P1)
Laboratory Compacton Test
Density Test For every layer of 150mm of
compacted depth at least one
group of three In-situ densty test
every 500 sq m or frachion thereof

Y

ﬁb
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BOQ and Attachments
(Annex 5 — Minimum Testing Requirements}

[
PPA MEMORANDUM CIRCULAR

No
- Senes of 2016
Aftachment
- Page 8 f 10
Matenals/items of Required Tests Minimum Incremental
Work Fregquency of Tests
1) Port Operations Building/Passenger Termunal Building/Transit Shed/Warehouse
STRUCTURAL WORKS
) Refer to Structurat Concreta (SC) and Piing Works {P)
ARCHITECTURAL WORKS )
Ceramuc — Filled Liquid Physical Property, Mechamical and Chemscat | One per shipment
Membrane / Water Property, Leak Test / Flood Test
Proofing, Hydrophobic
Poreblocking ingredents
with Superplasbcizer _
Paint Quanty Test One 4-L can for every 100 cans or
fracton thereof
Cearamc Tile -| Inspecton and Evaluaton’ Report from the { One per shipment
- Engineer . 1 i
Stainless Steel Inspection and E;faiuahon Report from the | One per shipment
— Engmneer .
Roofing Matenals Inspecton and Ewvaluabon _Fiepott from the | One per shupment M
Engineer
Ceding Matenals Inspecton and Evaluabon Report from the | One per shipment
R Engmneer )
ELECTRICAL AND MECHANICAL WORKS
Wires / Cables Inspection and Evaluation Report from the | One per shipment
Engineer
Testng snd Commigsioning
Electneal Devices Inspection, and Evaluabon Report from the | One per shipment
Engmeer
— Testing and Comnussionmg .
Fire Alarm System Inspecton and Evaluation Report from the | One persem
' Engineer
Testing and Comm:ss;onmg
Winng Devices Inspection and Evaluation Report from the ; One per shipment
Engmeer
Testmg and Commussioning -

ey

// s
W
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80Q and Attachments
{Annex 5 — Minimum Testing Requirements)

PPA MEMORANDUM CIRCULAR
No
. Senes of 2016
Attachment
. Frge 8 of 10
Matenals/items of Re'qulrod Tosts Minimum Incremental
Work Frequency of Tests
Protective Devices Inspecton and Evaluaton Report from the | One per shipment
Engmneer
Tesung and Commissoning
Telephons System inspecton and Evaluahon Report from the | One pertem
Engineer
Testing and Commissioning
CCTV System Inspection and Evaluabon Report from the | One peritem
Engineer
Testing and Commissioning
CATV System Inspecbon and Evéiuaﬁon Report from the | One per tem
Engmeer . .
Testing and Commussioning
Background Music and | Inspection and Evaluation Report from the | One per tem
Pagmg System Engmneer, Testmy and Commissioning
Air Condioning Units & | Inspection and Evaluahon Report from the | One per tem
Ventdation Engmeer
Testing and Coqnmrssmmg
Condutt Pipes Inspection and Evaluaton Report from the | One per lem
: Engmeer
Teshng and Commissioning
Lighting Fixtures Inspecton and Evaluation Report from the | One per dem
Engineer
Testng and Commussioning
PLUMBING WORKS )
Pipes Inspecton and Evaluation Report from the [ One per item
Engineer
Teshng and Commissioning

.t

W

. 3
. . -t
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BOQ and Attachments
{Annex 5 — Minimum Tasting Requirements}

I:;A MBWDLN CIRCULAR

| inspection and Evaluaton Report from the

ppes castin the field

Senea of 2016
Attachment
) Page 100110
Matenalsfitems of Reguired Tests Mimimum Incremental
Work Frequency of Tests
Fixdtures Inspechon and Evaluabon Report fram the | One peritem
Engineer
Testing and Commussioning .
Pipe Culverts Compresston Strength For e(rery size not more than 25

Engmeer
IV Miscellaneous
Matenals
Fencmg
A Barbed Wire, Physical Test (Dimensrons and Coatings) One per Batch
Cyclone Wire
Mesh, Chain
Link
B Concrete Post Refer to Superstructure (SC) Refer to Superstructure (SC)
Lamp Post )
A Structural Steel | Physwcal Test (Dimensions) . All units
Same test as for SC (E) - i .- -
B 2Znc (HotDip Same test as for CJ (C) One per batch
Gaivanizing) :
Coatings .
Dramage Steet Grating - Same test as for SC (E) One (1) batch
. Inspection Report
Metal Pipe (Castiron Physical Test (Dimensions and Coatings) 1 per delivery
Galvanized, elc )
Welding Works Destruchive and Non Destructive Test One (1) per fot

NOTES 4. Testing of RDF shall be performed only by an independent Testing Laboratory duly
accredited by BRS, DOST and PPA

2. Testing of other matenals shall be performed only by an lndependent Testing
Laboratory duly accredited by BRS and PPA.

3. All other issuances which are otherwise inconsistent herewith are hereby revoked

or otherwise amended,

Approved

RAUK T. SANTO
O -In-Charge,

Offige of the General Manager

A

b

N ¥ ]
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CL1
Bidding Forms
(Checklist of Technical and Financial Documents)

Checklist of Technical and Financial Documents

|l. TECHNICAL COMPONENT ENVELOPE
Class “A” Documents

Legal Documents
O (a) Valid PhilGEPS Registration Certificate (Platinum Membership) (all pages)

Technical Documents

O (b) Statement of the prospective bidder of all its ongoing government and
private contracts, including contracts awarded but not yet started, if any,
whether similar or not similar in nature and complexity to the contract to be
bid; and

O {c) Statement of the bidder's Single Largest Completed Contract (SLCC) similar to
the contract to be bid, except under conditions provided under the rules; and

O (d) Special PCAB License in case of Joint Ventures;
and registration for the type and cost of the contract to be bid; and

0 (e} Original copy of Bid Security. If in the form of a Surety Bond, submit also a
certification issued by the Insurance Commission;
or
Original copy of Notarized Bid Securing Declaration; and

(f)  Project Requirements, which shall include the following:

a a. Organizational chart for the contract to be bid;

a b. List of contractors key personnel (e.g., Project Manager, Project
Engineers, Materials Engineers, and Foremen), to be assigned to the
contract to be bid, with their complete qualification and experience
data;

a c. List of contractor's major equipment units, which are owned, leased,

and/or under purchase agreements, supported by proof of ownership
or cerification of availability of equipment from the equipment
lessor/vendor for the duration of the project, as the case may be; and
O (g) Original duly signed Omnibus Swomn Statement (OSS);
and if applicable, Original Notarized Secretary’s Certificate in case of a
corporation, partnership, or cooperative; or Original Special Power of
Attorney of all members of the joint venture giving full power and authority to
its officer to sign the OSS and do acts to represent the Bidder.

Improvemnent of Old Passenger Terminal Building
Port of San Josae. Occidental Mindoro
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Bidding Forms
{Checklist of Technical and Financial Documents)

Financial Documents
O (h) The prospective bidders computation of Net Financial Contracting Capacity
(NFCC).

Class “B"” Documents

0 (i) If applicable, duly signed joint venture agreement (JVA) in accordance with
RA No. 4566 and its IRR in case the joint venture is already in existence;
or
duly notarized statements from all the potentia! joint venture partners stating
that they will enter into and abide by the provisions of the JVA in the
instance that the bid is successful.

I1. FINANCIAL COMPONENT ENVELOPE
O (j) Original of duly signed and accomplished Financial Bid Form; and

Other documentary requirements under RA No. 9184

O (k) Original of duly signed Bid Prices in the Bill of Quantities; and

O () Duly accomplished Detalled Estimates Form, including a summary sheet
indicating the unit prices of construction materials, labor rates, and equipment
rentals used in coming up with the Bid; and

O (m) Cash Flow by Quarter.

Improvament of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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Bidding Forms
(Bid Form for the Procurement of Infrastructure Projects)

Bid Form for the Procurement of Infrastructure Projects
[shall be submitted with the Bid]

BID FORM

Date :
Project Identification No. :

To: Philippine Ports Authority
PPA Building, Bonifacio Drive,
South Harbor, Port Area, Manila

Having examined the Philippine Bidding Documents (PBDs) including the
Supplemental or Bid Bulletin Numbers , the receipt of which is hereby duly
acknowledged, we, the undersigned, declare that:

a. We have no reservation to the PBDs, including the Supplemental or Bid Bulletins, for
the Procurement Project: Improvement of Old Passenger Terminal Building, Port
of San Jose, Occidental Mindoro;

b. We offer to execute the Works for this Contract in accordance with the PBDs;

¢. The total price of our Bid in words and figures, excluding any discounts offered
below is: ;

d. The discounts offered and the methodology for their application are:

e. The total bid price includes the cost of all taxes, such as, but not limited to:
[specify the applicable taxes, e.g. (i) value added tax (VAT), (i} income tax, (iii)
local taxes, and (iv) other fiscal levies and duties], which are itemized herein and
reflected in the detailed estimates,

f. Our Bid shall be valid within the period stated in the PBDs, and it shall remain
binding upon us at any time before the expiration of that period;

g. If our Bid is accepted, we commit to obtain a Perfformance Security in the amount
of percent of the Contract Price for the due
performance of the Contract, or a Performance Securing Declaration in lieu of the
the allowable forms of Performance Security, subject to the terms and conditions
of issued GPPB guidelines' for this purpose;

h. We are not participating, as Bidders, in more than one Bid in this bidding process,
other than alternative offers in accordance with the Bidding Documents;

i. We understand that this Bid, together with your written acceptance thereof

! currently based on GPPB Resolution No. 09-2020

Improvement of Old Passenger Temminal Building
Port of San Jose, Occidental Mindoro
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Bidding Forms
(Bid Form for the Procurement of Infrastructure Projects)

included in your notification of award, shall constitute a binding contract between
us, until a formal Contract is prepared and executed; and

j- We understand that you are not bound to accept the Lowest Calculated Bid or
any other Bid that you may receive.

k. We likewise certify/confirm that the undersigned, is the duly authorized
representative of the bidder, and granted full power and authority to do, execute and
perform any and all acts necessary to participate, submit the bid, and to sign and
execute the ensuing contract for the Improvement of Old Passenger Terminal
Building, Port of San Jose, Occidental Mindoro of the Philippine Ports
Authority.

. We acknowledge that failure to sign each and every page of this Bid Form,
including the Bill of Quantities, shall be a ground for the rejection of our bid.

Name:
Legal Capacity:
Signature:

Duly authorized to sign the Bid for and behalf of:
Date:

Improvement of Old Passenger Teminal Building
Port of San Jose, Occidental Mindoro



Bidding Forma
(On-going)

STATEMENT OF THE BIDDER'S ALL ONGOING GOVERNMENT AND PRIVATE CONTRACTS, INCLUDING CONTRACTS AWARDED BUT NOT YET STARTED

| hereby declare that all ongoing contracts, including awarded contracts yet to be started coinciding with the contract to be bid are listed below:

Name of Cwner's Scope Contractor's Accomplishment Contract Duration
outstanding Name and of Work Role and Total Contract Date of Value of {in percentage, %)
Contracts Address Percentage of Amount or Value Contract and | Outstanding 71 8]
Participation NOA Works Planned | Actual Start of Estimated
1] 2] 3] 4} 5] 8] Project Completion Date

A} Government
Contracts

i. On-going
il. Awarded but
not yet started

B} Private
Contracts

i. On-going
li. Awarded but
not yet started

NOTE:

1] As appearing in the contract executed by the parties.

2] With special reference to the Scope of Works of the Project as described/enumerated in the Contract.

3] Indicate the percentage of participation and whether as Sole Contractor, Sub-Contractor or Member in a Joint Venture / Consortium.
4] Indicate the FOREX used if Contract Value is expressed in a currency other than the Philippine Peso.

5] As appearing in the Contract and Notice of Award (NOA).

6] Amount or value of all outstanding or uncompleted portions of the projects under ongoing contracts, including awarded contracts yet to be started
coinciding with the contract to be bid.

7] Percentage of Accomplishment as of the preceding month which should not be earlier than two (2) months from the date of bid submission.
8] As appearing in the Nofice to Proceed and Contract.

This Statement shall be supported by:
a) Notice of Award
b) Notice to Proceed and Contract

Name of Firm Name of Bidder/Authorized Representative Date

(Signatory’s Legal Capacity)
Revised: September 2021

Improvement of Oid Passenger Terminal Building
Port of San Jose, Occidental Mindaro
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Bidding Forms

(SLCC)
STATEMENT OF THE BIDDER'S SINGLE LARGEST COMPLETED CONTRACT (SLCC) SIMILAR TO THE CONTRACT TO BE BID
Name of the Owner's Scope Contractor's Total Contract Value At Contract Duration
completed Name and of Work Role and 4] 6]
Contract Address ofp,f;,ct?é}:ﬁ;n Award Completion | Escaiateq | Date of Award Stan Completed
Value to
1) 2] 3] Present Prices 5]
NOTE :

1] As appearing in the contract executed by the parties,

2] With special reference to the Scope of Works of the Project as described/enumerated in the Contract.

3] Indicate the percentage of participation and whether as Sole Contractor, Sub-Contractor or Member in a Joint Venture / Consortium.

4] Indicate the FOREX used if Contract Value is expressed in a currency other than the Philippine Peso. Attached the computation for the escalated contract value,
5] As appearing in the Notice of Award.

6] As appearing in the Notice to proceed and Cenrlificate of Completion.

A. The bidder must have an experience of having completed a SLCC that is similar to the contract to be bid equivalent to at least fifty percent {50%) of the ABC,
adjusted if necessary, by the Bidder to current prices using the PSA consumer price indices. A contract is considered to be “similar’ to the contract to be bid
if it has the same Major Categories of Work as stated in the Bid Data Sheet (BDS).

B. This Statement shall be supported by:

a. Notice of Award, Notice to Proceed and Contract.

b. Project Gwner's Certificate of Final Acceptance issued by the owner and/ or Constructors Performance Evaluation System (CPES) Final Rating,
which must be at Jeast Satisfactory. The said Certificate of Acceptance shall contain the following: 1} Name of project owner that issued the certificate,
2) Name of Contractor/ Constructor, 3) Name of Contract, and 4) Contract Duration,

¢. Recapitulation or Final Bill of Quantities,

Name of Firm Name of Bidder/Authorized Representative Date
(Signatory’s Legal Capacity)

Revised: September 2021

Improvement of Old Passenger Terminal Building
Port of San Joss, Occidental Mindoro
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Bidding Forms

{Experience Record)

STATEMENT OF THE BIDDER'S EXPERIENCE ON MAJOR CATEGORIES OF WORK OF THE SLCC INCLUDING OTHER COMPLETED CONTRACTS
SIMILAR TO THE CONTRACT TO BE BID

SLCC similarto

QOther completed contracts similar to the

Countertop including accessories

Major Categories of Work Unit of Quantity | the contractto contract to be bid Unit of Quantity
Measure be bid Measure
1 1] 1] 2 2] 2] 2]

Name of the Name of the | Name of the | Name of the
contract contract contract contract

Supply and Install Perforated Ceiling Bone | sq.m. 236.16

Panel at Aluminum Framing and Marine

Plywood Exterior Ceiling

Supply and Replace Doors, Windows and | sq.m. 105.39

Glass Wall including accessories

Supply and Place Tiles and Granite | sq.m. 279.73

NOTE:
1] As stated in the Bid Data Sheet.

2] As appearing in the Recapitulation and/ or Final Bill of Quantities.

This statement shall be supported by:

a. Notice of Award, Notice to Proceed and Contract.

b. Project Owner's Certificate of Final Acceptance issued by the owner and/ or Constructors Performance Evaluation System (CPES) Final Rating, of at least satisfactory.
The said Certificate of Acceptance shall contain the following: 1) Name of project owner that issued the certificate, 2) Name of Contractor/Constructor, 3) Name of Contract,

and 4) Contract Duration.
¢. Recapitulation and/ or Final Bill of Quantities.

Name of Firm

Ravised: September 2021

Name of Bidder/Authorized Representative
Signatory's Legal Capacity

Date

Improvement of Old Passenger Terminal Building

Port of San Jose, Cccidental Mindoro
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Bidding Forms
{Financial)

FINANCIAL DATA

A The prospective bidders audited Financial Statements, showing, among others, the
prospective bidder's tota! and current assets and liabilities, stamped "RECEIVED" by the
Bureau of Internal Revenue (BIR), or its duly accredited and authorized institutions, for the
preceding calendar year which should not be earlier than two (2) years from the date of bid
submission.

Year

-

. Total Assets

2. Current Assets

3. Total Liabilities

IS

. Current Liabilities

[3,]

. Net worth (1-3)

[22)

~Net Working Capital (2-4)

B. The computation of the bidders Net Financial Contracting Capacity (NFCC) must be at least
equal to the ABC to be bid, as follows:

NFCC = [ (Current assets minus current liabilities) (15) ] minus the value of all
outstanding or uncompleted portions of the projects under ongoing contracts,
including awarded contracts yet to be started coinciding with the contract to be
bid.

NFCC =

Attached herewith are certified true copies of the audited financial statements stamped received by
the BIR or BIR authorized collecting agent for the latest/immediately preceding calendar year.

Name of Firm/Applicant

Authorized Signing Official

Date:

NOTES:
If Partnership or Joint Venture, each Partner or Member Firm of Joint venture shall submit
separate financial statements.

Improvement of Cd Passenger Terminal Building
Port of San Jose, Occidental Mindoro



Bidding Forms

{Pledged Personnel}
STATEMENT OF THE BIDDER'S KEY PERSONNEL PLEDGED FOR THE CONTRACT TO BE BID
| hereby declare that the following key personnel are qualified and available for the duration of the contract to be bid:
Similar Total
Position of Key Name No. of Experience in the | Experience in the Attachment(s} Annex{es)
Personnel Key Position (Years) Position (Years)
1] Personnel 2]
PRC License (CE Preferred)
Project Manager Complete Qualification and Experience Data Annex*_"
Certificate of Commitment
Project Engineer PRC License (CE Preferred) Annex*_"

Complete Qualification and Experience Data
Certificate of Commitment

Materials Engineer || PRC License (CE Preferred) Annex*_”

Submit Valid and Renewed DPWH Certificate of Accreditation

Submit Accreditation |dentification Card as Materials Enginger
Complete Qualification and Experience Data

Certificate of Commitment
Construction Safety Certificate of Safety and Health Construction Related Course issued Annex*_"
and Health Officer by DOLE Accredited Trainings

Complete Qualification and Experience Data
Certificate of Commitment

Foreman Complete Qualification and Experience Data Annex“_"
Certificate of Commitment

Other Position(s) Complete Qualification and Experience Data Annex*_"
Certificate of Commitment

NOTE: 1] As stated in the Bid Data Sheet
2] The number of years of experience of the key personnel shall be as indicated in the qualification and experience data or curriculum vitae:

Minimum qualification requirements: The key personnel must have a work experience that is similar in nature and complexity to the contract to be bid.

Project Manager - Five (5) years Materials Engineer — One (1) year
Project Engineer - Three (3) years Materials Engineer | — for projects costing up to 100M
Foreman - Five (5) years Materials Engineer |l — for projects costing more than 100M

Construction Safety and Health Officer — One (1) year

Name of Firm Name of Bidder/Authorized Representative Date
(Signatory's Legal Capacity)
Revised: September 2021

Improvemant of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro



Bidding Forms

{Pledged Equipment)
STATEMENT OF THE BIDDER’S EQUIPMENT PLEDGED FOR THE CONTRACT TO BE BID
| hereby declare that the following equipment are in good operating condition and available for the duration of the contract to be bid:
DESCRIPTION No.of | Capacity/ Owned, Leased, Proof of Ownership/ OTHER INFORMATION

(Type, Model, Unit(s) Output and/or under Leased/ Under (As Applicable)

Make) purchased Purchase Agreement

agreement {Mark as Annex
1] 2] ‘A........2%
3]
Manufacturer Engine Chassis No./ Location | Status

Serial No, Name of Vessel

NOTE:

1] The unit of capacity of the pledged equipment shall be as indicated in the Proof of Ownership, i.e. GW (for crane barge), DWT (for deck barge and hopper barge),
Ton ({for crane, road roller and drop hammer), kg.-m/blow (for diesel hammer), cu.m. (for dump truck}, hp (for tugboat, road grader, bulldozer and concrete vibrator),
cfm (for compressor), gal (for water truck with pump), amp {for welding machine), bagger (for concrete mixer). If the capacity of the pledged equipment is not indicated

in the Proof of Ownership/Leased Contract/Purchased Agreement, submit other proof of capacity such as specifications, brochures or other verifiable printouts indicating
the model name, model number and other details of the equipment.

2] Indicate if the pledged equipment are owned, leased or under purchase agreement.
3] Ifthe pledged equipment is owned, it should be in the name of the bidder. Submit proof of ownership, l.e. deed of sale, sales invoice, official receipt; For owned Water Truck, Dump Truck
and Transit Mixer submit LTO Certificate of Registration and valid Official Receipt; For owned bargeftugboat, submit Marina Certificate of Ownership and valid Cargo Ship Safety Certificate.

If the pledged equipment is leased/under purchased agreement, submit certification of availability of equipment from the equipment lessor/vendor for the duration of the project, and duly
Notarized copy of leased contract/purchased agreement.

If the pledged barge/tugboat is leased/under purchase agreement, submit certification of availability of barge/tugboat from the equipment lessor/vendor for the duration of the project, and
duly Notarized copy of leased contract/purchased agreement together with a copy of the Marina Certificate of OQwnership and valid Cargo Ship Safety Certificate.

The Minimum Major Equipment Requirements are listed in Section 8, Annex 3.

Name of Firm Name of Bidder/Authorized Representative Date

{Signatory’s Legal Capacity)
Revised: September 2021

Improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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Bidding Forms
{Omnibus - Sole)
Omnibus Sworn Statement for Sole Proprietorship
[shall be submitted with the Bid]
REPUBLIC OF THE PHILIPPINES )
CITY/MUNICIPALITY OF )S.S.
AFFIDAVIT
I, , of legal age, [Civil Status], [Nationality), and residing at :
after having been duly sworn in accordance with law, do hereby depose and state that:
1. I am the sole proprietor or authorized representative of with office address
at 5
2. As the owner and sole proprietor, or authorized representative of , I have full

power and authority to do, execute and perform any and all acts necessary to participate, submit
the bid, and to sign and execute the ensuing contract for Improvement of Old Passenger
Terminal Building, Port of San Jose, Occidental Mindoro of the Philippine Ports Authority,
as shown in the attached duly notarized Special Power of Attorney;

3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Government Units, foreign
government/foreign or international financing institution whose blacklisting rules have been
recognized by the Government Procurement Policy Board, by itself or by relation, membership,

association, affiliation, or_controlling interest with another blacklisted person or _entity as
defined and provided for in the Uniform Guidelines on Blacklisting;

4. Each of the documents submitted in satisfaction of the bidding requirements is an authentic copy
of the original, complete, and all statements and information provided therein are true and correct;

5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized
representative(s) to verify all the documents submitted;

6. The owner or sole proprietor is not related to the Head of the Procuring Entity, members of the
Bids and Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat, the
head of the Project Management Office or the end-user unit, and the project consultants by
consanguinity or affinity up to the third civil degree;

7. [Name of Bidder] complies with existing labor laws and standards; and

8. [Name of Bidder] is aware of and has undertaken the responsibilities as a Bidder in compliance
with the Philippine Bidding Documents, which includes:

a. Carefully examining all of the Bidding Documents;

b. Acknowledging all conditions, local or otherwise, affecting the implementation of the
Contract; :

c. Making an estimate of the facilities available and needed for the contract to be bid, if any; and

d. Inquiring or securing Supplemental/Bid Bulletin(s) issued for the [Name of the Project].

Improvemant of Old Passenger Terminal Buikding
Port of San Jose, Occidental Mindoro
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Bidding Forms

{Omnibus - Sole)}

9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any

form of consideration, pecuniary or otherwise, to any person or official, personnel or
representative of the government in relation to any procurement project or activity.

10. In_case_advance payment was made or given, failure to perform or deliver any of the
obligations and undertakings in the contract shall be sufficient grounds to constitute
criminal liability for Swindling (Estafa) or the commission of fraud with unfaithfulness or
abuse of confidence through misappropriating or converting any payment received by a

person or entity under an obligation involving the dug to deliver certain goods or services,
to the prejudice of the public and the government of the Philippines pursuant to Article 315

of Act No. 3815 s. 1930, as amended, or the Revised Penal Code.

IN WITNESS WHEREOQF, I have hereunto set my hand this __dayof _ ,20__ at ,
Philippines.

Name of Bidder/ Authorized Representative
(Signatory’s Legal Capacity)
AFFIANT

[Jurat]

[Format shall be based on the latest Rules on Notarial Practice]

Improvermant of {id Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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Bidding Forms
{Omnibus — Partnership)

Omnibus Sworn Statement for Partnership or Cooperative
Ishall be submitted with the Bid]

REPUBLIC OF THE PHILIPPINES )

CITY/MUNICIPALITYOF __ )S.S.
AFFIDAVIT
I, , of legal age, [Civil Status], [Nationality], and residing at .
after having been duly sworn in accordance with law, do hereby depose and state that:
1. 1am the duly authorized and designated representative of with office address
at 3

2. 1 am granted full power and authority to do, execute and perform any and all acts necessary to
participate, submit the bid, and to sign and execute the ensuing contract for Improvement of Old
Passenger Terminal Building, Port of San Jose, Occidental Mindoro of the Philippine Ports
Authority, as shown in the attached [state title of attached document showing proof of
authorization (e.g., duly notarized Secretary’s Certificate, Board/Partnership Resolution, or Special
Power of Attorney, whichever is applicable;)];

3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Government Units, foreign
government/foreign or international financing institution whose blacklisting rules have been
recognized by the Government Procurement Policy Board, by itself or by relation, membership,
association, affiliation, or controlling interest with another blacklisted person or entity as
defined and provided for in the Uniform Guidelines on Blacklisting;

4. FEach of the documents submitted in satisfaction of the bidding requirements is an authentic copy
of the original, complete, and all statements and information provided therein are true and correct;

5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized
representative(s) to verify all the documents submitted;

6. None of the officers and members of [Name of Bidder] is related to the Head of the Procuring
Entity, members of the Bids and Awards Committee (BAC), the Technical Working Group, and
the BAC Secretariat, the head of the Project Management Office or the end-user unit, and the
project consultants by consanguinity or affinity up to the third civil degree;

7. [Name of Bidder] complies with existing labor laws and standards; and

8. [Name of Bidder] is aware of and has undertaken the responsibilities as a Bidder in compliance
with the Philippine Bidding Documents, which includes:

a. Carefully examining all of the Bidding Documents;

b. Acknowledging all conditions, local or otherwise, affecting the implementation of the
Contract;

c. Making an estimate of the facilities available and needed for the contract to be bid, if any; and

d. Inquiring or securing Supplemental/Bid Bulletin(s) issued for the /Name of the Project].

Inmprovement of Oid Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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Bidding Forms
(Omnibus ~ Partnership)

9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any
form of consideration, pecuniary or otherwise, to any person or official, personnel or
representative of the government in relation to any procurement project or activity.

10.In case advance payment was made or given, failure to perform or deliver any of the
obligations _and undertakings in_ the contract shall be sufficient grounds to_constitute
criminal liability for Swindling (Fstafa) or the commission of fraud with unfaithfulness or
abuse of confidence through misappropriating or converting any payment received by a
person or entity under an obligation involving the duty to deliver certain goods or services,

to the prejudice of the public and the government of the Philippines pursuant to Article 315
of Act No. 3815 s. 1930, as amended, or the Revised Penal Code.

IN WITNESS WHEREQF, I have hereunto set my hand this __dayof __ ,20__at ,
Philippines.

Name of Bidder/ Authorized Representative
(Signatory’s Legal Capacity)
AFFIANT

[Jurat]

[Format shall be based on the latest Rules on Notarial Practice]

improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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Bidding Forms
(Omnibus = Comp./J.V}

Omnibus Sworn Statement for Corporation or Joint Venture
[shall be submitted with the Bid]

REPUBLIC OF THE PHILIPPINES )
CITY/MUNICIPALITY OF )S.S.

AFFIDAVIT

I, ,of legal age, [Civil Status], [Nationality], and residing at ,
after having been duly sworn in accordance with law, do hereby depose and state that:

1. 1 am the duly authorized and designated representative of with office address
at ;

2. I am granted full power and authority to do, execute and perform any and all acts necessary to
participate, submit the bid, and to sign and execute the ensuing contract for Improvement of Old
Passenger Terminal Building, Port of San Jose, Occidental Mindoro, as shown in the attached
[state title of attached document showing proof of authorization (e.g., duly notarized Secretary’s
Certificate, Board/Partnership Resolution, or Special Power of Attorney, whichever is
applicable;)];

3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Government Units, foreign
government/foreign or internationa! financing institution whose blacklisting rules have been
recognized by the Government Procurement Policy Board, by itself or by relation, membership,

association, affiliation, or controlling interest with another blacklisted person or entity as
defined and provided for in the Uniform Guidelines on Blacklisting:

4. Each of the documents submitted in satisfaction of the bidding requirements is an authentic copy
of the original, complete, and all statements and information provided therein are true and correct;

5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized
representative(s) to verify all the documents submitted;

6. None of the officers, directors, and controlling stockholders of [Name of Bidder] is related to the
Head of the Procuring Entity, members of the Bids and Awards Committee (BAC), the Technical
Working Group, and the BAC Secretariat, the head of the Project Management Office or the end-
user unit, and the project consultants by consanguinity or affinity up to the third civil degree;

7. [Name of Bidder] complies with existing labor laws and standards; and

8. [Name of Bidder] is aware of and has undertaken the responsibilities as a Bidder in compliance
with the Philippine Bidding Documents, which includes:

a. Carefully examining all of the Bidding Documents;

b. Acknowledging all conditions, local or otherwise, affecting the implementation of the
Contract;

c. Making an estimate of the facilities available and needed for the contract to be bid, if any; and

d. Inquiring or securing Supplemental/Bid Bulletin(s) issued for the /Name of the Project].

9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any

Iimprovement of Old Passenger Terminal Building
Port of San Jose, Octidental Mindoro
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Bidding Forms
{Omnibus = Corp/J.V)

form of consideration, pecuniary or otherwise, to any person or official, personnel or
representative of the government in relation to any procurement project or activity.

10. In_case advance payment was made or given, failure to perform or deliver any of the
obligations _and undertakings in the contract shall be sufficient grounds to constitute
criminal liability for Swindling (Estafa) or the commission of fraud with unfaithfulness or
abuse of confidence through misappropriating or converting any payment received by a
person or entity under an obligation_involving the duty to deliver certain goods or services,
to the prejudice of the public and the government of the Philippines pursuant to Article 315
of Act No. 3815 s. 1930, as amended, or the Revised Penal Code.

IN WITNESS WHEREOF, I have hereunto set my hand this __ dayof __ ,20__ at ,
Philippines.

Name of Bidder/ Authorized Representative
(Signatory’s Legal Capacity)
AFFIANT

[Jurat]

[Format shall be based on the latest Rules on Notarial Practice]

improvement of Oid P; ger Terminal Building
Port of San Jose, Occidental Mindore
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Bidding Forms
{Bid—Securing Declaration)

Bid Securing Declaration Form
[shall be submitted with the Bid if bidder opts to provide this form of bid security]

REPUBLIC OF THE PHILIPPINES)
CITY OF ) S.S.

BID SECURING DECLLARATION
Project Identification No.:

To: Philippine Ports Authority

PPA Building, Bonifacio Drive,
South Harbor, Port Area, Manila

I/We, the undersigned, declare that:

1.

I/We understand that, according to your conditions, bids must be supported by a Bid Security,
which may be in the form of a Bid Securing Declaration.

I/'We accept that: (a) I'we will be automatically disqualified from bidding for any procurement
contract with any procuring entity for a period of two (2) years upon receipt of your Blacklisting
Order; and, (b) I/we will pay the applicable fine provided under Section 6 of the Guidelines on the
Use of Bid Securing Declaration, within fifteen (15) days from receipt of the written demand by
the procuring entity for the commission of acts resulting to the enforcement of the bid securing
declaration under Sections 23.1(b), 34.2, 40.1 and 69.1, except 69.1(f),of the IRR of RA No. 9184;
without prejudice to other legal action the government may undertake.

I/'We understand that this Bid Securing Declaration shall cease to be valid on the following
circumstances:

a. Upon expiration of the bid validity period, or any extension thereof pursuant to your request;

b. I am/we are declared ineligible or post-disqualified upon receipt of your notice to such effect,
and (i) I'we failed to timely file a request for reconsideration or (ii} I'we filed a waiver to avail
of said right; and

¢. I am/we are declared the bidder with the Lowest Calculated Responsive Bid, and I/we have
furnished the performance security and signed the Contract.

IN WITNESS WHEREOQF, I/We have hereunto set my/our hand/s this day of [month] [year] at
[place of execution].

Name of Bidder/ Authorized Representative
(Signatory's Legal Capacity)
AFFIANT

[Jurat]

[Format shall be based on the latest Rules on Notarial Practice]

Improvement of Old Passenger Tarminal Building
Port of San Jose, Occldental Mindoro
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Bidding Forms
{Const. Methodology)

CONSTRUCTION METHODOLOGY

Name of Project

Project Description

Location

MINIMUM SCOPE OF CONSTRUCTION METHODOLOGY

A. OLD PASSENGER TERMINAL BUILDING

1. Removal and Disposal of Old Ceiling, Ceiling Joist, Dilapidated Lighting Fixtures,
Doors, Windows, Glass Wall, Welded Wire Mesh, Wall Partition, Floor Tiles, Wall
Tiles, Plumbing Fixtures and Fascia Cover including Turm-over of items ( 1 lot. );

2. Supply and Install Perforated Ceiling Bone Panel at Aluminum Framing and Marine
Plywood Exterior Ceiling ( 472.31 sq.m. };

3. Supply and Install Electrical Fixtures including wires and other devices { 1 lot. );

4. Supply and Replace Doors, Windows and Glass Wall including accessories
(210.78sq.m.);

5. Supply and Place CHB Wall including Concrete Pouring and Plastering of Newly
Constructed Walls and Exterior Walls ( 1 lot. };

6. Repair of Steel Gate at Warehouse {(205.02 kg. );

7. Surface Preparation and Painting of Walls, Spandrel Ceiling, Roof including Trusses
and Gate of Warehouse (1 lot. ) ;

8. Supply and Place Tiles and Granite Countertop including accessories (559.46 sq.m.);

9. Supply and Install Aluminum Composite Panel (ACP) at Fascia Cover including
Provision of Welcome Arch Signage's ( 1 lot. );

10. Supply and Place Finishing Touches for Kitchen, Cashier Drawer and Compact
Laminated Table including Child Care Partition ( 1 lot. ) ; and

11. Supply and Install Plumbing Fixtures and Fittings including Declogging of Downspout,
Sewerline and Catch Basin ( 1!ot. ).

Improvement of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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Bidding Forms
{Const. Methodology}

NOTES:

The narrative construction method will guide and familiarize the contractor and the PPA on

how the project shall be carried out in accordance with the highest standard of
workmanship.

The construction method shall be consistent with the Bar Chart / S-Curve Schedule,
Equipment Schedule and Manpower Schedule.

Name of Bidder/Authorized Representative
(Signatory’s Legal Capacity)

Revised: September 2021

Improvament of Old Passenger Terminal Building
Port of San Jose, Occidental Mindoro
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Bidding Forms
{Manpower Schedule)
MANPOWER SCHEDULE
Name of Project
Project Description
Location
MANPOWER CONTRACT DURATION { Calendar Days)

(Minimum)

M O NTWH L Y

1 2 E] 4 [] [] T [ [] " 1" 12 123 “ 3 » k) " 19 »

Project Manager

Project Engineer

Materials Engineer Il

Construction Safety and Health
Officer

Foreman

Specify other applicable positions, ie.:
- Carpenter

- Steelman

-  Mason

- Electrician

- Rigger

- Others

Name of Bidder/Authorized Representative
(Signatory’s Legal Capacity)

Revised: September 2021

Improvement of Old Passenger Terminal Buikding
Port of San Jose, Occidental Mindoro



Name of Project

EQUIPMENT UTILIZATION SCHEDULE

19

Bidding Forms
(Equipment Schedule}

Project Description
Location
EQUIPMENT No. of CONTRACT DURATION ( Calendar Days)
(Minimum) Units

M O NTMH L Y

3 4 5 []

T

"

12

13

“

Name of Bidder/Authorized Representative

(Signatory’s Legal Capacity)

Revised: September 2021

Improvernent of Oid Passenger Terminal Buiiding

Port of San Jose, Decldental Mindoro
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Bidding Forms
({Payment Schedule)

CASHFLOW BY QUARTER AND PAYMENT SCHEDULE

Name of Project:

Project Description

Location
Project Duration Payment Schedule Cash flow
(days or months) (Monthly, in Pesos) (Quarterly, in Pesos}
TOTAL
NOTES

- The cash flow by quarter and payment schedule should be consistent with the Bar
Chart and S-curb.

- Payment schedule shall not be more than once a month.

Name of Bidder/Authorized Representative
(Signatory’'s Legal Capacity)

Revised: September 2021

improvement of Old Passenger Terminal Building
Port of S5an Jose, Occidental Mindoro
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Bidding Forms
(Contract Agreement Form}

Contract Agreement Form for the

Procurement of Infrastructure Projects (Revised)

[not required to be submitted with the Bid, but it shall be submitted within ten (10) days after receiving
the Notice of Award]

CONTRACT AGREEMENT

THIS AGREEMENT, made this day of between
Philippine Ports Authority with pnnmpal office at PPA Building, Bonlfamo Drive, South Harbor,
Port Area, Manila (hereinafter called the “Entity”) and [name and address of Contractor]
(hereinafter called the “Contractor”).

WHEREAS, the Entity is desirous that the Contractor execute {name and identification
number of contract] (hereinafter called “the Works™) and the Entity has accepted the Bid for
[contract price in words and figures in specified currency] by the Contractor for the execution
and completion of such Works and the remedying of any defects therein.

NOW THIS AGREEMENT WITNESSETH AS FOLLOWS:

1. In this Agreement, words and expressions shall have the same meanings as are
respectively assigned to them in the Conditions of Contract hereinafter referred to.

2. The following documents as required by the 2016 revised Implementing Rules and
Regulations of Republic Act No. 9184 shall be deemed to form and be read and
construed as part of this Agreement, viz.:

a. Philippine Bidding Documents (PBDs);
i.  Drawings/Plans;
ii. Specifications;
ii.  Bill of Quantities;
iv.  General and Special Conditions of Contract;
v.  Supplemental or Bid Bulletins, if any;

b. Winning bidder's bid, including the Eligibility requirements, Technical and Financial
Proposals, and all other documents or statements submitted;

Bid form, including all the documents/statements contained in the Bidder's bidding
envelopes, as annexes, and all other documents submitted (e.g., Bidder's response to
request for clarifications on the bid), including comrections to the bid, if any, resulting from
the Procuring Entity's bid evaluation;

c. Performance Security;

d. Naotice of Award of Contract and the Bidder's conforme thereto; and

Improvement of Cld Passenger Temminal Building
Port of San Jose, Dccidental Mindoro



22
Bidding Forms
{Contract Agreament Form)
e. Other contract documents that may be required by existing laws and/or the
Procuring Entity concerned in the PBDs. Winning bidder agrees that additional
contract _documents or Iinformation prescribed by the GPPB that are

subsequently required subsequently required for submission after the contract execution, such as

the Notice to Proceed, Variation Orders, and Warranty Security, shall likewise
form part of the Contract.

3. In consideration for the sum of [total contract price in words and figures] or such
other sums as may be ascertained, [Named of the bidder] agrees to [state the object
of the contract] in accordance with his/herfits Bid.

4. The Philippine Ports Authority agrees to pay the above-mentioned sum in accordance
with the terms of the Bidding.

IN WITNESS whereof the parties thereto have caused this Agreement to be executed the
day and year first before written.

JAY DANIEL R. SANTIAGO Name of Bidder/ Authorized
General Manager Representative
(Signatory’s Legal Capacity)
for: for.
Philippine Ports Authority Contractor

Acknowledgment

[Format shall be based on the latest Rules on Notarial Practice]

Improvement of Old Passenger Tenminal Building
Port of San Jose, Occidental Mindora



