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INVITATION TO BID

FOR THE IMPROVEMENT OF EXISTING ROCK CAUSEWAY,
PORT OF SAN ROQUE, DARAM, SAMAR

The Philippine Ports Authority, through the General Appropriations Act for CY 2017
{DOTRY), intends to apply the sum of B 9,230,982 40 being the Approved Budget for the
Contract (ABC) to payments under the contract for the Improvement of Existing Rock
Causeway, Port of San Roque, Daram, Samar (PPA-DOTR No. 013-2018). Bids
received in excess of the ABC shall be avtomatically rejected at bid opening.

The Philippine Ports Authority now invites bids for A. Construction of Rock Causeway
with Staidanding. Completion of the Works is required in 180 calendar days. Bidders
should have completed a contract simitar to the Project. The description of an eligible
biddes is contained in the Bidding Documents, padticularly, in Section |, instructions to
Bidders.

Bidding will be conducted through open competitive bidding procedures using non-
discretionary pass/fail criterion as specified in the 2016 Revised implementing Rules and
Regulations (IRR) of Republic Act 9184 (RA 3184), otherwise known as the
"Government Procurement Reform Act.”

Bidding is restricted to Filipino citizensfsole proprietorships, cooperatives, and
partnerships or ovganizations with at least seventy five percent (75%) interest or
cutstanding capital stock belonging to citizens of the Philippines.

Interested bidders may obtain further information from the Philippine Ports Authority Bids
and Awards Committee (BAC) for Engineering Projects and inspect the Bidding
Documents at the address given below from 8:00 a.m. to 5:00 p.m., Monday to Friday.

A complete set of Bidding Documents may be acquired by interested Bidders on 07
November 2018 from the address below and upon payment of the applicable fee for the
Bidding Documents. pursuant to the latest Guidelines issued by the GPPB, in the
amount of TEN THOUSAND PESOS (& 10,000.00).

It may also be downloaded free of charge from the website of the Philippine Government
Electronic Procurement System (PhiGEPS) and the website of the Philippine Ports
Authority, provided that bidders shall pay the applicable fee for the Bidding Docurnents
not later than the submission of their bids.

4 Sonilane Shve Juulh Harsos Aot Area Macia 1638 Priiomnes
= 0. Sov 425 Manila. “aacpines
Tol. No. #5812 S27-B35Et0 43 Fax Mo, +5021 f27-sgas
WEDHIC. wWwW. 003.CHT.oN



The Philippine Ports Authority's Bids and Awards Committee for Engineering Projects
will hold a Pre-Bid Conference on 15 November 2018 at 11:00 a.m. at the PPA
Function Room, 7" Floor, PPA Bidg., Bonifacio Drive, South Harbor, Port Area, Manila,
which shall be open to all prospective bidders.

Bids must be duly received by the BAC Secretariat at the address below on or before
1:00 p.m. of 04 December 2018. All bids must be accompanied by a bid securty in any
of the acceptable forms and in the amount stated in the bidding documents.

Bid opening shail be on 04 December 2018 at 2:00 p.m. at the 7" Floor, PPA Building.
A. Bonifacio Drive, South Harbor, Port Area, Manila, Bids will be openad in the
presence of the bidder's representatives who choose to attend at the address below.
Late bids shall not be accepted.

* Required PCAB Registration: Small B - Port, Harbor and
Offshore Engineering

The Philippine Ports Autharity reserves the right to reject any and all bids, declare a
failure of bidding, or not award the contract at any time prior t0 contract award in
accordance with Seclion 41 of RA 9184 and its IRR, without thereby incurmring any
hiability to the affected bidder or bidkiers.

For further information, please refer to:
BAC Secretariat, Philippine Ports Authority

5" Floor, PPA Bidg., A. Bonifacio Drive,
South Harbor, Port Area, Manila

Telephone/Fax No. 527-47-35
854-88-00 loc. 539

PPA Website: www.ppa.com.ph

Chairperson, PPA Head Office Bids and Awards
Committee for Engineering Projects (HO-BAC-EP)


http://www.ppa.eom.ph

SECTION I

INSTRUCTIONS TO BIDDERS



A. General
Scope of Bid

1.1.  The Procuring Enlity named in the BDS, mvites bids for the construction of
Works, as described in Section V1. Specifications.

1.2. The name, identiication, and number of lots specific fo this biddng are
provided n the BDS. The contracting sirategy and basis of evaluation of lots is
described in ITB Clauss 27.

1.3. The successfid Bidder will be expecied to complete the Works by the mtended
completion date spacifiad in SCC Clause 1.17.

Source of Funds

The Procuring Entity has a budget or received funds from the Funding Source named
in the BDS, and in the amount indicatad in the BDS. K intends to apply part of the
funds recerved for the Project, as defined in the BDS, {¢ cover eligibla payments under
the Coniract for the Works.

Corrupt, Fraudulent, Collusive, Coerclve, and Obstructive Practices

3.1. Unless otherwise spacifiad in the BDS, the Procuring Entity, as well as bidders
and contractors, shall observe the highest standard of ethics during the
procurement arnx exacution of the contract In pursuance of this poiicy, the
Funding Source:

(a) defines, for purposes of this provision, the lerms set forth below as
follows:

0] "comupt practice” maans behavior on the part of officials in the
public or private sectors by which they improperly and uniawfully
ennch themseaives, others, or ixluce cthers to do so, by
misusing the pasition in which they are placed, and includes the
offering, gliving, receiving, or soliciting of anything of value to
influence the action of any such official in the procurement
process or in contract execution; entering, on behalf of the
Procuring Entity, into any contract or transaction manifestly and
grossly disadvantageous to the same, whether or not the public
officer profited or will profit thereby, and simidar acts as provided
in Republic Act 3019;

(i} “fraudulent practice™ means a mismeprasentation of facts in order
to nfiuence a procurement process of the execution of a
contract 10 the detriment of the Procunng Entity, and includes
collusive practices among Bidders {pior to or after Bid
submission) designad to establish bid prices at artificial, non-
competitive levels and fo deprive the Procuring Entity of the
benefits of fras and opsn competition;

(i@ “coBusive practices” means a scheme or armangement between
two or more Bidders, with or without the knowledge of the

Iprtvaaet of Exialing Rock Caunawey
Poit of Darvm, Wasten Samar
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Procuring Entity, designed to establish bid prices at artificial,
non-competitive levels; and

(W) “coercive practices™ means harming oc threatenng to hamm,
directly or indirectly, persons, or their property to influence their
participation m a procurement process, or affect the execution
of a contract;

(v) “obstructive practice” is

(sa) deliberately destroying, falsifying, aliering or concealing
of evidence material {o an adminisirative proceedings or
investigation or making false statements {0 inveshgators
in omder to materally impede an administrative
proceedings or investigation of the Procuring Entity or
any foreign govermment/foreign or inlermational financing
institution mto afegations of a comupt. fraudulent,
coercive or collusive practice; and/or threatening,
harassing or mtimikiating any pany to prevent it from
disclosing s knowledge of matters relevant to the
administrative proceedings of investigation or from
pursuing such proceedings or investigation; or

(bb) acts intended to materially impede the exercise of the
inspection and audit nghts of the Procuring Entity or any
foreign govemment/foreign of international financing
insttution herein.

(b) will reject @8 proposal for award if it detarmines that the Bidder
recommended for award has engaged in corrupt of fraudulent practices
In competing for the Contract; and

(c) will deciare g firm ineligible, either indefinitety or for a stated period of
time, 10 be awarded Contract funded by the Funding Source if it at any
time determines that the famm has engaged in comupt or fraudulent
practices in competing or, or in executing, @ Contract funded by the
Funding Source.

3.2. Further, the Procuring Entity will seek to impose the maximum civi,
administrative, and/or ¢riminal penalties available under the applicable laws on
individuals and organizations deemed to be nvolved in any of the prachces
mentioned in ITB Clause 3.1(a).

3.3. Furthemore, the Funding Source and the Procuring Entity reserve the right to
inspect and audit records and accounts of a contractor in the bidding for and
performance of a contract themselves or through independent auditors as
reflected in the GCC Clause 34.

Conflict of Interest

4.1. Al Bdders found to have corflicting interests shall be disqualified to participate
in the procurement at hand, without prejudice 10 the imposition of appropriate
administrative, civil, and criminal sanctions. A Bidder may be considered to
have conflicting interests with another Bidder in any of the events described in

Tugrovemant of F datng Rock Caimoaey
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paragraphs (8) through {c) and a general confict of interest m any of the
circumstances set out in paragraphs (d) through {g) betow

(a) A Bidder has comtrolting shareholders m common with another Bidder,

(b) A Biider receives or has received any direct or indirect subsidy from
any other Bidder,

(c) A Bidder has the same legal representative as that of another Bidder
for purposes of this Bid;

(d) A Bidder has a refationship, directly or through third parties, that puts
them in a position to have access to mformation about or influence on
the bid of another Bidder or influence the decisions of the Procuring

Entity regarding this bidding process,

(¢) A Bidder submits more than one bid in this bidding process. However,
this does not kit the participation of subcontractors n more than one
bid;

(f) A Bidder wha participated as a consultant in the preparation of the
design or technical specifications of the goods and relaled services that
are the subject of the bid; or

{g) A Bidder who lends, or temporarily seconds, ils personnel to firms or
organizations which are engaged in consulting services for the
preparztion related to procurement for or implementation of the project,
if the personnel would be invotved in any capacity on the same project.

In accordance with Section 47 of the IRR of RA 9184, all Bidding Decuments
shall be accompanied by a swom gffidavit of the Biider that it is not related to
the Head of the Procuring Entity (HoPE), members of the Bids and Awands
Committes (BAC), members of the Technical Working Group (TWG), members
of the BAC Secretanat, the head of the Project Management Office (PMO) or
the end-user unit, and the project consultants, by consanguinity or affinity up to
the third civil degree. On the part of the Bidder, this Clause shal apply to the
following persons:

(a) if the Bidder is an individual or a sole propnetorship, to the Bidder
himsetf;
(b)  if the Bidder is a partnership, to all its officers and members;

() if the Bidder is a corporation, to afl its officers, directors, and controlling
stockhokders;

(d)  if the Bidder is a cooperative, to all ts officers, directors, and controlling
shareholders or members; and

(e) If the Bidder is a joint venture (JV), the provisions of ilems (a), (b), (c)
or (d) of this Clause shal cormespondingly apply to each of the members
of the said JV, as may be appropriate.

Relationship of the nature described above or failure 10 comply with this Clause
will result in the automatic disqualification of a Bidder.




S. Eligible Bidders

5.1.

5.2

5.3.

5.4.

Unless otherwise indicated in the BDS, the followmng persons shall be eligible
to participate in this Bidding:

(a) Duly heensed Filipino citizens/sole propnetorships;

(b) Partnerships duly organized under the laws of the Philippines and of
which at least seventy-five percent (75%) of tha interest beiongs to
citizens of the Phiippines;

(c) Corporations duly organized under the laws of the Philippines, and of
which st least seventy-five percant (75%) of the outstanding capital
stock belongs to citizens of the Philippines;

{d) Cooperatives duly organized under the laws of the Philippines.

(¢}  Persons/entties forming themsedves into a JV, i.e., a group of two (2)
or more persons/entities that intend to be jointly and severally
responsible or kable for a particular contract: Provided, however, that,
in accordance with Letter of Instructions No. 630, Filipino ownership or
imerest of the joint venture concemed shall be at least seventy five
percent (75%); Provided, further, that joint ventures in which Filipino
ownership of interest is less than seventy five percent (75%) may be
eligible where the structures to be buili require the appication of
techniques and/or technologies which are not adequately possessed by
a personfentty meeting the seventy five percent {75%) Filipino
ownership requirement. Provided, finally, that in the latter case, Filipino
ownership of interest shall not be less than twenty five percent (25%).
For this purpose, Filipine ownership or interest shall be based on the
contributions of each of tha membess of the joint venture as specified in
their JVA.

The Procuring Entity may also invite foreign bidders when provided for under
any Treaty of Intemnational or Executive Agreement as specified in the BDS,

Govemment owned or controlled corporations (GOCCs) may be éligible to
participate only if they can establish that they (a) are legally and financially
autonomous, {b) operate under commercial faw, and (c) are not attached
agencies of the Procuring Entty.

(a) The Bidder must have an expenience of having completed a Single
Largest Completed Contract {(SLCC) that is similar to this Project,
equivaient to at least fifty percent (50%) of the ABC adjusted, if
necessary, by the Bidder to current prices using the Philippme Statistics
Authority (PSA) consumer price index. However, contractors under
Small A and Small B categonies without simiar experience on the
contract to be bid may be allowed to bid if the cost of such contract is
not more than the Allowable Range of Contract Cost (ARCC) of their
registration based on the guidelines as prescribed by the PCAB.

(b) For Forsign-funded Procurement, the Procuring Entity and the foreign
governiment/foreign or interational financing institution may agree on
another track record requirement, as specified in the BDS.

TEprovemert of Exoving Mock Caiey
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For this purpose, contracts simiar 10 the Projact shall be those described in the
BDS.

5.5. The Bidder mizt submit a computation of its Net Fnancial Contracting Capacity
{NFCC), which must be at least equal to the ABC to be bid, calculated as
follows:

NFCC = [(Current assets minus curent Eabilibes) {(15)] mmus the value
of all outstanding or uncompleted portions of the projects under
ongoing contracts, including awarded cormracts yet to be started

The values of the domestic bidder's curmrent assets and current Eabilities shall
be based on tha latest Audited Financlal Statements (AFS) submitted to the
BIR.

For purposes of computing the foreign bidders’ NFCC, the value of the current
assets and cument kabilties shall be basad on thewr audited financial
statements prepared in accordance with intemational financial reportng
standards.

6. Bidder’'s Responsibilities

6.1. The Bidder or its duly authorized representative shall submit 8 swom statement
m the form prascribad in Section 1X. Bidding Forms as required in ITB Clause
12 1{b)(ia).

6.2 The Bidder is responsibie for the following.
(a) Having taken steps ic carefully examine al of the Bidding Documents;

(b) Having acknowiedged all conditions, local or otherwise, affecting the
implementation of the contract;

(c) Having made an astimate of the facilities avalable and needed for the
contract to be bid, ¥ any,

(d) Having complied with its responsibility to inquire or secure
Supplemental/Bid Bulietin/s as provikied under ITB Clause 10.4.

(©) Ensuring that it is not “blackilsted” or barred from bidding by the GoP or
any of its agencies, offices, corporations, or LGUs, mcluding foreign
govermmentforeign of intemational financing institution whose
blacklisting nsles have been recognized by the GPPB;

(f) Ensuring that each of the documents submitied in satrsfaction of the
bidding requirements is an authentic copy of the oniginal, complete, and
all statements and information provided therein are ftrue and
cormact;

(&) Authorizing the HOPE or its duly authorized representativers to verify all
the documents submitted:;

(b) Ensuring that the signatory is the duly authorized representative of the
Bidder, and granted full power and authority to do, execule and perform

[T gy r———
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any and @l acts necessary to parficipate, submit the bed, and to sign
and execute the ensuing contract, accompanied by the duly notarized
Special Power of Aftomey, Board/Parnership Resolution, or
Secretary’s Certificate, whichever is applicable;

(i) Complying with the disclosure provision under Section 47 of RA 9184
and its IRR in relation to other provisions of RA 3019;

) Complying with existing labor lews and standards, in the case of
procurement of services. Moreover, bidder undertakes to:

(i) Ensure the entitlement of workers to wages, hours of work,
safety and heaith and other prevailing conditions of work as
established by national klaws, rules and requlations; or collective
bargaining agreememnt; or arbdration award, ¥ and when
applicable.

In case there is a finding by the Procuring Entity or the DOLE of
underpayment or non-paymernt of workers’ wage and wage-
related benefits, bidder agrees that the performance security of
portion of the contract amount shall be withheid in favor of the
complaining workers pursuant o appropriate provisions of
Republic Act No. 9184 without prejudice to the institution of
appropriate actions under the Labor Code, as amended, and
other social legislations.

(ii) Comply with occupational safety and health standards and to
cofrect deficiencies, if any.

In case of imminent danger, injury or death of the worker, bidder
undertakes to suspend contract implementation pending
clearance to proceed from the DOLE Regional Office and to
comply with Work Stoppage Order; and

({iii) Inform the workers of their conditions of work, labor clauses
under the contract specifying wages, hours of work and other
benefits under prevailing national laws, rules and regulations,; or
collective bargaining agreement, or arbitration award, ¥ and
when applicable, through posting in two (2) conspicuous places
in the astablishment's premses; and

(k) Ensuring that # did not give or pay, directly or indiwectly, any
commission, amount, fee, of any form of consideration, pecuniary of
otherwise, 1o any person or official, personnel or representative of the;

Failure to observe any of the above responsibilities shall be at the risk of the
Bidder concerned.

The Bidder, by the act of submitting its bid, shall be deemed to have inspecied
the site, determined the general characteristics of the contract works and the
conditions for this Project and examine all instructions, forms, terms, and
project requirements in the Bidding Documents.

it shall be the scle responsibility of the prospective bidder to determine and to
satisfy itseff by such means as it considers necessary or desirable as to all

ars d Casing %00 Canessy
ot o Onrvm, Wammn S-amar



mB-7

matters pertaining to this Project, mcluding: (a) the location and the nature of
the contract, project, or work; (b) climatic conditions; {c) transportation facilities;
{c) nature and condition of the temain, geociogical conditions at the sie
communication facilities, requirements, location and availability of constructon
aggregates and other maternials, labor, water, electric power and access roads;
and (d) other factors that may affect the cost, duration and execution or
mplemertation of the contract, project, or work.

6.5. The Procuring Entity shall not assume any responsihility regarding emonsous
interpretations or conclusions by the prospective or eligible bidder out of the
data furnished by the procuning entity. However, the Procuring Entity shall
ensure that al informaton in the Bidding Documents, including
supplementat/bid bulleting issued are cofrect and consistent.

6.6. Before submitling their bids, the Bidders are deemed o have become familiar
with all existing laws, decrees, ondinances, acis and regulations of the
Philippines which may affect the contract in any way.

6.7. The Bidder shall bear all costs associated with the preparation and submission
of his bii, and the Procuning Entity will in no case be responsible or kable for
those costs, regardiess of the conduct or outcome of the bidding process.

6.8. The Biider should note that the Procufing Entity will accept bids only from
those that have paid the applicable fee for the Bidding Documernis at the office
indicated in the invitation 1o Bid.

Origin of Goods and Services

There is no restriction on the origin of Goods, or Contracting of Works or Services other
than those prohibited by a decision of the United Nations Secunity Council taken under
Chapter Vil of the Charter of the United Nations.

Subcaontracts

8.1. Unless aotherwise spedified in the BDS, the Bidder may subcontract portions of
the Works to an extent as may be approved by the Procuring Entity and stated
in the BDS. However, subcontracting of any portion shall not relieve the Bidder
from any kability or obligation that may arise from the contract for this Project.

82  Subcontractors must submit the documentary requirements under ITB Clause
12 and comply with the eligibility criteia speciied n the BDS. in the even that
any subcontractor is found by the Procuning Entity to be ineligible, the
subcontracting of such portion of the Works shall be disallowed.

8.3. The Biider may identify the subcontractor to whom a portion of the Works will
be subcontracted at any stage of the bidding process or dunng contract
impiementation. H the Bidder opts to disclose the name of the subcontractor
dusing bid submission, the Bidder shall include the required documents as part
of the technical component of its bid.

Wrevement of Cripiryg Al Clustaiy
Pt of Dt Wattrn. Subbiett



9.

10.

B. Contents of Bidding Documents
Pre-Bid Conference

(a) (®) If so speacified in the BDS, a pre-bid conferance shall be held at
the venue and on the date indicated therein, to clarfy and address the
Bidders' questions on the technical and financial components of this
Project,

(b} The pra-bid conference shall be held at least twelve (12) calendar days
before tha deadfine for the submisaion of and receipt of bids, but not
eadier than seven {(7) calendar days from the posting of the Invitation to
Bid/Bidding Documents in the PhiGEPS website. if the Procuring Entity
determines that, by reason of the method, nature, or complexity of the
contract to be bid, or when intemational participation will be more
advantageous 10 the GoP, & longer period for the preparation of bids is
necessary, the pre-bid conference ahall be held at least thirty {30)
calendar days before the deadline for the submession and receipt of
bids, as specified in the BDS.

9.2. Bidders are ancouraged fo attend the pra-bid conference to ensure that
they fully understand the Procuring Entity’s requirements. Non-attendance of
the Bidder will in no way prejudice its bid; however, the Bidder is expected to
know the changes and/or amendments to the Bidding Documents as recorded
in tha minutes of the pre-bid conference and the Supplemental/Bid Bulletin. The
minutes of the pre-bid conference shall be recorded and prapared not later than
fiva (5) calendar days after the pre-bid conference. The minutes shall ba made
available to prospective bidders not fater than five (5) days upon written
request.

Decisions of the BAC amending any provision of the bidding documents shall
be issued in writing through a Supplemental/Bid Bulletin at least seven (7)
calendar days before the deadiine for the submission and recept of bids.

Clarification and Amendment of Bidding Documents

10.1. Prospective bidders may request for clarification(s) on and/or interpretation of
any part of the Bidding Documents. Such a raquest must be in writing and
submitted to the Procuring Enfity at the addness indicated in the BDS at least
:n {10) calendar days before the deadline set for the submission and receipt

Bidis.

10.2. The BAC shall respand to the said request by issuing @ Supplemerntal/Bid
Bulletin, to be made available to all those who have propeddy secured the
Bidding Documents, at least seven (7) calendar days before the deadline for
the submission and receipt of Bids.

10.3. SupplementalBid Bulletins may aiso be issued upon the Procuring Entity’s
mitiative for purposes of danfymg or modifying any provision of the Bidding
Documents not iater than seven (7) calendar days before the deadine for the
submission and receipt of Bikls. Any modification o the Bidding Documents
shall be identifind as an amendment.

10.4. Any Supplemental/Bid Bulletin issued by the BAC shall also be posted in the
PhilGEPS and the website of the Procuring Entity concemed, if available, and
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at any conspicuous place in the premises of the Procuring Entity concemed. it
shall be the responsibility of all Bxiders who have properly secured the Bidding
Documentis to inquire and secure Supplemental/Bid Bulletins that may be
jesued by the BAC. However, Bidders who have submitted bids before the
Issuance of the Supplemental/Bid Bulletin must be informed and allowed to
modify of withdraw their bids in accordance with [TB Clause 23.

C. Preparation of Bids
Language of Bids

The eligibility requirements or statements, the bils, and all other documents {o be
submitted to the BAC must be m English. If the elgibility requirements or statements,
the bids, and all other documents submitted to the BAC are in forexgn language other
than English, i must be accompanied by a transiation of the documents m English.
The documents shall be transiated by the relevant foreign govemment agency, the
foreign govemment agency authorized to transiate documents, or a regstered
translator in the foreign bidder's country; and shall be authenticated by the appropriate
Philippine foreign service establishment/post or the equivalent office having junsdiction
over the foreign bidder's affairs in the Philippines. The English translation shall govern,
for purposes of interpretation of the bid.

Documents Comprising the Bid: Eligibility and Technical Components

12.1. Unless otherwise indicated in the BDS, the first envelope shall contain the
following etigibility and technical documents:
(a) Eligibility Documents —
Class A" Documents
i)  PhiGEPS Certificate of Registration and Membership

{Platinum) in accordance with Section 8.5.2 of the IRR. For

procurement to be performed overseas, il shall be subtect to the
Guidefines to be issuved by the GPPE;

(i)  Statemnent of all its ongoing govemment and private contracts,
including contracts awarded but not yet stanted, # any, whether

similar or not similar in nature and complexity to the contract to
be bid; and

Statement of the Bidder's SLCC similar to the contract to be bid,
in accordance with ITB Clause 5.4.

The two statements requined shall indicate for each contract the
folkowing:

(i.1) name of the contract;
(ii.2) date of the contract;

Imgrovernent of Exising Rock Caewey
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(ii.3) contract duraton;
(id) owner's name and address;
(6.5} nature of work;

{h.6) contracior's role (whether sole contractor, subcontractor,
or partner in a JV) and percentage of participation;

{(i.7) total contract value at award;
{ii.8) date of completion or estimated compietion time;
(ii.9) total contract value at completion, if applicable;

(ii.10) percentages of planned and actual accomplishments, if
applicable; and

{ii.11) vaiue of outstanding works, if applicable.

The statement of the Bidder's SLCC shall be supported by the
Notice of Award and/or Notice to Proceed, Project Owner's
Certificate of Final Acceptance issued by the Owner other than
the Contractor or the Constructors Performance Evaluation
System {CPES) Final Rating, which must be &t leasl
satisfactory. In case of contracts with the private sector, an
equivalent document shal be submitted;

(i) Unless otherwise provided in the BDS, a valid special PCAB
License in case of joint ventures, and registration for the type
ar! cost of the contract for this Project; and

(iv)  NFCC computation in accordance with ITB Clause 5.5.

Class “B* Documents

{v) if applicable, Joint Verture Agreement (JVA) in accordance with
RA 4568,

Technical Documents —

i) Bid security in accordance with ITB Clause 18. If the Bidder opts
to submit the bid security in the form of:

(i.1) a bank draft/guarantee or an Emevocabie letter of credit
issuad by a foreign bank, it shall be accompanied by a
confirmation from a Universal or Commercial Bank; or

(i.2) a surety bond accompanied by a certification coming
from the Insumance Commission that the surety or
insurance company is authorized to issue such
instruments.

(i) Project Requirements, which shall include the following:

(i.1) Organizational chart for the contract to be bid;

provement of € ey ROtk Cautpwey
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{n.2) List of contractor's personnel {e.g., Project Manager,
Project Engineers, Materials Engineers, and Foremen),
to be assigned to the contract to be bid, with their
complete qualification and expernence data. These
personnel must meet the required minimum years of
expernence set in the BDS; and

{ii.3) List of contractors major equipment units, which are
owned, leased, and/or under purchase agreements,
supported by proof of ownership, certification of
availabilty of equipment from the equipment
lessor/vendor for the duration of the project, as the case
may ba, which must meet the minimum requirements for
the contract set in the BDS; and

Swom statemant in accordance with Section 25.3 of the IRR of
RA 9184 and using the form prescribed in Saction IX. Bidding
Forms.

13. Documents Comprising the Bid: Financial Component

13.1. Unless otherwise stated in the BDS, the financial component of the bid shall
contain the following:

13.2.

(a)

(b)

{a)

{b)

Financial Bid Form, which includes bid prices and the bill of quantities,
in accordance with ITB Clauses 15.1 and 15.3; and

Any other document related to the financial component of the id as
stated in the BDS.

Unless otherwise stated in the BDS, all Bids that exceed the ABC shall
not be accepled.

Unless otherwise indicated in the BDS, far foreign-funded procurement,
a ceiling may be applied to bid prices provided the following conditions
are met:

0

(ii)

(i)

Bidding Documents are obtainable free of charge on a freely
accaessible website. If payment of Bidding Documents is required
by the procuring entity, payment could be made upon the
submissian of bids,

The procuring entity has procedures in place to ensure that the
ABC s based on recent estimates made by the engineer or the
responsible unit of the procufing entity and that the estimates are
based on adequate detailed engineening (in the case of
infrastructure projects) and reflect the quality, supervision and risk
and inflationary factors, s well a3 prevailing market prices,
associated with the types of works or goods to be procured.

The procuring entity has trained cost estimators on estimating
prices and analyzing bid vanances. In the case of mnfrastructure
projects, the procuring entity must also have trained quantity
BUTVeYOrs,
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{iv) The procuring entity has established a system to monitor and
report bid prices refative o ABC and engineer s/procuring emntity’s
estimate.

(v} The procuring entity has established a monitonng and evaluation
system for contract implementation to provide a feedback on
actual total costs of goods and works.

Alternative Bids

14.1. Alterative Bids shall be rejected. For this purpose, alternative bid is an offer
made by a Bidder in addition or as a substitute to its onginai béd which may be
included as part of its original bid or submitted saparately therewith for
purposes of bidding. A bid with options is considered an altermatve bid
regardiess of whather saxd bid proposal is cortained in a single envelope or
submitted in two (2} or more separate bd envelopes.

14.2. Bidders shall submit offers that comply with the requirements of the Bidding
Documents, including the basic technical design as indicated in the drawangs
and specffications. Unless there is a value engineering clause in the BDS,
altemnative bids shal not be accepted.

14.3. Each Bidder shal submit only one Bid, aither ndividually or as a partner in a
JV. A Bidder who submits or participates in more than one bid (other than as
a subcontractor if a subcontractor is permitted to participate in more than one
bid) will cause all the proposals with the Bidder's participation to be disqualified.
This shall be without prejudice to any applicable criminal, civili and
administrative penalties that may be imposed upon the persons and entities
concarned,

Bid Prices

15.1. Tha contract shall be for the whole Works, as described in ITB Clause 1.1,
based on the priced Bill of Quantities submitted by the Bidder.

15.2. The Bidder shall fifl n rates and prices for all kems of the Works described n
the Bill of Quantities. Bids not addressing or providing alt of the required items
in the Bidding Documents including, where appiicable, Bill of Quantities, shall
be considered non-responsive and, thus, automatically disqualified. in this
regard, where a required item is provided, but no price i8 indicated, the same
shall be considered as non-responsive, but specifying a zero (0) or 8 dash {-)
for the said dem would mean that it is being offered for free to the Government,
except those required by law or regulations to be provided for.

15.3. Allduties, taxes, and other levies payable by the Contractor under the Contract,
or for any other cause, piior to the deadline for submission of bids, shalt be
included in the rates, prices, and total bid price submitted by the Bidder.

15.4. All bid prices for the given scope of work in the contract as awarded shall be
considered as fixed prices, and therefore not subject to price escatation dusing
contract implementation, except under extracrdinary circumstances as
specified in GCC Clause 48_ Upon the recommendation of the Procuring Entity,
price escalation may be allowed in extraordinary circumstances as may be
determined by the National Economic and Development Authonty in
accordance with the Civi Code of the Philippsnes, and upon approval by the
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GPPB. Furthermore, m cases where the cost of the awarded contract is
affected by any applicable new laws, ordinances, regulations, or other acts of
the GoP, promulgated after the date of bid opening, a contract price adjustment
shall be made or appropriate relief shall be applied on a na less-no gain basis.

Bid Currencies

16.1.

16.2.

16.3.

All bid prices shall be quoted in Phitippine Pesos unless otherwise provided in
the BDS. However, for purposes of bid evaluation, bids denominated in foreign
currencies shall be converied to Philippineg cumency based on the axchange
rate prevailing on the day of the Bid Opening.

if so allowed in accordance with ITB Clause 16.1, the Procunng Entity for
purposes of bid evaluation ard comparng the bid paces wil convert the
amounts in vanous currencies in which the bid price is expressed to Phippine
Pesos at the exchange rate as published in the Bangko Sentral ng Pilipinas
(BSP) reference rate bulletin on the day of the bid opening.

Unless otherwise specified in the BDS, payment of the contract price shall be
made in Philippine Pesos.

Bid Validity

17.1.

17.2.

Bids shall remain valid for the penod specified in the BDS which shail not
exceed one hundred twenty {120) calendar days from the date of the opening
of bids.

in exceptional circumstances, prior to the expiration of the bid vaidity peniod,
the Procuring Entity may request Bidders to extend the period of validity of their
bids. The request and the responses shall ba made in writing. The bwd security
described in ITB Clause 18 should also be extended comesponding to the
extension of the bid validity period at the keast. A Bidder may refuse the request
without forfeiting #ts bid security, but his bid shall no jonges be considered for
further evaluation and award. A Bidder granting the request shait not be
required or permitted to modify ils bid.

Bid Security

18.1.

The Bidder shall submit a Bid Securing Dedaration or any form of Bid Security
in an amount stated in the BDS, which shall be not less than the percentage of
the ABC in accordance with the following schedule:

Amount of Bid Security
Form of Bid Security (Not less than the Percentage of
the ABC})

{(a) Cash or cashiers/manager’s
check issued by a Universal or
Commercial Bank.

Two percent (2%)

For biddings conducted by LGUS,

the cashiers/managers check

may be issued by other banks

OV Of ESuing Toch Causemey
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ceriified by the BSP as authonzed
fo issue such financial instrument.

(b} Bank draflguarantee or
irmrevocable letter of credit issued
by a Universal or Commercial
Bank: Provided, however, that it
shall be confirmed or
authenticated by a Universal or
Commercial Bank, ¥ issued by a
foreign bank.

For biddings conducted by LGUS,
the Bank Draf/ Guarantee, or
imevocable lefter of credit may be
issued by other banks certified by
the BSP as authonzed to issue
such financial instrument.

(c) OSurety bond cadlable upon
demand issued by a surety or
insurance company duly certified .
by the Insurance Commission as Five percent (5%)
authornized to issue such security;
and/or

The Bid Securing Declaration meationed above s an undertaking which states,
among others, that the Bidder shall enter into contract with the procuning ertity
ard furmnish the performance sacurity required under ITB Clause 32.2, within
ten (10) calendar days from receipt of the Notice of Award, and commits to pay
the comresponding amount as fine, and be suspended for a pericd of ime from
being qualified to participate in any government procurement activity in the
event it violates any of the conditions siated therein as provided n the
guidelines issued by the GPPB.

Tha bid secursity should be valid for the penod specified in the BDS. Any bid
not accompanied by an acceptable bid securnity shall be rejecied by the
Procurmg Entity as non-responsive.

No bid securities shall be retumed to Bidders after the opening of bids and
before contract signing, except to those that faled or declared as post-
disqualified, upon submission of a written waiver of their nght te file a request
for reconsiieration and/or protest, or lapse of the reglementary penod without
having filed a request for reconsideration or protest. Without prejudice on its
forfeiture, Bid Securities shall be retumed only after the Bidder with the Lowest
Calculated Responsive Bid (LCRB) has signed the contract and fumished the
Perdormance Security, but in no case later than the expiration of the Bid
Secunty validity period indicated in ITB Clause 18.2.

Upon signing and execution of the coatract, pursuant to T8 Clause 31, and the
posting of the performance secufty, pursuant to ITB Clause 32, the successful
Bidder's Bxd Security will be discharged, but n no case ister than the Bid
Security validity period as indicated in [TB Clause 18.2.
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18.5. The bid security may be forfeited:

(2)

if a Bidder:

t)

(i1)

i)

(i)

)

(vi)

(vii}

(vii)

(ix)

(x)

(x3}

(xii)

withdraws its bid during the period of bid validity specffied in ITB
Clause 17;

does not accept the comection of emors pursuant to ITB Clause
27.3(b);

has a finding against the veracity of the required documents
submitied in accordance with ITB Clause 28.2;

submission of elfigibilty requirements containing false
information or falsihed documents;

submnission of bids that contain false information or falsified
documents, or the conceaiment of such information in the bids
in order to influence the outcome of eligibility screening or any
other stage of the public bidding;

allowing the use of one's name, of using the name of ancther
for purposes of public bidding;

withdrawal of a bid, or refusal to accept an sward, or enter into
contract with the Govemnmment without justifiable cause, after the
Bidder had been adjudged as having submitted the LCRB;

refusal or failure to post the required performance security within
the prescribed time;

refusal to darify or validate in writing s bid during post-
qualification within a period of seven (7) calendar days from
receipt of the request for clarification;

any documented attempt by a Bidder to unduly influence the
outcome of the bidding in his favor;

failure of the potential joint venture partners to enter nto the joint
verture after the bid is dedared successful, or

alt other acts that tend to defeat the purpose of the competitive
bidding, such as habitually withdrawing from bidding, submitting
late Bids or patently insufficient bid, for at least thres (3) times
within a year, except for valid reasons,

(b)  if the successful Bidder:
(i) fails to sign the contract in accordance with ITB Clause 31;
(i) fails to fumish performance security in accordance with (TB
Clause 32.
Format and Signing of Bids
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Bidders shall submit thexwr bids through ther duly authorized representatve
using the appropriate forms provided in Section [X. Bidding Forms on or before
the deadline specified in the ITB Clause 21 in two (2) separate sealed bid
envelopes, and which shall be submitiad simultaneously. The first shall cordain
the technical component of the bid, including the eligibility requirements under
ITB Clausa 121, and the second shall contain the financial component of the
bid. This shall also be observed for each lot in the case of lot procurement.

Forms as mentioned in ITB Clause 19.1 must be completed without any
alterations to their format, @nd no substitite form shall be accepted. AH blank
spaces shall be filled in with the information requested.

The Bilder shall prepare and submit an onginal of the first and second
envelopes as described in ITB Clausas 12 and 13. |n adddion, the Bidder shall
submit copies of the first and second envelopes. In the event of any
discrepancy between the original and the copies, the onginal shall prevail.

Each and every page of the Bid Form, including the Bill of Quantities, under
Section |X hereof, shall be signed by the duly authorized representative/s of
the Bidder. Failure to do 80 shall be a ground for the rejection of the bid.

Any intedineations, erasures, of overwriting shall be valid only & they are signed
or initialed by the duly authorized representativess of the Bidder.

Sealing and Marking of Bids

20.1.

20.2.

20.3.

20.4.

Bidders shall enclose their onginal eligibilty and fechnical documents
described in ITB Clause 12, in one sealed envelope marked “CRIGINAL -
TECHNICAL COMPONENT,” and the original of their financial component m
ancther sealed envelope marked "ORIGINAL - FINANCIAL COMPONENT,”
saaling them al in an outer envelope marked “ORIGINAL BID."

Each copy of the first and second envelopes shall be similarly sealed duly
marking the inner envelopes as "COPY NO. ____ - TECHNICAL COMPONENT"
and "COPY NO. ___ = FINANCIAL COMPONENT" and the outer envelope as
“COPY NO. ___ " respectively, These envelopes containing the original and
the copies shall then be enclosed in one single envelope.

The ornginal and the number of copies of the bid as indicated in the BDS shall
be typed or written in ink and shall be signed by the Bidder or its duly authorized
representative/s.

All envelopes shall:
(a) contain the name of the contract to be bid in capital letters;
(b)  bear the name and address of the Bidder in capital letters;

(c) be addressed to the Procuring Entity's BAC in accordance with ITS
Clause 20.1;

(d) bear the specfic identification of this bidding process mndicated n the
1B Clause 1.2; and
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(e} bearawaming ‘DO NOT OPEN BEFORE..." the dale and time for the
openng of bids, in accordance with ITB Clause 21.

20.5. Bd enveiopes that are not properdy sealed and marked, as required in the
bidding documents, shall not be rejected, but the Bidder or its duly authorized
representative shall acknowledge such condition of the bid as submitied. The
BAC or the Procuring Entity shall assume no responsibility for the
mispiacement of the contents of the improperty sealed or marked bid, or for ts

premature opening.
D. Submission and Opening of Bids
Deadline for Submission of Bids

Bids must be recetved by the Procuring Entity’s BAC at the address and on or before
the date and time indicated in the BD$. In case the deadiine for submission of bids fall
on a non-working day duly declared by the president, govemor or mayor or other
government official authorized to make such declaration, the deadline shall be the next
Working day.

Late Bids

Any bid submitted after the deadiine for submission and receipt of bids prescribed by
the Procuring Entity, pursuant 1 ITB Clausa 21, shall be declared "Late” and shall not
be accepted by the Procawing Entity. The BAC shall record in the minutes of Bid
Submission and Opening, the Bidder'a name, its represemntative and the time the late
bic was submithed .

Modification and Withdrawal of Bids

23.1. The Bidder may modify its bid after it has been submitied; provided that the
modification is received by the Procuring Entity prior to the deadiine prescribed
for submission and receipt of bids. The Bidder shall not be allowed to retrieve
s original bid, but shall be allowed to submit another bid equally sealed and
propesly identified in accordance with Clause 20, linked o its orniginal bid
marked as “TECHNICAL MODIFICATION" or "FINANCIAL MODIFICATION"
and stamped “received" by the BAC. Bid modifications receivad after the
applicable deadline shall not be considered and shall be retumed to the Bidder

unopened.

23.2. A Bidder may, through a Letter of Withdrawal, withdraw its bid after it has been
submitted, for valid and justifiable reason; provided that the Letter of
Withdrawal is received by the Procuring Entity prior to the deadline prescribed
for submission and receipt of bids. The Letter of Withdrawal must be axecuted
by the authorized representative of the: Bidder identified in the Omnibus Swom
Statement, a copy of which should be attached to the letter.

23.3. Bids requested 1 bea withdrawn in accordance with ITB Clause 23.1 shall be
retumed unopened 1o the Biiders. A Bidder, who has acquired the bidding
documents may also express ils intenbon not to participate m the bedding
through a letter which shouid reach and be stamped by the BAC before the
deadiine for submission and receipt of bids. A Bidder that withdraws its bid shall
not be permitted f0 submit another bid, directly or indirectly, for the same
contract
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23.4. No bid may be modified after the deadline for submission of bids. No bid may
be withdrawn n the interval between the deadline for submission of bids and
the expwation of the period of bid validity specifiad by the Bidder on the
Fanancial Bid Form. Withdrawal of a bid during this miterval shall result in the
forfesture of the Bidder's bl security, pursuant to ITB Clause 18.5, and the
imposition of administrative, ¢ivil, and criminal sancbons as prescribed by RA
9184 and its IRR,

Opening and Preliminary Examination of Bids

24.1. The BAC shall open the Bids in public, immediately after the deadline for the
submission and receipt of bids in public, as spacified in the BDS. In case the
Bids cannot be opened as scheduled due to justifiable reasons, the BAC shall
teke custody of the Bids aubmitted and reschedule the opening of Bids on the
next working day or at the soonest possible time through the issuance of 2
Notice of Postponement to be posted in the PhilGEPS website and the website
of the Procuring Entity concemed.

24.2. Unless otherwise specified in the BDS, the BAC shall open the first bid
envelopes and determine each Bidder's compiiance with the documents
prescribed in ITB Clause 12, using a non-discretionary “pass/fal’ criterion. if a
Bidder submits the required document, it shall be rated “passed” for that
particuiar requirement. In this regacd, bids that fad to include any requirement
or are ncomplete or patentty insufficient shall be considered as “failed”.
Otherwise, the SBAC shall rats the said first bi] envelope as “passed”.

243. Unless otherwise specified in the BDS, mmediately after determining
compliance with the requiraments in the first envelope, the BAC shall forthwith
open the second bid envelope of sach remaining eligible Bidder whose first bid
envelope was rated “passed.” The second envelope of each complying Bidder
shall be opened within the same day. In case one or more of the requiraments
n the second envelope of a particular bid is missing, mcomplete or patently
insufficient, and/or f the submitted total bid price exceeds the ABC unless
otherwise provided in ITB Clause 13.2, the BAC shal rate the bid concemed
as “failed.” Only bids that are detemined to contain all the bid requirements for
hoth componants shall be rated “passed” and shall immediately be considered
for evaluation and companson.

244, Latters of Withdrawal shall be read out and recorded during bid opening, and
the envelope containing the comesponding withdrawn bid shall be retumed to
the Bidder unopensad.

24.5. Al members of the BAC who are presant during bid opening shall nitial avery
page of the original copies of all bids received and opened.

24.6. In the case of an ehigible foreign bidder as described in ITB Clause 5, the
following Class “A" Documents may de substituted with the appropriate
equivalent documents, if any, issued by the country of the foreign bidder
concemed, which shall ikewise be uploaded and maintained n the Ph#GEPS
in accordance with Section 8.5.2 of the IRR...

a) Registration certiicate from the Securities and Exchange Commission
{SEC), Department of Trade and Industry (DTI) for sole proprietorship, or
CDA for cooperatives,
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b) Mayors/Business permit issued by the lkocal govermment where the
principal place of business of the Bidder is located; and

¢) Audited Financial Statements showing, among cthers, the prospective
Bidder's total and current agsets and liabilittes stamped “received” by the
Bureau of Intemal Revenue or its duly accredited and authorized
institutions, for the preceding calendar year which should not be eartier than
two years from the date of bxd submission.

Each pariner of a joint venture agreement shall likewise submit the document
required in ITB Clause 12.1{a){i}. Submission of documents required under [TB
Clauses 12.1(a)(ii) to 12_1(a)(iv) by any of the joint venture partners constitutes
compliance.

The Procuring Entity shall prepane the minutes of the proceadings of the bid
opening that shall include, as a minimum: {a) names of Bidders, thesr bid price
{per lot, if applicable, and/or mcluding discount, if any)}, bid security, findings of
preliminary examination, and whether there is a withdrawal or modification; and
{b) attandance sheet. The BAC members shall sign the abstract of biis as read.

The Bidders or their duly authofized representatives may attend the opening of
bids. The BAC shall ansure the integnty, securty, and confidentiality of all
submitted bids. The Abstract of Bids as read and the minutes of the Bid
Opening shall be made available to the public upon written request and
paymernt of a specified fee to recover cost of matenals.

To ensure transparency and accurate representation of the bid submission, the
BAC Secretanat shall notify in writing all Bidders whose bids R has received
through its PhilGEPS-registered physical address or official e-mail adkiress.
The notice shall be issued within ssven (7) calendar days from the date of the
bid opening.

E. Evaluation and Comparison of Bids

Process to be Confidential

25.1.

25.2.

Members of the BAC, mciuding its staff and personnel, as well as its Secretariat
and TWG, are prohibited from making or accepting any kind of communication
with any Bidder regarding the evatuation of their bids untd the issuance of the
Notice of Award, unless otherwise allowed in the case of ITB Clause 26.

Any effort by a Bxdder to mfluence the Procuring Entity in the Procurng Entity’s
decision in respect of bid evaluation, bid comparison or contract award will
result in the rejection of the Bidder's bid.

Clarification of Bids

To assist in the evaluation, comparison and pest-qualification of the bids, the Procuring
Entity may ask in writing any Bidder for a clarification of its bid. All responses to
requests for darfication shall be in writing, Any clarification submitted by a Bidder in
respect to its bid and that is not in response to a request by the Procuring Entity shall
not be considered.

[y Y LT T
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Detailed Evatuation and Comparison of Bids

27.1.

27.2.

27.4.

27.5.

2786,

27.7.

The Procuring Entity will underlake the detailed evaluation and comparison of
Bids which have passed the opening and prefiminary examination of Bids,
pursuant to ITB Clause 24, in order to determine the Lowest Caiculated Bid.

The Lowest Calculated Bid shall be determined in two steps:

(a) The detailed evaluation of the financal component of the bids, to
establish the correct calculated prices of the bids; and

(b)  The ranking of the total bid prices as so caiculated from the lowest to
highest The bid with the lowest prca shall be identified as the Lowest
Caiculated Bid.

Tha Procuring Entity's BAC shall immediately conduct a detaded evaluation of
all bids rated “passed,” using non-discretionary “passifail” criterion. The BAC
shall consider the folkrwing m the evaluation of bids:

(a)  Completeness of the bid. Uniess the BDS allows partial bids, bids not
addressing or providing all of the required items in the Schedule of
Requirements including, where applicable, bilt of quantities, shall be
considered non-responsive and, thus, automatically disqualified. In this
regard, where a required ilem is provided, but no price is indicated, the
same shall be consikderad as non-responsive, but specifying a zero (0)
or a dash () for the said item would mean that it is being offered for free
to the Procuring Entity, except thoss required by law or regulations to
be provided for; and

(b)  Arthmetical comections. Consider computational errors and omissions
to enable proper comparison of all eligible bids. It may also consider
bid modificabons. Any adjustment shall be calculated in monetary terms
to detemmine the calculated prices.

Based on the detailed evaluation of bids, those that comply with the above-
mentioned requirements shal be ranked in the ascending ordes of their total
calculated bid prices, as evaluated and comected for computational errors,
discounts and other modifications, to identify the Lowest Calculated Bid. Total
cakculated bid prices, evatuated and comected for compitational errors,
discounts and other modifications, which exceed the ABC shall not be
considered, uniess otherwise indicated in the BDS.

The Procuning Entity’s evaluation of bids shall be based on the bid price quoted
in the Bid Form, which includes the Bl of Quantities.

Bids shal be evaluated on an equal footing to ensure fair competition. For this
purpcse, all Bidders shall be required to include in their bids the cost of all
taxes, such as, but not {imted to, value added tax (VAT), income tax, local
taxes, and other fiscal levies and duties which shall be temized in the bid form
and reflected m the detailed estimates. Such bids, including said taxes, shall
ba the basis for bid evaluation and companson.

K so indicated pursuant to ITB Clause 1.2. Bids are being invited for individual
lots or for any combination thereof, provided that all Bids and combinations of
Bids shall be received by the same deadline and opened and evaluated
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simulaneously so as to determme the bid or combination of bids offering the
lowest calculated cost to the Procuring Entity. Bid prices quoted shafl
corespond to all of the requirements specified for @ach lot. Bid Securty as
required by ITB Clause 18 shall be submitted for each contract (iot) separately.
The basis for evaluation of lots is specified in BDS Clause 27.3.

28. Post Qualification

28.1.

28.2.

28.3,

284,

28.5.

28.8.

287

The BAC shall determine to its satisfaction whether the Bidder that is evaluated
as having submitted the Lowest Calculated Bixd complies with and is responsive
to all the requirements and conditions specified in ITB Clauses 5, 12, and 13.

Within a non-extendibie period of five (5) calendar days from receipt by the
Bidder of the notice from the BAC that it submitted the Lowest Caiculated Bid,
the Bidder shall submit its iatest income and business tax retums filed and paid
through the BIR Electronic Filing and Payment System (eFPS) and other
appropnate kcenses and permits required by law and stated in the BDS.

Failure to submit any of the post-qualification requirements on time, or a fmding
against the veracty thereof, shall disqualify the Bidder for award. Provided in
the eavent that a finding against the veracity of any of the documents subrmitted
i8 made, it shall cause the forfeiture of the bkl security in accordance with
Section 59 of the IRR of RA 9184.

The determination shall be based upon an examination of the documentary
evidence of the Bidder's qualifications submitted pursuant to ITB Clauses 12
and 13, as well as other information as the Procuring Entity deems necessary
and appropriate, using a non-discretionary “pass/ffail® criterion, which shall be
compileted within & period of twelve (12) calendar days.

if the BAC determines that the Bidder with the Lowest Calculated Bid passes
all the critenia for post-qualification, it shall declare the said bid as the LCRB,
and recommend to the HOPE the award of contraci 1o the said Bidder at its
submitted price or its calculated bid price, whichever is lower, subject to [TB
Clause 30.3.

A negative determination shall result in rejection of the Bidder's bid, in which
event the Procuning Entity shall proceed to the next Lowest Calculated Bid, with
a fresh penod to make & similar determination of that Bidder's capabilities to
perform satisfaclorily. if the second Bidder, however, fails the post qualification,
the procadure for post qualification shall be repeatad for the Bidder with the
next Lowest Calculated Bid, and so on until the LCRB is detemmined for
recommendation of contract award.

Within a pericd not exceeding fiftean (15) calandar days from the determination
by the BAC of the LCRB and the recommendation 1o award the contract, the
HOPE oc his duly authorized representstive shall approve or disapprove the
sad recommendation.

In the event of disapproval, which shall be based on valid, reasonable, arxd
justifiable grounds as provided for under Section 41 of the IRR of RA 9184, the
HoPE shall notify the BAC and the Bidder in writing of such decision and the
grounds for it. When applicable, the BAC shall conduct & post-qualification of
the Bidder with the next Lowest Calculated Bid. A rsquest for reconsideraton

g vere—t of £ reting Rock Clarary
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may be filed by the Bidder with the HoPE in accordance with Section 37.1.3 of
the IRR of RA 9184.

29. Reservation Clause

29.1. Notwithstanding the ebgibility or post-qualification of a Bidder, the Procuring
Entity concemed reserves the right to review its qualifications at any stage of
the procurement process f it has reasonable grounds to believe that a
misrepresentation has been made by the saxd Bidder, or that there has been a
change in the Bidder's capability to undertake the projact from the time it
submitted its eligibility requirements. Should such review uncover any
misrepresentation made in the eligibility and bidding requirements, statemenis
oF documents, or any changes in the situation of the Bidder which will affect its
capability to undertake the project so that it fails the preset eligibility or bid
evaluation criteria, the Procuring Enfity shall consider the said Biider as
ineligible and shall disqualify it from submitting a bid or from obtaining an award
or contract.

29.2. Based onthe following grounds, the Procuring Entity resarves the right to reject
any and all Bids, declare a Failure of Bidding at any time pricr to the contract
award, or not to award the contract, without thereby incurning any liability, and
make no assurance that a contract shall be entered into as a result of the
bidding:

{a) If there is prima facie evidence of collusion between appropriate public
officars or employees of the Procuring Entity, or between the BAC and
any of the Biiders, or if the collusion is between or among the Bidders
themselves, or between a Bidder and a thind party, including any act
which restricts, supprasses or nullifies or tends to restrict, suppress or
nullify competition;

(b) K the Procuring Entity’s BAC is found to have faled in following the
prescribed bidding procedures; or

(c) For any justifiable and reasonable ground where the award of the
contract wi not redound to the benefit of the GOP as follows:

() If the physical and economic conditions have significantly
changed so as to render the project no longer economically,
financially or technically feasible as determined by the HoPE,

(i) If the project is no longer necessary as determined by the HoPE;
and

@) If the source of furxds for the project has been withheld or
reduced through no fault of the Procuring Entity.

29.3. In addition, the Procuring Entity may likewise declare a failure of bidding when:
(a) No bids ane received:
(b) All prospective Bidders are declared ineligible,

{(c) All bids fail to comply with all the bii requirements, fail post-qualdication;
ar
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(d} The Bidder with the LCRB refuses, without justifiable cause, to accept
the award of confract, and no award is made in accordance with Section
40 of the IRR of RA 9184,

F. Award of Contract

Contract Award

30.1. Subject to ITB Clause 28, the HOPE or its duty suthorized representative shall
award the contract to the Bidder whose bid has been determined to be the
LCRS.

30.2. Prior to the expiration of the period of bid validity, the Procuring Entity shall
notify the successful Bidder in writing that its bid has been accepled, through a
Notice of Award duly received by the Bidder or its representative personally or
by registered madl or electronically, receipt of which must be confirmed in
writing within two (2) days by the Bidder with the LCRB and submitted
personally or sent by registered mail or electronically to the Procurning Entity.

30.3. Notwithstanding the issuance of the Notice of Award, award of contract shall
be subject to the following conditions:

(a)  Submission of valid PCAB license and registration for the type and cost
of the contract to be bid for foreign bidders when the Treaty of
Intemational or Executive Agreement expressly allows submission of
the PCAB kcense and registration for the type and cost of tha contract
to be bid as a pre-condition to the Award, within ten {10) calendar days
from receipt of the Notice of Award.

(b)  Posting of the performance security in accordance with ITB Clause 32
() Signing of the contract as provided in ITB Clause 31; and

(d) Approval by higher authority, if required, as provided in Section 37.3 of
the IRR of RA 9184.

Signing of the Contract

31.1. At the same time as the Procuring Entity notifies the successful Bidder that its
bid has been accepted, the Procuring Endity shall send the Contract Form to
the Bidder, which Contract has been provided in the Bidding Documents,
mcorporating therein all agreements between the parties.

31.2. Within ten (10} calendar days from racaipt of the Notice of Award, the
successful Biddes shail post the required performance security, sign and date
the contract and retum it to the Procuring Entity.

31.3. The Procuring Entity shall erter into contract with the successful Bidder within
the same ten {10) calendar day period provided that all the documentary
requirements are complied with.

31.4. The fotlowing documents shall form part of the contract:
(a) Contract Agreement;

Teprovetnil o Exining FOCK Caunsamy
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Biddng Documents;

Winning Bidder's bid, including the Technical and Financial Proposals,
and all other documents/statements submitied (. g., Bidder's response
o request for dadfications on the bid), mdluding corractions to the bid,
if any, resulting from the Procuning Entity’s bid evaluation;
Performance Security;

Notica of Award of Contract; and

Other contract documents that may be required by existing laws and/or
specified in the BDS.

32. Performance Security

32.1. To guarantee the faithful performance by the winning Bidder of iis obligations
under the contract, it shall post a performance security within a maximum
period of ten (10) calendar days from the receipt of the Notice of Award from
the Procuring Entity and in no case later than the signing of the contract.

322

The Performance Securdy shall be denominated n Philippine Pesos and
posted in favor of the Procuring Entity in an amount not less than the
percentage of the total contract price in accordance with the following schedule:

Amount of Performance Security
Form of Performance Securty (Not less than the Percentage of the
Totat Contract Price)

(a)

Cash or cashers/managers
check issued by a Untversal or
Commercial Bank.

For biddings conducied by the
LGUs, the Cashiers’Manager’s
Check may be issued by other
banks certfied by the BSP as
authonized (o issue such

(b)

irrevocable letter of credit issued Ten percant (10%)
by a Universal or Commercial
Bank: Provided, however, that ¢
shall be confirmed of
authenticated by & Universal or
Commercial Bank, if issued by a
foreign bank.

For biddings conducted by the
LGUs, Bank Dral/Guarantee, or
irrevocable Lefter of Credit may
be issued by other Danks
certfied by the BSP as

Vgl vveirs @ Eaming Nock Caunewny
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authonized fo issue such
financial instrument

(c) Surety bond callable upon
demand issued by a surety or Thirty percent (30%)
insurance  company  duly
certified by the Insurance
Commission as authorized to
issua such security,

32.3. Failure of the successful Bidder to comply with the above-mentioned
requirement shafl consiitute sufficiant ground for the annulment of the award
and forfeiture of the b security, in which event the Procuring Entity shall have
a fresh penod to inttiaste and complete the post qualification of the second
Lowest Calculated Bid. The procedure shall be repeated untd LCRB is identified
and selected for recommendation of contract award. However & no Bidder
passed post-qualfication, the BAC shall declare the bidding a failure and
conduct a re-bidding with re-advertisement, f necessary.

Notice to Proceed

Within seven (7} calendar days from the date of approval of the Contract by the
appropriate governmant approving authority, the Procuring Entity shadt issue the Notice
to Proceed (NTP) together with a copy or copies of the approved contract to the
successful Bidder. All notices called for by the terms of the contract shall be effective
only at the time of receipt therecof by the successful Bidder.

Protest Mechanism

Decision of the procuring entity at any stage of the procurement process may be
questioned in accordance with Sections 55 of the IRR of RA 9184




SECTION I
BID DATA SHEET



Bid Data Sheet
ITB Clause

1.1 The Procuring Entity is PHILIPPINE PORTS AUTHORITY.
The name of the Contract is. IMPROVEMENT OF EXISTING ROCK
CAUSEWAY, PORT OF SAN ROQUE, DARAM, SAMAR
The identification number of the Contract is: PPA-DOTr No. 013 — 2018.

2. The Funding Source is:
The Govemment of the Philippines (GoP) through the General
Appropriations Act (GAA), FY 2017 in the amount of R 9,230,982.40.
The name of the Project is improvement of Existing Rock Causeway, Port
of San Rogue, Daram, Samar (PPA-DOTr No. 13 - 2018)

3.1 No further nstructions.

51 No further instructions.

5.2 Bidding is restricted to afigible bidders as defined in ITB Clause 5.1.

54 For this purpase, simitar contracts shall refer 1o contracts which have the
same major categories of work,

5.4(b) Mo Fatari Y

8.1 Subcontracting is not allowed

82 “Not applicable”

9.1

The Procuring Entity will hokd a pre-bid conference for this Project on:

18 November 2018
11:00 a.m,
At the PPA Function Room, 7* Floor, PPA Building
Bonifacio Drive, South Harbor, Port Area, Manila




101

The Procuring Entity’s address is:
PPA Buikding A. Bonifacio Drive, South Harber, Port Area, Manila
MARK JON S. PALOMAR
Chairperson Head Office Bids and Awards Committee
for Engineering Project
Telephone Number 527 — 83 - 56 local 322
£ — Malil Address . mjspalomar@ppa.com.ph
10.4 No further instructions.
121 No further instructions.
12.1{a)iii} No further instructions.
12.1(b)ii.2) The minimum wovk experience requirements for key personnel are the
following:
"Pleasa refer to Section IX (Bidding Forms of the 8id Documents)
F12.1(b]{'u'.3) The minimum major equipment requirements are the following:
“Please refer to BQ Page 7°
13.%¢} "Not applicable®
13.1(b) This shall include ali of the foflowing documents:

1) Bid prices in the Bill of Quantities;

2) Detailed estimates, including a summary sheet indicating the unit
prces of construction maternials, labor rates, and equipment rentals
used in coming up with the Bid; and

3} Cash fiow by quarter or payment schedule.

13.2 The ABC is R 9,230,3982.40. Any bid with @ financial component exceeding
this amount shali not be accepted.
142 No further instructions.
16.1 The bid prices shali be quoted in Philippine Pesos.
16.3 No further instructions.
17.1 Bids will be valid until {not exceeding One Hundred Twenty (120} days from
Improvarsant of EXng ROCK CovBPwy
Fot o San Roges, Ourem. Serne

-
v
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the date of the opening of bids.

181

The bid security shall be in the form of a Bid Securing Declaration or any of
the following forms and amounts:

1. The amount of not less than R {184,619.65), if bid security i$ in cash,
cashiel’sfmanagef’s check, bank draft/guarantee or imevocabie letier of
credit;

2. The amount of not less than R (481,548.12), if bid securnty is in Surety
Bond.

18.2

The bid securily shall be valid until One Hundred Twenty (120) days from
the date set for Bid Opening.

203

Each Bidder shall submit One (1) original and Six (6) copies of thew
Technical and Financial Bid, properly book-bound with hard cover and
coresponding index tab. Screw-bound, ring-bound and combo-bound
documents are not accepiable. Failure to comply with these requirements
shall be a ground for disqualification.

21

The address for submission of bids is:

BAC Offica, 5 Floor, PPA Building

Bonlifacio Drive, South Harbor, Port Area, Manila

The deadline for submission of bids is.

04 December 2018
01:00 p.m.

241

The place of bid opening is:

PPA Function Room, 7™ Floor, PPA Building

Bonifaclio Drive, South Harbor, Port Area, Manila

The date and time of bid opening is:

04 December 2018
02:00 p.m.

24.2

No further instructions.




24.3

No further instructions.

27.3

Partiat bid is not allowed.

27.4

No further instructions.

28.2

‘None.

31.4(9)

Other contract documents are as folows: Construction Schedule and S-
Curve, Manpower Schedule, Construction Methods, Equipment Litilization
Schedule, Construction Safety and Health Program approved by the
department of Labor and Employment and PERT/CPM or other acceptable
tools of project scheduling.




SECTION IV

GENERAL CONDITIONS
OF CONTRACT
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1. Definitions
For purposes of this Clause, boldface type is used to dentify defined terms.

1.1. The Arbiter is the person appointed joitly by the Procuring Entity and the
Contractor to resclve disputes in the first instance, as provided for in GCC
Clause 21,

1.2. Bill of Quantities refers to a list of the specific tems of the Work and their
corresponding unit prices, lump sums, and/or provisional sums.

1.3. The Completion Date is the date of compietion of the Works as certified by the
Procuring Entity’'s Representative, in accordance with GCC Clause 49.

1.4. The Contract is the contract between the Procuring Entity and the Contractor
to execute, compiete, and maintain the Works.

1.5 The Contract Effectivity Date is the date of signing of the Contract. However,
the contractor shal commence execution of the Works on the Start Date as
defined n GCC Clause 1.28.

16 The Contract Prica is the price stated m the Notice of Award and thereafter to
be paid by the Procuring Entity to the Contractor for the execution of the Works
in accordance with this Contract

1.7 Contract Time Extension is the allowable period for the Contractor to
complete the Works in addition to the original Completion Date stated in this
Contract,

1.8  The Contractor is the junidical entity whose proposal has been accapled by
the Procuring Entity and to whom the Contract to execute the Work was
awarded.

19 The Contractor's Bid is the signed offer or proposal submitted by the
Contractor 10 the Procunng Entity in response to the Bidding Documents.

1.10 Days are calendar days; months are calendar months.

1.11  Dayworks are vaned work inputs subject to payment on a time basis for the
Contracior's smpioyses and Equipment, in addition to payments for associated
Materials and Plant.

1.12 A Defect is any part of the Works not completed in accordance with the
Contract.

1.13 The Defacts Liability Certificate is the ceriificate issued by Procuring Entity’s
Representative upon comrection of defects by the Contractor.

1.14 The Defects Liability Period iz the one-year perod betwean contract
completion and final acceptance within which the Contractor assumes the
responsibility to undertake the repair of any damage to the Works at his own

expense

[ {— ] = {Sr——
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1.15 Drawings are graphical presentgtions of the Works. They include al
suppiementary deiads, shop drawings, calculations, and other information
provided or approved for the axacution of this Contract.

116 Equipment refers to all faciities, supplies, appliances, matedials or things
required for the execution and compiletion of the Work provided by the
Contractor and which shall not form or are not intended 1o formn part of the
Permanent Works.

117 The Intended Completion Date refars to the date specified in the SCC when
the Contractor is expacted to have completed the Works. The Intended
Compiation Date may be revised only by the Procuring Entity’'s Represantative
by issuing an extension of time of an acceleration order.

1.18 Materials are all suppies, ncluding consumables, used by the Contractor for
incorporation in the Works.

119 The Notice to Proceed is 8 written notice issued by the Procuring Entity o the
Procuring Entity's Representative to the Contractor reguiring the latter to begin
the commencement of the work not later than a specified or determinable date.

120 Pemanent Works are all permanent structures and all other project features
and faciities required to ba constructed and completed in accordance with this
Contract which shall be delivered fo the Procuring Entity and which shall remain
a the Site after the removal of all Temporary Works.

121 Plant refers to the machinery, apparatus, and the ke intended %o form an
integral part of the Permanent Works.

122 The Procuring Entity is the party who employs the Contractor t0 carry out the
Works stated in the SCC.

123 The Procuring Entity’s Representative refers to the Head of the Procuring
Entity or his duly authorized representative, identified in the SCG, who shall be
responsibie for supervising the axecution of the Works and administering this
Contract.

124 The Site is the place provided by the Procuring Entity where the Works shall
be executed and any other place or places which may be designated in the
SCC, or nolified 1o the Contractor by the Procuring Entity’s Representstive as
forming part of the Site,

125 Site investigation Reports are those that were included in the Bidding
Documents and are factual and nterpretative reports about the surface and
subsurface conditions at the Site.

126 SHppage i3 a delay in work axecution occanting when actual accomplishment
falls below the target as measured by the difference batwwen the acheduled
and actual accomplishment of the Work by the Contractor as established from
the work schedule. This is actually described as a percertage of the whole
Works.

1.27 Specifications means the description of Works to be done and the qualities of
materials to be usad, the aquipment to be installed and the mode of
canstructon.

Wptovmmant of Exaing nch Cameeey
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1.28 The Start Date, as specified in the SCC, is the date when the Contractor is
obliged to commence execution of the Works. It does not necessarily coincide
with any of the Site Possession Dates.

1.29 A Subcontractor is any person oF organization 1o whom a part of the Works
has been subcontracted by the Contractor, as aliowed by the Procuring Entity,
but not any assignee of such person.

1.30 Temporary Works are works designed, consiructed, inslalled, and removed
by the Contractor that are needed for construction o installation of the
Pemanent Works.

1.31  Work(s) refer to the Permanent Works and Temporary Works to be executed
by the Contractor in accordance with this Contract, Including (i) the fumishing
of all labor, materials, equipment and others imcCidentst, necessary or
convenient to the complete execution of the Works; (i) the passing of any tests
before acceptance by the Procuring Entity's Representative; (iii} and the
camying out of all duties and obligations of the Contractor Imposed by this
Contract as described in the SCC.

2. Interpretation

2.1. Ininterpreting the Conditions of Contract, singular also means plurs!, male also means
female or neuter, and the other way around. Headings have no significance. Words
have their normal meaning under the language of this Contract uniess specifically
definred. The Procuning Entity’s Representative will provide  instructions clanfying
quenies abourt the Conditions of Contract.

2.2. [lf sectional compietion is specified in the SCC, references in the Conditions of Contract
to the Works, the Completion Date, and the intended Compietion Date apply to any
Section of the Works (other than references tp the Completion Date and Irtended
Compiletion Date for the whole of the Works).

2.3, The documents forming this Contract shall be interpreted in the following order of priority:

a) Contract Agreement;

b) Bid Data Sheet;

c} Instructions to Bidders;

d) Addenda io the Bidding Documents,
&) Special Condifions of Corrtract,

fi Genenal Conditions of Comtract;

g Specifications;

h)  Bil of Guantites; and

i)  Drawings.




3. Governing Language and Law

3.1. This Contract has been executed in the English language, which shall be the binding
and controlling language for all matters relating to the meaning or interpretation of this
Contract. Al comrespondence and other documents pertaining to this Contract which
are exchanged by the parties shall be written in English.

3.2. This Contract shall be interpreted in accordance with the laws of the Republic of the
Philippines.

4. Communicaticns

Commumications between parties that are refemred to in the Conditions shall be
effective only when in writing. A notice shall be effective only when it is received by
the concamed party.

5. Possession of Site

5.1. On the date specified in the SCC, the Procurning Entity shall grant the Contractor
possession of so much of the Site as may be required to enable it to proceed with the
execution of the Works. if the Contractor suffers delay or incurs cost from failure on
the part of the Procuring Entity to give possassion in accordance with the terms of this
clause, the Procuring Enfity’s Representative shall give the Contractor a Contract Time
Extension and certify such sum as fair to cover the cost incumed, which sum shall be

paid by Procuring Entity.

5.2. If possession of a portion is not given by the date stated in the SCC Clause 5.1, the
Procuring Entity will be deemed to have delayed the start of the relevant activities. The
resulting adjustments in contract time to address such delay shall be in accordance
with GCC Clause 47.

5.3. The Contractor shall bear all costs and charges for special or temporary right-of-way
required by it in connection with access to the Site. The Contractor shall atso provide
at his own cost any additional facilities outside the Site required by it for purposes of
the Works.

54. The Contractor shall allow the Procuring Entity's Representative and any person
authorized by the Procuring Entity’s Represemtative access to the Site and to any place
where work in connection with this Contract is being camied out or is intended to be
camed out.

6. The Contractor’s Obfigations

§6.1. The Contractor shall carry out the Works property and in accordance with this Contract.
The Contractor shall provide all supervision, labor, Materials, Plant and Contractor's
Equipment, which may be required. All Materials and Plant on Site shall be deesmed
o be the property of the Procuring Entity.

6.2. The Contractor shall commence execution of the Works on the Start Date and shall
carry out the Works in accordance with the Program of Wark submitted by the
Contractor, as updated with the approval of the Procuring Entity's Representative, and
complete them by the intended Compietion Date.

6.3. The Contractor shall be responsible for the safety of all activities on the Site.
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64. The Contractor shall camy out all instructions of the Procuring Entity’s Represemtative
that comply with the applicable laws where the Site is kcated.

6.5. The Contractor shall employ the key personnel named in the Schedule of Key
Personnel, as referred to in the SCC, to camy out the supervision of the Works. The
Procuring Entity will approve any proposed replacement of key perscnnel only ff their
relevant qualifications and abilities are equal to or better than those of the personnel
listed in the Schedule.

66. If the Procuring Entity’s Representative asks the Contractor to remove a membear of
the Contractor's staff or work force, for justifiable cause, the Contractor shall ensure
that the person keaves the Site within seven (7) days and has no further connection
with the Work in this Contract.

6.7. During Contract impiementation, the Contractor and his subcontractors shall abide at
all times by afl labor faws, including child labor related enactments, and other rejevant
rules.

6.8. The Contractor shall submit to the Procuring E£nfity for consent the name and
particutars of the person authorized to receive instructions on behalf of the Contractor.

6.9. The Contractor shall cooperate and share the Site with other contractors, public
authorities, utilities, and the Procuring Ertity between the dates given in the schedule
of other contractors particulady when they shall require access to the Site. The
Contractor shall also provide facilities and services for them during this period. The
Procuring Entity may modify the schedule of ather contractors, and shali notiffy the
Contractor of any such modification thereto.

6.10. Shoukd anything of historical or other mterest or of significant value be unexpectedly
discovered on the Site, it shall be the property of the Procuring Entity. The Contractor
shall notify the Procuring Entity’s Representative of such discovenes and cany  out
the Procuring Entity's Representative's mstructions in dealing with them.

7. Performance Security

7.1.  Within ten (10} calendar days from receipt of the Notice of Award from the Procuring
Entity but in no case later than the signing of the contract by both parties, the
Contractor shall fumish the performance security in any of ihe forms prescribed in ITB
Clause 32.2.

7.2. The performance security posted in favor of the Procuring Entity shall be forfeited in
the event it is established that the Contractor is in default in any of its obligations under
the Contract.

7.3. The performance security shall remain valid until issuance by the Procurmg Entity of
the Certificate of Final Acceptance.

7.4. The performance security may be released by the Procurmg Entity and retumed to the
Contractor after the issuance of the Cerificate of Final Acceptance subject to the
following conditions:

(a} There are no pending claims against the Contractor or the surety
company fiked by the Procuning Entity;

WRprovamvant of EXialing ROCK CousrwIy
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(b) The Contractor has no pending claims for labor and matenials filed against
it: and

(c) Otherterms specified in the §CC.

7.5. The Contractor shall post an additional performance security following the amount and
form specified in ITB Clausea 32.2 1 cover any cumulative incraase of more than ten
percent (10%) over the onginal value of the contract as a resuit of amendments to
order or change orders, extra work orders and supplementat agreements, as the case
may be. The Contractor shall cause the extansion of the validity of the performance
security 1o cover approved contract time axtensions.

7.6. Incase of a reduction in the contract valve or for partially completed Works under the
contract which are usable and accepted by the Procuring Entity the uss of which, in
the judgment of the implementing agency of the Procuring Entity, will not affect the
structural integrity of the entire project, the Procuring Entity shall allow a propostional
reduction in the onginal performance security. provided that any such reduction is more
than ten percent (10%) and that the aggregate of such reductions is not more than fifty
percent {50%) of the onginal performance security.

7.7. Unless otherwise ndicated in the SCC, the Contractor, by entering into the Contract
with the Procuring Entity, acknowledges the nght of the Procuring Entity to institute
action pursuant to Act 3688 against any subcontractor be they an individual, firm,
parinership, corporation, of association supplying the Contractor with labor, materials
and/or equipment for the performancea of this Contract.

8. Subcontracting

81. Unless otherwise indicated in the SCC, the Contractor cannot subcontract Works mona
than the percentage specified in BDS Clause B.1.

82. Subcontracting of any portion of the Works does not relieve the Contractor of any
hability or obligation under this Contract. The Contractor will be responsible for the
acts, defaults, and negligence of any subcontractor, ks agents, servants or workmen
as fully as f these were the Contractor's own acts, defaults, or negligence, or those of
its agents, servants or workmen.

8.3. if subcontracting is allowed. The contractor may identify s subcontractor during
contract implementation stage. Subcontractors disciosad and identified dunng the
bidding may be changed duning the impiementation of this Contract. In ether case,
subcontractors must submit the documentary requiremnents under ITB Clause 12 and
comply with the eligibility criteria specified in the BDS. in the event that any
subcontractor is found by any Procuring Entity to be eligible, the subcontracting of such
portion of the Works shall be disaliowed.

9. Liquidated Damages

9.1. The Contractor shall pay liquidated damages to the Procuring Entity for each day that
the Completion Date is kaier than the intended Completion Date. The applicable
iquidated damages is at least one-lenth (1/10) of a percent of the cost of the
unperformed portion for svary day of delay. The total amount of liquidated damages
shall not exceed ten percent {10%) of the amount of the contract. The Procuring Eniity
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may deduct liquidated damages from payments due to the Contractor. Payment of
liquidated damages shsll not affect the Contractor's liabilties. Once the cumulative
smount of Hquidated damages reaches ten percent (10%) of the amount of this
Contract, the Procuring Entity may rescind or terminate this Contract, without prejudice
to other courses of action and remedies available under the circumstances.

92. HKthe Intended Completion Date is exiended after iquidated damages have been paid,
the Engineer of the Procuring Entity shall comect any overpayment of liquidated
damages by the Contractor by adjusting the next payment certificate.

10. Site Investigation Reports

The Contractor, in prepanng the Bid, shall rely on any Site Investigation Reports
referred to in the SCC supplernenied by any information obtained by the Comtractor.

11. The Procuring Entity, Licenses and Permits

The Procuning Entity shall, if requested by the Contractor, assist him in applying for
pammits, licenses or approvals, which are required for the Works.

12. Contractor's Risk and Warranty Security

121. The Contractor shall assume full responsibility for the Works from the time project
construction commencad up to final acceptance by the Procuring Entity and shall be
held responsibie for any damage or destruction of the Works exceq those occasioned
by force majeurs. The Contractor shall be fully responsible for the safety, protection,
security, and convenience of his personnel, thind parties, and the public at large, as
well as the Works, Equipment, installation, and the like to be affected by his
construction work.

12.2. The defects Kability period for infrastructure projects shall be one year from contract
compietion up to final accaptance by the Procuring Entity. During this period, the
Contractor shall undertake the repair works, at his own expense, of any damage to the
Works on account of the use of materials of inferior quality within ninety (90) days from
the time the HoPE has issued an order to undertake nepair. In case of failure or refusal
to comply with this mandate, the Procuring Entity shall undertake such repair works
and shall be entitled to full reimbursament of expenses incumred therein upon demand.

12.3. Unless otherwise indicated in the SCC, in case the Contractor fails to comply with the
precading paragraph, the Procuring Entity shall forfett its performance secuiity, subject
its proparty(ies) to attachment or gamishment praceedings, and perpetually disqualify
it from participating in any public bidding. All payables of the GoP in his favor shall be
offset to recover the costs.

12.4. After final acceptance of the Works by the Procuring Entity, the Contractor shall ba
heid responsible for *Structural Defects,” i 8., major faultsflaws/deficiencies in one or
more key struciural elements of the project which may lead to structural  failure of
the compieted eiements or structure, or *Structural Failures,” i.8., where one or more
kay structural stements in an infrastructure facility fails or coliapses, thereby rendenng
the facility or pant thereof incapable of withstanding the design loads, andfor
endangenng the safety of the users or the general public:

(a) Contractor — Where Structural Defects/Failures anise due to faults
attributable to improper construction, use of inferior quality/substandard
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materials, and any wviolation of the contract plans and specifications, the
contractor shall be held kable;

(b) Consultants - Where Structural Defects/Faiures arise due to faulty
and/or inadequate design and specifications as well as construction
supervision, then the consultant who prepared the design or underiocok
construction supervision for the project shall be held kable;

(¢c) Procuring Entity's Representatives/Project  Manager/Construction
Managers and Supervisors = The project owner's representative(s),
project manager, construction manager, and supervisor(s} shall be held
kable in cases where the Structural Defects/Faidlures are due to hisftheir
willful intervention in altering the designs and other specifications;
naghgence of omission in not approving or acting on proposed changes
to noted defects or deficiencies in the design and/or specifications; and
the usa of substandard construction materials in the project;

{(d) Third Parties - Third Parties shall be held liable in cases where Structural
Defects/Falures are caused by work undertaken by them such as leaking
pipes, diggings or excavations, underground cables and electrical wires,
underground tunnel, mining shaft and the like, in which case the
applicable warranty to such structure should be levied to third parties for
their construction or restoration works.

(e) Users - In cases where Structural DefecisfFailures are due to
abuse/misuse by the end user of the constructed facility and/or non—-
compliance by a user with the technical design bimits and/or imtended
purpose of tha same, then the user concemed shall be held liable.

The warranty against Structural Defects/Failures, except those occasioned on force
majeure, shall cover the period specified in the SCC reckoned from the date of
issuance of the Cerificate of Final Acceptance by the Procuring Entity.

The Contractor shall be required to put up a wamanty security in the form of cash, bank
guarantee, letter of credit, GSIS or surety bond callable on demand, in accordance
with the following achedule:

Amount of Wamanty Security
Form of Warranty Not less than the Percentage
{%) of Total Contract Price

(a8) Cash or jetter of credit issued by
Universal or Commercial bank:
provided, however, that the letter of
credit shal be confimed or Five Percent (5%)
authenticated by a Universal or
Commercial bank, if issued by a
foreign bank

(b) Bank guarantee confiimed by
Universal or Commercial bank:
provided, however, that the letter of Ten Percent {(10%)
credit shall be confimed or
authenticated by a Unmersal or
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Commercial bank, if issued by a
foreign bank

(c) Surety bond callable upon demand
issued by GSIS or any surety or .
insurance company duly certified by Thwty Sevcent (907%)
the Insurance Commission

12.7. The wamanty security shall be stated in Philippine Pesos and shall remain effective for
one year from the date of issuance of the Certificate of Final Acceptance by the
Procuring Entity, and retumed only after the lapse of said one-year period.

12.8. In case of structural defectsifaflure occurring during the applicable warmanty period
provided in GCC Clause 12.5, the Procuring Entity shall undertake the necessary
restoration or reconstruction works and shall be entitled to full reimbursement by the
parties found to be fiable for expenses incurred therein upon demand, withouf prejudice
to the filing of appropriate administrative, civil, and/or criminal charges against the
responsible persons as well as the forfeiture of the warranty security posted in favor of
the Procuring Entity.

13. Liability of the Contractor

Subject to additional provisions, if any, set forth in the SCC, the Contractor's kability
under this Contract shall be as proviied by the laws of the Republic of the Philippines.

14. Procuring Entity's Risk

14.1. From tha Start Date untll the Certificate of Fnal Acceptance has been issued, the
followng are risks of the Procuring Entity:

{a) The nsk of personat injury, death, of {oss of or damage to property
(excluding the Works, Plant, Maternials, and Equipment), which are due
to:

(i) any type of use or occupation of the Site authonized by the
Procunng Entity after the official acceptance of the works; or

() negligence, breach of statutory duty, or interference with any legat
right by the Procuring Entity or by any person employed by or
contracted to him except the Contractor.

(b) The risk of damage to the Works, Plant, Materials, and Equipment to the
extent that it is due to a fault of the Procuning Entity or in the Procuring
Entity's design, or due to war or adicactive contamination directly
affecting the country where the Works are to be executed.
15. Insurance

15.1. The Contractor shall, under his name and at his own expense, obtain and maintain, for
the duration of this Contract, the following insurance coverage:

(a) Contractor's All Risk Insurance;

(b) Transportation to the project Site of Equipment, Machinery, and Suppkes
owned by the Contractor;




GCC -10

(c) Personal injury or death of Contractor's employees; and

(d) Comprehensive insurance for third party [iabifity to Contractor's direct or
indirect act or omission causing damage to third persons.

15.2. The Contractor shall provide evidence to the Procuning Entity's Representative that the
msurances required under this Contract have been effected and shall, within a
reasonable time, provide copies of the insurance policies to the Procuring Entity's
Representative. Such evidence and such policies shall be provided to the Procuring
Entity’s through the Procuring Entity's Representative.

15.3. The Contractor shall notify the msurers of changes in the nature, extent, or program
for the execution of the Works and ensure the adequacy of the insurances at all times
m accordance with the terrns of this Contract and shall produce to the Procuring
Entity’s Representative the insurance policies in force including the receipts for
payment of the cument premiums.

The above insurance policies shall be obtained from any reputable insurance company
approved by the Procuring Entity’s Representative.

15.4. iif the Contractor fails to obtain and keep in force the insurances referred to hetein of
any other insurance which he may be required to obtain under the terms of this
Contract, the Procusing Entity may obtain and keep in force any such insurances and
pay such premiums as may be necessary for the purpese. From time to time, the
Procuning Entity may deduct the amount it shall pay for said premiums inchiding twenty
five percent (25%) therein from any monies due, of which may become due, to the
Contractor, without prejudice to the Procuring Entity exercising its right to impose other
sanctions against the Contractor pursuant to the provisions of this Contract.

15.5. Inthe event the Contractor fails to observe the above safeguards, the Procuring Entity
may, at the Contractor's expense, take whatever measure is deemed necessary for its
protection and that of the Contractor's pesrsonnei and thind parties, and/or order the
interruption of dangerous Works. In addition, the Procuring Entity may refuse to
make the payments under GCC Clause 40 until the Contractor  complies with this
Clause.

156.6. The Contractor shall immediately replace the insurance policy obtained as required in
this Contract, without need of the Procuring Entity’s demand, with a new policy issued

by a new insurance company accepiable to the Procuring Entity for any of the following
grounds:

(a) The issuer of the insurance policy to be replaced has:
() become bankrupt;

(i) been placed under receivership or under a management
committee;

{itt} been sued for suspension of payment; or
(iv} been suspended by the Insurance Commission and its license to

engage in business or #s authority to issue insurance policies
cancelled; or

Improvesrmnt of Exeddingd Rock Cansaway
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(v) Where reasonable grounds exist that the insurer may not be able,
fully and promptly, to fulfilf its obligation under the insurance

policy.
18. Termination for Default of Contractor

16.1. The Procuring Entity shalt terminate this Contract for default when any of the following
conditions attend its implementation:

(i) Dua to the Contractor's fault and while the project is on-going, it has
incurred negative slippage of fifteen percent {(15%) or more in accordance
with Presidential Decree 1870, regardiess of whether or not previous
wamings and notices have been issued for the Contractor to improve his
performance;

(i) Due to its own fault and after this Contract time has expired, the
Contractor incurs delay in the compietion of the Work after this Cantract
has expired; of

(isi} The Contractor:

(1) abandons the contract Works, refuses or fails to comply with a
valid instruction of the Procuring Entity or fails to proceed
expeditiously and without delay despite a written notice by the
Procuring Entity;

(i) does not actuaRy have on the project Site the minimum essential
equipment kisted on the bid necessary to prosecute the Works in
accordance with the approved Program of Work and equipment
deployment schedule as required for the project;

(i) does not execute the Works in accordance with this Contract or
persistently or flagrantly neglects to carry out its obligations under
this Contract;

(iv) neglects or refuses to remove matesials or to perform a new Work
that has been rejected as defective or unsuitable; or

(v) sublets any part of this Contract without approval by the
Procuring Entity.

16.2. All materials on the Site, Plant, Works, including Equipment purchased and funded
under the Contract shall be deemed fo be the property of the Procuning Entity if this
Contract is rescinded because of the Contractor’s defauit.

17. Termination for Default of Procuring Entity

The Contractor may temrminate this Contract with the Procuring Entity if the works are
completely stopped for a continuous period of at least sixty {60} calendar days through
no fault of its own, due to any of the following reasons:

(a) Failure of the Procuning Entity to deliver, within a reasonable time, supplies,
matenals, right-of-way, or other items it is abligated to fumish under the terms of
this Contract; or

provement of Exrging Rock Canrcémrsey
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{b) The prosecution of the Woik is disrupted by the adverse peace and order
situation, as cerdified by the Armed Forces of the Philippines Provincial
Commander and approved by the Secretary of Nationat Defense.

18. Termination for Other Causes

18.1. The Procuring Entity rnay terminate this Contract, in whole or in part, al any time forits
convenience. The HoPE may terminate this Contract for the convenience of the
Procuring Entity f he has determined the existence of conditions that make Project
Implementation economically, financially or technically impractical and/or
unnecessary, such as, but not limited to, fortuitous event(s) or changes in law and
National Govermment policies.

18.2. The Procuring Entity or the Contractor may terminate this Contract if the other party
causes a fundamental breach of this Contract.

18.3. Fundamental breaches of Contract shall include, but shall not be limited to, the
following:

() The Contractor stops wovk for twenty eight (28) days when no stoppage
of work is shown on the cument Program of Work and the stoppage has
not been authorized by the Procuring Entity’'s Representative,;

{(b) The Procunng Entity’'s Representative instructs the Contractor to delay
the progress of the Works, and the instruction is not withdrawn within
twenty-eight (28) days;

(c) The Procuring Entity shall termninate this Contract ff the Contractor is
declared bankrupt or insolvent as determined with finality by a court of
competent jurisdiction. In this event, termination will be without
compensation to the Contractor, provided that such termination will not
prejudice or affect any rnight of action or remedy which has accrued or will
accrue thereafter to the Procuring Entity andfor the Contractor. In the
case of the Contractor’s insolvency, any Contractor's Equipment which
the Procunng Entity instructs in the nofice is to be used until the
compietion of the Works;

(d) A payment certified by the Procuring Entity’s Representative is not paid
by the Procuring Entity to the Contractor within eighty four (84) days from
the date of the Procuning Entity’s Representative's certificate;

{e) The Procuring Entity's Representative gives Notice that failure to comrect
a particutar Defect is a fundamental breach of Contract and the Contractor
fails to correct it within a reasonable period of time determined by the
Procuring Entity’s Representative,;

(f) The Contractor does not maintain a Security, which s required;

(g) The Contractor has delayed the completion of the Works by the number
of days for which the maximum amount of iquidated damages can be
paid, as defined in the GCC Clause 9, and

(h} In case # is determined prima facie by the Procuring Entity that the
Contractor has engaged, before or duning the implementation of the
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contract, in unlawful deeds and behaviors relative to contract acquisition
and implementation, such as, but not limiled to, the following:

(i) comupt, fraudulent, collusive, coercive, and obstructive practices
&8 defined in ITB Clause 3.1(a), unless ctherwise specified in the
SCC,

(ii) drawing up or using forged documents;

(iii) using adultersted materials, means or methods, or engaging in
production contrary to rules of science or the trade; and

(iv) any other act analogous to the foregoing.

18.4. The Funding Source or the Procuring Entity, as appropriate, will seek to inpose the
maxamum civil, administrative and/or criminal penalties available under the applicable
law on individuals and organizations deemed to be involved with cormupt, fraudulent,
Of Coertive practices,

18.5. When persons from either party to this Contract gives notice of a fundamental breach
to the Procunng Entity’s Representative in order to terminate the exasting contract for
a cause other than those Ested under GCC Clause 18.3, the Procuring Entity’s
Representative shal decide whether the braach is fundamental or not.

18.8. [f this Contract is temminated, the Contractor shall stop work immediately, make the
Site safe and secure, and leave the Site as soon as reasonably possible.

19. Procedures for Termination of Contracts
18.1. The following provisions shall govem the procedures for the termination of this
Contract:

{a) Upon receipt of a writien reporl of acts or causes which may constitute
ground(s) for termination as aforeamentioned, or upon its own inttiative,
the Procuring Entity shall, within a pericd of saven (7) calendar days,
varify the existence of such ground(s) and cause the execution of a
Verified Repor, with all relevant evidence attached;

{(b) Upon recommendation by the Procuring Entity, the HoPE shall terminate
this Contract only by a written potice to the Contractor conveying the
termination of this Contract. The notice shafl state:

(i) that this Contract is being terminated for any of the ground(s)
afore-mentioned, and a statement of the acts that constitute the
ground(s) constituting the same;

(ii)) the extent of termination, whether in whole or in part;

(i) an instruction 1o the Contractor to show cause as to why this
Contract should net be terminated; and

{iv) special instructions of the Procuring Entity, if any.

The Notice to Terminate shall be accompanied by a copy of the Verified
Report;
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(c) Within a period of seven (7) calendar days from receipt of the Notice of
Termination, the Contractor shall submit to the HoPE a verified position
paper stating why the contract shoukd not be terminated. 1f the Contractor
fails to show causa after the lapse of the seven (7) day peviod, either by
inaction or by defaull, the HoPE shall issue an order terminating the
contract;

(d) The Procuring Entity may, at anytime before recaipt of the Contractor's
verified position paper described in kem (¢} above withdraw the Notice to
Teminate ¥ it is determined that cartain tems or works subject of the
notice had been compieted, deliverad, or performed before the
Contractor's raceipt of the notice;

(e) Within a non-extendible period of tan (10) calendar days from receipt of
the verified position paper, the HoPE shall decide whether or not fo
terminate this Contract. It shall serve a written notice to the Contractor of
its decision and, uniess otherwisa provided in the saikl notice, this
Contract is deemed tarminated from receipt of the Contractor of the notice
of decision. The termination shail only be based on the ground(s) stated
in the Naotice to Terminate; and

(f) The HoPE may create a Contract Termination Review Commitiee
(CTRC) to assist him n the discharge of this function. All decisions
recommended by the CTRC shall be subject to the approval of the HoPE.

19.2. Pursuant to Section 69{I} of RA 9184 and without prejudice to the mpesition of
acidiional administrative sanctions as the intemal rules of the agency may provide
and/or further eriminal prosecution as provided by applicable laws, the procuring erntity
shall impose on contractors after the termination of the contract the penalty of
suspension for one (1) year for the first offensa, suspension for two (2) years for the
second offense from parbicipating in the public bidding process, for wiolations
committed during the cortract implementation stage, which include but not imited to
the following:

(a) Failure of the contractor, due solely 1o his fault or negligence, to mobilize
and start work or performance within the specified peried in the Nofica to
Proceed "NTP");

(b) Failure by the contractor to fully and faithfully comply with its contractual
obligations without valid cause, or failure by the contractor to comply with
any written lawful instruction of the procuning entity or its representative(s)
pursuant to the implementation of the contract. For the procurement of
infrastructure projects or consuttancy conftracts, lawful instructions
include but are not limited fo the following:

() Employment of compstemt technical personnel, competert
engineers and/or work supernvisors,

(i) Provision of waming signs and bamicades in accordance with
approved plans and specifications and contract provisions;

¥ oY
(i) Stockpiling m proper piaces of all malerials and removal from the
project site of waste and excess materials, including broken
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pavement and excavated debris in accordance with approved
plans and specifications and contract provisions,

(iv) Degployment of committed equipment, facilities, supporl staff and
manpeower; and

(¥) Renewal of the effectivity dates of the performance secunty after
its expiration during the course of contract implemantaton.

{c} Assignment and subcontracting of the contract or any part thereof or
substitution of key personnel named in the proposal without prior written
approval by the procuring entity.

{(d) Poor performance by the comtracter or unsatisfactory quality and/or
progress of work arnising from his fault or negligence as reflected in the
Constructor's Performance Evatuation System ("CPES") rating sheet. In
the absence of the CPES rating sheet, the existing performance
monitoring system of the procuring entity shall be applied. Any of the
following acts by the Contractor shall be construed as poor paerformance:

(i) Negative slippage of 15% and above within the critical path of the
project due entirely to the fault or negligance of the contractor; and

(i) CQuality of materials and workmanship not complying with the
approved specifications ansing from the contractor's fault or
negligence.

{e) Willful or deliberale abandoament or non-performance of the project or
contract by the contractor resulting to substantial breach thereof without
lawful and/or just cause.

In addition to the penalty of suspension, the performance security posted by
the contractor shall also be forfeited.

20. Force Majeure, Release from Performance

20.1. For purposes of this Contract the terms “force majeure”™ and “fortuilous event” may be
used interchangeably. n this regard, a fortuitous event or force mseure shall be
interpreted to mean an event which the Contractor ¢could not have foreseen, or which
though foreseen, was nevitable. R shall not nclude ordinary unfavorable weather
conditions; and any other cause the effects of which couid have been avoided with the
exercise of reasonabie diligence by the Contractor.

20.2. K this Contract is discontinued by an outbresk of war or by any other event entirely
outside the controf of either the Procuring Entity or the Contractor, the Procurning
Entity's Representative shall certify that this Contract has been discontinued. The
Contractor shall make the Site safe and stop work as quickly as possible after receiving
this certificate and shall be paid for all works camied out before receiving & and for any
Work camed out afterwards to which a cornmitment was made.

20.3. [f the event continues for a period of sighty-four (84) days, either party may then give
notice of termination, which shall take effect twenty-eight {28) days after the giving of
tha notice.
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20.4. After termination, the Contractor shall be antitied to payment of the unpaid balance of
the value of the Works executed and of the maternials and Plant reasonably delivered
to the Site, adjusted by the following:

(a) any sum to which the Contractor is entithed under GCC Clause 28;
(b) the cost of his suspension and demobilization;
(c) any sum to which the Procuring Entity is entitied.

20.5. The net balance due shall be pad or repaid within a reasonabile time period from the
time of the notice of termination.

21. Resolution of Disputes

21.1, K any dispute or difference of any kind whatsoever shall arise between the parbes in
connection with the impiemeniation of the contract covered by the Act and this IRR,
the parties shall make every effort to resolve amicably such dispute or difference by
mutual consultation,

212, K the Coniractor beleves that a decision taken by the Procuring Entity’s
Represantative was either outside the authodty given fo the Procuring Entity’s
Representiative by this Contract or that the decision was wrongly taken, the decision
shall be referrad to the Arbitar indicated in the SCC within fourteen {(14) days of the
notification of the Procurnng Entity’s Representative's decision.

21.3. Any and sl disputes arising from the implementation of this Coatract covered by the
R.A. 9184 and its IRR shall be submitted to arbitration in the Philippines according to
the provisions of Republic Act No. 878, otherwise known as the = Arbitration Law™ and
Republic Act 9285, otherwise known as the “Alternative Dispute Resolution Act  of
2004": Provided, however, That, disputes that are within the competence of the
Construction Industry Arbitration Commission to resolve shafl be referred thereto. The
process of arbiration shall be incorporated as a provision in this Contract that =~ walt
be executed pursuant to the provisions of the Act and its IRR: Provided, further, That,
by mutual agreement, the parbes may agree in writing to resort to cther  alternative
modes of dispute resolution.

22. Suspension of Loan, Credit, Grant, or Appropriation

in the event that the Funding Soumce suspends the Losn, Credit, Grant, or
Appropration to the Procuring Entity, from which part of the payments to the Contractor
ara being made:

{a) The Procuring Entity is obligated to notify the Contractor of such suspension
within seven (7) days of having received the suspension notice.

(b} if the Contractor has not received sums due it for work already done within forty
five (45) days from the time the Contractor's clasm for payment has been certified
by the Procuring Entity’s Reprasantative, the Contractor may immediately issue
8 suspension of work notice in accordance with GCC Clause 45.2.

23. Procuring Entity’s Representative’s Decisions
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23.1. Except where otherwise specifically stated, the Procuring Entity’s Representative will
decide contractual matters between the Procuring Entity and the Contractor in the role
represanting the Procuring Entity.

23.2. The Procurng Entity's Representative may delegate any of his duties and
responsibilities to other people, except to the Arbiter, after notifying the Contractor, and
may cancet any delegation after notifymg the Contractor.

24, Approval of Drawings and Temporary Works by the Procuring Entity’s
Representative

24.1. AN Drawings prepared by the Contractor for the execution of the Temporary Works,
are subject to prior approval by the Procurnng Entity’'s Representative before s use.

242. The Contractor shall be responsible for design of Temporary Works.

24.3. The Procuring Entity’s Representative’s approval shall not alter the Contractor's
responsibility for design of the Temporary Works.

244, The Contractor shail obtain approval of third parties to the design of the Temporary
Works, when required by the Procuring Entity.

25, Accelaeration and Delays Ordered by the Procuring Entity’s Representative

25.1. When the Procunng Entity wants the Confractor to finish before the Intended
Compistion Date, the Procuring Entity's Representative will obtain priced proposals for
achieving the necessary acceleration from the Contracfor. f the Procuring Entity
accspts these proposals, the Intended Completion Date will be adjusted accordingly
and confirmed by both the Procuring Entity and the Contractor.

25.2. K the Contractors Financial Proposals for an acceleration are accepted by the
Procuring Entity, they sra incorporated mn the Contract Price and treated as a Variation.

26. Extension of the Intended Completion Date

26.1. Thea Procufing Entity’s Representative shall extend the Intended Completion Date if a
Variation is issued which makes # impossible for the Intended Compiletion Date to be
achieved by the Contractor without taking steps to acoelerate the remaining work,
which would cause the Contractor to incur additional costs. No payment shall be mads
for any event which may wamant the extension of the Intended Completion Date.

28.2. The Procuring Entity's Representative shall decide whether and by how much to
axtend the Intanded Completion Date within twanty one (21) days of the Contractor
asking the Procuring Entity’s Representative for 2 deasion thereto after fully submitting
all supporting information. Iif the Contractor has failed to give earfy waming of a delay
or has failed to cooperate in dealing with a delay, the delay by this failure shall not be
considened in assessing the new Intended Compietion Date.

27. Right to Vary
27.1. The Procuring Entity’s Representative with the prior approval of the Procuring Entity

may instruct Variations, up 10 @ maximum cumnulative amount of ten percent (10%) of
the original contract cost.
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27.2. Vanations shall be valued as follows:
(a) At alump sum price agreed between the parties;

(b) where appropriate, at rates in this Contract;

(¢} in the absence of appropnatle rates, the rates in this Contract shall be
used as the basis for valuation; or failing which

(d) atappropriate new rales, equal to or lower than current industry rates and
to be agreed upon by both parties and approved by the HoPE.,

28. Contractor's Right to Claim

If the Contractor incurs cost as a result of any of the events under GCC Clause 13, the
Contractor shall be entitied to the amount of such cost. If as a result of any of the said
events, t is necessary to change the Works, this shall be dealt with as a Variation,

29. Dayworks

29.1. Subject to GCC Clause 43 on Vanation Order, and ¥ applicable as indicated in the
SCC, the Dayworks rates in the Contractors bid shall be used for small additional
amounts of work only when the Procuring Entity’s Representative has given written
instructions n advance for additional work to be paid for in that way.

29.2. Al work to be paid for as Dayworks shall be recorded by the Contractor on forms
approved by the Procuring Entity's Representative. Each completed form shadl be
verified and signad by the Procuring Entity’s Repraseniative within two days of the
work being done.

29.3. The Contractor shall be paid for Dayworks subject to obtaining signed Dayworks forms.
30. Early Waming

30.1. The Contractor shall wam the Procuring Entity's Representative at the earliest
opportunity of specific ikely future events or circumstances that may adversely affect
the quality of the work, increase the Contract Price, or delay the execution of the
Works. The Procuring Entity's Representative may require the Contractor (o provide
an estimate of the axpected effect of the future event or circumstance on the Contract
Price and Completion Date. The estimate shakk ba provided by the Contractor as soon
as reasonably possible.

30.2. The Contracior shall cooperate with the Procuring Entity's Representative in making
and considering proposals for how the effect of such an event or crcumstance can be
avoided or reduced by anyone inrvolved in the work and in carrying out any resulting
instruction of the Procuring Entity’s Representative.

31. Program of Work
31.1.  Within the time stated in the SCC, the Contractor shall submit to the Procuring Entity's

Representative for approval a Program of Work showing the general methods,
arangements, order, and timing for all the activities in the Works.
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31.2. An update of the Program of Work shall show the actual progress achieved on each
activity and the effect of the prograss achieved on the timing of the remaining work,
including any changes to the sequence of the activities.

31.3. The Contractor shall submil 0 the Procuring Entity’s Representative for approval an
updated Program of Work at intervals no longer than the period stated in the SCC. K
the Contractor does not submit an updated Program of Work within this period, the
Procuring Entity's Representative may withhold the amount stated in the SCC from the
next payment centificate and continue to withhold this amount until the next payment
after the date on which the overdue Program of Work has been submitted.

31.4. The Procunng Entity’s Representative’s approval of the Program of Wark shall not alter
the Contractor's obligations. The Contractor may revise the Program of Work and
submit il to the Procuring Entity's Representative again at any ime. A revised Program
of Work shall show the affect of any approved Variations.

31.5. When the Program of Work is updated, the Contractor shall provide the Procuring
Entity's Representative with an updated cash flow forecast. The cash flow forecast
shal inctude different cumencies, as defined in the Contract, converied as necessary
using the Coniract exchange rates.

316. Al Vanations shall be included in updated Program of Work produced by the
Contractor.

32. Management Conferences

32.1. Either tha Pracuring Entity’s Representative or the Contractor may require the other to
attend a Management Conferancs. The Management Conference shall review the
plans for remaining work and deal with matters raised in accordance with the early
wWaring procedure.

32.2. The Procuring Entity’s Represantative shall record the business of Management
Conferences and provide copies of the recond to those attending the Conference and
to the Procuring Entity. The responsibility of the parties for actions to be taken shall
be decided by the Procuring Entity’s Representative either at the Management
Conference or after the Management Conference and stated in writing to all who
attended the Conference.

33. Bill of Quantities

33.1. The Bill of Quantitias shall contain items of work for the construction, installation,
testing, and commissioning of work to be done by the Contractor.

33.2. The Bill of Quantities is used to calculate the Contract Price. The Contractor is pail
for the quantity of the work done at the rate in the Bill of Quantities for @ach item.

33.3. |f the final quantity of any work done differs from the quantity in tha Bill of Quantities
for the particular item and is not more than twenty-five percent (25%) of the onginal
quantity, provided the aggregate changes for all tems do not exceed ten percent (10%)
of the Cantract price, the Procuring Entity's Represantative shall make the necessary
adjustments to allow for the changes subject to applicable laws, rules, and regulations.

33.4. if requested by the Procuring Enlity's Represantative, the Contractor shall provide the
Procunng Entity's Representative with a detailed cost breakdown of any rate in the 8ill
of Quantities.
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34. Instructions, Inspections and Audits

34.1. The Procuring Entity's personnet shall ot all reasonable times during construction of
the Work be entitled fo examine, inspect, measure and test the matenals and
workmanship, and to check the prograss of the construction,

34.2. [f the Procuring Entity's Representative instructs the Contractor to camy out a test not
specified in the Spedcification to check whether any work has a defect and the test
shows that it does, the Contractor shall pay for the test and any samples. If there is
no defect, the test shall be 8 Compensation Event.

34.3. The Contractor shall permit the Funding Source named in the SCC fo inspect the
Contractor's accounts and records relating to the performance of the Contractor and
to have them audited by auditors appointed by the Funding Source, € so required by
the Funding Source.

35. Identitying Defects

The Procuring Entity’s Representative shall check the Contractor's work and notify the
Contractor of any defects that are fourkl. Such checking shall not affect the
Contractor's responsibilibes. The Procunng Entity’s Representative may instruct the
Contractor t0 search uncover defects and test any work thal the Procurning Entity’s
Representative consiiers balow standards and defective.

36. Cost of Repairs

Loss or darmage to the Works or Materials to ba incorporated in the Works between
the Start Date and the end of the Defects Liability Penods shall be remedied by the
Contractor at the Contractor’s cost if the loss or damage arises from the Contractor's
acts or omissons.

37. Comection of Defects

37.1. The Procuring Entity's Representative shall give notice to the Contractor of any defects
befora the end of the Defects Liability Period, which is One (1) year from project
completion up to final acceptance by the Procuring Entity's Representative.

37.2. Every time notice of a defect is given, the Contractor shall correct the notffied defect
within the length of time apecified in tha Procuring Entity’s Representative’s notice.

37.3. The Contractor shall correct the defects which he notices himself before the end of the
Defects Liability Period.

37.4. The Procuring Entity shall certify that all defecis have been comected. If the Procuring
Entity considers that comrection of a defect is not essential, he can request the
Contractor to submit a quotation for the corresponding reduction in the Contract Price.
If the Procuring Entity accepts the quotation, the coresponding change in the SCC is
a Variation.

38. Uncorrected Defects

38.1. The Procuring Entity shall give the Cantractor at least fourteen (14) days’ notice of his
intention to use a third party to correct a Defect. If the Contractor does not corect the
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Defect himself within the period, the Procuring Entity may have the Defect commected
by the third pasty. The cost of the comection will be deducted from the Contract Price.

38.2. The use of a third party to correct defects that are uncorrected by the Contractor will in
no way relieve the Contractor of its liabilities and wamanties under the Contract.

39. Advance Payment

39.1. The Procuring Entity shali, upon a written request of the contractor which shall be
submitted as a contract document, make an advance payment to the contractor in an
amount not exceeding fiiteen percent (15%) of the total contract price, o be made in
lump sum or, at the most two, instaliments according to a schedule specified in the
SCC.

39.2. The advance payment shafl be made only upon the submission to and acceptance by
the Procuring Entity of an irrevocable standby letter of credit of equivalent value from
a commertial bank, a bank guarantee ar a surety bond callable upon deman, issued
by a surety or msurance company duly licensed by the Insurance Commission and
confirmed by the Procuring Entity.

39.3. The advance payment shall be repaid by the Contractor by an amount equal to the
percentage of the total contract price used for the advance payment.

39.4. The contractor may reduce his standby letter of credit or guarantee instrument by the
amounts refunded by the Monthly Certificates in the advance payment.

39.5. The Procuring Entity will provide an Advance Payment on the Contract Price as
stipulated in the Conditions of Contract, subject o the maximum amount stated in SCC
Clause 39.1.

40. Progress Payments

40.1. The Contracior may submit a request for payment for Work accomplished. Such
request for payment shall be verified and cerified by the Procuring Entdty's
Representative/Project Engineer. Except as otherwise stipulated in the SCG,
materials and equipment delivered on the site but not completely put in place shall not
be mcluded for payment.

40.2. The Procuring Entity shall deduct the following from the certified gross amounts to be
paid to the contractor as progress payment:

(a) Cumulative value of the work previously certified and paid for.
(b} Portion of the advance payment to be recouped for the month.
(¢} Retention monay in accordance with the condition of contract.
(d} Amount to cover third party liabilities.

(e) Amount to cover uncomrected discovered defects in the works.
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40.3. Payments shall be adjusted by deducting therefrom the amounts for advance
payments and reterition. The Procuring Entity shall pay the Contractor the amounts
certihed by the Procuring Entity's Represantative within twenty-eight (28} days from
the date each certificate was issuad. No payment of interest for delayed payments
and adjustiments shall be made by the Procuring Entity.

40.4. The first progress payment may be pad by the Procuring Entity to the Contractor
provided that at least twenty percent (20%) of the work has been accomplished as
certified by the Procuring Entity’s Representative.

40.5. Hems of the Works for which a price of 0" (zero) has been antered will not be paid for
by the Procuring Entity and shall be deemed covered by other rates and peices in the
Contract

41. Payment Certificates

41.4. The Contractor shall submit to the Procuring Entity's Representative monthly
statements of the estimated value of the work executed less the cumulative amount

412 The Procuring Entity’s Representative shall check the Contractor's moathly statement
and certify the amount to be paid to the Contractor.

41.3. The value of Work executed shal:

(a) be determined by tha Procuring Entity's Representative;

(b) comprise the value of the quantities of the items in the Bif of Quantities
completed; and

(c) include the valuations of approved variations.

414. The Procuring Entity’s Representative may axclude any item certified in a previous
certificate or reduce the proportion of any item previously certified in any cetificate in
the hght of iater information.

42. Retention

42.1. The Procuring Entity shall retain from sach payrment due to the Contractor an amount
equal to a percentage thereof using the rate as apacified in GCC Sub-Clause 42.2.

42.2. Progress payments are subject to retention of ten percent {10%), referred to as the
"retention money.” Such retention shal be based on the total amount due to the
Contractor prier to any deduction and shall be relained from every progress payment
untif fifty percent (50%) of the vaiue of Works, as determined by the Procuring Entity,
are completed. If, after fifty percent {50%) completion, the Work is satistactorily done
and on schedule, no additional retention shal be made; otherwise, the ten percent
(10%) retention shall again be imposed using the rate specified therefor.

42.3. The total "retention money” shall be due for releass upon final acceptance of the
Works. The Contractor may, however, request the substitution of the retention money
for each progress billing with imevocable standby letters of credit from a commercial
bank, bank guarantees or surety bonds callable on demand, of amounts equivalent to
the retention money substituted for and accaptable to the Procuring Entity, provided
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that the project is on schedule and is satisfactorily undertaken. Otherwise, the ten
(10%) percent retention shall be made. Said imevocable starxiby ietters of credit, bank
guarantees and/or surety bonds, 1o be posted in favor of the Government shall be valid
for a durstion {o be detenmined by the concemed implementing office/agency or
Procunng Entity and will answer for the purpese for which the ten (10%) percent
retention is intended, jg, to cover uncomected discovered defects and third party
liabilities.

42.4. Oncompietion of the whole Works, the Contractor may substihate retantion money with
an “on demand” Bank guarantee in a form acceptable to the Procuring Entity.

43. Variation Orders

43.1. Varnation Orders may be issued by the Procuring Entity to cover any increase/decrease
in quantities, including the introduction of new work items that are not included in the
onginal contract or reclassification of work items that are either due to change of plans,
design or alighment to suit actual field conditions resulting in disparity between the
preconstruction plans used for purposes of bidding and the “as staked plans® or
construction drawings prepared after a joint survery by the Contractor and the Procurning
Entity after award of the contract, provided that the cumulative amourt of the Yanation
Order does not exceed ten percent (10%) of the onginal project cost. The
addition/dedetion of Works shouid be within the general scope of the project as bid and
awarded. The scope of works shal nol be reduced so as {o accommodate a posidive
Varnation Order. AVamtlonOrdefmayentherbemmefumofaChmgeOrderor
Extra Work Order.

43.2. A Change Order may be issued by the Procuring Entity to cover any increase/decrease
in quantities of original Work items in the contract

433 An Extra Work Order may be issued by the Procusing Entity to cover the introduction
of new work necessary for the completion, improvement or protection of the project
which were not included as itams of Work in the ornginal contract, such as, whare there
are subsurface or latent physical conditions at the site differing matedally from those
indicated in the contract, or where there are duly unknown physical conditions at the
site of an unusual nature differng materially from these ordinarly ancouniersd and
generally recognized as inherent in the Work or character provided for in the contract.

43.4. Any cumulative Vanation Order beyond ten percerd (10%) shall be subject of another
confract to be bid out f the works are separable from the onginal contract. In
exceptional cases where il is urgently necessary to complete the onginal scope of
work, the HOPE may authorize a positive Variation Onder go beyond ten percent (10%)
but not more than twenty percent (20%) of the onginal contract prces, subject to the
guidelines to be determined by the GPPB: Provided however, That appropriate
sanchons shall be imposaad on the designer, consultant or official responsible for the
original detailed engineering design which faled to consider the Variation Order
beyond ten percent (10%).

43.5. Indaiming for any Variation Order, the Contractor shall, within seven (7} calendar days
after such work has been commenced or after the circumstances leading fo such
condition(s) leading to the extra cost, and within twenty-eight (28) calendar days deliver
a written communication giving full and detailed particulars of any extra cost in order
that # may be investigated at that ime. Failure to provide either of such notices in the
time stipulated shall constitute a waiver by the contractor for any claim. The preparation
and submission of Varniation Orders are as follows:
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(a) M the Procuring Entity’s representative/Project Engineer believes that a
Change Order or Extra Work Order should be issued, he shall prepare
the proposed Order accompanied with the notices submitied by the
Contractor, the plans therefore, his computations as to the quantities of
the additional works nvolved per iem indicating the specific stations
where such works are needed, the date of his inspections and
investigations thereon, and the log book thereof, and a detalled estimate
of the unit cost of such items of work, together with his justifications for
the need of such Change Order or Extra Work Order, and shall submit
the same to the HoPE for approval.

{(b) The HoPE or his duly authorized representative, upon receipt of the
proposed Change Order or Extra Work Order shall immediately nstruct
the appropriate technical staff or office of the Procusing Entity to conduct
an on-the-spot investigation to verfy the need for the Work to be
prosecuted and o review the proposed plan, and prices of the work
invoived.

(¢) The technical staff or sppropriate office of the Procuring Entity shall
submit a reporl of therr findings and recommendations, together with the
supporting documents, to the Head of Procuring Entity or his duly
authorized representative for consideration.

(d) The HoPE or his duly authorized representative, acling upon the
recommendation of the technical staff or appropriate office, shall approve
the Change Order or Extra Work Order after being satished that the same
i$ justfied, necessary, and in order.

(¢) Thetimeframe for the processing of Variation Orders from the preparation
up to the approval by the Procurnng Entity concemed shall not exceed
thirty (30) calendar days.

44. Contract Completion

Onca the project reaches an accomplishment of ninety five (95%) of the total contract
amount, the Procuring Entity may create an inspectorate team to make preliminary
inspection and submit a punch-ist to the Contractor in prepasation for the final tumover
of the project. Said punchHist will contain, among others, the remaining Works, Work
deficiencies for necessary comections, and the specific durationtime to fully complete
the project considering the approved remaining contract time. This, however, shall not
preciude the claim of the Procuring Entity for kquidated damages.

45. Suspension of Work

45.1. The Procuring Entity shall have the authority to suspend the work wholly or partly by
written order for such penod as may be deemed necessary, due to force majeura or
any fortuitous events or for failure on the part of the Contractor to comect bad conditions
which are unsafe for workers or for the general public, to carry out valid orders given
by the Procurng Emntity or to perform any provisions of the contract, or due to
adjustment of plans to suit field conditions as found necessary during construction. The
Contractor shall immediately comply with such order to suspend the work wholly or
partly.
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45.2. The Contractor or its duly authorized representative shall have the right to suspend
work operation on any of afl projects/activities along the critical path of activities after
fiteen (15} calendar days from date of receipt of written notice from the Contractor to
the district engineer/regional director/consultant or equivalent official, as the case may
be, due to the following:

(a) There exist nght-of-way problems which prohibit the Contractor from
performing work in accordance with the approved construction scheduie.

(b) Requisite construction plans which must be ownerHfumished are not
issued to the contractor preciuding any work called for by such plans.

(c) Peace and order conditions make it extremely dangerous, f not possible,
to work. However, this condition must be certified in writing by the
Philippine National Police (PNP) station which has responsibility over the
affected area and confmmed by the Department of Interior and Locat
Government (DILG) Regional Director.

{d) Thereis failure on the part of the Procuring Entity to deliver government-
furmished materials and equipment as stipulated in the contract.

{¢) Delay in the payment of Contractor's daim for progress billing beyond
forty-five (45) calendar days from the time the Contractor's claim has
been certified to by the procunng emtity’s authorized representative that
the documents are complete unless there are justifiable reasons thereof
which shall be communicated in writing to the Contractor.

453. In case of total suspension, or suspension of activities afong the critical path, which is
not due to any fault of the Contractor, the elapsed time between the effectivity of the
order suspending operation and the order to resume work shall be allowed the
Contractor by adjusting the contract time accordingly.

48. Payment on Termination

48.1. If the Contract is terminated because of a fundamental breach of Contract by the
Contractor, the Procuring Entity’s Representative shall issue a certificate for the value
of the work done and Materials ordered less advance payments received up to the
date of the issue of the certificate and less the percentage {0 appty to the value of the
work not compileted, as indicated in the SCC. Additional Liquidated Damages shall not
apply. if the total amount due to the Procuring Entity exceeds any payment due to the
Contractor, the difference shalf be a debt payable to the Procuring Entity.

46.2. If the Contract is terminated for the Procuring Entity’s corvenience or because of a
fundamental breach of Contract by the Procuring Entity, the Procuring Entity's
Representative shall issue a certificate for the value of the work done, Maternials
ordered, the reasonable cost of removal of Equipment, repatriation of the Contractor's
personnel smployed solely on the Works, and the Contractor’s costs of protecting and
securing the Works, and less advance payments received up to the date of the
certificate.

46.3. The net balance due shall be paid or repaid within twettty eight (28) days from the
notice of termination.
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46.4. If the Contractor has terminated the Contract under GCC Clauses 17 or 18, the
Procuring Entity shall promptly retum the Performance Security to the Contractor.

7. Extension of Contract Time

47.1. Should the amount of additional work of any kind or other special circumstances of any
kind whatsoaver occur such as to fairly entitle the contractor to an extension of contract
time, the Procuring Entity shall determine the amount of auch extension; provided that
the Procunng Entity is not bound to take nto account any claim for an extension of
time unless the Contractor has, prior to the expiration of the contract time and within
thirty (30) calendar days after such work has been commenced or after the
circumstances leading to such claim have ainsen, detivered to the Procuring Entity
notices in order that it could have investigated them at that time. Failure to provide
such notice shall constitute a waiver by the Contractor of any ¢laim. Upoa receipt of
full and detaiied particulars, the Procuring Entity shall examine the facts and extent of
the delay and shal extend the contract time compileting the contract work when, in the
Procuning Entity’s opinion, the findings of facts justify an extension.

47.2. No extension of contract ime shall be gramted the Contractor due to (a) ordinary
unfavorable weather conditions and (b) inexcusable failure or negligence of Contracior

to provide the required equipment, supplies or matenials.

47 3. Extension of contract time may be granted only when the affected activities fall within
the crtical path of the PERT/CPM network.

47.4. No extension of contract time shall be granted when the reason given to support the
request for extension was already considered in the determination of the original
contract time during the conduct of detailed engineering and in the preparation of the
contract documents as agreed upon by the parlies before contract perfection.

47.5. Extension of confract time shall be granted for rainy/unworkable days consdered
unfavorabla for the prosecution of the works at the aite, basad on the actual conditions
oblained at the site, in excess of the number of ramy/unworkabie days pre-determined
by the Procuring Entity in relation fo the original contract time during the conduct of
detaded engineering and in the preparation of the contract documents as agreed upon
by the parties before contract perfection, and/or for equivalent period of delay due to
major calamities such as exceptionally destructive typhoons, floods and earthquakes,
and epidemics, and for causes such as non-delivery on time of materials, working
drawings, or written information to be fumished by the Procuring Entity, non-acquisition
of permit to enter private propesties or non-execution of deed of sale or donation within
the right-of-way resulting in complete paratyzation of construction activities, and
other mentorious causes as determined by the Procunng Entity’s Representative and
approved by the HoPE, Shortage of construction materials, general labor strikes, and
peace and order problems that disrupt construction opertations through no fault of the
Contractor may be considered as additional grounds for axtension of cortract time
proviied they are publicly felt and certified by appropriate govermnment agencies such
as DTI, DOLE, DILG, and DND, among cthers. The written consent of bondsmen must
be attached to any request of the Comtractor for extension of contract time and
submitted to the Procuring Entity for consideration and the validity of the Performance
Security shall be correspondingly extended.

43. Price Adjustment
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Except for exdraordinary cicumstances as detemined by NEDA ankd approved by the
GPPB, no pnice escalation shalt be allowed. Nevertheless, in cases where the cost of
the awarded comiract is affected by any applicable new laws, ordinances, regulations,
or other acts of the GoP, promulgated afier the date of bid opening, a contract price
adjustment shall be made or appropriate relief shall be applied on a no ioss-no gain
basis.

49. Completion
The Contractor shall request the Procuring Entity’s Representative to issue a certificate

of Completion of the Works, and the Procuring Entity’s Representative will do so upon
deciding that the work is compieled,

50. Taking QOver

The Procuring Entity shall take over the Site and the Works within seven (7) days from
the date the Procuring Enfity’s Represertative issues a certificate of Completion.

51. Operating and Maintenance Manuals

51.1. I "as buil” Drawings and/or operating and maintenance manuals are required, the
Contractor shall supply them by the dates stated in the SCC.

51.2. If the Contractor does not supply the Drawings and/or manuals by the dates stated in
the SCC. or they do not receive the Procining Entity’'s Representative’s approval, the
Procuring Entity’s Representative shall withhold the amount stated in the SCC from
payments due to the Comntractor,
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Special Conditions of Contract

GCC Clause

1.7

The Intended Completion Date is 180 calendar days from commencement of
work, incdusive of the estimseted elaven (11) calendar days considered
unfavorable to the prosecution of the works at site.

NOTE: The contract duration shalf be reckoned from the siart date and not
from contract effectivity date.

122

The Procuring Emrtity is PHILIPPINE PORTS AUTHORITY, PPA Building A.
Bonifacio Drive, South Harbor, Port Area, Manila

123

The Procuring Entity’s Representative is:

MARK JON S. PALOMAR

Chairperson Head Cffice Bids and Awards Committee
for Engineering Project
3" Floor PPA Building
Bon#facio Drive, South Harbor, Port Area, Manila

1.24

The Site is located at Daram, Samar and is defined in drawing Nos.

1.28

The Start Date is the time of receipt by the successful bidder of all notices called
for the term of the contract,

1.31

The Works consists of:
A. ROCK CAUSEWAY WITH STAIRLANDING

Removal of existing electrical stee! post (2 sets)

Removal and disposal of existing pavement {20 sq. m.}

Excavation of exsting seabed along the containment of

stairlandings (3 cu. m.)

Supply and place 500 kg./pc. ammour rocks (858 cu. m))

Supply and place 50-100 kg./pc. core rocks (648 cu. m,)

Supply and install gaotextile fabric (208 sq. m.)

Supply, spread and compact sejected fill (29 cu. m.}

Supply and place 3,500 psi concrete for retaning wall, stairlanding,

mooring block and RC curb (89 cu. m.)

9. Supply and install steel reinforcement for retaining wall, stairanding,
mooving block and RC curb (4,866 kg )

10. Supply, spread and compact gravet base course (26 cu. m.)

11. Construct portland cement concrete pavement (230 mm thk.)
inchuding asphalt sealer and dowe! bars for construction joint
{(1858q. m.}

12. Supply and install cleat including accessories (6 ho.)

@NDNA WM
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51 The Procuring Entity shall give possession of all parts of the Site to the
Contractor upon commencemest of the project

6.5 The Contractor shal employ the following Key Personnel.

a. Project Manager

b. Project Engineer

c. Materials Engineer

d. Construction Safety and Health Officer
e. Foreman

f. Others

74(c) No further instructions.

7.7 No further instructions.

81 No further instructions.

10 None

12.3 No further instructions.

12.5 All design and buikd projects shalt have a minimum Defects Liability Period of
one (1) year after contract completion or as provided for in the contract
documents. This is without prejudice, however to the labiliies imposed upon
the engineeriarchitect who drew up the plans and specifications for a building
sanctioned under Article 1723 the New Civil Code the Philippines.

13 if Contractor is a Joint Venture, "All partners to the joint ventures shall be jointly
and severally iable to the Procunng Entity”.

18.3(h}{(i) No further instructions.

21.2 The Arbiter is: {To be appointed)

29.1 No daywoirks are applicabie to the contract.

31 The Contractor shall submit the Program of Waoik to the Procuring Entity's
Representative within days of delivery of the Naotice of Award,

31.3 The period between Program of Work updates is days.

The amount to be withheld for late submission of an updated Program of Work
s

34.3 The Funding Source is Lhe Geneval Appropriations Act (GAA), FY 2017.

39.1 The provision on advanca payments or mobilization fees in the terms and
corditions of all contracts! purchase orders/ job orders for goods, services and
infrastructure projects that will be signed or executed shall henceforth be
excluded.

39.5 Refer to 39.1

401 No further instructions.

51.1 No further instruciions.

IgEcvwmard o £ watng Fiock Cauneany
Pot of Sgm Rogue Owrws,. Gowney
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512

The date by which operating and maintenance manuals are nequired is

The dale by which “as built” drawings are required is

Pl d
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TECHNICAL SPECIFICATIONS
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Tectnicsl Spacicars
(Oarmoiion s Remowal Works)

MEM 01 : DEMOLITION AND REMOVAL WORKS
DESCRPTION

The work includes the fumishing of all labor, materials and equipment required to carry out the
demofition and removal of old structures, reusable matenals, port accessores and obstructions
including demolition of miscellaneous concrete curbs etc., as required for the execution of the
Contract.

The Ceontractor shai submit the proposed methadology or procedure of demclition wark with
detailed drawings and calculations if necessary, to the Engineer for approval, before the execution
of the Works.

The Contractor shall keep all pavements and landing areas to and from the site of the disposal area
clean and free of mud, dirt and debnis during and after the execution of disposal. Disposal of debris
and matenals shall be as directed by the Engmeer.

GENERAL PROVISIONS

1. The Contractor shall be deamad to have satisfied himself of the site conditions, and to have
inchided in his unit prices provision for all risks that may arise during or in connection with
the work

2. The demolition shall be camied out by approved methods and equipment such as concrete
breakers, gas-cutters, hydraufic jacks, compressed air disintagrators, etc., however, no
blasting shall be used uniess approved in writing by the Engineer and after oblaining the
written permission of the concemed authovities.

3. The Contractor shall provide suitable equipment, skilled labor and appropriale temporary
works such as scaffoldings to ensure safety in his demolition works as well as in the
adjacent ares.

4. Contracior shal demolish all the structural members above the level oan which the
subsequent and parmanent works under this Contract will begin. To this end, the temporary
construction works such as excavation shall be conducted by the Contractor.

S. Materiais coming from the demoltion/removal works, except general earth, shall remain the
property of the Procunng Entity, the designated part of which shall be stored by the
Contracior at places specified by the Engimeer.

6. In case of demolition of whad deck and platform, the contractor shall ensure that no debris
will be remained/deposited at seabed.

7. In case of removal of obstructions other than properties of PPA (ie; ship wreckages), the
contractor shall coordinate with PMQO and PPA engineers regarding the methodology to be
used and its legal matters.

INTERFERENCE WITH PORT OPERATIONS

During the execution of tha work, the Contractor shall aot interfers with the shipping, navigation and
other traffic in the port.

The Contractor shall make amangements with the operations peopie on the schedule of demoktion
and related works to keep port operation activities undisturbed at all ttimes.

Inprowivent of Eaising ROCK Cauperay  $
Forl of San Rogue, Deam, Geeer -
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Technical Speciicationa
{Dwrwollion s Rewmoval Works)

Prior to commencement of the demolition works, the Contractor shall inform/announce to port users
the achedule of disconnection of utilities,

STORAGE AND DUMPING

Prior to the commencement of the demelition work, the Engineer shall submit to the Contractor a list

in which all the matesials to be salvaged and overhauled, as property of PPA, and the description of
the location of their storage. Materials embedded in concrete units shall not be salvaged.

The Contractor shall separate materials to be salvaged from debris. Salvaged materials shall be
lcaded, transported and unloaded by the Contractor at the specified locations.

The Contractor may dump debxis or extracted rocks on fand areas but out of the site, which areas
shall be procured and prepared at his own expense. In this case, safety measures shall be
undertaken in the transporting, unioading, coverning and others as requested by the Engineer.

The approximate distance of the disposal site from the project site is about five (5) kms., as
designated by the PMO thru the impismenting office.

EXECUTION

1. Pror to the commencement of demolition works, the alignments of the new construction
works to existing structure shall be checked.

2. The width and aignment of portion of axisting structure to be demolished shall be marked by
paint.

3. With these lines as guides, concrete shall be broken and reinforcing bars cut, such that
panels or portions of the structure ¢an be lifted out for disposal eisewhere outside of the

operational work area.
4. Rocks removed from existing slope protection shall be stored for re-use in new construction.

5. Demolish pavements, curbs, fences, ufilities, senices, nawvigation aids and the likes as
determined i the field for each project and as shown on the drawings or as directed by the

Engineer.

6. Materiais coming from the democition/removal works shall be propedy disposed by the
Contractor.

SAFETY

During the course of survey and clearing, any obstacles which are recognized and seemed to be
explosive or hazardous to workers shall bs removed from the site by the proper Authority.

At the end of sach day’s work, the Contractor shall keep the workplace in safe condition and clean
50 that no part is in danger of falling or creating hazard to personnel or equipment.

IRl OF EX5ng FOO0K CAtmoway
Port of Gan Rogue, Decem, Semar



Yechnicst Spaclications.
(ExCavenon Yvorks)

MTEM 02 = EXCAVATION WORKS
SCOPE OF WORK
General Provisions

1. The area shall ba excavated at the required depth as indicated on the Drawing/s.

2 The work includes fumishing of all labor, materials, plants and equipment required to
compieteffinish the excavaton works.

Work Schedules

1. After examinations of all relevant data, coordination needs, work constrains, equipment to be
used and other matters, a PERT/CPM diagram showing the detailed schedule/duration and
sequences for the execution of excavaton work shall be submitted to the Engineer for
approval within 15 days before the proposed commencemernit of the Works.

2 Before the commencement of excavation works, the Contractor together with the Authority's

Representatives and Surveyors shali conduct a pre-joint hydrographic and topographic
survey which will form basis of actual quantity of excavated materials o be

removediexcavated.

3. Prior to excavation works, the Contractor shall establish visible markers to clearly define the
limits of the axcavation.

EQUIPMENTAAYOUT OF WORK

Plant

1. The Contractor shall keep on the job sufficient equipment/piant to meet the requirement of
the protect.

2 The aquipment/plant shall be in satisfactorily operating conditions and capable of efficiently
performing the excavation works with safety as set forth herein and shal be subject to
inspection by the Engineer at all times.

Physical Data/Layout of Work
1. The Authority does not guarantee to keep the project excavation area free from obstructions.

2. The Contractor shall conduct the work in such manner not to disrupt the port operational
aclivities at all times.

3 The Contractor shall iayout his work from the govemment estabished ranges and gauges
which shall be pomted out to him prioe to commencement of the excavation work but shalt be
responsible for all measurements in connection therewith.

4. The Contractor shall fumish, at his own expense, survey equipment, range markers, poles,
buoys, etc., and kabor as may be required in laying out any part of the excavation work.

5. The Contractor shall be responsible for the installation, maintenance and preservation of all
gauges, ranges, platforms, excavation limit markers. Upon compietion of the work, the

Saprovernent of EGeng Foch Causewey
Port ol San Roguu, Dusstt, Séemar
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{Exravanon Warks)

Contractor shall promptly remove all ranges, markers, and other marker placed by him that
may be detnmental to post operation.

EXECUTION
EXCAVATION WORKS
Description

1. This #tem shall consist for the removal of existing seabed/fill in confoanity with the
dimensions shown in hydrographic and topographic survey plan or as established by the
Engineer.

2. The excavated suitable materials shall be used ¥ proven to pass the requirernents as
backfilling materials.

3. The excavated good materials shall be stockpied within the projact site to be designated by
the Engineer. The good matenals shall be used for backfilling as directed by the Engineer.

Progress of Work

1. Upon mobilizing sufficient labors, matedals, plamts and equipment, the Contractor shall
works a such hours as may be necessary, subject to existing laws, to ansure the
prosecution of work in accordance with the approwved scheduie (PERT/CPM). If the
Contractor falls behind the approved excavation schedule, the Engineer may require the
Contractor {0 increase the number of shifts and/or equipment without extra cost to the
Authority.

2. Failure of the Contractor to comply with the requirements shall bs reasonable grounds to
assume that the Contractor is not performing the excavation work with such diligence as will
insure completion within the specifisd time, in which case, the Engineer may be compelled
fo take steps to protect the interest of the PPA.

3. When the Contractor elects to work overime and on Sundays and legal holidays,
approgriate authonty from those concem must be secumed and notice of his mtention to do
so shall be submitted to the Engineer within the reasonable time in advance thereof.

4. The Contractor shall subrnit daiy excavation reports m duplicate within two (2) days after the
end of the day covered by the report duly signed by the Contractor or his duly authorized
representative and the Engineer. The report shall be made in forms and to be provided by
the Authority.

5. The Contractor shal take necessary measures to protect the iife and health of his men in
accordance with the existing laws and regulations of the Govemment. The Contractor shall
provide safety devices to Engineer and personnel while on board the equipment/plant in
performance of their official duties.

6. The Contractor shall put up and maintain such markers and buoys as will pravent any
accident in consequence of his excavation work. No liability whatscever attaches to the
Authority, if as a result of the operations or instaliation, an accident happens in the project
area. The Contractor shall hold tha Authosity free and harmiess against any or all claims of
persons involve in such accxdents.

Prprovearent of Exiing Pack Copirrgy
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EXCAVATED MATERIALS

1. Dispcsal of axcavated unsutable matesials from seabed shall be transpornted and deposited
at 10.00 kms. {minimum) away from the area to be excavated.

2. Stockpiling and usage of excavated materials from existing backfill shall be approved by the
Engineer in coordination with the Agency.

Displace Materials

1. Should the Contractor, during the progress of the excavation works, lose, dump, throw
overboard, sink, misplace any materials, plam, machinery or appkance which may be
dangerous to of obstruct nawigation and/or port operations activities, the Contractor shall
mmediately give notice with description ard location of such obsiruchon to the Authority and
when required, shal mark the obstruction until such time the same is remowved.

2. Shouid the Contractor refuse, neglect or delay compfiance with the above requirements,
such obstructions shall be removed by the Authority and the cost of its removal shall be
deducted from any money due or to become due to the Contractor or proceedad against his
performancea bond.

3. Any excavated materials that s deposited other than the designated area will not be paixd
and the Contractor shall be required to remove such misplaced materials and deposit it to
where directed at his expense.

INSPECTION

1 No PPA Project Engineer or Authority’'s Representative is authorized o change any
provisions of the excavation specifications without written authorization of the Authority.

2. Nor shall the presence or absence of a PPA project Engineer or Authority’s Representative
relieve the Contractor from any of his responsibility under the Contract.

PAY LIMITS

it is to be clearly understood that no payments will ba made for excavation beyond the excavation
limits. The Contractor shall bear all the cost of over axcavation beyond the project depth and in
addition, of any remedial measures ordered by the Authority or its representative to be taken in
areas over excavation is not pemitted.

SOUNDINGS

1. The Contractor, in the presence or joint with the Authority’s Representative and durning the
progress of the excavation works, shall perform continuous checking of the depth thru
soundings.

2. For the purpose of work progress payments. the Comntractor, jointly with the Authority’s
Representative and/or Surveyors, shall conduct soundings on areas subjected 1o 8xcavation
activities dunng the month or the preceding period for which payment is being ¢laimed,

3. The Contractor will be responsible for all costs involved in the above mentioned such as
costs for the survey equipment, measuremem, markings, materials and other cost related
thereto.

IVt O £ Aiing Foch Clmie-way
Pest of San Kogua, Darem, Sawer



ITEM 03 : ROCKWORKS

SCOPE OF WORK

The work includes the fumnishing of afl labor, maternals and equipment required for the rock works
including armour rocks, under layer and rock filf in accordance with the Specifications and as
indicated in the drawings oc as directed by the Engineer,

SETTING OQUT OF WORKS

1. Topographic/Hydrographic Survey

Prior to commencement of Works, the Contractor together with the Engineer shall conduct
topographic and hydrographic surveys in order to establish the actual fieid condition or
bathymetry of the project ste. The said survey shalt be used 835 the basis of quarrity
measurement.

2. The Contractor shall set out the Works ardd shall solely be responsible for the accuracy of
such undertaking. Visible construction markers shall be used to clearly define hofrizontal
limits prior 1o placing of any material.

MATERIAL REQUIREMENTS

1. All rocks to be used shall be angular, hard, durable and not likely to disintegrate in seawater.
Rock layers to be installed should more or less be “glebal in shape™, "angular in surface® and
should avoid “river run rocks™. Rocks that are sub-anguiar may be subject to the approval of
the Engineer. Rounded or wel rounded pieces will not be accepted.

2. All rocks shall have a minimum unit weight of 2,650 kg per cubic meter (specific gravity 2.65)
of solid materials when measured dry.

3. Rocks with specific gravity higher than the above spedified is preferable and will readily be
accepied. But no adjustment (increase) in the contract price will be made on this account.

4, Rocks of the primary cover kayer shall be sourxi, durable and hard. It shall be free from
laminations, weak cleavages, and undesirable weathering, and shall be of such character
that it will not disintegrate from the action of the air, seawater, or in handing and placing. All
stone shall be angular quarmy stone.

5. All rocks shall conform to the following test designations:

Apparent specific gravity ASTM C 127
Abrasion ASTM C 535

EXECUTION
QUARRY SITE AND ROCK QUANTITY

1. R is the Contractors responsibility to make necessary surveys / investigations on quarry
sites applicable to the Works, taking into consideration the nature of the rock works required
under the Contract such as required quality, total quantity and daily required quantity,
transportation method and route etc., >

[F— S — ey P
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{Rockworks)

2. The Contractor shall submit data on characteristics of proposed quarry sites together with

the location of sites, test resuits of their products and samples for the approval of the
Engineer.

3. When the Contractor intends to operate a quarry for the Works, the Contractor shall take all
the responsibilities in connection with its operation mcluding, but not imited to, obtaining all
necessary permits and approvals, payment of safety measures or kke (if any), provisions
and maintenance of safety measures and temporary access roads, all of private and pablic
roads and temporary jethes to be usad to transport quarmied materials and the compiance
with afl requlations efc. required by the authorties having jurisdiction over any part of the
operation.

Should any explosive be used in the quamy operations, the Contractor shall be responsible
to meet laws and reguiations, wherever apphicable, established by the Local Government
and Central Govemment Department concerned.

4. Despite the Engineer's previous approval of the natural rock and borrow pits, the Engineer
reserves the right to suspend any operation in connection with the rock, if, in its opinion,
such rock is not suitabie for the work. In such case, the Contracior shall comply with the
Engineer's instructions.

5. The finish bulkhead shall be true to grade and section. The spacesivoxis between rocks
shall be filled/sealed with 2 kg. to 18 kg. rocks and shall be appved by the Engineer before
placing geotextile filter thereon to prevent the filling matenals (soil and sand) from escaping
to cause scouring and setilement of finished surface.

STORAGE OF MATERIALS

Quarried rock materials shall be stored by weight/class or in a manner approved by the Engineer
and in a yard kept clean, free from undesirable materials.

SAMPLING TEST

1. Thirty (30) days prior in commencement of rock works, samples and test results of rock
matenal which conforms to the Specifications called for m the Contract shall be submitted to

2. Rock samples from different sourcas and of different classes shall also be submitted,
together with test results and its comesponding cerfificates, for the Engineer's approval.

3. Rocks accepted at the quarries before shipments or at the site before placement shall not be
used as a waiver. The Engineer has the right to reject any infenor rock quality.

4. Samples for each class of approved matenals are to bs kept in the field for
companson/checking of delivered rock matedals. A test shall be required for every 1,500
cu.m.

CROSS-SECTIONS OF COMPLETED ROCKWORK

Cross-sections showing the elevations of the completed mock works and the {emain of the existing
saabed pnor to construction shal go together with every progress report and request for progress or
final payment.

Rock works which was previously paid should be easily identified from sections being requested for
payment.

of Exisling Rock Causerey
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Tachrical $oecifications
{Geowntie Fabric}

ITEM 04 H GEOTEXTILE FABRIC
SCOPE OF WORK

This work covers all the following requirements regarding the installation of geotexile (fitter fabnc) in
accordance with the lines, grades, and dimensions shown in the drawings.

MATERIAL REQUIREMENTS

The gectextile fabnic shall mest the following requirements in full. i required, a sample of 1.0 sq.m.
shalt be supplied to the Engineer for approval and retention for purposes of compargative testing
@against matedals randomly sampled from the site.

1. PHYSICAL PROPERTIES

a. The geotextila material shall be a nonwoven needie punched type comprising of
needle punched polypropylene fibers or its equivalent.

b. The geotextile matenal shall be UV stabilized to ensure retention of minimum 70%
original tensile strength after 90 days exposure to sunfight The manufacturar shall
submit test results to the Engineer for approval.

e The geotextile must be highly resistant {o long term contact with damp cemantatious
sttbstances or acid or alkali solutions in the pH range 2-13. The manufacturer shall
submit test data 10 ensure resistance of the polymer.

2. MECHANICAL AND HYDRAULIC PROPERTIES

The geotextile supplier is required io certify that the matedals delivered to site will be proven
to meet or excead the following properties:

TEST
TECHNICAL PROPERTIES UNIT MINIMUM STANDARD
A. Physical Characteristics:
Minimum Mass (@m?) 540 ASTM D526
(per unit area) B
Thickness (F=2 kpa) mm 45 ASTM D5199
8. Mechanical Properties:
Tensile Strength (md/cd) kN/m 1322 ASTM D4595
Tensite elongation {(mdicd) % 90740 ASTM D4595
CBR Puncture Resistance N 3000 ASTM D6241
€. Hydraulic Properties:
Effective Opening Size {mm) 0.08 ASTM D475
{Ox Wet Sieving)
VWater Permeability:
Parmittivity {s") 0.5 ASTM D449
Pox of San Rogus. Ducan, Seralf
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Technical Specicat

(Gootantile Febne:
Nota:
Tolerances:
Mechanical Properties -1.0% of the Minimum Value
Hydraulic Properties -1.0% of the Minimum Value
EXECUTION

1. The geotextile shall be defvered to site with an outer wrapper to protect ¢ from exposure to
the elements.

2. Prior to laying of gectextile fiter, stone filler shall be piaced between gaps or voids of amour
{ core rocks as likewise mentioned in the requirements of tem “Rock Works".

3. The non-wooven geotextile filter shall be installed and lay manually at site as per design
drawings. The filter shall be laid lengthwise down siopes and appropriately anchored along
the top edge.

4. The Engineer reserves the right to sample geotextile delivered to site for individual quality
control testing at the contractor's expense. A material not meeting the manufacturer's
certified values will be rejected from the site,

5. The geotextite shall be proven to resist dynamic punciure damage when subject to impact
siress from stone armour (200400 kg.) dropped from a minimum height of 2.0 m. and
should be laid on at least 1-foot sand and gravel bedding. Geotextile failing to resist
punciure shall not be accepted.

6, To facilitate site Quality Assurance, each roll of geotextile delivered to site shall be clearly
labeled with brand nama, grade, and production batch number.

7. Geotextile overlapa shall be at least 1.0 m unless otherwise stated on the drawings.
Altematively, geotextile overlaps are to be heat-welded or sewn using approphate
polypropylene or olher synthetic thread and portable hand sewing aquipment.

S — oy Y Sp—
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Tachnical Spacilicshong
(Rechematon wd Fé@)

ITEM 035 ) RECLAMATION AND FILL

SCOPE OF WORK

This tem shall consist of the construction of back-up area in accordance with the Specifications
and in conformity with the lines, grades, and dimensions shown on the Plans or established by

the Engineer.

The area to be upgraded shall be &s indicated on the Drawings.

The works includes fumishing of all iabor, materiats and equipment required to completefinish
the upgrading of the area in accordance with the Drawings and the Specificstions.

The following major items of works are included:

1. Supply and fill of suitable materials to places required to upgrade slavation of areas as
shown in the drawings.

a.
b.

Compaction of fill materials
Supply and placing of filter fabric

2. The work may also include the construchion of temporary dike or structure to enclose the
reclamation matenial before the completion of a permanent waterfront containment
structure.

MATERIAL REQUIREMENTS

1. Filling Materials

a.

General
All sources of filling materials shall be approved by the Engineer.

Appropriate quantities of sample of afl matenals ¢ be used in the Works shall
be submitted for acceptance and approval by the Engineer thirty (30) days before
the commencement of work.

General filling shall consist of approved material from approved sourcas of suitable
grading obtained from excavation, quarries or borrow pits, without excess fines,
clay or silt, free from vegetation and organic matter.

Sample of approved materials shal be kept/stored in the field for mady
reference/comparison of the delivered materials.

The Contractor shall ensure that adequate quantities of required materials that
comply with the specifications and quality approved by the engineer are available
at all times.

Fill Maternals other than Dredged/Excavated Materials
Fill matenals for reclamation purposes other than dredged matesdials shall be pi

sand, quarry run, gravel or mine tailings. The fill material shall be of the same
quality or better as approved by the Engineer.

e ovemtt of Exiing ROCK Cautaty
Pail of San Rogus, Deram, Samar

&



11
Tachnical Specicahons
(Rechteon wrsd F )

c.  Type of Filing Materials
c1  Selscied Fill Materials

All materials used for fill shall be free of rock boulders, wood, scrap
matenats, organic matters and refuse.

The matenial shall not have high organic content and shall meet the

following requirements:

i Nol more than 10 percent by weight shall pass the No. 200 sieve
(75 microns}.

il Maximum particles size shall not exceed 75 mm.

id. The fill materials shall be capable of being compacted in the manner
and to the density of not less than 95%.

. The materal shall have a plasticity index of not more than € as
determined by AASHTO T 90.

V. The matenal shall have a soaked CBR value of not less than 25%
&% determined by AASHTO T 192.

c.2  Sand and Gravel Fil

The materials shall be composed of at least 50% sand and 50% gravel in
terms of volume and shall be free from rock boulders, wood, scrap,
vegetables, and refuse. The materials shall not have organic content and
the maximum padticle size shall not exceed 100mm diameter. Source of
materials shail be river or mountain quany or manutactured,

c3 Excavated Maternials

The excavated materials shall be used for backfilling as directed by the
Engineer.

EXECUTION
Redamation and Fili

Genetal

The Contracior shal be responsible for all ancillary earthworks that are necessary for the
reception of the fill matenal and including, all spout handling, temporary dike or shofing
construction whare necessary, temporary protection to dikes in the sea and drainage of
excess water.

The arrangements of these ancillary earthworks shall be laid out in consultation with the
Engineer and to the Engineer's satisfaction and care shall be taken to minimizs the loss
of fill.

Repiacement, backfitling and reclamation may be done by any method acceptable to the
Engineer. Pnoc to start of Work, the Contractor shall submit his method and sequence of
performing the works o the Engineer for approval. However, the Engineer's gpproval of
the method and sequence of construction ghall not release the Contractor from the
responsibiity for the adequacy of labor and equipmernt.




12
Technicet Speciications
(Anclernation erd Fill)
c. The Engineer shall approve the type of material to be used as fill prior to its placement. if
the material is rejected, such maternal shall be deposited into areas designated or as
directed by the Engineer.

d. Reclamation of fill material shall be placed in horizontal kayers not exceeding 200mm {8
inches), loose measuremant, and shall be compacted as specified before the next fayer
ts placed. Effective spreading equipment shall be used on each Wt to obtain uniform
thickness paor to compacting. As the compaction of each layer progresses, continuous
ieveling and manipulating will be required to assure uniform density. Water shall be added
or removed, ¥ necessary, in order to obtain the required density. Removal of water shafl
be accomplished through aeraztion by plowing, blading, dicing, or other methods
satisfactory to the Engineer.

Dumping and rolling areas shall be kept separate, and no lift shall be covered by another
untdl the necessary compaction is obtained.

Hauling and leveling aquipment shall be 3o routed and distributed over each layer of the
fill in such a manner as to make use of compaction effort afforded thereby and to minimize
ruiting and uneven compaction.

TREAL SECTION

Before finish grade construction is started, the Contractor shall spread and compact trial sections
as directed by the Engineer. The purpose of the trial sections is to check the suitability of the
materials and the efficiency of the equipment and construction method which is proposed to be
used by the Contractor. Therefore, the Contractor must use the same matenal, equipment and
procedures that he proposes to use for the main work. One triaf section of about 500 m? shall be

made for every type of maternial and/or construction equipment/procedure proposed for use.

After final compaction of sach trial section, the Contractor shall canry out such fiekl density tests
and other tests required as directed by the Engineer.

if a trial section shows that the proposed materials, equipment or procedures in the Engineer’s
opinion are not suitable for sub-base, the material shall be removed at the Contractor's expense,
and a new trial section shall ba constructed.

If the basic conditions regarding the type of material or procedure change during the sxecution of
the work, new tnal sections shall be constructed.

CROSS-SECTIONS OF COMPLETED RECLAMATION

Cross-sections showing the elevations of the completed reclamation and the lerrain of the existing
seabed prior to consiruction shail go together with every progress report and request for progress
of final payment.

FIELD COMPACTION TEST

Fiekd Density tests to determine the percent of compaction of the material (selected fill, aggregate
base course, efc) shall bs conxiucted. Compaction of sach layer thereafier shall continue until a
field density of 95 percent of the maximum dry density in accordance with AASHTO T/180 Method
D has been achieved. in place density determnation shall be made in accordance with AASHTO
T191f ASTM D 1556.

TOLERANCE
Elevation : plus 5 cm.

[V T g 3 e rr——
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TYPICAL DETAIL OF INSTALLATION
T 10 STALE

T

=
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Dem G 1. SHEET BASE

4030

FULLET WELDED ALL ARDOUND

L

" ol NOTES : -
<

1) ALL JOINTS SHALI BE FILLET WELDED
ALl, AROUND.

ELEVATION.

SCALE 129

ﬂI&LP]PEP—j

o

2} THE GCRADUATED SETTLEMENT ROD
INCLUDING THE BASE SHALL BE PAINTED
WITH TWO (2) COQATS OF ANTI=-RUST FPAINT
AND THE 195 M. PAINTED WITH
ALTERNATIVE BANDS OF RED AND WHITE
ENAMEL, 0.15 M. LONG ALL AROUND.

\__, Sem ® G L SHEET BASE

FILLET VELDED ALL ARCUND

l 1210 I | STANDARD GRADUATED
PLAN SETTLEMENT ROD
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ITEM 06 : REINFORCED CONCRETE

SCOPE OF WORK

AR works falling under this Section shall include reinforced concrete for all kinds and parts of any

reinforced concrete siructure.

GENERAL PROVISIONS

1.

Full cooperation shall be given to the other trades to install embedded ems. Suitable
templates or instructions will be provided for setting, items shall have been nspected, and
tests for concrete or other matenals or for mechanical operatons shall have been completed
and approved.

The following publications of the issues listed below, but referred to thereafter by basic
designation only, form as an integral par of this Specification to the extent indicated by the
reference thereto:

a

American Concrete Institute (ACI) Standards:

ACI 117

ACI121R
ACI201.2R
ACI211.1

ACI 214R

ACI 301
ACi 304 2R
ACI 304R
ACI 30SR
ACI 306.1
ACI 308R
ACI 309R
ACI311.4R
ACI 318M

ACl 347

Standard Specifications for Tolerancas for Concreta Construction
and Materiats

Quality Management System for Concrete Construction
Guide to Durable Concrete

Standard Practice for Selecting Proportions for Normal, Heavyweight,
and Mass Concrete

Recormnmended Practice for Evaluation of Strength Test Results of
Concrete

Specifications for Structural Conerete

Placing Concrate by Pumping Methods

Guide for Measunng, Mixing, Transporting, and Placing Concrete
Hot Weather Concreting

Standard Specification for Cold Weather Concreting

Guide to Curing Concrete

Guide for Consolidation of Concrete

Guide for Concrete Inspection

Metric Buikding Code Requirements for Structucal Concrete and
Commentary

Geade to Formwork for Concrete

INGrovement of € iatng Rock Causewsy

Podl of San Roqum, D, Sever



ACI SP-15

ACIl SP-2
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Feld Reference Manual: Siandand Spedifications for Structural
Concrete with Selected ACI and ASTM References

ACI Manual of Concrete Inspection

American Society for Testing and Materials (ASTM) Publicstions:

ASTM C 150
ASTMC 114
ASTM C 185
ASTMC 115

ASTM C 204

ASTMC 151
ASTMC 109

ASTM C 266

ASTM C 131

ASTMC 33
ASTMC 136

ASTM C 117

ASTM C 29

ASTMC 128

ASTM C 87

ASTMC 88

ASTM C 142

ASTMC 97

Standard Specification for Portland Cement
Standand Method for Chemical Analysis of Hydraulic Cement
Standard Method for Air Cortent of Hydraukic Cernent

Standard Test Method for Fineness of Porttand Cement by the
Turbidimetar

Standard Test Method for Fineness of Hydraulic Cement by Air-
Permeability Apparatus
Standard Test Method for Autociave Expansion of Portiand Cement

Standard Test Method for Compressive Strength of Hydraulc Cement
Mortars

Standard Test Method for Time of Setting of Hydraufic-Cement Paste
Gilmore Needles

Standard Test Method of Time Setting of Hydraukc Cement by Vicat
Needie

Standard Specification for Concrete Aggregates

Standard Test Method for Sieve Analysis of Fine and Coarse
Aggregates

Standard Test Method for Materials Finer than 75 micron (No. 20Q)
Sieve in Mineral Aggregates by Washang

Standard Test Method for Bulk Density (Unit Weight) and Voids in
Aggregate

Standard Test Method for Density, Relative Density (Specific Gravity),
and Absorption of Fine Aggregates

Standard Test Method for Effect of Organic Impurities in Fine Aggregale
on Strength of Mortar

Standard Test Method for Soundness of Aggregates by Use of Sodium
Sulfate or Magnesium Sulfate

Standard Test Method for Clay Lumps and Friabla Particles in
Aggregales

Standard Test Method for Absorption and Bulk Specific Gravity of
Dimension Stone

Iprovament o NG Rock Cavevsy
Part of 5am Rogwe. Owym, Samar



ASTM C 127
ASTM C 535

ASTMC B8

ASTMC 131

ASTMC 94
ASTMD 512
ASTM D 516

ASTMA 615

ASTMA 370

ASTMA 510

ASTMASB

ASTMC A

ASTMC 38

ASTMC 172
ASTM C 192

ASTM C 293

ASTMC 78

ASTMC 42

ASTMC 174

ASTMC 143
ASTM C 494

18
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Test Method for Specific Gravity and Absorption of Coarse Aggregate

Standard Test Method for Resistance to Degradation of Lamge-Size
Aggregate by Abrasion and Impact in the Los Angeles Machine

Standard Test Method for Soundness of Aggregates by Use of Sodium
Suifate or Magnesium Sulfate

Test Method for Resistance to Degradation of Small-size Coarse
Aggregate by Abrasion and Impact in the Los Angeles Machine

Standard Specification for Ready-Mixed Concrete
Chioride lon in Water
Sulfate lon in Water

Standard Specification for Deformed and Plain Carbon-Steel Bars for
Concrete Reinforcement

Standard Test Methods and Definitions for Mechanical Testing of Steel
Products

Standard Specification for General Requirements for Wire Rods and
Coarse Round Wire, Carbon Steel

Standand Specification for General Requirements for Rolled Structural
Steed Bars, Plates, Shapes, and Sheet Pling

Standard Practice for Making and Curing Concrete Test Specimens
in the Field

Standard Test Method for Compressive Strength of Cylindricat
Concrete Specimens

Standard Practice for Sampling Freshly Mixed Concrete

Standard Practice for Making and Curing Concrete Test Specimens in
the Laboratory

Standard Test Method for Flexural Strength of Concrete (Using Simple
Beamn with Center-Point Loading)

Standard Test Method for Elexural Strength of Concrete (Using Simple
Beam with Thind-Point Loading)

Standard Test Method for Obtaining and Testing Driled Cores and
Sawed Beams of Concrete

Standard Test Method for Measuring Thickness of Concrete Elements
Using Drilled Concrete Cores

Standard Test Method for Slump of Hydraulic-Cement Concrete
Standard Specification for Chemical Admixtures for Concrete

poernant o Edating Flock Causewey
Pomt 3 Ran Rogua, Daram, Samar
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ASTM C 1017 Standard Specification for Chemical Admixtures for use in
Producing Flowing Concrete
ASTMC 171 Standard Specification for Sheet Materials for Curing Concrete

ASTM C 309 Standard Specification for Liquid Membrane-Forming Compounds for
Curing Concrete

ASTM 5329 Standard Test Methods for Sealants and Fiflers, Hot Applied, For Jonts
and Cracks n Asphakic and Porttand Cement Concrete Pavements

ASTM D 5167 Standard Practice for Metfting of Hot Applied Joit and Crack Seslant
and Filer for Evaluation

ASTMA 706 Standard Specification for Low-Alloy Steel Deformed and Plain
Bars for Concrete Reinforcament

ASTM A 966 Standard Test Method for Magnetic Particle Examination of Steel
Forgings using Altemating Current

ASTM C 1064 Standard Test Method for Temperature of Freshly Mixed
Hydraulic-Cement Concrete

ASTM C 1077 Standard Practice for Laboratories Testing Concrete and Concrete
Aggregates for use in Construction and Criteria for Laboratory
Evaluation

ASTM C 1107 Standard Specification for Packaged Dry, Hydraukc-Cement Grout
(Non-shrink)

ASTM C 1116 Standard Specification for Fiber-Reinforced Concrete
ASTM C 1157 Standard Specification for Hydrauhc Cement

ASTMC 138 Standard Test Meathod for Density ("Unit Weight™), Yield, and Air
Content {(Gravimetric) of Concrete

ASTMC 173 Standard Test Method for Air Content of Freshly Mixed Concrete
by the Volumetric Method

ASTM C 260 Standard Specification for Air-Entraining Admixtures for Concrate
ASTM C 295 Petrographic Examination of Aggregates for Concrete
ASTMC 33 Standand Specification for Concrete Aggregates

ASTMC 42 Standard Test Method for Obtaining and Test Driled cores and Sawed
Beams of Concrete

ASTM C 469 Static Modulus of Elasticty and Poisson's Ratio of Concrete in
Compression

ASTM C 595 Standard Specification for Blended Hydraulic Cements
ASTM C1116 Standard Specification for Fiber-Reinforced Concrete and Shotcrete

Improvarvan of Evewing Rock Coasway
Post of San Regue. Dwrae. Samar
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ASTM C 1751 Preformed Expansion Joint Fillers for Concrete Paving and Structural
Construction.{(Non-axiruding and Resilient Btuminous Types).
ASTM D 1179 Fluonde lon in Water

ASTM D 1190 Standard Specification for Concrete Joint Sealar, Hot-Applied
Elastic Type

ASTM D 1751 Standard Specification for Preformed Expansion Joint Filler for
Concrete Paving and Structural Construction (Non-extruding
and Resilient Bituminous Types)

ASTME 329 Standard Specification for Agencies Engaged in the Testing and/ or
inspection of Materials used in Construction
c. American Welding Society (AWS)

D12 Welding Reinforcing Steel, Metal Inserts and Connections in
Remnforced Concrete Construction.

d. Phifippine National Standard (PNS)
PNS 49 Stes| Bars for Concrets Reinforcement

e, OPWH Standand Specifications
@, All other standards hereinafter indicated.

1. The edition or the revised version of such codes and standards currermt at the date
twenty eight (2B} days prior to date of bid submission shall apply. During Contract
execution, any changes in such codes and standards shall be applied after approval by the
Owner.

SUBMITTALS

1. Test Reports and Certificates shall be fumished and approval received before delivery
of certified or tested matenals to the Project Sites.

a Submit Test Reports for the following:
a Concrate mixture proportions

Submit copies of test reports by independent test labs conforming to
ASTM C 1077 showing that the mixture has been successfully tested to
produce concrete with the properties specified and that mixture wili be
suitable for the job condittons. Test reporis shall be submitted along with the
concrete mixture proportions. Obtain approval before concrete placement
Fully describe the processes and methodology whereby mixture proportions
were developed and tested and how propoctions will be adjusted during
progress of the work to achieve, as closely as possible, the designated levels
of relevant properties.

a.2 Aggregates

Taprovnent of Exvting Rock Casesrwey
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Submit test results for aggregate quality in accordance with ASTM C 33.
Where thers is potential for alkali-sdica reaction, provide resulis of tests
conducted in accordance with ASTM C 227 or ASTM C 1260. Submit
results of all tests during progress of the work in tabular and graphical
form as noted above, describing the cumulative combined aggregate grading
and the percent of the combined aggregate retained on #ach sieve.

al Admbdures

Submit test results in accomiance with ASTM C 494 and ASTM C 1017 for
concrete admidures, ASTM C 260 for air-entraining agent, and manufacturer's
literature and test reports for comosion inhibitor and ant-washout admodure,
Submitted data shall be based upon tests performed within 6 months of

submittal.

a4 Cement
Submit test resuls m accardance with ASTM G 150 Portiand cement. Submit
curent mil data.

a5 Water

Submit test results in accordance with ASTM D 512 and ASTM D 516.
Submit Certificates for the following:
b.1  Curing concrets elements

Submit proposed materials and methods for cusing concrete elements.
b2  Form removal schedule

Submitt proposed materials and methods for cunng concrete elements.

b3  Concrete placement and compaction

Submit technical Herature for aquipment and methods proposed for use in
placing concrete. Include pumping or conveying equipment including type,
size and material for pipe, valve characteristics, and the maximum length and
height concrete will be pumped. No adjustments shall be made to the mixture
design to faciltate pumping.

Submit technical literature for equipment and methods proposed for vibrating
and compacting concrete. Submittal shall include technical iterature describing
the equipment including wvibrator diameter, length, frequency, ampitude,
centrifugal force, and manufacturer's description of the radius of influence
under load. Where fiat work is to be cast, provide similar information
relative to the proposed compacting screed or other method to ensure dense

placement.
b4  Midure designs
Provide a detaded report of materials and methods used, test resuits, and the

field test strength (for) for marine concrete required to meet durabdity
requirements.

Trerovament of Exetng Rock Cvmewsy
Pt of San Rexguat, D, $amat
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2 The Contractor shall submit shop drawings and erection drawings for formwork and
scaffolding at least 14 days prior 1o commencing the work.

Each shop drawing and erection drawing shall bear the signature of a Contractor's qualified
Engineer. Details of all proposed formwork o be prefabricated and formwork to produce
special finishes shall be subxmitted fo the Engineer for approval before any materials are
ordersd. ¥ the Engineer so requires, samples of proposed formworks shall be constructed
and concrete placed @&t the Contractor's expense so that the proposed methods and
finished effect can be demonstrated.

The Contractor shall submit shop drawings showing reinforcing bar placmg and bar ksts
for the Engineers approval. Such shop drawings shal show &iso supplemental bars for
forming, strengthening frames of bars of sufficient rigidity to withstand forces dunng placing
concrete. If necessary, shaped steel may be added to improve rigidity of the frame of bar.

Such shop drawings shall clearly indicate bar sizes, spading, location and quantities of
reinforcement, mesh, chairs, spacers and other details to be as per ACi Manual of
Standard Practice for Detailing Renforced Concrete Structures.

Details shall be preparad for placement of reinforcement whers special conditions occur,
including most congested areas and connection between pre-cast concrate and concrete in-
situ,

All shop drawings shall be reviewed by the Engineer within seven (7) days after recesving
them, At least two {2) days prior to pouring concrete, the Contractor shalt submit to the
Engineer a pouring permit for his inspection and approval.
MATERIAL REQUIREMENTS
CEMENT
Unless otherwise specified in the Drawings, only one (1) brand of cement shall be used for
any individual structure. in determining the approved mix, only Portland cement shall be used
as the camentibous matenal.
1 Portand Cement: ASTM C 150
Type Wi (for general use, more especially when moderate Sulfate resistance is desired)
ADMIXTURE (IF NECESSARY)
Unless otherwize required by field conditions, admixiure may be used subject o the

expressed approval of the Engineer. The cost of which shall almmady be ncluded in the unit
cost bid of the Contractor for the concrete.

1. Air Entraining Admixture shall conform to ASTM C 260.
. Admixture other than air entraining agent shall conform to ASTM C 434,
3. Admixture containing chiofide ions, of other ions producing deletenious effect shall
not be used.

rovowonl o Euing Rook Causeway
Fort of San Rogua, Darass, Saraer
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AGGREGATES
1. Crushed Coarse Aggregate

Conforming to ASTM C 33 and having nomnal sizes passing 38.0 mm to 19.0 mm, 18.0 mm
10 9.5 mm to No. 4 sieve. The material shall be well graded between the imits indicated and

individually stockpéed. it shall be the Contractor's responsibility to blend the materials to

meet the gradation requirements for various types of concrete as specified harein.

Nominal sizes for combined gradation shall be as follows:

Nominal Size of Coarse Aggregates

ASTM Sioves % by Weight Passing
40mm 25mm 19mm 10mm
50.0mm (27 100 . . -
38.0mm (1 1/2%) 95 - 100 100 . -
31.8mm (1 1/4%) - 90 - 100 100 -
25.0mm (1°) - . 90 - 100 -
19.0mm (3/4%) 35-70 25-90 —_ 100
16.0mm (5/8") - - 20-55 85- 100
9.5mm (3/8") 10-30 0-10 06-10 0-20
No. 4 0-5

2. Fine Aggregate

ASTM C 33 except for gradation which has been revised to meet local conditions unless
otherwise required by the Engineer, grading of find aggregate shall be as follows.

ASTM Sieves % by Weight Passing
9.5mm (38) 100
No4 80 - 100
No. 8 80- 100
No. 16 50- 90
No. 30 25-80
No. 50 5-30
No. 100 0-10

Trcvamant Of £ Waing Fock Carmrey
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a. Grading of fine aggregates shall be reasonably uniform and fineness modulus
thereof shail not vary more than 0.2 from thal of the representative sampie in which
mix proportions of concrete are based.

b. Due cars shall be taken to prevent segregation.
WATER

The mixing watar shall be clear and apparently clean. If it contains quantities or substances that
discolor it or make it smell or taste unusual or objectionable, or cause suspicion, it shall not be used
unless sernvica records of concrete made with & (or other information) indicated that # is not injurious
to the quality, shall be subject to the acceptance criteria as shown in Table 6.3 and Table 6.4 or as
designated by the purchaser.

When wash water is permitted, the producer will provide satisfactory proof or data of non-
defrimental effects f polentially reactive aggregates are 10 be used. Use of wash water will be
discontinued i undesirable reactions with admixtures or aggregates occur.

Table 8.3 Acceptance Criteria for Questionahle Water Supplies

Test Limits
Comprassive strength, min. % 80
Control at 7 days

Time of Setting deviation from control from 1.0Q eadier to 1:30 later

Time of Setung (Gillmore Test)

Initial No marked change
Final Set No marked change
Appearance Clear
Color Colorless
Odor Odorless
Tolal Solids 500 parts/miilion max.
PH value 45t08.5

IOproTement of € xiing RAGK Causewy
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Table 6.4 Chemical Limitation for Wash Water

_ Limits |

Chemical Requirements, Minimum
Concentration

Chioride as C1t" expressed as a mass percent

of cement when added to the C1¢" in the other

components of the concrete mixtures shall not

exceed the following levels:

1. Prestressed Concrete 0.06 percent

2. Conventionally reinforced concrete in a moist 0.10 percent
environment and exposed to chlorkle

3. Conventionally reinforced concrete in a mosst 0.15 percent
environment but not exposed to chioride

4. Above ground building construction where No limit for corrosion
the concrete will stay dry

Sulfate as SO, ppm* 3,000

Alkalies as {(Na,O + 0.658 K;0), ppm 600

Tolat Sofids, ppm 50,000

Wash waler reused as mixing water n concrete may exceed the listed concentrations of
sulfate ¥ & can be shown that the concentration calculated in the total mixing water, including
mixing water on the aggregate and other sources, does not axceed that stated limits,

Water will be tested in accordance with, and shall meet the suggested requirements of
AASHTO T 26.

Water known to be of potable quality may be used without test.
CURING MATERIALS
1. Impervious Sheet Materials
ASTM C 171 type, optional, except that polyethylens film, if usad, shall be white opaque.
2. Burlap of commercial quality, non-staining type, consisting of 2 layers minirmum.
3. Membrane Forming Curing Compound
ASTM C 309; submi evidence that product conforms o specifications.
JOINTING MATERIALS
1. Sealant
Seglant shall be multi-componert, polyurethane base compound, gray in color, self-
leveling for horizontal joints, 2 part polythremdyne, terpelymer compound, gray in color,
non-sag for vertical joints,
Sealant shall be compatible with materials in contact and to perform satisfactodly under

ealt waler and traffic conditions, and be capable of making joint watertight and allow
movement 25% of the width of joint in any direchon.

Imerovement of Cuming Rock Couserey
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Sealant shal be guaranteed against leakage, cracking, crumbling, metting, shrinkage,
running, koss of adhesion for & period of five years from the date of accaplance of work.

2. Joint backing shall be expanded extruded polyethylene, low deasity, oval in shape to fit
the joints as indicated on the drawings and ta be compatible with sealant.

3. Where required, primer shall be compatible with joint materials and mstalled n
accordance with manufactures’s instructions.

4. Joint filer shall conform to ASTM D1751 (AASHTO M213) non-extruding, resiient
bituminous type. Filler shall be fumished for each jint in single piecs for depth and width
required for joint, unkess otherwise authonzed by the Engineer. When more than one piace is
authorized for a joint, abutting ends shall be fastened and hold securely 0 shape by stapling
or other positive fastening.

EPQOXY BONDING COMPOUND

ASTM C 881. Provide Type | for bonding hardened concrete to hardened concrete; Type Il for
bonding freshly mixed concrete o hardened concrete; and Type il as a bindes in epoxy mortar of
concrete, or for use in bonding skid-resistant materials to hardened concrete. Provide Class B if
placement temperature is between 4 and 16°C; or Class C if placement femperature is above
16°C.

REINFORCEMENT

Steel reinforcement, other than Steel for Pre-stressing, used in Reinforced Concrete, shall corform
to ASTM and PNS as follows:

ASTM Designation A815 - Deformed Billet Steel Bars for Concrete Reinforcement.
Minimum yield strength of 276 MPa (40,000 psi} = for 12mm diameter and below
Minimum yield strength of 414 MPa (60,000 psi) - for 16mm diameter and above

PNS 49 - Steel Bars for Concrete Reinforcament
TIE WIRE
Tie wire shall be ptam, cokl drawn annealed steel wire 1.8 min diameter.
SAMPLES AND TESTING
1. Cement

Sampled either at the milf or at the site of work and tested by an independent commercial or
govermnment testing laboratory duly accredited by the Bureau of Research and Standards
{BRS) of the DPWH, Department of Science and Technotogy {DOST) or the Departmert
of Trade and Industry (DT1) at no additional cost to PPA. Certified copies of laboratory test
reports shall be fumished for each lot of cement and shall include alt test data, results, and
certificates that the sampling and testing procedures are in conformancs with the
Specifications. No cement shall be used until notice has been given by the Engineer that the
test results are satisfactory. Cement that has been stored, other than in bins at the mills,
for more than 3 months after delivery to the Site shall be re-tested before use. Cement
delivered at the Site and later found after test to be unsuitable shall not be incorporated into

the permanent worka.
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Aggregates:. Tested as prescribed in ASTM C 33

At least 28 days priof to commencing the work, the Contractor shall inform the Engmeer of
the proposed source of aggregates and provide access for samping.

Cradstion tests wil be made on each sample without delay. Al other aggregates tests
required by these Specificabions shall be made on the initial source sampies, and shall be
repeated whenaver there is a change of source. The tests shal include an analysis of each
grade of matenal and an analysis of the combined material representing the aggregate
part of the mix,

Reinforcement

Cedtified copies of mill certificates shall accompany deliveries of steel bar reinforcement. if
requested by the Engineer additional testing of the materials shall be made at the
Contractor's axpense.

Concrete Tests

For test purposes, provide 1 set of three (3) concrete cylinder samples taken from each
day's pouring and to represemt not more than 75 cu.m. of concrete cdass or fraction
thereof of concrete placed. Samples shall be secured in conformance with ASTM C 172.
Tests specimens shall be made, cured, and packed for shipment in accordance with
ASTM C 31. Cylinders will be tested by and at the expense of the Contractor in
accordance with ASTM C 39. Test specimens will be evaluated separately by the
Engineer, for meeting strength level requicements for each with concrete quaiity of ACI 318.
When samples fail to conform to the requirements for strengths, the Engineer shal have the
night to order a change in the proportions of the concrete mix for the remainng portions of
the work al no adiitional cost fo the Authority.

Test of Hardened Concrete in or Removed from the Structure

When the resulis of the strength tests of the concrete specimens indicates the concrete as
placed does not meet the Specification requirements or where there are other evidences
that the quality of concrete is below the specification requirement in the opinion of the
Engineer, tests on cores of in-place concrete shall be made in conformanca with ASTM C 42,

Core specimens shall be obtained by the Contractor and shall be tested. Any deficency
shafl be cormacted or & the Contractor elects, he may submit a proposal for approval before
the load test is made. If the proposal is approved, the ioad test shall be made by the
Contractor and the test results evaluated by the Engineer in conformance with Chaptar 20
of ACI 318. The cost of the load tests shall be bome by the Contractor. if any concrete shows
evidence of failure during the load test, or fails the load test as evaluated, the deficiency be
commected in a manner approved by the Engineer at no additonal cost to the
Authority.

Chemical Admixdures/Additives

The admbitures/additives f approved shall conformed to ASTM C 494 and ASTM C 1017,
The testing shall be conducted with cement and aggregate proposad for the Project The
admixtures/additives shall be tested and those {hat have been in storage at the Project Site
for ionger than six (8) months shali not be used until proven by retest to be satisfactory.

Samples of any admidures/additives proposed by the Contractor shall be submitted for
testing at least 56 days in advance of use, which shall require approval of the Engineer.
Testing of admixdtures/additives proposed by the Contractor mciuding test moang and cylinder

[C—— g 3 Y e———
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test shall be at the Contractor's expense.
Jointing Materials and Curing Compound Samples

At least 28 days prior to commencing the work, the Contractor shall submit to the
Engineer for his approval samples of the following materials proposed for use together with
manufacturer's certificate.

10 kg of jomt sealant

1m length of joint filler

5 N. of curing compound
1m length of joint backing

The Engineer shall defiver to the Contractor his assessmertt on the materials within seven
{7) days after receiving them.

apome

EXECUTION

DELIVERY, STORAGE AND HANDLING GF MATERIALS

1.

Cement

Do not detiver concrete until vapor barrier, forms, reinforcement, embedded items, and
chamter strips are in place and ready for concrete placement. ACl 301 and ASTM A 934
for job site storage of materials. Protect matenals from contaminants such as grease, od,
and dit. Ensure materials can be accursiely identified afier bundies are broken and tags
removed,

Immediately upon receipt at the Site, the cament shall be stored separately in a dry
weathertight, properly ventilated structures with adequate provisions for prevention of
absorption of moisture. Storage accommodations for concrete matesnials shall be subject to
approval and shall afford easy access for inspeclicn and identification of each shipment in
accordance with test reports.

Cement shall be delivered to the Site in bulk or in sound and property sealed bags and while
being loaded or unloaded and during transit to the concrete mixers whether conveyed in
vehiclas or in mechanical means, cement shall be protected from whether by effective
coverings. Efficient screens shak be supplied and erected during heavy winds.

if the cement is delivered in bulk, the Contractor shall provide, at his own cost, approved
silos of adequate size and numbers to store sufficient cement to ensure continuity of work
and the cement shall be placed in these silos immediately after it has been deliverad to the
Site. Approved precautions shall be taken into consideration during unkading to ensure
that the resulting dust does not constituts a nuisance.

if the cement is delivered in bags, the Contractor shall provide, at his own cost, perfectly
watemproofad and well ventilated sheds having a floor of wood or concrete raised at least
0.5m above the ground. The sheds shall be large encugh to store sufficient cement to
ensure continuity of the work and each consignment shall be stacked separately therein
to permit easy access for inspection, testling and approval. Upon delivery, the cement shall
at once be placed in thesa sheds and shall be usad in the order im which &t has been delivenad.

Cement bags shoukl not be stacked more than 13 bags high. All cement shall be used
within two months of the date of manufacture. if delivery conditions render this imposaible,

=T E——
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the Engineer may permit cement o be used up to three (3) month after manufactuning,
subject to such conditions including addition of exdra cement as he shall stipulate.

2. Aggregate

All fine and coarse aggregate for concrete shall be stored on cose fitting, steel or concrete
stages design with drainage slopes or in bins of substantial construction in such a manner
&8s to prevent segregation of sizes and to avoid the inclusion of dil and other foreign
méterials in the concrete. All such bins shall be emplied and cleaned at intervals of every
six (6) morths or as required by the Engineer. Each size of aggregate shall be stored
separately uniess otherwise approved by the Engineer.

Stockpiles of coarse aggregate shall be built in horizontal layers not exceeding 1.2 m in

depth 10 mikmze segregation.
FORMWORK
1. Forms

Designed, constructed, and maintained so as to insume that after removal of forms the
finished concrete members will have true surfaces free of offset, waviness or bulges and
wil conform accurately to the mdicated shapes, dimensions, lines, elevations and
positions. Form surfaces that will be in contact with concrete shall be thoroughly cleaned
before sach use.

2. Design

Studs and wales shall be spaced to prevent deflection of form matenial. Forms and joints shall
be sufficiently tight to prevent leakage of grout and cement paste during placing of
concrete. Juncture of formwork panels shall occur at vertical control joints, and construction
joints, Forms placed on successive units for continucus surfaces shall be fitted in accurate
alignment to assure smooth completed surfaces free from wregularities and signs of
discontinuity. Temporary opening shall be arranged to wall and where otherwise required
to facilitate cleaning and inspection. Forms shall be readily removable without impact,
shock, or damage to the concrete.
K} Form Ties

Factory fabricated, adjustable to permit tightening of the forms, removable or snap-off
metal of design that will not aflow form deflection and will not spall concrets upon removal.
Boits and rods that are to be compietely withdrawn shall be coated with a non-staining
bond breaker. Ties shall be of the type which provide watertight concrete.

4 Chamfering

External comers that will be exposed shak be chamiered, beveled, or rounded by mouldings
placed in the forms or as dlicated in the drawangs.

5. Coatings

Forms for exposed surfaces shall be coated with form o or form-release agent before
reinforcement is placed. The coating shall be a commercial formulation of satisfactory and
proven performance that will not bond with, stain, or adversely affect concrete surfaces, and
shall not impair subsequent treatrnent of concrete surfaces depending upon bond or adhesion
nor impede the wetting of surfaces to be cured with water or curing compounds. The coating
shall be used as recommended in the manufacturer's printed or written instructions.
Forms for unexposed surfaces may be wet with water in lieu of coating immediately before

Port of 340 Roxpes, Daraen, Serma



'r-eu'alswjnﬁgsa

{Rewvioroeg Concrets)

placing of concrete, Surplus coating on form surfaces and coating on reinforcement steel
and construction joints shall be removed before placing concrete.

6. Removal of Forms shall be done in a manner as to prevent injury 1o the concrete and to insure
complete safety of the structure after the following conditions have been met. Where the
structure as a whole is supported on shores, forms for beam and girder sides, and similar
vertical structural members may be removed befors expiration of cuning period. Care shall
be taken to avoid spalling the concrete surface or damaging concrete edges. Wood forms
shak be compietely removed.

Minimum stripping and striking time shalf be as follows unless otherwise approved by the
Engineer.
Vertical sides of beams, walls, and columns, fift not 12 hours exceeding 1.2 m

Vertical sides of beams and walls, [ift exceeding 1.2 m 3§ hours Sofiifts of main slabs and
beams (props left under) 5 days

Removal of props from beams and mains slabs and other work 10 days
7. Control Test

if the Contractor proposes to remove forms earier than the period stated above, he shall be
required to submit the results of control fests showing evidence that concrete has attained
sufficient strength to permnit removal of supporting forms. Cylinders required for control tests
shall be provided in addition to those otherwise required by this Specification. Test
apecimens shall be removed from mokds at the and of 24 hours and stored in the structure
as near the points as practicable, the same protection from the etements during curing as s
given to those portions of the structure which they represent, and shal not be removed from
the structure for fransmittal to the faboratory prior to expiration of three fourths of the
proposed penod before removal of forms. Cylinders will be tested by and at the expense of
the Contractor. Supporting forms or shoring shall not be removed until control test
specimens have attamed strength of at least 160 kgisq cm. The newly unsupported portions
of the structure shall not be subjected to heavy consiruction or material loadng.

REINFORCEMENT

1. Reinforcement

Fabricated t© shapes and dimensions shown and shall be placed where indicated.
Reinforcement shall be free of loose or flaky rust and mill scale, or coating, and any other
substance that would reduce or destroy the bond. Reinforcing steel reducad in section shall
not ba used. After any substantial delay in the work, previously placed reinforcing steel for
future bonding shall be inspected and cleaned. Reinforcing stesl shall not be bent or
straightened in a manner njurious to the steel or concrete. Bars with kinks or berwds not
shown in the drawings shall not be ptaced. The use of heat to bend or straighten reinforcing
steel shall not he permitted. Bars shall be moved as necessary to avoid interference with
other reinforcing steel, conduits, or embedded items. if bars are moved more than one bar
diameter, the resulting amangement of bars including additional bars necessary to meet
structural requirements shall be approved before concrets is placed. In slabs, beams and
girders, reinforcing steel shall not be spliced at points of maximum stress uniess otherwise
indicated. Unless otherwise shown in the drawings, laps or splices shall be 40 times the
reinforcing bar diameter.
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