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ASTM C 1017 Standard Specification for Chemical Admixtures for use in
Producing Flowing Concrete

ASTM C 171 Standard Specification for Sheet Materials for Curing Concrete

ASTM C 309 Standard Specification for Liquid Membrane-Forming Compounds for
Curing Concrete

ASTM 6328 Standard Test Methods for Sealants and Fillers, Hot Apptied, For Joints
and Cracks in Asphattic and Portland Cement Concrete Pavements

ASTM D 5167 Standard Practice for Melting of Hot Applied Joint and Crack Sealant
and Filler for Evaluation

ASTMA 706 Standard Specification for Low-Alloy Steel Deformed and Plain
Bars for Concrete Reinforcement

ASTM A 866 Standard Test Method for Magnetic Particle Examination of Steel
Forgings using Altemating Current

ASTM C 1064 Standard Test Method for Temperature of Freshly Mixed
Hydraulic-Cement Concrete

ASTM C 1077 Standard Practice for Laboratories Testing Concrete and Concrete
Aggregates for use in Construction and Criteria for Laboratory
Evaluation

ASTM C 1107 Standard Specification for Packaged Dry, Hydraulic-Cement Grout
(Non-shrink)

ASTM C 1116 Standard Specification for Fiber-Reinforced Concrete
ASTMC 115'7 Standard Specification for Hydraulic Cement

ASTM C 138 Standard Test Methed for Density ("Unit Weight"), Yield, and Air
Content {Gravimetric) of Concrete

ASTM C 173 Standard Test Method for Air Content of Freshly Mixed Concrete
by the Volumetric Method

ASTM C 260 Standard Specification for Air-Entraining Admixtures for Concrete
ASTM C 295 Petrographic Examination of Aggregates for Concrete
ASTMC 33 Standard Specification for Concrete Aggregates

ASTMC 42 Standard Test Method for Obtaining and Test Drilled cores and Sawed
Beams of Concrete

ASTM C 469 Static Modulus of Elasficity and Poisson's Ratio of Concrete in
Compression

ASTM C 595 Standard Specification for Blended Hydraulic Cements

ASTM C1116 Standard Specification for Fiber-Reinforced Concrete and Shotcrete
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ASTM C 1751 Preformed Expansion Joint Fillers for Concrete Paving and Structural
Construction.(Non-extruding and Resilient Bituminous Types).

ASTM D 1179 Fluoride lon in Water

ASTM D 1190 Standard Specification for Concrete Joint Sealer, Hot-Applied
Elastic Type

ASTM D 1751 Standard Specification for Preformed Expansion Joint Filter for
Concrete Paving and Structural Construction (Non-extruding
and Resilient Bituminous Types)

ASTME 329 Standard Specification for Agencies Engaged in the Testing and/ or
inspection of Materials used in Construction

c. American Welding Society (AWS)

D12 Welding Reinforcing Steel, Meta! Inserts and Connections in
Reinforced Concrete Construction.

d. Philippine National Standard (PNS})
PNS 49 Steel Bars for Concrete Reinforcement
e DPWH Standard Specifications
e All other standards hereinafter indicated.
f. The edition or the revised version of such codes and standards current at the date

twenty eight (28) days prior to date of bid submission shall apply. During Contract
execution, any changes in such codes and standards shall be applied after approval by the

Owner.
SUBMITTALS
1. Test Reports and Certificates shall be furnished and approvatl received before delivery

of certified or tested materials to the Project Sites.
a. Submit Test Reports for the following:
a1  Concrete mixture proportions

Submit copies of test reports by independent test labs conforming to
ASTM C 1077 showing that the mixture has been successfully tested to
produce concrete with the properties specified and that mixture will be
suitable for the job conditions. Test reports shall be submitied along with the
concrete mixture proportions. Obtain approval before concrete placement.
Fully describe the processes and methodology whereby mixture proportions
were developed and tested and how proportions will be adjusted during
progress of the work to achieve, as closely as possible, the designated levels
of relevant properties.

Propased RC Pler Extensicn
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Aggregates

Submit test results for aggregate quality in accordance with ASTM C 33.
Where there is potential for alkali-silica reaction, provide results of tests
conducted in accordance with ASTM C 227 or ASTM C 1260. Submit
resuits of all tests during progress of the work in tabular and graphical
form as noted above, describing the cumulative combined aggregate grading
and the percent of the combined aggregate retained on each sieve.

Admixiures

Submit test results in accordance with ASTM C 494 and ASTM C 1017 for
concrete admixtures, ASTM C 260 for air-entraining agent, and manufacturer's
literature and test reports for corrosion inhibitor and anti-washout admixture.

Submitted data shall be based upon tests perfomed within 6 months of
submittal.

Cement

Submit test resufts in accordance with ASTM C 150 Portland cement. Submit
current mil data.

Water

Submit test resuits in accordance with ASTM D 512 and ASTM D 516,

Submit Certificates for the following:

b.1

b.2

b.3

Curing concrete elements

Submit proposed materials and methods for curing concrete elements.
Form removal schedule

Submit proposed materials and methods for curing concrete elements.
Concrete placement and compaction

Submit technical literature for equipment and methods proposed for use in
placing concrete. Include pumping or conveying equipment including type,
size and material for pipe, valve characteristics, and the maximum length and
height concrete will be pumped. No adjustments shall be made to the midure
design to facilitate pumping.

Submit technical literature for equipment and methods proposed for vibrating
and compacting concrete. Submittal shali include technical fiterature describing
the equipment inciuding vibrator diameter, length, frequency, amplitude,
centrifugal force, and manufacturer's description of the radius of influence
under load. Where flat work is to be cast, provide similar information
relative o the proposed compacting screed or other method o ensure dense
placement.
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b4  Mixture designs

Provide a detailed repost of materials and methods used, test results, and the
field test strength (fcr) for marine concrete required to meet durability
requirements.

2. The Contractor shall submit shop drawings and erection drawings for formwork and
scaffolding at least 14 days prior to commencing the work.

Each shop drawing and erection drawing shall bear the signature of a Contractor's qualified
Engineer. Details of all proposed forrmwork o be prefabricated and formwork to produce
special finishes shall be submitted to the Engineer for approval before any materials are
ordered. If the Engineer so requires, samples of proposed formworks shall be constructed
and concrete placed at the Contractor's expense so that the proposed methods and
finished effect can be demonstrated.

The Contractor shall submit shop drawings showing reinforcing bar placing and bar fists
for the Engineers approval. Such shop drawings shall show also supplemental bars for
forming, strengthening frames of bars of sufficient rigidity to withstand forces during placing
concrete. If necessary, shaped steel may be added to improve rigidity of the frame of bar.

Such shop drawings shall clearly indicate bar sizes, spacing, location and quantities of
reinforcement, mesh, chairs, spacers and other details to be as per AC| Manual of
Standard Practice for Detailing Reinforced Concrete Structures.

Details shall be prepared for placement of reinforcement where special conditions occur,
including most congested areas and connection between pre-cast concrete and concrete in-
situ.

All shop drawings shall be reviewed by the Engineer within seven (7) days after receiving

them. At least two (2) days prior to pouring concrete, the Contractor shall submit to the
Engineer a pouring pemit for his inspection and approval.

MATERIAL REQUIREMENTS
CEMENT
Unless otherwise specified in the Drawings, only one (1) brand of cement shall be used for
any individual structure. In determining the approved mix, only Portland cement shall be used
as the cementitious matenial.
1. Portland Cement: ASTM C 150
Type Il {for general use, more especially when moderate Sulfate resistance is desired)
ADMIXTURE (IF NECESSARY)
Unless otherwise required by field conditions, admixture may be used subject to the

expressed approval of the Engineer. The cost of which shall already be included in the unit
cost bid of the Contractor for the concrete.

1. Air Entraining Admixture shall conform to ASTM C 260.
2. Admixture other than air entraining agent shall conform to ASTM C 494,
3. Admixture containing chloride ions, or other ions producing deleterious effect shall

i
d
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not be used.

AGGREGATES

1. Crushed Coarse Aggregate

Conforming to ASTM C 33 and having nominal sizes passing 38.0 mm to 19.0 mm, 19.0 mm
to 9.5 mm to No. 4 sieve. The material shall be well graded between the limits indicated and
individually stockpiled. It shall be the Contractor's responsibility to blend the materials to
meet the gradation requirements for various types of concrete as specified herein.

Nominal sizes for combined gradation shall be as follows:

Nominal Size of Coarse Aggregates
ASTM Sieves % by Weight Passing

40mm 25mm 19mm 10mm
50.0mm (2°) 100 - - -
38.0mm (1 1/27) 95-100 100 - -
31.8mm (1 1/47) . 90- 100 100 -
25.0mm (17) - - 90 - 100 -
19.0mm (3/4%) 35-70 25-90 - 100
16.0mm (5/8") - - 20-55 85-100
9.5mm (3/87) 10-30 0-10 0-10 0-20
No. 4 0-5

2. Fine Aggregate

ASTM C 33 except for gradation which has been revised to meet local conditions unless
otherwise required by the Engineer, grading of find aggregate shall be as follows:

ASTM Sieves % by Weight Passing
9.5mm (3/8") 100

No.4 90- 100
No.8 80-100

No. 16 50-90

No. 30 25-60

No. 50 5-30

No. 100 0-10
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Grading of fine aggregates shall be reasonably uniform and fineness modulus
thereof shall not vary more than 0.2 from that of the representative sample in which

mix proportions of concrete are based.

Due care shall be taken to prevent segregation.

The mixing water shall be clear and apparenfly clean. If it contains quantities or substances that
discolor it or make it smell or taste unusual or objectionable, or cause suspicion, it shall not be used
unless service records of concrete made with it (or other information) indicated that it is not injurious
to the quality, shall be subject to the acceptance criteria as shown in Table 6.3 and Table 6.4 or as
designated by the purchaser.

When wash water is pemmitted, the producer will provide satisfactory proof or data of non-
detrimental effects if potentially reactive aggregates are to be used. Use of wash water will be
discontinued if undesirable reactions with admixtures or aggregates occur.

Table 6.3 Acceptance Criteria for Questionable Water Supplies

Test

Limits

Compressive strength, min. %
Control at 7 days

90

Time of Setting deviation from control

from 1:00 earlier to 1:30 later

Time of Setting (Gillmore Test)

Initiat No marked change
Final Set No marked change
Appearance Clear
Color Colorless
Odor Odorless
Total Solids 500 parts/million max.
PH value 45t08.5

Port of San Joss, C
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Table 6.4 Chemical Limitation for Wash Water

Limits
Chemical Requirements, Minimum
Concentration
Chloride as C1t" expressed as a mass percent
of cement when added to the C1¢" in the other
components of the concrete mixtures shall not
exceed the following levels:
1. Prestressed Concrete 0.06 percent
2. Conventionally reinforced concrete in a moist 0.10 percent
environment and exposed to chloride
3. Conventionally reinforced concrete in a moist 0.15 percent
environment but not exposed to chloride
4. Above ground building construction where No limit for corrosion
the concrete will stay dry
Sulfate as SO,, ppm* 3,000
Alkalies as (Na:O + 0.658 K:0), ppm 600
Total Solids, ppm 50,000

Wash water reused as mixing water in concrete may exceed the listed concentrations of
sulfate if it can be shown that the concentration calculated in the total mixing water, including
mixing water on the aggregate and other sources, does not exceed that stated limits.

Water will be tested in accordance with, and shall meet the suggested requirements of
AASHTO T 26.

Water known to be of potable quality may be used without test.

CURING MATERIALS

1.

Impervious Sheet Materials

ASTM C 171 type, optional, except that polyethylene film, if used, shall be white opagque.

2. Burlap of commercial quality, non-staining type, consisting of 2 layers minimum.
3 Membrane Forming Curing Compound

ASTM C 309; submit evidence that product conforms to specifications.
JOINTING MATERIALS
1. Sealant

Sealant shall be muiti-component, polyurethane base compound, gray in color, self-
leveling for horizontal joints, 2 part polythremdyne, terpolymer compound, gray in color;
non-sag for vertical joints.

Sealant shall be compatible with materials in contact and to perform satisfactorily under
salt water and traffic conditions, and be capable of making joint watertight and allow
movement 25% of the width of joint in any direction.

Propossd FC P E
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Sealant shall be guaranteed against leakage, cracking, crumbling, melting, shrinkage,
running, loss of adhesion for a period of five years from the date of acceptance of work.

2. Joint backing shall be expanded extruded polyethylene, low density, oval in shape to fit
the joints as indicated on the drawings and to be compatible with sealant.

3. Where required, primer shall be compatible with joint materials and instalied in
accordance with manufacturer's instructions.

4, Joint filler shall conform to ASTM D1751 (AASHTO M213) non-extruding, resilient
bituminous type. Filler shall be furnished for each joint in single piece for depth and width
required for joint, unless otherwise authorized by the Engineer. VWhen more than one piece is
authorized for a joint, abutting ends shall be fastened and hold securely to shape by stapling
or other positive fastening.

EPOXY BONDING COMPOUND

ASTM C 881. Provide Type 1 for bonding hardened concrete to hardened concrete; Type Il for
bonding freshly mixed concrete to hardened concrete; and Type lil as a binder in epoxy mortar or
concrete, or for use in bonding skid-resistant materials to hardened concrete. Provide Class B if
placement temperature is between 4 and 16°C; or Class C if placement temperature is above
16°C.

REINFORCEMENT

Steel reinforcement, other than Steel for Pre-stressing, used in Reinforced Concrete, shall conform
to ASTM and PNS as follows:

ASTM Designation A615 - Deformed Billet Steel Bars for Concrete Reinforcement.
Minimum yield strength of 276 MPa (40,000 psi).

PNS 49 - Steel Bars for Concrete Reinforcement
TIE WIRE
Tie wire shall be plain, cold drawn annealed steel wire 1.6 mm diameter.
SAMPLES AND TESTING
1. Cement

Sampled either at the mill or at the site of work and tested by an independent commercial or
government testing laboratory duly accredited by the Bureau of Research and Standards
(BRS) of the DPWH, Department of Science and Technology (DOST) or the Department
of Trade and Industry (DTI) at no additional cost to PPA. Certified copies of laboratory test
reports shall be fumished for each lot of cement and shall include 2all test data, results, and
certificates that the sampling and testing procedures are in conformance with the
Specifications. No cement shall be used until notice has been given by the Engineer that the
test results are satisfactory. Cement that has been stored, other than in bins at the mills,
for more than 3 months after delivery to the Site shall be re-tested before use. Cement
delivered at the Site and later found after test to be unsuitable shall not be incorporated into
the permanent works.
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Aggregates: Tested as prescribed in ASTM C 33

At least 28 days prior to commencing the work, the Contractor shall inform the Engineer of
the proposed source of aggregates and provide access for sampling.

Gradation tests will be made on each sample without delay. All other aggregates tests
required by these Specifications shall be made on the initial source samples, and shall be
repeated whenever there is a change of source. The tests shall include an analysis of each
grade of material and an analysis of the combined material representing the aggregate
part of the mix.

Reinforcement

Certified copies of mill certificates shall accompany deliveries of steel bar reinforcement. If
requested by the Engineer additional testing of the materials shall be made at the
Contractor's expense.

Concrete Tests

For test purposes, provide 1 set of three (3) concrete cylinder samples taken from each
day's pouring and to represent not more than 75 cu.m. of concrete class or fraction
thereof of concrete placed. Samples shall be secured in conformance with ASTM C 172.
Tests specimens shaill be made, cured, and packed for shipment in accordance with
ASTM C 31. Cylinders will be tested by and at the expense of the Contractor in
accordance with ASTM C 39. Test specimens will be evaluated separately by the
Engineer, for meeting strength level requirements for each with concrete quality of ACI 318.
When samples fail to conform to the requirements for strengths, the Engineer shall have the
right to order a change in the proportions of the concrete mix for the remaining portions of
the work at no additional cost to the Authority.

Test of Hardened Concrete in or Removed from the Structure

When the results of the strength tests of the concrete specimens indicates the concrete as
placed does not meet the Specification requirements or where there are other evidences
that the quality of concrete is below the specification requirement in the opinion of the
Engineer, tests on cores of in-place concrete shall be made in conformance with ASTM C 42.

Core specimens shall be obtained by the Contractor and shall be tested. Any deficiency
shall be corrected or if the Contractor elects, he may submit a proposal for approval before
the load test is made. If the proposal is approved, the load test shall be made by the
Contractor and the test results evaluated by the Engineer in conformance with Chapter 20
of ACI 318. The cost of the load tests shall be bome by the Contractor. If any concrete shows
evidence of failure during the load test, or fails the load test as evaluated, the deficiency be
comrected in a manner approved by the Engineer at no additional cost to the
Authority.

Chemical Admixtures/Additives

The admixtures/additives if approved shall conformed to ASTM C 494 and ASTM C 1017.
The testing shall be conducted with cement and aggregate proposed for the Project. The
admixtures/additives shall be tested and those that have been in storage at the Project Site
for longer than six (6) months shall not be used until proven by retest to be satisfactory.

Samples of any admixtures/additives proposed by the Contractor shall be submitted for
testing at least 56 days in advance of use, which shall require approval of the Engineer.
Testing of admixtures/additives proposed by the Contractor including test mixing and cylinder
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test shall be at the Contractor's expense.
7. Jointing Materials and Curing Compound Samples

At least 28 days prior to commencing the work, the Contractor shall submit to the
Engineer for his approval samples of the following materials proposed for use together with
manufacturer's certificate.

10 kg of joint sealant

1m length of joint filler

5 li. of curing compound
1m length of joint backing

apoe

The Engineer shall deliver to the Contractor his assessment on the matenals within seven
(7) days after receiving them.

EXECUTION
DELIVERY, STORAGE AND HANDLING OF MATERIALS
1. Cement

Do not deliver concrete until vapor barrier, forms, reinforcement, embedded items, and
chamfer strips are in place and ready for concrete placement. AC! 301 and ASTM A 934
for job site storage of materials. Protect materials from contaminants such as grease, olil,
and dirt. Ensure materials can be accurately identified after bundles are broken and tags
removed.

Immediately upon receipt at the Site, the cement shall be stored separately in a dry
weathertight, properly ventilated structures with adequate provisions for prevention of
absorption of moisture. Storage accommodations for concrete materials shall be subject to
approval and shall afford easy access for inspection and identification of each shipment in
accordance with test reports.

Cement shall be defivered to the Site in bulk or in sound and properly sealed bags and while
being loaded or unloaded and during transit to the concrete mixers whether conveyed in
vehicles or in mechanical means, cement shall be protected from whether by effective
coverings. Efficient screens shall be supplied and erected during heavy winds.

If the cement is delivered in bulk, the Contractor shall provide, at his own cost, approved
silos of adequate size and numbers to store sufficient cement to ensure continuity of work
and the cement shall be placed in these silos immediately after it has been delivered to the
Site. Approved precautions shall be taken into consideration during unloading to ensure
that the resulting dust does not constitute a nuisance.

If the cement is delivered in bags, the Contractor shall provide, at his own cost, perfectly
watemproofed and well ventilated sheds having a floor of wood or concrete raised at least
0.5m above the ground. The sheds shall be large enough to store sufficient cement to
ensure continuity of the work and each consignment shall be stacked separately therein
to pemit easy access for inspection, testing and approval. Upon delivery, the cement shall
at once be placed in these sheds and shall be used in the order in which it has been delivered.

Cement bags shouid not be stacked more than 13 bags high. All cement shall be used
within two months of the date of manufacture. If delivery conditions render this impossible,
the Engineer may permit cement to be used up to three (3) month after manufacturing,
subject to such conditions including addition of extra cement as he shall stipulate.
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2. Aggregate

All fine and coarse aggregate for concrete shall be stored on close fitting, steel or concrete
stages design with drainage slopes or in bins of substantial construction in such a manner
as to prevent segregation of sizes and to avoid the inclusion of dit and other foreign
matenals in the concrete. All such bins shall be emptied and cleaned at intervals of every
six (6) months or as required by the Engineer. Each size of aggregate shall be stored
separately unless otherwise approved by the Engineer.

Stockpiles of coarse aggregate shall be built in horizontal layers not exceeding 1.2 m in

depth to minimize segregation.
FORMWORK
1. Forms

Designed, constructed, and maintained so as to insure that after removal of forms the
finished concrete members will have true surfaces free of offset, waviness or buiges and
will conform accurately to the indicated shapes, dimensions, lines, elevations and
positions. Form surfaces that will be in contact with concrete shall be thoroughly cleaned
before each use.

2. Design

Studs and wales shall be spaced to prevent deflection of form material. Forms and joints shal}
be sufficiently tight to prevent leakage of grout and cement paste during placing of
concrete. Juncture of formwork panels shall occur at vertical control joints, and construction
joints. Forms placed on successive units for continuous surfaces shall be fitted in accurate
alignment to assure smooth completed surfaces free from iregularities and signs of
discontinuity. Temporary opening shall be arranged to wal! and where otherwise required
to facilitate cleaning and inspection. Forms shall be readily removable without impact,
shock, or damage to the concrete.

3. Form Ties

Factory fabricated, adjustable to permit tightening of the forms, removable or snap-off
metal of design that will not allow form deflection and will not spall concrete upon removal.
Bolts and rods that are {0 be completely withdrawn shall be coated with a non-staining
bond breaker. Ties shall be of the type which provide watertight concrete.

4. Chamfering

External comers that will be exposed shall be chamfered, beveled, or rounded by moulkdings
placed in the forms or as indicated in the drawings.

5. Coatings

Forms for exposed surfaces shall be coated with foom oil or form-release agent before
reinforcement is placed. The coating shall be a commercial formulation of satisfactory and
proven performance that will not bond with, stain, or adversely affect concrete surfaces, and
shall not impair subsequent treatment of concrete surfaces depending upon bond or adhesion
nor impede the wetting of surfaces to be cured with water or curing compounds. The coating
shall be used as recommended in the manufacturers printed or written instructions.
Forms for unexposed surfaces may be wet with water in lieu of coating immediately before

Froposed RG Fier Extension
Port of San Jose, Caminawit, Occid Mind




22
Technical Soecifiat
{Roinforced Concrate}

placing of concrete. Surplus coating on form surfaces and coating on reinforcement steel
and construction joints shall be removed before placing concrete.

6. Removal of Forms shall be done in a manner as to prevent injury to the concrete and to insure
complete safety of the structure after the following conditions have been met. Where the
structure as a whole is supported on shores, forms for beam and girder sides, and similar
vertical structural members may be removed before expiration of curing period. Care shall
be taken to avoid spalling the concrete surface or damaging concrete edges. Wood forms
shall be completely removed.

Minimum stripping and striking time shall be as follows unless ctherwise approved by the
Engineer.

Vertical sides of beams, walls, and columns, lift not 12 hours exceeding 1.2 m

Vertical sides of beams and walls, lift exceeding 1.2 m 36 hours Softlifts of main slabs and
beams (props left under) 5 days

Removal of props from beams and mains slabs and other work 10 days
7. Controf Test

if the Contractor proposes to remove forms earlier than the period stated above, he shall be
required to submit the results of control tests showing evidence that concrete has attained
sufficient strength to permit removal of supporting forms. Cyiinders required for control tests
shall be provided in addition to those otherwise required by this Specification. Test
specimens shall be removed from molds &t the end of 24 hours and stored in the structure
as near the points as practicable, the same protection from the elements during curing as is
given to those portions of the structure which they represent, and shall not be removed from
the structure for transmittal to the laboratory prior to expiration of three fourths of the
proposed period before removal of forms. Cyfinders will be tested by and at the expense of
the Contractor. Supporting forms or shoring shall not be removed until control test
specimens have attained strength of at least 160 kg/sq cm. The newly unsupported portions
of the structure shall not be subjected to heavy construction or material loading.

REINFORCEMENT
1. Reinforcement

Fabricated to shapes and dimensions shown and shall be placed where indicated.
Reinforcement shall be free of loose or flaky rust and mill scale, or coating, and any other
substance that would reduce or destroy the bond. Reinforcing steel reduced in section shall
not be used. After any substantial delay in the work, previously placed reinforcing steel for
future bonding shall be inspected and cleaned. Reinforcing steel shall not be bent or
straightened in a manner injurious to the steel or concrete. Bars with kinks or bends not
shown in the drawings shall not be placed. The use of heat to bend or straighten reinforcing
steel shall not be permitted. Bars shall be moved as necessary to avoid interference with
other reinforcing steel, conduits, or embedded items. If bars are moved more than one bar
diameter, the resulting arrangement of bars including additional bars necessary to meet
structural requirements shall be approved before concrete is placed. In slabs, beams and
girders, reinforcing steel shall not be spliced at points of maximum stress unless otherwise
indicated. Unless otherwise shown in the drawings, laps or splices shall be 40 times the
reinforcing bar diameter.
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2. t?b? nominal dimensions and unit weights of bars shall be in accordance with the following
e:
Nominal Diameter | Nominal Perimeter | Nominal Sectional Unit Weight
(mm) (mm) Area {kg/m)
{sq. mm)
10 314 78.54 0.616
12 7.7 113.10 0.888
16 503 201.10 1.579
20 62.8 314.20 2.466
25 78.5 490.90 3.854
28 88.0 615.70 4.833
32 100.5 804.20 6.313
36 1131 1,017.60 7.991
40 125.7 1,256.60 9.864
50 157.1 1,963.50 15.413
3. Welding of reinforcing bars shall only be permitted where shown; all welding shown shall be
performed in accordance with AWS D 12.1.
4, Exposed reinforcement bars, dowels and plates intended for bonding with future extensions

shall be protected from corrosion.

5. Supports shall be provided in conformance with ACl 315 and ACI 318, unless otherwise
indicated or specified.

6. Concrete Protection for Reinforcement

a. The minimum concrete cover of reinforcement shall be as shown below unless
otherwise indicated in the drawings.

b. Tolerance for Concrete Cover of Reinforcing Steel other than Tendons.

Minimum Cover

7.5cm or more (marine structures and concrete cast against and permanently

exposed to earth)
DESIGN STRENGTH OF CONCRETE

Congcrete for structural parts or members such as beams, slabs, curtain wall, pile caps and
fender/moorning blocks shall develop a minimum 28-day compressive cylinder strength of 24 MPa
(3,500 psi) as indicated in the drawings. While for pre-stressed concrete piles a compressive
strength of 35 MPa (5,000psi).

TRIAL BATCH FOR CONCRETE
Thirty (30) calendar days before the start of concreting works, the Contractor shall submit design
mixes and the commesponding test result made on sample thereof. Sampling and testing shall be in
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accordance with the ASTM Standard procedures for sampling and testing for the particular design
strength(s) required.

The particulars of the mix such as the slump and the proportionate weights of cement, saturated
surface dry aggregates and water used shall be stated.

The design mix for concrete to be used shall be submitted together with at least three (3) standard
cylinder samples for approval at least one (1) month prior {o the start of each concreting schedule.
Such samples shall be prepared in the presence of the Engineer.

Standard laboratory strength tests for the 7, 14 and 28 days periods shall be taken to all concrete
samples in addition to routine field tests, at cost to the Contractor. Only design mixes represented by
test proving the required strength for 7, 14 and 28 days tests shall be allowed.

The cost of sampling, handling and transporting samples from jobsite to the laboratory and the cost of
subsequent tests made until the desired mix is attained shall be for the account of the Contractor.

Slump Test shall be made in conformance with ASTM C143, and unless otherwise specnf ied by the
Engineer, slump shall be within the following limits:

Slump for Vibrated Concrete
Structural Element
Minimum Maximum
Pavement Concrete 25mm 50mm
Pre-cast Concrete 50mm 70mm
Lean Concrete 100mm 200mm
Sacked Concrete 25mm 50mm
All other Concrete 50mm 90mm

Sampling: Provide suitable faciiities and labor for obtaining representative samples of
concrete for the Contractor's quality control and the Engineer's quality assurance
testing. All necessary platforms, tools and equipment for obtaining samples shall be

furnished by the Contractor.
MIXING CONCRETE
1. GENERAL

a. Concrete shall be thoroughly mixed in a mixer of an approved size and type that will
insure a uniform distribution of the materials throughout the mass.

b. All concrete shall be mixed in mechanically operated mixers. Mixing plant and
equipment for transporting and placing concrete shall be aranged with an ample
auxiliary installation to provide a minimum supply of concrete in case of breakdown of
machinery or in case the normal supply of concrete is disrupted. The auxiliary supply
of concrete shall be sufficient to complete the casting of a section up to a
construction joint that will meet the approval of the Engineer.

C. Equipment having components made of aluminum or magnesium alloys, which
would be in contact with plastic concrete during mixing, transporting or pumping of
d RC Ples Exians)
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Portland cement concrete, shall not be used.

Concrete mixers shall be equipped with adequate water storage and a device for
accurately measuring and automatically controlling the amount of water used.

Materials shall be measured by weighing. The apparatus provided for weighing the
aggregates and cement shall be suitably designed and constructed for this purpose.
The accuracy of all weighing devices except that for water shall be such that
successive quantities can be measured to within one percent of the desired
amounts. The water measuring device shall be accurate to plus or minus 0.5 percent.
All measuring devices shall be subject to the approval of the Engineer. Scales and
measuring devices shall be tested at the expense of the Contractor as frequently as
the Engineer may deem necessary {0 insure their accuracy.

Weighing equipment shall be insulated against vibration or movement of other
operating equipment in the plant. When the entire plant is running, the scale
reading at cut-off shall not vary from the weight designated by the Engineer by
more than one percent for cement, 1-Y2 percent for any size of aggregate, or one
percent for the total aggregate in any batch.

Manual mixing of concrete shall not be permitted unless approved by the Engineer.

MIXING CONCRETE AT SITE

a.

Concrete mixers may be of the revolving drum or the revolving blade type and
the mixing drum or blades shall be operated uniformly at the mixing speed
recommended by the manufacturer.

The pick-up and throw-over blades of mixers shall be restored or replaced when any
part or section is wom 20 mm or more below the original height of the manufacturer's
design. Mixers and agitators which have an accumulation of hard concrete or mortar
shall not be used,

When bulk cement is used and the volume of the batch is 0.5 m? or more, the scale
and weigh hopper for Portland cement shall be separate and distinct from the

aggregate hopper or hoppers.

The discharge mechanism of the bulk cement weigh hopper shall be interlocked
against opening before the full amount of cement is in the hopper. The discharging
mechanism shall be interiocked against opening when the amount of cement in
the hopper is underweight by more than one percent or overweight by more than 3
percent of the amount specified.

When the aggregates contain more water than the quantity necessary to
produce a saturated surface dry condition, representative samples shall be
taken and the moisture content determined for each kind of aggregate.

The batch shall be s0 charged into the mixer that some water enter in advance of
cement and aggregates. All water shall be in the drum by the end of the first quarter
of the specified mixing time.

Cement shall be batched and charged into the mixer by such means that it will
not result in loss of cement due to the effect of wind, or in accumulation of cement
on surfaces of conveyors or hoppers, or in other conditions which reduce or vary
the required quantity of cement in the concrete mixture.
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f. Where required, synthetic fibrous reinforcement shall be added directly to the
concrete mixer after placing the sufficient amount of mixing water, cement and

aggregates.

g. The entire contents of a batch mixer shall be removed from the drum before
materials for a succeeding batch are place therein. The materials composing a
batch except water shall be deposited simultaneously into the mixer.

h. All concrete shall be mixed for a period of not less that 3 minutes after all materials,
including water, are in the mixer. During the period of mixing, the mixer shall
operate at the speed for which it has been designed.

i Mixers shall be operated with an automatic timing device that can be locked by the
Engineer. The time device and discharge mechanism shall be so interlocked that
during normal operation no part of the batch will be discharged until the specified
mixing time has elapsed.

J- The first batch of concrete materials placed in the mixer shall contain a sufficient
excess of cement, sand, and water to coat the inside of the drum without reducing the
required montar content of the mix. When mixing is to cease for a period of one hour or
more, the mixer shall be thoroughly cleaned.

k. In case of rubble concrete, proper mixture and placing of concrete and stones/rocks
shall be in accordance to the approved plan. Methodology of work shall be approved by
the Engineer.

MIXING CONCRETE IN TRUCKS

a. Truck mixers, unless otherwise authorized by the Engineer, shall be of the revolving
drum type, watertight, and so constructed that the concrete can be mixed to insure
a uniform distribution of materials throughout the mass. All solid materials for the
concrete shall be accurately measured and charged into the drum at the
proportioning plant. Except as subsequently provided, the truck mixer shall be
equipped with a device by which the quantity of water added can be readily
verified. The mixing water may be added directly to the batch, in which case a tank
is not required. Truck mixers may be required to be provided with a means by
which the mixing time can be readily verified by the Engineer.

b. The maximum size of batch in truck mixers shall not exceed the minimum rated
capacity of the mixer as stated by the manufacture and stamped in metal on the
mixer. Truck mixing shall, unless otherwise directed, be continued for not less than
100 revolutions after all ingredients, including water, are in the drum. The mixing
speed shall not be less than 4 rpm, nor more than 6 rpm.

c. Mixing shall begin within 30 minutes after the cement has been added either to the
water or aggregate, but when cement is charged into a mixer drum containing
water or surface-wet aggregate and when the temperature is above 32 °C, this
limit shall be reduced to 15 minutes. The limitation in time between the introduction of
the cement to the aggregate and the beginning of the mixing may be waived when,
in the judgment of the Engineer, the aggregate is sufficiently free from moisture, so
that there will be no harmful effects on the cement.

d. When a truck mixer is used for transportation, the mixing time in stationary mixer
may be reduced to 30 seconds and the mixing completed in a truck mixer, The
mixing time in truck mixer shall be as specified for truck mixing.
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No reinforcement, comer protection angles or other fixed metal items shail be run
continuously through joints containing expansion-joint filler, through crack-control joints in slabs
on grade and vertical surfaces.

Preformed Expansion Joint Filler

Joints with Joint Sealant

At expansion joints in concrete glabs to be exposed, and at other joints indicated to
receive joint sealant, preformed expansion-joint filler strips shall be installed at the
proper level below the elevation with a slightly tapered, dressed-and-oiled wood strip
temporarily secured to the top thereof to form a groove. When surface dry, the
groove shall be cleaned of foreign matier, loose particles, and concrete protrusions,
then filled flush approximately with joint sealant so as to be slightly concave after

drying.
Finish of concrete at joints

Edges of exposed concrete slabs along expansion joints shall be neatly finished
with a slightly rounded edging tool.

Construction Joints

Unless otherwise specified herein, all construction joints shall be subject to
approval of the Engineer. Concrete shall be placed continuously so that the unit
will be monolithic in construction. Fresh concrete may be placed against adjoining
units, provided the set concrete is sufficiently hard not to be injured thereby. Joints
not indicated shall be made and located in a manner not to impair strength and
appearance of the structure. Placement of concrete shall be at such rate that the
surface of concrete not carried to joint levels will not have attained initial set before
additional concrete is placed thereon. Lifts shall terminate at such levels as are
indicated or as to conform to structural requirements as directed. if horizontal
construction joints are required, a strip of 26mm square-edged lumber, beveled to
facilitate removal shall be tacked to the inside of the forms at the construction joint.
Concrete shall be placed to a point 25mm above the underside of the strip. The
strip shall be removed one hour after the concrete has been placed. Any irregularities
in the joint line shall be leveled off with a wood float, and all laitance removed.
Prior to placing additional concrete, horizontal construction joints shalt be
prepared.

Construction Joint which is not indicated in the Drawings shall be located as to least
affect the strength of the structure. Such locations will be pointed out by the Engineer.

PREPARATION FOR PLACING

Hardened concrete, debris and foreign materials shall be removed from the interior of forms and

from inner surfaces of mixing and conveying equipment. Reinforcement shall be secured in

position, and shall be inspected, and approved before placing concrete. Runways shall be
provided for wheeled concrete-handling equipment. Such equipment shall not be wheeled over
reinforcement nor shall runways be supported on reinforcement.

Notice of any concreting operations shall be served to the Engineer at least three (3) days ahead of

each schedule.
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PLACING CONCRETE

1.

Handiing Concrete

Concrete shall be handled from mixers and transported to place for final deposit in a
continuous manner, as rapidly as practicable, and without segregation or loss of ingredients
until the approved unit of work is completed. Placing will not be pemitted when the sun, heat,
wind or limitations of facilities furnished by the Contractor prevent proper finishing and
curing of the concrete. Concrete shall be placed in the forms, as close as possible in
final position, in uniform approximately horizontal layers not over 40cm deep. Forms
splashed with concrete and reinforcement splashed with concrete or form coating shall be
cleaned in advance of placing subsequent lifts. Concrete shall not be allowed to drop freely
more than 1.5m in unexposed work nor more than 1.0 m in exposed work; where greater
drops are required, tremie or other approved means shall be employed.

Time Interval between Mixing and Placing

Concrete mixed in stationary mixers and transported by non-agitating equipment shall be
placed in the forms within 30 minutes from the time ingredients are charged into the
mixing drum. Concrete transported in truck mixers or truck agitators shall be delivered to the
site of work, discharged in the forms within 45 minutes from the tme ingredients are
discharged into the mixing drum. Concrete shall be placed in the forms within 15 minutes
after discharged from the mixer at the jobsite.

Hot Weather Requirements

The temperature of concrete during the period of mixing while in transport and/or during
placing shall not be permitted to rise above 36 °C. Any batch of concrete which had
reached a temperature greater than 36 °C at any time in the aforesaid period shall not be
placed but shall be rejected, and shall not thereafter be used in any part of the permanent
works.

a. Control Procedures

Provide water cooler facilities and procedures to control or reduce the temperature of
cement, aggregates and mixing handling equipment to such temperature that, at all
times during mixing, transporting, handling and placing, the temperature of the
concrete shall not be greater than 36 °C.

b. Cold Joints and Shrinkage

Where cold joints tend to form or where surfaces set and dry too rapidly or plastic
shrinkage cracks tend to appear, concrete shall be kept moist by fog sprays, or other
approved means, applied shortly after placement, and before finishing.

C. Supplementary Precautions

When the aforementioned precautions are not sufficient to satisfy the
requirements herein above, they shall be supplemented by restricting work during
evening or night. Procedure shall conform to American Concrete Institute Standard
ACI 305.

Conveying Concrete by Chute, Conveyor or Pump
Concrete may be conveyed by chute, conveyor, or pump if approved in writing. In

requesting approval, the Contractor shail submit his entire plan of operation from the
time of discharge of concrete from the mixer to final placement in the forms, and the steps

P
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to be taken to prevent the formation of cold joints in case the transporting of concrete by
chute, conveyor or pump is disrupted. Conveyors and pumps shall be capable of
expeditiously placing concrete at the rate most advantageous to good workmanship,
Approval will not be given for chutes or conveyors requiring changes in the concrete
materials or design mix for efficient operation.

a. Chutes and Conveyors

Chutes shall be of steel or steel lined wood, rounded in cross section rigid in
construction, and protected from overflow. Conveyors shall be designed and
operated and chute sections shall be set, to assure a uniform flow of concrete from
mixer to final place of deposit without segregation of ingredients, loss of mortar, or
change in slump. The discharged portion of each chute or conveyor shall be
provided with a device to prevent segregation. The chute and conveyor shall be
thoroughly cleaned before and after each run. Waste material and flushing water shall
be discharged outside the forms.

b. Pumps shall be operated and maintained so that a continuous stream of concrete
is delivered into the forms without air pockets, segregation or changes in slump.
When pumping is completed, concrete remaining in the pipeline shall be ejected
and wasted without contamination of concrete already placed. After each operation,
equipment shall be thoroughly cleaned and the flushing water shall be splashed
outside the forms.

Wall and Abutments

No load shall be placed upon finished walls, foundations or abutments until authorized by the
Engineer. Minimum time before loading shall be 7 days.

Concrete Placing on Wharf
When placing concrete on wharf decks, the Contractor shalk:

Ensure that rate of placing is sufficient to complete proposed placing, finishing and
curing operations within the scheduled time; that experienced finishing machine
operators and concrete finishers are provided to finish the deck; that curing
equipment and finishing tools and equipment are at the site of work and in
satisfactory condition for use.

Immediately prior to placing, the Contractor shall place scaffolding and wedges and
make necessary adjustments. Care shall be taken to ensure that settlement and
deflection due to added weight of concrete will be minimal. The Contractor shall
provide suitable means to readily permit measurement of settlement defiection as it
OCCurs.

Should any event occur which, in opinion of the Engineer, would prevent the
concrete conforming to specified requirements, the Contractor shall discontinue
placing of concrete until corrective measures are provided satisfactory to the
Engineer. If satisfactory measures are not provided prior to initial set of concrete in
affected areas, the Contractor shall discontinue placing concrete and install a bulkhead
at a location determined by the Engineer. Concrete in place beyond bulkheads shall
be removed. The Contractor shall limit the size of casting to that which can be
finished before beginning of initial set.
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COMPACTION

1. Immediately after placing, each layer of concrete shall be completed by internal concrete
vibrators supplemented by hand-spading, rodding, and tamping. Tapping or other extemnal
vibration of forms will not be permitted unless specifically approved by the Engineer.
Vibrators shall not be used to transport concrete inside the forms. Intermnal vibrators
submerged in concrete shall maintain a speed of not less than 7,000 impulses per minute.
The vibrating equipment shall at all times be adequate in number of units and power to
properly consolidate all concrete.

2. Spare units shall be on hand as necessary to insure such adequacy. The duration of
vibrating equipment shall be limited to the time necessary to produce satisfactory
consolidation without ¢causing objectionable segregation. The vibrator shall not be inserted
into the lower courses that have begun to set. Vibrator shall be applied vertically at
uniformly spaced points not further apart than the visible effectiveness of the machine.

EPOXY BONDING COMPOUND

Before depositing new concrete on or against concrete that has set, the surfaces of the set
concrete shall be thoroughly cleaned so as to expose the coarse aggregate and be free of latance,
coatings, foreign matter and loose particles. Forms shall be re-tightened. The cleaned surfaces shall
be moistened, but shall be without free water when concrete is placed. ASTM C 881. Provide Type |
for bonding hardened concrete to hardened concrete; Type Il for bonding freshly mixed concrete to
hardened concrete; and Type |} as a binder in epoxy mortar or concrete, or for use in bonding skid-
resistant materials to hardened concrete. Provide Class B if placement temperature is between
4 to 16 °C; or Class C if placement temperature is above 16°C.

FINISHES OF CONCRETE

Within 12 hours after the forms are removed, surface defects shall be remedied as specified
herein. The Temperature of the concrete, ambient air and mortar during remedial work including
curing shall be above 10 °C. Fine and loose material shall be removed. Honeycomb, aggregate
pockets, voids over 13mm in diameter, and holes left by the rods or bolts shall be cut out to solid
concrete, reamed, thoroughly wetted, brush-coated with neat cement grout, and filled with mortar.
Mortar shall be a stiff mix of one part Portland cement to not more than 2 parts fine aggregate
passing the No. 16 mesh sieve, with a minimum amount of water. The color of the mortar shall match
the adjoining concrete color, Mortar shall be thoroughly compacted in place. Holes passing entirely
through walls shall he completely filled from the inside face by forcing mortar through the outside
face. Holes which do not pass entirely through wall shall be packed full. Patchwork shall be
finished flush and in the same plane as adjacent surfaces. Exposed patchwork shall be finished
to match adjoining surfaces in texture and color. Patchwork shall be damp-cured for 72 hours.
Dusting of finish surfaces with dry material or adding water to concrete surfaces will not be permitted.

CONCRETE FINISHING DETAILS

1. Concrete Paving

After concrete is placed and consolidated, slabs shall be screeded or struck off. No further
finish is required.

2. Smooth Finish

Required only where specified; screed concrete and float to required level with no coarse
aggregate visible. After surface moisture has disappeared and laitance has been removed,
the surface shall be finished by float and steel trowel. Smooth finish shall consist of
thoroughly wetting and then brush coating the surfaces with cement to not more than 2 parts
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fine aggregate passing the no. 30 mesh sieve and mixed with water to the consistency of thick
paint.

Broom Finish

Required for paving; the concrete shall be screeded and floated to required finish level
with no coarse aggregate visible. After the surface moisture has disappeared and laitance
has been removed, surface shall be float-finished to an even, smooth finish. The floated
surfaces shall be broomed with a fiber bristle brush in a direction transverse to the direction
of the main traffic.
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ITEM 04 : CONSTRUCTION JOINTS
SCOPE OF WORK

This item shall consist of the manufacturing and installation of construction joints / expansion joints
in accordance with the details, and at the locations, lines, grades and dimensions shown in the
drawings.

MATERIAL REQUIREMENTS

1. All construction joints / expansion joints shall be hot-dipped galvanized inside and out in
accordance with international standards for galvanizing BS EN1460.

2. Painted finish shall be rejected.

3. All steel gratings and angle bars for construction joints / expansion joints shall be hot-dipped
galvanized except for the nuts, washers and bolts which shall be stainless steel.

4. Welding shall be in accordance with the AWS Code and as herein specified or any other
welding standard, approved by the Engineer.

The Contractor shall be required to submit test certificates for steel materials for the construction /
expansion joints joints used in its manufacture; and for hot-dip galvanizing which shall meet or
exceed the specifications under *Zinc Ceating”.

EXECUTION
DELIVERY, STORAGE AND INSTALLATION

1. Upon delivery at site, the hot-dipped galvanized construction joints / expansion joints shalt
not be subjected to the following activities:

Re-fabrication

Cutting

Grinding

Welding

Sawing

Any hot works or similar activities

o NN

2. Stainless steel nuts and bolts may be tack welded using stainless steel welding rods.

3. The construction joints / expansion joints shall not be exposed to sea water and other
corrosive chemicals or
substances prior to instaliation.
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ITEM 05 : ZINC (HOT-DIP GALVANIZED) COATINGS ON IRON AND STEEL
SCOPE OF WORK

This specification covers the requirements for zinc coating (galvanizing) by the hot-dip process on
iron and steel products made from rolled pressed and forged shapes, casting, plates, bars and
strips.

This specification covers both fabricated and un-fabricated products, for example, assembled steel
products, structural steel fabrications, large tubes already bent or welded before galvanizing, and
wire work fabricated from uncoated steel wire. It also covers steel forgings and iron castings
incorporated into pieces fabricated before galvanizing or which are too large to be centrifuged (or
otherwise handled to remove excess galvanizing bath metal).

MATERIAL REQUIREMENTS
STEEL OR IRON

The specification, grade or designation, and type and degree of surface contamination of the iron or
steel in articles to be galvanized shall be supplied by the purchaser to the hot-dip galvanizer prior to
galvanizing.

The presence in steels and weld metal, in certain percentages, of some elements such as silicon,
carbon and phosphorus tends to accelerate the growth of the zinc-iron alloy layer so that the coating
may have a matte finish with a little or no outer zinc layer.

EXECUTION
FABRICATION

The design and fabrication of the product to be galvanized shall be in accordance to the
plans and specifications. ASTM Practices A 143, A 384 and A 385 provide guidance for
steel fabrication for optimum hot-dip galvanizing and shall be complied with in both design
and fabrication.

CASTINGS

The composition of heat treatment of iron and steel castings shall conform to
specifications designated by the purchaser. Some types of castings have been known to show
potential problems being embritttled during normal thermal cycle of hot-dip galvanizing. The
requirements for malleable iron castings to be galvanized are stipulated in ASTM
specification A 47.

ZINC

The zinc used in the galvanizing bath shall conform to ASTM Specification B 6. If a zinc alloy is used as
the primary feed to the galvanizing bath, then the base material used to make that alloy shall conform
to ASTM Specification B 6.

BATH COMPOSITION

The molten metal in the working volume of the galvanizing bath shall contain not less than an average
value of 98.0% zinc by weight.
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COATING PROPERTIES

Table 1 — Minimum Average Coating Thickness Grade by Material Category

All Specimens Tested
Steel Thickness Range (Measured), mm (in.)

Material Category <1716 | 1116t0<1/8 | 1/8to<3/16 | >3/6to<1/4 | =14
(<16) | (16t0<32) | (321048 |(>4810<64)| (264)
Structural Shapes & Plate | 45 65 75 85 100
Strip and Bar 25 65 75 85 100
Pipe and Tubing 25 45 75 75 75
Wire 35 50 60 65 80
COATING THICKNESS

The average thickness of coating for all specimens tested shall conform to the requirements of Table 1
for the categories and thickness of the material being galvanized. Minimum average thickness of
coating for any individual specimen is one coating grade less than that required in Table 1. Where
products consisting of various material thicknesses or categories are galvanized, the coating thickness
grades of each thickness range and material category of material shall be shown in Table 1. The
specification of coating thickness heavier than those required by Table 1 shall be subject to mutual
agreement between the galvanizer and Engineer.

For articles whose surface area is greater than 100,000 mm? (160 in.?) (multi-specimen articles), each
test article in the sample must meet the appropriate minimum average coating thickness grade
requirements of Table 1. Each specimen coating thickness grade comprising that overall average for
each test article shall average not less than one coating grade below that required in Table 1.

For articles whose surface area is equal to or less than 100,000 mm? (160 in.?) (single-specimen
articles), the average of all test arlicles in the sample must meet the appropriate minimum average
coating thickness grade requirements of Table 1. For each test article, its specimen coating thickness
shall not be less than one coating grade below that required in Table 1.

No individual measurement or cluster of measurements at the same general location on a test
specimen shall be cause for rejection under this specification provided that when those measurements
are averaged with the other dispersed measurements to determine the specimen coating thickness
grade for that specimen, the requirements of the above specffications as appropriate are met.

The coating thickness grades in Table 1 represent the minimum value cbtainable with a high level of
confidence for the ranges typically found in each material category. While most coating thicknesses will
be in excess of those values, some materials in each category may be less reactive (for example,
because of chemistry or surface condition) than other materials of the steel category spectrum.
Therefore, some articles may have a coating grade at or close to the minimum requirements shown in
Table 1. In such cases, the precision and accuracy of the coating thickness measuring technique
should be taken into consideration when rejecting such articles for coating thickness below that is
required by this specification.
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FINISH

The coating shall be continuous (except as provided below), and as reasonably smocth and uniform in
thickness as the weight size and shape of the item. Except for local excess coating thickness which
would interfere with the use of the product or make it dangerous to handle (edge tears or spikes),
rejection for non-uniform coating shall be made only for plainly visible excess coating not related to
design factors such as holes, joints, or specal drainage problems. Since surface smoothness is a
relative term, minor roughness that does not interfere with the intended use of the product, or
roughness that is related to the as-received (un-galvanized) surface condition, steel chemistry to zinc
shall not be grounds for rejection.

Surfaces that remain uncoated after galvanizing may be renovated in accordance with the methods in
ASTM Practice A 780 provided that the following conditions are met:

1. Each area subject to renovation shall be 25mm (1 in.) or less in its narrowest dimension.

2 The total area subject fo renovation on each article shall be no more than ¥: of 1% of the
accessible surface area to be coated on that article, or 22,500mm? (36 in.?) per ton of piece
weight, whichever is less. Inaccessible surface areas are those which cannot be reached for
appropriate surface preparation and application of repair materials as described in ASTM
Practice A 780,

3. The thickness of renovation shall be that is required by the thickness grade for the appropriate
material category and thickness range in Table 1 in accordance with the coating thickness
requirements, except that for renovation using zinc paints, the thickness of renovation shall be
50% higher than that required by table 1, but not greater than 0.0254mm (4.0 mils).

4, When areas requiring renovation exceed the criteria previously provide, or are inaccessible for
repair, the coating shall be rejected.

THREADED COMPONENTS IN ASSEMBLIES

The zinc coating on extemnal threads shall not be subjected to a cutting, rolling or finishing tool
operation, unless specifically authorized by the purchaser. Intemal threads may be tapped or retapped
after galvanizing. Coatings shall conform to the requirements of ASTM Specification A 153/A 153 M.

APPEARANCE

Upon shipment from the galvanizing facility, galvanized aricles shall be free from uncoated areas,
blisters, flux deposits and gross dross inclusions. Lumps, projections, globules or heavy deposits of
zinc which will interfere with the intended use of the material will not be permitted. Plain holes of
12.5mm (1/2 in.) diameter or more shall be clean and reasonably free from excess zinc. Marks in the
zinc coating caused by tongs or other items used in handling the article during the galvanizing
operation shall not be cause for rejection unless such marks have exposed the base metal, and the
bare metal areas exceed the criteria provided in number 1 and 2 of Subsection “Finish”,

Whenever dross is present in a form other than finely dispersed pimples in the coating and is present in
such amount as to be susceptible to mechanical damage, it will be considered as “gross”.

ADHERENCE

The zinc coating shall withstand handling consistent with the nature and thickness of the coating and
the normal use of the article, without peeling or flanking. Although some material may be formed after
galvanizing, in general the zinc coating on the articles covered by this specification is too heavy to
pemit severe bonding without damaging the coating.
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SAMPLING

A lot is a unit of production or shipment from which a sample may be taken for testing. Unless
otherwise agreed upon between the galvanizer and the purchaser, or established within this
specification, the lot shall be as follows:

1.

For testing at a galvanizers facility, a ot is one or more articles of the same type and size
comprising a single order or a single delivery load, whichever is smaller, or any number of
articles identified as a lot by the galvanizer, when these have been galvanized within a single
production shift and in the same bath.

For test by the purchaser after delivery, the lot consists of the single order or the single delivery
ioad, whichever is smaller, uniess the lot identify, established in accordance with the above, is
maintained and clearly indicated in the shipment by the galvanizer.

The method of selection and number of test specimens shall be agreed upon between the galvanizer
and the purchaser. Otherwise, the test specimens shall be selected random from each lot. In this case,
the minimum number of specimens from each lot shall be as follows:

Number of Pieces in Lot Number of Specimens
3orless All
4 to 500 3
50110 1,200 5
1,201 to 3,200 8
3,201 to 10,000 13
10,001 and over 20

A test specimen which fails to conform to any requirement of this specifications shall not be used to
determine the conformance to other requirements.

TEST REQUIREMENTS

Magnetic Thickness Measurements:

The thickness of the coating shall be determined by magnetic thickness gauge measurements
in accordance with ASTM Practice E 376. For each specimen, five or more measurements
shall be made at points widely dispersed throughout the volume occupied by the specimen so
as to represent as much as practical, the entire surface area of the test specimen. The average
of the five or more measurements thus made for each specimen is the specimen coating
thickness.

For articles whose surface area is greater than 100,000 mm? (160 in?), in the average of the
three specimen coating thickness grades comprising each test article is the average coating
thickness for that test article. A specimen must be evaluated for each steel category and
material thickness within the requirements for each specimen of the fest article

For articles whose surface area is equal to or less than 100,000 mm? (160 in?), the average
of all specimen coating thickness grades is the average coating thickness for the sample.
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The use of magnetic measurement method is appropriate for larger articles, and may be
appropniate for smaller articles when such is practical using ASTM Practice E 376.

Stripping Method

The average weight of coating may be determined by stripping a test article, a specimen
removed from a test article, or group of test articles in the case of very small items such as
nails, etc., in accordance with Test method ASTM A 90/A 90m. The weight of coating per
unit area thus determined is converted to equivalent coating thickness values in accordance
with Table 2, Coating Thickness Grade (rounding up or down as appropriate). The thickness
of coating thus obtained is the fest article coating thickness, or in the case of a specimen
removed from a test article, is the specimen average coating thickness.

Table 2 - Coating Thickness Grade #

Coating Grade mils oz/ft? um g/im?
35 14 08 35 245
40 14 1.0 45 320
50 20 1.2 50 355
55 22 1.3 55 390
60 24 14 60 . 425
65 26 1.5 65 460
75 30 17 75 530
80 3.1 1.9 80 565
85 33 20 85 600
100 39 23 100 705

A Conversions in Table 2 are based on the metric thickness value equivalents from the next eardier
version, using conversion factors consistent with Table X 2.1 in Specification A 6§53/A 653M,
rounded to the nearest 5 ym (0.0002 in.). The conversion factors used are: mils = pm x 0.03937;
oz/ft? = ym x 0.002316; g/m?= pm x 7.067.

Weighing Before or After Galvanizing

The average of coating may be determined by weighing articles before and after galvanizing,
subtracting the first weigh from the second and dividing the result by the surface area. The
first weigh shall be determined after pickling and drying, and the second after cooling to
ambient temperature. The weight of coating per unit area thus determined is converted to
equivalent coating thickness values according to Table 2 (rounding up or sown as
appropriate). The thickness of coating thus obtained is the test article coating thickness.

Froposed RC Pier Extansion
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(Zinc Hot-Dip Galvanized)

Microscopy

The thickness of coating may be determined by cross-secticnal and optical measurement in
accordance with ASTM Test Method B 487. The thickness thus determined is a point value.
No less than five such measurements shall be made at locations on the test article which are
as widely dispersed as practical, so as to be representative of the whole surface of the test
article. The average of no less than five such measurement is the specimen coating
thickness.

Adhesion

Determine adhesion of the zinc coating to the surface of the base metal by cutting or prying
with the point of a stout knife, applied with considerable pressure in a manner tending to
remove a portion of the coating. The adhesion shall be considered inadequate if the coating
flakes off in the form of a layer of the coating so as to expose the base metal in advance of
the knifepoint. Do not use testing carried out at edges or corners (points of lowest coating
adhesion) to determine adhesion of the coating. Likewise, do not use removal of small
particles of the coating by paring or whittling to determine failure.

Embrittiement
Test for embrittlement may be made in accordance with ASTM Practice A 143

The galvanized article should withstand a degree of bending substantially the same as the
ungalvanized article. Flaking or spalling of the galvanized coating is not be constructed as
anembrittiement failure.

Inspection, Rejection and Retest

The material shall be inspected at the galvanizers plant prior to shipment. However, by
agreement the purchaser may make the tests which govem the acceptance or rejection of
the materials in his own [aboratory or elsewhere,

When inspection of materials to determine conformity with the visual requirements of
Subsection “Finish™ warrants rejection of a lot, the galvanizer may sort the ot and submit it
once again for acceptance after he has removed any nonconforming articles and replace
them with conforming articles.

Materials have been rejected for reasons other than embrittlement may be stripped and
regalvanized, and again submitted for inspection and test at which time they shall conform to
the requirements of this inspection.

Transpott and Storage

Galvanized components shall, wherever possible, be transported and stored under dry, wel-
ventilated conditions to prevent the formation of wet storage staining.

Either zinc phosphate or chromate passivation treatment after galvanizing may be used to
minimize the wet storage staining which may occur on articles unable to be stored in dry,
well-ventilated conditions.

Provided the coating thickness complies with the requirements of Subsection "Coating
Thickness”, no further remedial action is required to the stained areas.

Proposad RC Pier E i
Port of San Joas, Caminewit, Docid l Mhirch
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{Mooring and Fendering Syatam)

ITEM 06 : MOORING AND FENDERING SYSTEM
SCOPE OF WORK

1. The work includes furnishing of all labor, materials and equipment to complete the
installation of mooring bollards and fenders in piers/iwharves.

2. The work shall include the supply, transport, handiing, storage and installation of fenders
systems in the newly constructed piers.

3. The Contractor shall fumish and install the necessary fittings as shown on the drawings
and/or specified.

Supplementary parts necessary to complete and install each item of works shall be included
whether or not shown or specified. The Contractor shall furnish to relevant trades all anchors,
fastenings, inserts, fittings, fixtures or the like to be installed on or required for securing the works.

The Contractor shall submit shop drawings of all fitting works prior to placing orders and
commencement of any fabrication.

MATERIAL REQUIREMENTS
MOORING SYSTEM

Designated load capacity of mooring bollards shall be as shown in the drawings, and shall be
referred to as the maximum load capacity. The mooring bollards shall be at rupture stage upon
reaching the maximum load capacity.

Mooring bollards shall be of the dimensions, weights, capacities and designs as shown in the
drawings and shall be fabricated by approved manufacturer with cast steel conforming to the
requirements indicated in the plan/drawings, or approved equivalent.

The size of the bolts, nuts and washers shall be in accordance with the specifications provided in
the plans/drawings. The anchor plate shall be connected to the holding down bolt as shown in the
plans/drawings. All bolts, nuts, washers etc., that are exposed shall be hot-dip galvanized.

Samples of the bolts, nuts, washers and anchor plates shall be submitted to the Engineer for
approval before being used in the Works.

The upper part of bollards and base plates which are not embedded in concrete shall be painted.
The surface of bollards shall be cleaned thoroughly by wire brush or other means prior to painting to
remove fust or any other contamination which may interfere with bond of paint to metal.

The exposed surface shall be coated with rust proof paint and finishing paint, which shall be coal-tar
epoxy of 120m micron thickness in accordance with JIS K5623 or the approved standard.

Base Steel:
Chemical composition and mechanical properties of base metal to be used for fabrication of

mooring bollard and its accessories shall comply with ASTM A36 and other required standard stated
therein.

Proposed RC Phr Extens:
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{Mooring and Fendering Systam)

Concrete Foundation ;

Concrete foundation for mooring bollards shall conform to the requirements of the Section
conceming “‘Reinforced Concrete”.

Visual Inspection :

All mooring bollards delivered to Site shall be inspected by the Engineer for any signs of
flaws or defect inimical to usage.

Mill Test Certificates:

Two (2) copies of mill test reports shail be submitted certifying that materials meet the
specified standards.

Test Inspection:

Inspection of all materials and methods of fabrication shall be carried out by the Contractor.
However, the Engineer reserves the right to inspect all facilities at any time during the
manufacture to ensure that the materials and workmanship are in accordance with
Specifications and the best of workmanship.

Propased RC Pier Extension
Paort of San Jose, Carminawit, Cocidental Mindoro
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Tachnical Specifications
{Mooring and Fandering Systam

FENDER SYSTEM

The rubber fenders should comply with the performance requirements specified in the table
provided on the plan/drawings of RDF,

PHYSICAL PROPERTIES OF MATERIALS

The rubber for the fenders shall be of high quality natural rubber, synthetic rubber or mixed nubber
blended with carbon black used in the rubber industry and shall have sufficient resilience and anti-
ageing, weathering, abrasion, wear and oil resistant properties. The rubber dock fenders shall be

free from bubbles, cracks and other harmful defects.
The physical properties of the rubber compound used for the fenders shall comply with the

following requirements:
Physical Properties and Test Method
Test Item Properties Test Method
Tensil .m mini
ensile Strength 160kg/sq.m minimum Test piece: ASTM D412
2 Elongation 350% minimum Dumbell No. 3
® D1456
v Hardness 76Hs maximum i
S Spring Type
] ASTM
o hardness test
D2240
1; {Type A}
E
g - Tensile Strength Not less than 80% of ASTM D412
£ § Elongation original value Aging by air ASTM
P heating: 7011°C D1456
£ d - X 96 hours
& Hardness Not more than original : ASTM
value +8° D2240
Compression Test 30% maximum Heat treatment:
70+1°Cx 22 ASTM D395
hours.

Note: Equivalent Standards are acceptable.

FITTINGS AND ANCHORAGE

Anchor bolts and connecting hardware shall be fabricated using type of steel specified (ASTM A36)
and to the required shapes and sizes shown on the approved plan/drawings.

TESTING, SAMPLING, INSPECTION, ACCEPTANCE, MARKING AND PACKAGING

Testing
Sample rubber dock fenders that shall be incorporated in the project shall be subjected to
tests. It shall pass the required energy absorption and reaction force at a certain deflection
as indicated in the plan.

The Contractor shall be required to submit test certificates showing compliance to the above
requirements. The test certificates shall be certified by an independent testing institute /

organization recognized by the Authority.

Proposed RC Pl Extension
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{Mooring and Fendering System)

All units shall be tested for performance. The fender shall be compressed repeatedly three
(3) times to the maximum deflection at the speed from 2 to 8 cm. per minute. The load and
deflection values shall be recorded with the precision of 0.1if and 0.5mm respectively. The
results shail be piotted in the form of load-deflection-energy absorption curves. The average
data obtained in the second and third test loading shall be considered as performance
values.

Inspection

All fenders of each type shall be inspected for compliance to specified dimensions and all
fenders shall be inspected for any sign of flaw or defect inimical to its use.

All anchor bolts and fittings shall be inspected. The material used for the fabrication of bolts
and fittings shall be covered by the manufacturer's certified mill certificate and shall be
verified by the Authority.

Acceptance Tolerance

The acceptance tolerance shall be based on the following:

1. Fender Dimension
Length : 2% to +4%
Width : 2% to +4%
Height : 2% to +4%
Thickness : 2% to +8%

2. Anchor Bott Holes in Fender

Diameter of the Hole : +2.0mm
Pitch of the Hole : +4.0mm
3. Acceptance tolerance for all fenders supplied shall be as follows:
E = Energy absorption, E 2 Specified E but not less than 10% of the specified E
R = Reaction force, R = Specified R but not more than 10% of the specified R

Proposad RGC Piar Extension
Port of San Jose, Caminawit, Occidental Mindoro
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(hocring e Femdting Sy
Marking
All fender units shall be clearly numbered and marked. Each fender shall have the following
markings.
1. Fender type and manufacturer's name or trade mark
2. Production serfial number
3. Date of manufacture or its abbreviation
4. Main dimensions
5, Project identification as follows:
Name of Port/Project :
Year supplied
Packaging

The fenders shall be packaged on wooden crate or wrapped individually with Polypropylene
sheets except when shipped containerized. The bolts and fittings should be placed in crates
and suitably treated for protection when transported by sea and stored in port areas.
EXECUTION
MOORING / FENDERING SYSTEM

All units shall be installed at the locations shown on the drawings and as directed by the Engineer.

Propased RC Phar Exbansl
Post of Sen Jose, Caminewll, Occidentl Mindoro
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Technical Specifications
{Project Billboard)

ITEM 07 : PROJECT BILLBOARD

SPECIFICATION
The Project Billboard shall be installed at location(s) designated by the Engineer.

The size and specifications of materials for the standard billboard shall be 4ft. x 8ft. (1,200mm x
2,400mm) using ¥z inch {12mm) marine plywood or tarpaulin poster on 3/16 inch {(Smm) marine
plywood.

Project billboards shall not contain Name(s) and/or picture(s) of any personages.

See attached drawings for further details of the standard billboard.

RC Piar Extansion
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(Project Bitboard)
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Tachnical Specifications
(Project Billboard)

6 To all our contractors, suppliers, and
service providers, all we ask is for you to

SPEED UP
“your contracts and FI N ISH
AHEAD <~

WITHOUT SACRIFICING

QUALITY

of work, and REASONABLENESS

OF COST agreed upon. Gawin niyo
‘'van at hindi tayo maghihiwalay ng
landas (Do that and we will not part ways).””

A Message from |
DOTr Secretary Arthur Tugade
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{Safety Signagee and Bamicades}

ITEM 08 : SAFETY SIGNAGES AND BARRICADES

DESCRIPTION

This work includes the furnishing and installing of safety signages and barricades in accordance
with the specifications and to the details shown below in the drawings, or as directed by the
Engineer.

SPECIFICATION
The Signage’s and Barricades shall be installed at location(s) designated by the Engineer.

The sizes of the standard signages shall be 2-2/3ft x 4ft (800mm X 1,200mm)} for fixed type and
2ft x 2-2/3ft (600mm x 800mm) for mobile type. For bamicade standard 2ft x 2-2/3ft (600mm x
800mm) shall be provided.

The materials to be used for signages and bamicades are % inch (12mm) marine plywood or
tarpaulin poster on 2" x 2" (50mm x 50mm) good lumber frame (see drawing below).

The printing or painting shall be the discretion of the Engineer.

CONSTRUCTION

T T G000 LLMAER ——— g \

1202
FRONT SIDE FRONT 14 3
FRAMING FOR 0.80m x 1.20m SIGNAGES FRAMING FOR 0.50m x 0,80m SIGNAGES AND BARRICADES

STANDARD PLAN FOR SIGNAGES AND BARRICADES

Proposed RC Pie E
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Project Drawings
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SECTION VI

PROJECT DRAWINGS
(SEE ISSUED APPROVED PLANS)

LIST OF DRAWINGS :

10F10  DEVELOPMENT PLAN, LOCATION MAP, GENERAL NOTES, DESIGN PARAMETERS AND LIST OF DRAWINGS.
20F10  GENERAL PLAN.

30F 10 PIER PILING PLAN,

40F10  OFF-SHORE ELEVATION AND ELEVATION A-A.

S50F10  SECTION 8-, SECTION C-C, SECTION D-D AND SECTHON E-E.

6OF10  DETAIL OF PILE CAPS, DETAIL OF CURTAIN WALLS AND DETAIL OF SLAB.

TOF10  BEAMDETAILS.

80F10  TYPICAL REINFORCEMENT OF FENDER BLOCK, TYPICAL REINFORCEMENT OF MOORING BLOCK AND
TYPICAL ATTACHMENT OF V-500H x 1500L RDF AND 35T MOORING BOLLARD.

90F10  TYPICAL CONNECTION OF TUBULAR STEEL PILE, SECTION G, SECTION H, PILE SPLICING, DETAIL OF BACKING CYLINDER
PLATE AND REINFORCING BAND, REINFORCING BAND AT PILE TIP, NOTES AND SPECIFICATIONS.

100F 10  DETAIL OF V-TYPE RUBBER DOCK FENDER (500H x 1500L) AND DETAIL OF 35 TON MOORING TEE HEAD.

Proposed RC Pier Ext
Port of San Jose, Caminawit, Dccidental Mindors



SECTION VI

BILL OF QUANTITIES
and
ATTACHMENTS



¥ 1o | 8bed

weloid ey Jo
4! ‘oW uonnoexe ey u welbold UilesH pug fjejes UOONIISUCD apIAcId vO' L
4! Ol #els pue Jesuius sy} Jo) eouspise) pue Ba0 o)is Aiodwa) uejusy SO
Z) ‘oWl els pue sesulfilig ey} 10} BoUSPISB) pue 8010 BYIS Aelodwe) Jo ejusy rA g
b o] Bujueeid pue UoheZY|IqOWeD 'UOREZIIGOIN Lol

BISNAJXI TVHINID } | 'ONTIE

© ] © 03] .. _ - )
{sosod) ‘ALD ZINR . " WHOM 40 NOILLdIMOS3a . : ‘ON
F o 3JNEd LINN . .

OIOPUI [2JUAP|I20 “‘BSO[* LLS ‘JIMBULLERY ‘9SO UES JO HOd
NOISNALX3 ¥3Id 0¥ d350d0yd
SAILILNYND 40 119




¥ jo 2 sbeg

Vi WD aJnjonJisiedns ey} Jo} 818Jou0g |1sd pos'c eoejd pue Ajddng SLZ
LeL'yl "By alnjoruisiadns ey} 10) IUswWseIojUIR [@8)s |ejsul pue Aiddng YANWA
ore wno solid sdid |981s J0j Jojjy 91840u02 I15d QOg'c edeld pue Aiddng Lz
£25°'80 By sa|id adid j98)s Jo} ebied |98)s Guniouial jejsu pue Aiddng 0L'Z

¥6 "ou se|d ssa0xe Jo Auoyine
0} Jeac-uin) Buipniou) uoneas|a Jo-ind 0} dn sepd edid jseis usaup Jo Bumng 60°C
1S wn _ $8)Id edid [ea)s Wwoy) sieusiew pebiop Joenxy 80¢
¥6 ou Jaauibue ey} Ag pejoe.p se sa|d edid |9e)s eodg 102
gL0'C W) (uy wwol x @ wwoos) sejid edid [@ays Jejeq eAup pue uyond ‘sjpueH 90T
0eg’l W (iU uwip L x @ wiinog) seird edid (eels [eolueA eaup pue youd ‘s|puenH g0¢c
v6 "ou sa|id edid |98)s Jo} di} pueq Buiojuiel U} wWwgy feisul pue fddng VA

982'L ‘wbs Jugleainbe Jo sSeUNaI) WY AIp suoioiw 00s'L © 0L-2¢ ; eueyleInAod)
sa|d edid |81 Jo) Joyl Shsew pur Bunsos Bulee sueyelnAlod jo uoneoddy €02
14414 T (I Wwpl X 8 WWQOS 'Z epelo Z6Zy) seyd edid [es)s eyis 0} Jeallep pus Addng FAS A
4} W JepoW Yim USYIoowWs pue [gas| ¥oep 0} ysny ‘aingd "0y Bunsixe jo uoed yo-diyn lO2

NOISNILX3 H3ald 0¥ ‘ON 774
e e
(9) v} 0] _ @ o R
{sosad) ‘ALD LiNN _ MHOM H0 NOILJINOSEa : _ : ‘ON
Fotdd 1INN _ R _ :

CJOPUL [BUBPIIDQ ‘9SO UBS “JIMELjWEYD ‘@8O LURS JO Mod
NOISN3LX3 ¥3ld ¥ Q3S0d0¥d
S3ILILNYND 40 1719



¥ o £ eled

¢ "ON 7718 ¥0d "Iv101

—— — —— — —— ——— — ————— ——— — —— ————— ———— ————— ———

8t 108 sauossaooe Buipnipu| (peey-| 'sut-¢g] pJejlog Busooy B)su| 6LC
gl jes selosseose Bupnpul (peay-1 ‘su0l-ge) pieog Huuoep exs 0] Joaap pue Addng glT
gl jos saliosseooe Buipniout £10081 X HOOSA) Jepusd oo Jaqany ([ejsul LT
g o8 soUOssaMoR
Buipnou (0051 X HOOSA) Jepuad %o0(] seqqny) 8us o} JaASp pue Addng 9l'¢
A" w| sueq [smop tupnioul
‘peziueseh paddip-ioy 'gexsz) 1aag suiol ucongsued [jeysu pue Addng ST
cl wr) sJeq [eamop Buipnpow ‘paziueaied paddip
-joy 'Jeq ejbue (WG X WWOol X WWool) swol uokangsued (esul pue Addng 14 %4
OFI0)] ) ] ©) @) W
{sosad) ~ (sosad) "ALD dINA MUOM 30 NOILAIIOSAA 'ON
ANNOWY _ ID1Mdd LINN X )

OJOPU| JeIUSPIII0) ‘9SO LS ‘JMBLIUED '9SO URS JO Mogd
NOISN3L1X3 H3ld O A3S0d0¥d

SALLILNYNT 40 TId




jo ¥ efed

82°902'409 € 'ON 7718 ¥04 TVi0L
Auouny ey Ag paujuueiep se joelosd eyy jo
82'902'L09 82'902'1.09 ) 101 uonejusLs|dwl oy} Ul Alesseosu swia)l 8jqesinquIs) 8plald Loe
L SKRALIFATaYSHNENIIY € | 'ONTE
{9} xp) () T (€ @ . L)
(sosad) (sosed) "ALD 1INN MHOM 40 NOILLJI¥OSAa 'ON
INNOWY 301Md 1INN
QJOpU |RIUIPIIDY ‘9SO[* UBS “JIMRUJWED ‘8SOf URS jO HOd
ruwmmmmﬁ.pnu NOISN3ILX3 H3ld 0¥ G3S0d0¥d

S3ILILNVYND 40 7119




BQ-5
BOQ and Attachments
{(Annex 1 - Bacis of Payments)

BASIS OF PAYMENT FOR WORK ITEMS INCLUDED IN THE PROPOSAL
The work items included in the proposal and the basis of payments are as follows:

8ILL NO. 1
GENERAL EXPENSES

tem 1.01 Mobilization, demobilization and cleaning

The quantity to be paid for shali be the minimum equipment requirement enumerated
in the bid documents mobilized, demobilized and cleaning of the site and accepted by
the Engineer. The contract lump sum price shall be full compensation for fumishing all
materials, labor, equipment, tools and incidentals necessary to mobilize and
demobilize all the minimum equipment requirement enumerated in the bid documents
including cleaning of the site. Fifty percent (50%) of the total amount shall be payable
after the mobilization activity while the remaining (50%) payable after demobilization
and cleaning.

ftem 1.02 Rental of temporary site office and residence for the Engineer and staff

The quantity to be paid for shall be the actual rental for temporary site office and
residence for the engineer and staff and accepted by the Engineer. The contract unit
price shall be full compensation for fumishing all materials, labor, equipment, tools and
incidentals necessary for the provision of temporary site office and residence for the
engineer and staff at least 48.00 m?

item 1.03 Maintain temporary site office and residence for the Engineer and staff

The quantity to be paid for shall be the actual services rendered in maintaining the site
office and accepted by the Engineer. The contract unit price shall be full compensation
for fumnishing all materials, labor, equipment, tools and incidentals necessary to
complete the maintenance of the temporary site office and residence as well as other
expenses such as provision for electric power, telephone bill, potable water supply,
janitorial and security services.

item 1.04 Provide construction safety and Health Program in the execution of the project

The quantity to be paid for shall be the actual implementation of construction safety
and health program and accepted by the Engineer. The contract unit price shall be full
compensation for fumishing all materials, labor, equipment, tools and incidentals
necessary to complete the implementation of the Construction Safety and Health
Program, as required and approved by the Department of Labor and Employment
(DOLE).

Proposed RC Pier Extend
Port of San Jose, Caminawit, Occidentsd Mindaro
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BQ-6
BOQ and Attachrnenis
(Annex 1 - Basis of Payments)

BILL NO. 2
EXTENSION OF RC PIER

Chip-off portion of existing R.C. Curb, flushed to deck level and smoothen with
mortar

The quantity to be paid for shall be the actual length in linear meter of portion of
existing R.C. Curb to be chipped off, flushed to deck level and smoothened with mortar
in accordance with the plans and specifications and accepted by the Engineer. The
contract unit price shall be full compensation for fumishing all materials, labor,
equipment, tools and incidentals necessary to complete the work.

Supply and deliver to site steel pipe sheet piles (A252 Grade 2, $00mm@ x 10mm
thk.)

The quantity to be paid for shall be the actual weight in metric tons of steel pipe sheet
piles (A252 Grade 2, S00mm@ x 10mm thk.), supplied and delivered to site in
accordance with the plans and specifications and accepted by the Engineer. The
contract unit price shall be full compensation for fumishing all matenals, labor,
equipment, tools and incidentals necessary to complete the work.

Application of polyurethane external coating and mastic filler for steel pipe
sheet piles {(Polyurethane: 32-10 @ 1,500 microns dry film thickness or
equivalent)

The quantity o be paid for shall be the actual area in square meter of polyurethane
external coating (Polyurethane: 32-10 @ 1,500 microns dry film thickness or
equivalent), applied on the steel pipe sheet piles in accordance with the plans and
specifications and accepted by the Engineer. The contract unit price shali be full
compensation for fumishing all matenals, labor, equipment, tools and incidentais
necessary to complete the work.

Supply and install 10mm thk. reinforcing band tip for steel pipe piles

The quantity to be paid for shall be the actual number of reinforcing band tip (10mm
thk.), supplied and installed in accordance with the plans and specifications and
accepted by the Engineer. The contract unit price shall be full compensation for
furnishing all materials, labor, equipment, tools and incidentals necessary to complete
the work.

Handle, pitch and drive vertical steel pipe piles (600mm @ x 13mm thk.)

The quantity to be paid for shall be the actual length in linear meter of vertical steel
pipe piles (500mm @ x 10mm thk.), handled, pitched and driven in accordance with the
plans and specifications, measured from the tip of piles to cut-off elevation and
accepted by the Engineers. The contract unit price shali be full compensation for
furnishing all materials, labor, equipment, tools and incidentals necessary to complete
the work.

Handie, pitch and drive batter steel pipe piles (500mm @ x 10mm thk.)

The quantity to be paid for shall be the actual length in linear meter of steel pipe batter
pites (600mm & x 13mm thk.), handled, pitched and driven in accordance with the
plans and specifications, measured from the tip of piles to cut-off elevation and
accepted by the Engineers. The contract unit price shall be full compensation for

Froposed RC Piar £ xdansh
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BOG and Attachmers

{Anneax 1 - Basis of Payments)

fumnishing all materials, labor, equipment, tools and incidentals necessary to complete
the work.

Splice steel pipe piles as directed by the engineer

The quantity to be paid for shall be the actual number of steel pipe piles, spliced as
directed by the engineer in accordance with the plans and specifications and accepted
by the Engineer. The contract unit price shall be full compensation for fumishing all
matenials, labor, equipment, tools and incidentals necessary to complete the work.

Extract clogged materials from steel pipe piles

The quantity to be paid for shali be the actual volume in cubic meter of clogged
materials from the steel pipe piles, extracted in accordance with the plans and
specifications and accepted by the Engineer. The contract unit price shall be full
compensation for furnishing all materials, labor, equipment, tools and incidentals
necessary to complete the work.

Cutting of driven stesel pipe piles up to cut-off elevation including turm-over to
Authority of excess piles

The quantity to be paid for shall be the actual number of steel pipe piles, cut-off to
required elevation including tum-over to Authority of excess piles, in accordance with
the plans and specifications and accepted by the Engineer. The contract unit price
shall be full compensation for furnishing all materials, labor, equipment, tools and
incidentals necessary to complete the work.

Supply and install reinforcing steel cage for steel pipe piles

The quantity to be paid for shall be the actual weight in kilogram of reinforcing steel
cage for steel pipe piles, supplied and installed in accordance with the plans and
specifications and accepted by the Engineer. The contract unit price shall be full
compensation for furnishing all materals, labor, equipment, tools and incidentals
necessary to complete the work.

Supply and place 3,500 psi concrete filler for steel pipe piles

The quantity to be paid for shall be the actual volume in cubic meter of 3,500 psi
concrete filler for steel pipe piles, supplied and set-in-place in accordance with the
plans and specifications and accepted by the Engineer. The contract unit price shalt be
full compensation for fumishing all materials, labor, equipment, tools and incidentals
necessary to complete the work.

Supply and install steel reinforcement for superstructure

The quantity to be paid for shall be the actual weight in kilogram of reinforcing steel
bars, supplied and installed in accordance with the plans and specifications and
accepted by the Engineer. The contract unit price shall be full compensation for
fumishing all materials, labor, equipment, tools and incidentals necessary to complete
the work.

Supply and place 3,500 psi concrete for superstructure
The quantity to be paid for shall be the actual volume in cubic meter of 3,500 psi

concrete, supplied and set-in-place in accordance with the plans and specifications
and accepted by the Engineer. The contract unit price shall be full compensation for

Proposad G Prr Exberns

Port of San Jose, Caminawit. Occidental Mind:
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BOQ and Attachrments

{Annex 1 - Basis of Payments)

furnishing all materials, labor, equipment, tools and incidentals necessary to complete
the work.

Supply and install construction joints (100mm x 100mm x 10mm)} angle bar, hot
dipped galvanized including dowel bars

The quantity to be paid for shall be the actual length in linear meter of construction
joints (100mm x 100mm x 10mm) angle bar, hot dipped gaivanized including dowel
bars, supplied and installed in accordance with the plans and specifications, measured
from the tip of piles to cut-off elevation and accepted by the Engineers. The contract
unit price shall be full compensation for fumishing all materials, labor, equipment, tools
and incidentals necessary to complete the work.

Supply and install construction joints BWT 175x38, hot dipped galvanized
including dowel bars

The quantity to be paid for shall be the actual length in linear meter of construction
joints BWT 175x38, hot dipped galvanized including dowel bars, supplied and installed
in accordance with the plans and specifications, measured from the tip of piles to cut-
off elevation and accepted by the Engineers. The contract unit price shail be full
compensation for fumishing all materials, labor, equipment, tools and incidentals
necessary to complete the work.

Supply and deliver to site rubber dock fenders (V-500H x 1500L) and
accessories

The quantity to be paid for shall be the actual quantity in set of rubber dock fender (V-
500H x 1500L) and accessories, supplied and delivered to site in accordance with the
plans and specifications and accepted by the Engineer. The confract unit price shall
be full compensation for fumishing all matenals, labor, equipment, tools and
incidentals necessary to complete the work.

Install rubber dock fender including accessories (V-500H x 1500L)

The quantity to be paid for shall be the actual quantity in set of rubber dock fender
including accessories (V-500H x 1500L), installed in accordance with the plans and
specifications and accepted by the Engineer. The contract unit price shall be full
compensation for fumishing all materials, labor, equipment, tools and incidentals
necessary to complete the work.

Supply and deliver to site mooring bollard (35-Tons, T-head} including
accessories

The quantity to be paid for shall be the actual quantity in set of mooring bollard (35-
Tons, T-head) including accessories, supplied and delivered to site in accordance with
the plans and specifications and accepied by the Engineer. The contract unit price
shall be full compensation for fumishing afl materials, labor, equipment, tools and
incidentals necessary to complete the work.

Install mooring bollard {(35-Tons, T-head) including accessories

The quantity to be paid for shall be the actual quantity in set of mooring bollard (35-
Tons, T-head) including accessories, installed in accordance with the plans and
specifications and accepted by the Engineer. The contract unit price shall be full
compensation for fumishing all materials, labor, equipment, tools and incidentals
necessary fo complete the work.




(Annex 1 - Basis of Payments)
BILLNO.3

REIMBURSABLE ITEMS

ttem 3.01 Provide reimbursable items necessary in the implementation of the project as
determined by the Authority.

The quantity to be paid for shall be the actual quantity of determined items by the
Authority deemed necessary in the implementation of the project, supplied, delivered
and accepted by the Authority. Payment for said items shall be made only upon
complete delivery/acceptance of such. The contract lump sum price shall be full
compensation for providing all determined items. The Contractor's Proft and
Overhead, Contingencies and Miscellaneous (OCM) should not be included in the cost
of said items. The amount of bid should be fixed as indicated in the amount stated in
the Bid Data Sheet [ITB Clause 13.1(a)] and as provided in the Bill of Quantities
{BOQ). Claims for payment shall be supported by Official Receipt(s) (OR) and at least
three (3) canvasses. The amount to be paid for shall be the price indicated in the OR
but should not exceed the contract lump sum price. The determined items shall be the
property of PPA. Operation and maintenance shaill be borne by PPA.

Propased FC Py Exiare
FPoit of San Joss, Caminawil, Occidental Mindons
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FACILITIES TO BE PROVIDED FOR THE ENGINEER & HIS STAFF

TEMPORARY FACILITIES OF THE CONTRACTOR

The Contractor shall provide and maintain such temporary offices, stores, workshops, latrines,
housing and messing accommodations as are necessarty. The location, dimension and layout of such
buildings and places shall be subject to the approval in writing of the Engineer. By the end of the
contract, the Contractor shall remove all buildings and the area shall be cleared and graded as
required by the Engineer.

SITE OFFICE AND RESIDENCE FOR THE ENGINEER & STAFF

The Contractor shall provide and maintain a temporary site office and residence with an area of at
least 48 square meters for use of the Engineer and staff, including all the necessary electricity, water,
communication services and consumables.

Proposed RC Pher Exlensi
Port of San Joss, Caminawit, Occidental Windon:
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MINIMUM EQUIPMENT REQUIREMENTS

unit/s  Crane Barge (319 GW) with 607 crane, owned
unit's  Tugboat (500hp), owned/leased

unit/s Crawler Crane (30T), owned

unit/s Centrifugal Trash pumps, owned

unit's  Pile Hammer (Diesel, 7,500 kg.m.), owned
unit/s Concrete Vibrator (3.50 hp}, owned

unit/s  Bar Cutter (electric, 25mm dia min.}, owned
unit/s Bar Bender (electric, 25mm dia min.), owned
unit/s Drop Hammer (2T), owned

unit's  Welding Machine (400 amp.), owned

unit’'s  Dump Truck (8 cu.m., 275hp), owned

unit/s Water Truck (1,000 gal.) with pump, owned
unit's Oxy/Acetylene Cutting Qutfit, owned

unit’s  Jackhammer, owned

unit/s  Air-compressor (250cfm), owned

unit/s Payloader (80 hp), owned

unit's Concrete Bucket, owned

unit/'s  Transit Mixer (5-6 cu.m. ¢ap.}, owned

unit’'s Cargo Truck (6T}, owned




{Annex 4 - Canstruction Safety & Health Requirerents)
CONSTRUCTION SAFETY AND HEALTH REQUIREMENT

The Contractor shall implement the construction safety and health program in accordance with the
applicable provisions of the Occupational Safety and Health Standards (OSHS) of the Department of
Labor and Employment (DOLE).

The Contractor, subject to the approval of the Engineer shall provide and maintain throughout the
duration of the contract a medical room with at least 15 square meters together with all necessary
supplies to be sited in the Contractor's main area.

The Contractor shall provide the following minimum frequirements:

LABOR
1 no. Safety Engineer / Officer
1 no.  Nurse / Health Officer
EQUIPMENT / MATERIALS

Personnel Protective Equipment
47 pcs. Hard Hats
47 pcs. Gloves

5 pcs. Goggles

1 pcs.  Aprons
1 pcs.  Safety Belis
47 pcs.  Safety Shoes
1 pcs. Life Lines
Safety Devices
1 lot Barricades
1 lot Waming signs
2 units  Fire extinguisher
Medical and First Aid System - For twelve (12) mos.

NOTE:

The Contractor shall provide the above-cited minimum construction safety and health
requirements or as required by the Engineer.

Froposed RC Fier Exiss
Port of San Jose, Caminawit, Occidental Ming
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PPA MEMORANDUM CIRCULAR
No

Senes of 2016

Altachment

Page 10F 10

REVISED SCHEDULE OF MINIMUM TEST REQUIREMENTS OF
CONSTRUCTION MATERIALS FOR PPA INFRASTRUCTURE PROJECTS

Materiais/items of
Work

Required Tests

1, Construction of
PleriWharf, Platform
and Ramp

Structural Concrete (SC)
A Porlard Cement

Qualty Test

B Fme Aggregats | Qualty Test for Gradng, Elutnaton (wash),
Bulkk Specific Gravity, Absorpbon, Mortar
Strength, Soundness, Organic Impunbes, Unit
Weght, % Clay Lumps and Shale
C Coarse Qualty Test for GmdeukSpemfnGrmﬂy
Aggragate Absorpbon and Abrauon
D Water Certhcate from the Enginesr or Quality 'fest
for Density and Chionde Content
E SteelBars | Ml Certificate and Quality Test for Chermcal
Composihion and Mechancal Properties
F Concrate Compresswve Strength on cyhnder samples
Slump Test
G Admicturs and Cualty Test
Concrete Curng
Matenals
Puing (P}
A Corcrele Piles Fabncabon Report
1 Concrate Same test as for SC (F)
2  Steei Bars Same test as for SC (E)
3 Hygh Test for Chemical Composihon and
Tension Mechanical Propertes
Strand

Minimum Incremerttal
Frequency of Tests

For every 2.000 bags (4Dkg} or
frachon theseof

For every 1,500 cubic meter or
frachon thereof

For every 1,500 cute meter or
Frachon thereof

One per source

For every 10,000 kg or lrachon- s
thereof i

1 set consisbng of 3 oconcrete
cyinder sampies shall be taken
ffom each day's pounng and to
represent not mors than 75 cu m
of concrete or frachon therecf

For avery mox
One per shipment

One per fabnecation
Same frequency as SC (F)
Same frequency as SC (E)

For every 20000kg or fraction
thersof

-

d RC Pier Exi

Mdmmmwm
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PPA MEMORANDUM CIRCULAR

No
- Sevias of 7016
Alactwnent
) Page 30f 30
Matenais/items of Required Tests Mnimum Incremental
Work Frequency of Tests
4 Coarse Sama Teslt as for 5C {C) Same frequency as 5C (C)
Aggregates
5 Fine Same Tesl as for SC (B) Same frequency as 5C (B)
. Aggregates
B Steel Pipe Piles | Fabneabon Report, Ml Certficate and Qualty | One per fabncaton
Test for Chemucal and Mechanical propertes
1 Steel Chemical Composihion (refer below)
= Under 14" (355 60mm) Outside 2 from 200 ppe of frachion thereof
Dnameter _
- 14710367 (355 6 o St4mm) Outsde | 2 fom 100 ppe or frachon theceof
Dia
~ Owver 38" {(314mm) OQuisde [hameter 2 from 3000M (914m) or frachon
' thereot )

i Mechamcal/Tensile One (1) tension test shall be made’
on one length or frachon thereof of
esach size, or one piece of skelp
representing each: lot of 200
lengths or frachon thereof of each
size

2 Polywrethane | Mi) Certificate and Quality Test One per fabrication
Coatmyg
3 Concreta Same test as for SC (F) Same frequency as SC (F}
4 Fmne Same tast as for SC (B) Same frequency as 5C (B)
Aggregate
5 Coarse Same test as for SC (C) Same frequency as SC (C)
Aggregate
8 SteelBars Same Test as SC (E) { Same frequency as SC (E)
7  Water Same Test as 5C (D) Same frequency as SC (D)
- Rubber Dock Fenders Physcal Test Al unns
{RDF)
Performance Test for Energy Absorpbion and Allunts .
Reaaction Force
Accessones
Washer and Foung Bolt, | Physical Test All urts
Anchor Bolft
Qualtty Test for Chemical Compasibon and One per fabncation
o Mechanical Properhes b
U

Port of San Jose, C.
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PPA MEMORANDUM CIRCULAR
w_ Q2
* Senes of 2016
Adtachrment
- Page Yof 10
Matenais/items of Required Tasts Mimmum Incremental
Work Frequency of Tests

Moonng Bollard (MB) Physical Test Afl Units
and Accessones
{Hexagon Nuts, Plain
Washer, Anchor Ring Qualty Test for Chemcal Composibon and | One per fabncabon

and
Anchor Bolt)

Mechanical Propertes

IL Construction of

Back-Up Area,
Causeway and

Pavement
Sheet Piling {SP)

A Concrete Sheet N

Piles

1 Concrete

2 SteelBars

3 High Tension
Strands

4 Fma Aggregates

5 Coass

. Aggregates

B Steel Pipe Pies

Steel

Concrete

-l

Fina Aggregate
Steel Bars

o W

Same test as for 5C (F)
Same lest as for SC (E)
Same test as for P (A 3)

Same test as for SC (B)
Same Test as for SC (C)

Same test as for P (B1)
Same test as for SC (F)
Same lest as for SC (B)

Same lest as for 5C {E)

Same frequency as SC (F) .
Same fraquancy as SC (E) .
Same frequency as P (A 3)

Same frequency as SC (B)
Same frequency as SC {C)

Same frequency as P (B1)

'} Same frequency as SC (F)

Same frequency as SC (B)
Same frequency as SC (E)

Pori of San Joss, C ins

=D
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PPA MEMORANDUM CIRCULAR

’ No
Setms of 2016 .
Attacrarmnt
Foge dof 10
Mateniais/ftems of 'Requmd Tests Minimum Incremental
Work Fregquency of Tests
Rocks Test for Apparent Specific Grawily and | For every 1500 cubic meter or
Abras:on fracton thereof
Geotextie Fiter Physical and Mechanicat Test One per batch
Mil Certheate One per batch
Sand and Gravel i Qualdy Test for Omamc Impurbes and i For every 1,500 cubic meter or
Grading fraction thereof
Selected Filt Quality Test for Grading, Plastcity and For every 1,500 cubxc meter or

tabotatory Compacton Test
Laboraiory Cakforrua Bearing Rabo (CBR)

Freld Density Test

fraction thereof

For every 2,500 cub«c meter or
frachon thereof -

For every layer of 150mm of
compacied depth at least one
group of three In-situ density test
for every 500 sqm or frachon

theraof
Aggregate Base Course | Gualty Test for Grading and Plastcity For every 300 cubikc meler of
fraction theracf
Quahty Test for Grading, Plasbedy, Ahrasion For every 1,500 cubre meter or
and Laboratory Compacbon Test . fraction thereof
Laboratory Cakfornia Beanng Rato (CBR) Same frequency as Selected Fdl
Field Densaty Test Same frequency as Selected Fill

Portland Cement
Concrete Pavement
[PCCP}

A Portland Cement

Fine Aggregate

Coarse
Aggregate

Water

8
c

Steel Bars
{Dowels}

Joint Filler

Same lest as for SC (A)
Sameles(as!arSIC(B]
Same test as for SC (C)

Same test as for SC (O)
Same test as for SC (E)

Quality Test

——

Samae frequency as SC (A)
Same freguency as SC (B)

Same frequency as SC (C)

Sarme frequency as 5C (D)
Same frequency as SC (E)

One (1) per shipment

Proposed RC Fier E

Port of San Jose, Camien dlental Mind
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- PPA MENORANDUM CIRCULAR
No
Senes of 2016
 Atachmant
"Page 5ol 10 )
Matenais/items of Required Tests Musmum Incremental
Work Frequency of Tasts
G Admoture and Sarme tes as for SC (G) Same frequency as SC (G)
Concrete Cunng
Matenal
H Concrete Same test as for SC (F) Sm‘lrequuu:yasSC{F)
Flexural Test 3 beam samples for avery 330
i sqm or frachon thereo!
| Completed : Core Test 1 set (3 specimen) for avery 2,500
Pavemen . |sqm amtfrachon thereof |
Intariocking Concrede
Blocks
A Cement Same test as for SC (A) Same frequancy as SC (A)
B Flmm Same test as for SC(B) - -| Same frequency as SC (B)
C Coarse Sainetestat.;brSC(C) Same frequency as SC (C)
Aggregale ’ _ )
- D ‘'water | same st as tor sc ) ) Same frequency as 5C (D)
E Admuodure & Sama tost as for SC (G) Same requency as SC (G}
Materials
F Compieted Biocks | Physcal Test and Compressive Strength 6§ blocks per day of fabncabon
Cement Treated Base
Course (CTB)
A Portiand Cement | Same test as for SC (A) Same frequoncy as SC (A)
B Fmne 8 Coarse Quakly Test for Gradmng., Abrasion and [ For every 1,500 cubic meter or
Aggregates Soundness frachon heareof
C Water Same est as for SC (D) Same frequency as SC (D)
D Completed CTB | Faedd Density Test For every layer of 150mm of
- compacted depth at least one
group of three In-situ density test
every 500 sqm or fracton thereof
Retaining WallCoping
WalRC CurtVRC
DrictvShear
Key/Concrete
Blocks\Lean Concrels
A Porftand Cement | Same test a3 for SC (A) . Same frequency as SC (A)
8 Fme Aggregate | Same jest as for SC (B) - Same frequency as SC (B)

e

Proposad RC Pier Extension
Porl of San Jose, Camirmwit, Occidental Mindoro
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PPA MEMORANDUM CRCULAR
No
Saoes of 2016
Mtachiment
Poge & of 10
Materials/ftems of Requirad Tests Misurnum Incremental
Work Freguency of Tests
C Coarse Same test as for SC (C] Same frequency as SC (C)
Aggregates
D Water Same test as for SC (D) Same frequency as SC (D)
E Steel Bars Same test as for SC (E) Same frequency as SC (E)
F  Admxture and Same test as for SC (G) Same frequency as SC (G)
Concrete Cuning ‘
G Concrete Same lest as for SC {F) Same frequency as SC (F)
Tie Rod
A Steel Same test as for SC (E) One per batch
B Assembly Perforrnance Test (Tension) One per batch
Tie Bars and Dowels Same test as for SC (E) ‘For every 10,000 kg or frachon
thereof per Tie bars and Dowels
Pwpe Culverts and Stormi
Drans '
'. A Prpes Test for Strength, Absorptian and Physical For avery 50 pleces
B Mortaror Jomt | Same Test as for SC (AB and D) | For every 25 pieces
Adternative Test Same test as for SC (F) and
Inspection Report )
Concrete Holiow Blocks
A Portiand Cement | Same test as for SC (A} Same frequency as SC {A)
B Fire Aggregates | Same test as for SC (B) Same frequency as SC (B)
C Water Same test as for SC {D) Same frequency as SC (C)
0 Concrete Same test as for SC (F) Same frequency as SC (F)
E Completed CHB | Quaity Test One for every 500 peeces or
fracton thereof
Construction Jomts (CJ)
A Angle Bars Test for Physk:al and Mechamcal Properties One per baich
B Steel Bars Same test as for SC (E) One per batch
C  Zinc {Hot Dip Pnyscal Test for Appearance. Stpping, | All untts
Gahamzng) Weighing, Adgherence and Adhesion
- Coating Thickness 1 set (3 apecwmen) for every 2
Magnebe Theckness Measurement 100,000 sq rmym_or frachon

Fort of San Joss, &
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PPA MEMORARDUM CIRCULAR
No

Senes of 2018
Aschment
Pops Tof 10
" Materials/items of Reguired Tests Minimum Incremental
Work ) Frequency of Tests
Sacked Concrete
A Cement Same test as for SC (A) Same frequency as SC (A)
B Fine Aggregates | Same test as for SC (B) Same frequency as SC (B)
C COane‘ Same test az for 8C (C) Same frequency as 5C (C)
Aggregates
D Water Sarmm test as for SC (D) Same frequency as SC (D)
E Concrete Same test as for SC (F) Same frequency as SC (F)
F  Sack {jute) Phymcal Test One for every 50 plecas
Rubble Concreta .
A Cement Ssm_lastntxscm}‘ Same frequency as SC (A)
B Fine Aggregates | Same test as for SC (B) E‘mme!r&qmmyasSC(B)
C Coarsa Same teat as for SC (C) Same frequency as 5C {C)
Aggregates
D Waler Samae wst as for SC (D) | Sama fraquency as SC (D)
E Concreta " | Same test as for SC (F) Samne frequency as SC (F)
F__ Rocks Sarme test as for ROCKS Same frequency os ROCKS
Earthworks
A Sub-grade Gradng Test For avery 1,500 culwe meter or
preparation Piastcity Test (LL PLPI} krachon thereol
Laboratory Compachon Test
Density Test For every kayer of 150mm of
compacted depth at least one
group of three in-stu density test
every 500 sq m_or frachon thereof
B Structure tf excavated motenals shall be used as For every 1,500 cubee meter or
- Excavabon Backfili fracton thareof

Grading Test
Plasbcty Tast (LLPLPY
Laboratory Compacton Ti

Density Test

N g

W

IRC Fiar i

Prop
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¢
::Abufuommcnmm

Semes of 2016
ABctwrent

Fags 8 of 1§

Matenais/ltems of
Work

Regunred Tests

Frequency of Tests

It Port Operations Building/Passsnger Tenminal Building/Transit ShedWarehouse

[ STRUCTURAL WORKS

Refer to Structural Contrete (SC) and Piling Works (P)
ARCHITECTURAL WORKS I

Cearama: — Filed Ligud Physical Property, Mechancal and Chermcal | One per shipment
Membrane f Water Property, Leak Test / Flood Test
Proofing, Hydrophobec
Poreblockng Ingradients
with Superplasbczrer -
Paint Quaainty Test One 4-L can for every 100 cans or
fraction thereof
Ceramic Tie ‘| Inspection and Evaluabon Report from the | One par shipment
- Engnesr - —_— -
Stamiess Steel inspection and Evaluabon Repot from the | One per shpment
_— Engmesr. . —
Roofing Matenals Inspechon and Evaluabon _F.!epod from the | One per shupment - .
Enginser — )
Ceshng Matenals inspechon and Evahaton Report from the ;| One per shipment
. Engineer
ELECTRICAL AND MECHANICAL WORKS
Wires / Cables Inspechon and Evaluation Report from the | One per shipment
Engwiser
Testing and Commussionimg
Electrical Dewces inspechon and Evalusbon Report from the | One per shipment
I Testng and Commessionng
Fwe Alarm System Inspechon and Evaluabon Report from the | One per dem
’ Engneer
Tatnguﬂm
Winng Dewcas inspecton and Evaluabon Report from the | One per stipment

Engwneer
Testing and Co«msmmg -

A

Froposed RC Plar Exb

Pt of Sam Josa, Caminuwit, Occidental Mindoro
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PPA MEMORANDUM CIRCULAR
No
Sanes of 2016
Attachment
) Page §of 10
Matenals/tems of Required Tests Minimum Incremental |
Work Frequency of Tests
Protectve Devices Inspection and Evaluation Report from the | One per shipment
Engineer
Testng and Commissiorng
Telephone System inspechon and Evaluaton Report from the | One per tem
Engineer
Testing and Commigsoning
CCTV System Inspacton and Evaluaton Report fom the | Gne per tem
Engineer
Teshng and Commissioning
CATV System Inspechon and Evékxabon Report from the | One per bem
Engineer .
Testing and Commmussioning
Background Music and | Inspection and Evaluation Report from the | One per tteim
Paging Systam Engineer, Testing and Commssioning
Arr Condibonmg Units & | Inspeclion and Evaluation Report from the | One peritem
Ventaton Engineer
Teshng and Commissionng
Condurt Pipes inspection and Evaluabon Regort from the | One perdem
Engmeer
Testng and Commissionmg
Lighting Fixtures Inspecton and Evaluabon Report from the ! One per dem
Engmeer
Testing and Commssioning
PLUMBING WORKS
FPipes Inspechon and Evaluaton Repoit from the | One per tem
Engmneer
Tesbng and COmMmissomng

-
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PPA CIRCULAR
gl i M
Sene of 2016
Attachment
Fege 10 of 10
Matenals/items of Required Tests Minimum Incremental
Work Frequency of Tests
Fodures Inspection and Evaluaton Reporl from the i One per sem
Engmeer
Testing and Commissioning oo
Pipe Culverts Compresson Sirangth For every sze not mora than 25
| prpes cast i the field
Inspection and Evaluabon Report from the
Engmeer
IV Miscellaneous
Matenals
i Fencing
A Barbed Wire, Physicat Test (Dimensions and Coatings) One per Baich
Cyclone Wire
Mesh, Chain
Link
B Concrete Post Refer to Superstructure {SC) Refer to Superstructure {SC)
Lamp Post ;
A Stuctural Steel | Physical Test (Dirmensions} Al units
. . ' Same test as for SC (E) - .
B Zinc(MotDip | Same testas for CJ (C) One per batch
Galvamzing} ;
Coatngs e ]
Dranage Steel Grating | Same test as for SC (E) One (1) batch
o inspection Report
Metal Pipe {Cast Irgn Physical Test (Dvnensions and Coatings) 1 per delrvery
Gatvanized, etc )
| Welding Works Destructive and Non Destructive Test One (1) per ot

. NOTES 1. Testing of RDF shall be performed only by an independent Testing Laboratory duly
sccredrted by BRS, DOSY and PPA

2. Testing of other matenals shail be performed only by an Independent Teating
Laboratory duly accredited by BRS and PPA_

3. All other issuances which are otherwise inconsistent herewith are hereby revoked

or otherwse amended. :

Approved

RAUK T. SANTO!
Officgr-in-Charge,

of the General Manager

a3

I ¥

Port of San Jose, C.
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BIDDING FORMS
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Bidding Forme:
{Bid Form}

Bid Form

Date:
{TB No:

To: Phitippine Ports Authority
Bonifacio Drive, South Harbor,
Port Area, Manila

We, the undersigned, declare that:

{a) We have examined and have no reservation to the Bidding Documents, including
Addenda, for the Contract Proposed RC Pier Extension, Port of San Jose,
Caminawit, San Jose, Occidental Mindoro;

(b} We offer to execute the Works for this Contract in accordance with the Bid and Bid Data
Sheet, General and Special Conditions of Contract accompanying this Bid;

The total price of our Bid, excluding any discounts offered below is:

BiLL TOTAL
NO DESCRIPTION AMOUNT
1 General Expenses B
2 Extension of RC Pier
3 Reimbursable ltems
TOTAL AMOUNT OF BID (including VAT) I+

The discounts offered and the methodology for their application are: insert informationf,

(¢} Our Bid shall be valid for a period of 120 days from the date fixed for the Bid submission
deadline in accordance with the Bidding Documents, and it shall remain binding upon us
and may be accepted at any time before the expiration of that period;

(d) If our Bid is accepted, we commit {o obtain a Performance Security in the amount of
finsert percentage amount] percent of the Contract Price for the due performance of the
Contract;

Propasad RC Pier Extensi
Poit of San Jose, Caminawit, Occidentsl Mindoro
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(e) Our fim, including any subcontractors or suppliers for any part of the Contract, have
nationalities from the following etligible countries:; finsert information],

() We are not participating, as Bidders, in more than one Bid in this bidding process, other
than altemnative offers in accordance with the Bidding Documents;

{g) Our firm, its affiliates or subsidiaries, including any subcontractors or suppliers for any
part of the Contract, has not been declared ineligible by the Funding Source;

(h) We understand that this Bid, together with your written acceptance thereof included in
your notification of award, shall constitute a binding contract between us, until a formal
Contract is prepared and executed; and

(i} We understand that you are not bound to accept the Lowest Calculated Bid or any other
Bid that you may receive.

(i) We likewise certify/confirm that the undersigned, is the duly authorized representative of
the bidder, and granted full power and authority to do, execute and perform any and all
acts necessary to participate, submit the bid, and to sign and execute the ensuing
contract for the Proposed RC Pier Extension, Port of San Jose, Caminawit, San
Jose, Occidental Mindoro of the Philippine Ports Authority.

(k) We acknowiedge that failure to sign each and every page of this Bid Form, including the
Bill of Quantities, shail be a ground for the rejection of our bid.

Name:

In the capacity of:

Signed:

Duly authorized to sign the Bid for and on behalf of:

Date:

RC Phar Exdonsion
Port of San Joss, Caminerwit, Occidontal Windora
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(Financisl)

FINANCIAL DATA

A. The prospective bidder's audited Financial Statements, showing, among others, the
prospective bidder's total and cumrent assets and liabilities, stamped “RECEIVED" by the
Bureau of Internal Revenue (BIR), or its duly accredited and authorized institutions, for the
preceding calendar year which should not be earlier than two (2) years from the date of bid
submission.

Year

1. Total Assets

2. Curmrent Assets

3. Total Liahilities

4. Current Liabilities

5. Net worth (1-3)

6. Net Working Capital (2-4)

B. The computation of the bidders Net Financial Contracting Capacity (NFCC) must be at least
equal to the ABC to be bid, as follows:

NFCC = [ (Current assets minus cument liabilities) (15) ] minus the value of all
outstanding or uncompleted portions of the projects under ongoing contracts,
including awarded contracts yet to be started coinciding with the contract to be
bid.

NFCC =

Attached herewith are certified true copies of the audited financial statements stamped received by
the BIR or BIR authorized collecting agent for the latestimmediately preceding calendar year,

Name of Firm/Applicant

Authorized Signing Official

Date:

NOTES:
If Partnership or Joint Venture, each Partner or Member Firm of Joint venture shall submit
separate financial statements.
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Bidding Forms
{Omnibus - Sole)

OMNIBUS SWORN STATEMENT FOR SOLE PROPRIETORSHIP

REPUBLIC OF THE PHILIPPINES)
CITY OF )SS

AFFIDAVIT

I { Name ), of legal age, (Civil Status), {Naticnality), and residing at (Address), after having
been duly sworn in accordance with law, do hereby depose and state that:

1. | am the sole proprietor or authorized representative of (Name of Bidder) with office
address at :

2 As the owner and sole proprietor or authorized representative of (Name of Bidder), |
have full power and authority to do, execute and perform any and all acts necessary to
participate, submit the bid, and to sign and execute the ensuing contract for (Name of
Project) of the Philippine Ports Authority, (as shown in the attached duly notarized
“Special Power of Attorney™ for the authorized representative);

3. (Name of Bidder) is not “blacklisted” or barred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Government Units,
foreign government / foreign or intemational financing institution whose blacklisting
rules have been recognized by the Govermment Procurement Policy Board,

4. Each of the documents submitted in satisfaction of the bidding requirements is an
authentic copy of the original, complete, and all statements and information provided
therein are true and correct;

5. (Name of Bidder) is authorizing the Head of the Procuring Entity or its duly authorized
representative(s) to verify all the documents submitted;

6. The owner or sole proprietor is not related to the Head of Procuring Entity, members of
the Bids and Awards Committee (BAC), the Technical Working Group, and the BAC
Secretariat, the head of the Project Management office or the end — user unit, and the
project consultants by consanguinity or affinity up to the third civil degree,;

7. (Name of Bidder) complies with existing labor laws and standards; and

8. {Name of Bidder) is aware of and has undertaken the following responsibilities as a
Bidder:

a) Carefully examine all of the Bidding Document:

b) Acknowledge all conditions, local or otherwise, affecting the implementation of
the contact;

c) Made an estimate of the facilities available and needed for the contact to be bid,
if any; and

d) Inquire or secure Supplemental / Bid Bulletin(s) issued for the Proposed RC
Pier Extension, Port of San Jose, Caminawit, San Jose, Occidental Mindoro.

Proposad RC Bier Exdension
Port of San Jose, Camninawil, Occidental Mindoro
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Bidding Farms
{Ormnikxss - Sole)
9, (Name of Bidder) did not give or pay directly or indirectly, any commission, amount,
fee, or any form of consideration, pecuniary or otherwise, to any person or official,
personnel or representative of the govemment in relation to any procurement project

or activity.

IN WITNESS WHEREOQF, | have hereunto set my hand this ___ day of 20 at
Philippines.

Bidder's Representative / Authorized Signatory

SUBSCRIBED AND SWORN to before me this ____ day of fmonth] [year] at [place of
execution], Philippines. Affiant/s is/are personally known to me and was/were identified by me
through competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No.
02-8-13-SC). Affiant/s exhibited to me his/her [insert type of govemment identification card used],
with his/her photograph and signature appearing thereon, with no. and his/her Community
Tax Certificate No. issued on at

Witness my hand and seal this ____ day of [month] fvear].

NAME OF NOTARY PUBLIC
Serial No. of Commission
Notary Public for until
Roll of Attorneys No.
PTR No. [date issued], [place issued]
iBP No. [date issued], [place issued]

posed T Pied Exinnss
Port of San Jose, Caminawtt, Occidental M
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Bidding Forme
{Omnibus — Parinership)

OMNIBUS SWORN STATEMENT FOR PARTNERSHIP OR COOPERATIVE

REPUBLIC OF THE PHILIPPINES)

CITY OF

)SS

AFFIDAVIT

| ( Name ), of legal age, {Civil Status), (Nationality), and residing at (Address), after having

been duly sworn in accordance with law, do hereby depose and state that:

1.

| am the duly authorized and designated representative of (Name of Bidder) with office
address at (Address);

| am granted full power and authority to do, execute and perform any and all acts
necessary to participate, submit the bid, and to sign and execute the ensuing contract
for (Name of Project) of the Philippine Ports Authority, accompanied by the duly
notarized Special Power of Attomey, Board/Partnership Resolution or Secretary’s
Certificate (whichever is applicable),

(Name of Bidder) is not “blacklisted” or bamred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Govemment Units,
foreign government / foreign or intemational financing institution whose blacklisting
nules have been recognized by the Government Procurement Policy Board;

Each of the documents submitied in satisfaction of the bidding requirements is an
authentic copy of the original, complete, and all statements and information provided
therein are frue and correct;

(Name of Bidder) is authorizing the PPA General Manager or its duly authorized
representative(s) to verify all the documents submitted;

None of the officers and members of (Name of Bidder) is related to the PPA General
Manager, members of the Bids and Awards Committee (BAC), the Technical Working
Group, and the BAC Secretariat, the head of the Project Management office or the
end- user unit, and the project consultants by consanguinity or affinity up to the third
civil degree;

(Name of Bidder) complies with existing labor laws and standards; and
(Bidder) is aware of and has undertaken the following responsibilities as a Bidder:

a) Carefully examine all of the Bidding Document:

b) Acknowiedge all conditions, local or otherwise, affecting the implementation of
the contact;

c) Made an estimate of the facilities available and needed for the contact to be bid,
if any; and

d) Inquire or secure Supplemental / Bid Bulletin(s) issued for the Proposed RC
Pier Extension, Port of San Jose, Caminawit, San Jose, Occidental Mindoro.

Proposed RC Pl £

Port of San Jose, Caminewit, Occideninl Mindoro
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{Omnibus -- Partnership}

9. (Name of Bidder) did not give or pay directly or indirectly, any commission, amount,
fee, or any form of consideration, pecuniary or otherwise, to any person or official,

personnel or representative of the govemment in relation to any procurement project
or activity.

IN WITNESS WHEREOF, | have hereunto set my hand this ___ day of 20 _at
, Philippines.

Bidder's Representative / Authorized Signatory

SUBSCRIBED AND SWORN to before me this ___ day of [month] [year] at [place of
execution], Philippines. Affiant/s is/are personally known to me and was/were identified by me
through competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No.
02-8-13-SC). Affiant/s exhibited to me his/her [insert type of government identification card used],
with his/her photograph and signature appearing thereon, with no. and his/her Community
Tax Cerificate No. issued on at

Witness my hand and seal this ____ day of [month] [vear].

NAME OF NOTARY PUBLIC
Serial No. of Commission
Notary Public for until
Roii of Attorneys No.
PTR No. [date issued], [place issued]
IBP No. [date issued], [place issued]

d RC Piar Exb
Port of San Jose, c-mwm
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(Omnibus = CorpAJV)

OMNIBUS SWORN STATEMENT FOR CORPORATION OR JOINT VENTURE

REPUBLIC OF THE PHILIPPINES)

CITY OF

)SS

AFFIDAVIT

I { Name ), of legal age, (Civil Status), {Nationality), and residing at {(Address), after having
been duly swom in accordance with law, do hereby depose and state that:

1.

| am the duly authorized and designated representative of (Name of Bidder) with office
address at :

| am granted full power and authority to do, execute and perform any and all acts
necessary to participate, submit the bid, and to sign and execute the ensuing contract
for (Name of Project) of the Philippine Ports Authority, accompanied by the duly
notarized Special Power of Attomney, Board Resolution or Secretary's Certificate;

(Name of Bidder) is not “blacklisted” or barred from bidding by the Govemment of the
Philippines or any of its agencies, offices, corporations, or Local Government Units,
foreign government / foreign or international financing institution whose blacklisting
rules have been recognized by the Government Procurement Policy Board;

Each of the documents submitted in satisfaction of the bidding requirements is an
authentic copy of the original, complete, and all statements and information provided
therein are true and correct;

(Name of Bidder) is authorizing the PPA General Manager or its duly authorized
representative(s) to verify all the documents submitted;

None of the officers, directors, and controlling stockholders of (Name of Bidder) is
related to the PPA General Manager, members of the Bids and Awards Committee
(BAC), the Technical Working Group, and the BAC Secretariat, the head of the Project
Management office or the or end- user unit, and the project consultants by
consanguinity or affinity up to the third civil degree;

(Name of Bidder) complies with existing labor laws and standards; and

(Name of Bidder) is aware of and has undertaken the following responsibilities as a
Bidder:

a) Carefully examine all of the Bidding Document:

b) Acknowledge all conditions, local or otherwise, affecting the impiementation of
the contact;

c) Made an estimate of the facilities available and needed for the contact to be bid,
if any; and

d) Inquire or secure Supplemental / Bid Bulletin(s) issued for the Proposed RC
Pier Extension, Port of San Jose, Caminawit, San Jose, Occidental Mindoro.

I RC Piae £

Prop
Fort of San Jose, Car it, Occicental Mind
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{Omnibus — Corp./d.V)

9. (Name of Bidder) did not give or pay directly or indirectly, any commission, amount,
fee, or any form of consideration, pecuniary or otherwise, to any person or official,
personnel or representative of the govemment in relation to any procurement project
or activity.

IN WITNESS WHERECF, | have hereunto set my hand this ___ day of 20__at
, Philippines.

Bidder's Representative / Authorized Signatory

SUBSCRIBED AND SWORN to before me this ___ day of fmonth] fyear] at [place of
execution], Philippines. Affiant/s is/are personally known to me and wasi/were identified by me
through competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No.
02-8-13-SC). Affiant/s exhibited to me his/her [insert type of government identification card used],
with his/her photograph and signature appearing thereon, with no. and his/her Community
Tax Certificate No. issued on at

Witness my hand and seal this ____ day of [month] fvear].

NAME OF NOTARY PUBLIC
Serial No. of Commission
Notary Public for until
Roll of Attorneys No.
PTR No. [date issued], [place issued]
IBP No. [date issued], [place issued]

Seres of

Pr d RC Pier Exd
Port of San Jose, Clrm()cmd.ﬂhllﬂndwo
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Bidding Forms
{Bid—Securing Declaration)

REPUBLIC OF THE PHILIPPINES)

CITY OF

)S.S.

BID-SECURING DECLARATION
Invitation to Bid No.

To : Philippine Ports Authority
Bonifacio Drive, South Harbor,
Port Area, manila

I, the undersigned, declare that:

1.

| understand that, according to your conditions, bids must be supported by a Bid
Security, which may be in the form of a Bid-Securing Declaration.

I'We accept that: (a) l/we will be automatically disqualified from bidding for any
contract with any procuring entity for a period of two (2) years upon receipt of your
Blacklisting Order; and, (b) I/we will pay the applicable fine provided under Section 6 of
the Guidelines on the Use of Bid Securing Declaration, within fiteen (15) days from
receipt of the written demand by procuring entity for the commission of acts resulting
to the enforcement of the bid securing declaration under Sections 23.1 (b), 34.2, 40.1
and 69.1, except 69.1(f), of the IRR of RA 9184, without prejudice to other legal action
the govermment may undertake:

| understand that this Bid-Securing Declaration shall cease to be valid on the following
circumstances:

(a) Upon expiration of the bid validity period, or any extension thereof pursuant to
your request;

(b} 1am declared ineligible or post-disqualified upon receipt of your notice to such
effect, and (i) | failed to timely file a request for reconsideration or (ji) | filed a
waiver 1o avail of said right;

() | am declared as the bidder with the Lowest Calculated Responsive Bid, and |
have fumnished the performance securty and signed the Contract.

IN WITNESS WHERECF, | have hereunto set my hand this day of 20 at

, Philippines.

Name of Bidder's Authorized Representative
{Signatory’s Legal Capacity)
AFFIANT

Proposed RC Piar E .
Port of San Jose, Cami Occi Mind




SUBSCRIBED AND SWORN to before me this __ day of fmonth] [year] at [place of execution],
Philippines. Affiant/s isfare personally known to me and was/were identified by me through competent
evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No. 02-8-13-SC).
Affiant/s exhibited to me his/her finsert type of govemment identification card used], with histher

photograph and signature appearing thereon, with no.

Witness my hand and seal this ___ day of [month] [year].

NAME OF NOTARY PUBLIC

Serial No. of Commission
Notary Public for until
Roll of Attorneys No.
PTR No. __, [date issued], [place issued]
IBP No. __, [dafe issued], [place issued]
Doc.No.

Page No. ___

Book No. ____

Series of .

Proposad RC Pier Exdene
Ponl of San Jozs, Caminawil, Occidental Mindoro
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Bidding Forrme:
{Corst Methodology)

CONSTRUCTION METHODOLOGY

Name of Project

Proposed Project Description

Location

MINIMUM SCOPE OF CONSTRUCTION METHODOLOGY

A. RCPIER EXTENSION
(Area=75m x 12m = 900 sq.m.)

1. Chip-off portion of existing RC curb (121.m.)

2. Supply and drive A252 Grade 2, 500mm@ x 10m thk. Steel pipe piles (404m.t. equivalent to
3,346 L.m.) including application of polyurethane external coating (1,786 sq.m.), instaliation of
reinforcing band tip (94 pcs), splicing (94 pcs) and cutting (94 pcs.)

3. Supply and place 3,500 psi concrete filler (240 cu.m.) and reinforcing steel cage (68,523 kgs
of various sizes) for steel pipe piles including extraction of clogged materials (51 cu.m.)

4. Supply and placing of 3,500 psi concrete (471 cu.m.) and reinforcing steel bars (71,131 kg. of
various sizes) for superstructure

5. Supply and install construction joints 100mm x 100mm x 10mm angle bar (12 L. m.) and BWT
175x38 (12l.m.)

6. Supply and instal! rubber dock fender (VS00H x 1500L. - 18 sets) and mooring bollard (35-
Tons, T-head - 18 sets)

NOTES:

The narmrative construction method will guide and familiarize the contractor and the PPA on
how the project shall be caried out in accordance with the highest standard of workmanship.

The construction methed shall be consistent with the Bar Chart / S-Curve Schedule,
Equipment Schedule and Manpower Schedule.

Signature
(Authorized Signing Official)

Propased R P E )
Port of San Josa, Caminawit, Cocidentsl Mindoro
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Bidding Forme
{Manpower Schedule)
MANPOWER SCHEDULE
Name of Project
Proposed Project Description
Location
MANPOWER CONTRACT DURATION { Calendar Days)
{Minimum)
M O N T H L Y
1 [ 2 [ 3 1 4 [ 8§ [ 61 7 [ @& [ @ [ | % [ 12
Project Manager

Project Engineer

Materials Engineer

Construction Safety and
Health Officer

Foreman

Specify other applicable positions, ie.:
- Carpenter

- Steelman

- Mason

- Electrician

- Rigger

- Others

Signature
{Authorized Signing Official)

Proposed RG Par Exdanss
Port of San Jose, Caminewit, Occicental Mindoro
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Bidding Forme
{Equipment Schedule)
EQUIPMENT UTILIZATION SCHEDULE
Name of Project
Proposed Project Description
Location
EQUIPMENT No.of | CONTRACT DURATION ( Calendar Days)
{Minimum) Units
M O N T H L Y
Signature

{Authorized Signing Official)

Fioposed RC P Extenss
Port of San Jose, Caminawit, Occidental Mind
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Bidding Forms
(Payment Schedula)

CASHFLOW BY QUARTER AND PAYMENT SCHEDULE

Name of Project:
Proposed Project Description
Location
Project Duration Payment Schedule Cash flow
(days or months) {Monthly, in Pesos) {Quarteriy, in Pesos}
TOTAL
NOTES

- The cash flow by quarter and payment schedule should be consistent with the Bar
Chart and S-curb.

- Payment schedule shall not be more than once a month.

Signature
(Authorized Signing Official)

Froposed RC Pler Exiercs
Port of San Jose, Caminawil, Gocidental Mandorn
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(Draft Contract Form)

Republic of the Philippines
PHILIPPINE PORTS AUTHORITY
PPA Building, Bonifacio Drive, South Harbor,
Port Area, Manila, Philippines

CONTRACT
FOR THE PROPOSED RC PIER EXTENSION
PORT OF SAN JOSE, CAMINAWIT, SAN JOSE, OCCIDENTAL MINDORO

This Contract made and entered into this day of 2019, in Manila,
Philippines, by and between:

PHILIPPINE PORTS AUTHORITY, a govemment instrumentality created
under Presidential Decree No. 857, as amended, with principal office at PPA
Building, Benifacio Drive, South Harbor, Port Area, Manila, represented herein by its
duly authorized General Manager, JAY DANIEL R. SANTIAGO, and hereinafter
referred {o as “PPA”;

- and -

, duly organized and existing in accordance with
Philippine laws, with office and business address at :
represented in this act by its , as evidenced by , 8
copy of which is hereto attached and made an integral pant hereof as Annex “A"
and hereinafter referred to as "CONTRACTOR.”

WITNESSETH:

WHEREAS, in accordance with Republic Act No. 9184 and its 2016 implementing Rules
and Regulations (IRR), PPA advertised and posted on the PPA websrte and PhilGEPS, as well as
on its bulletin board, an Invitation to Bid for the

WHEREAS, in response to the said advertisement bidders submitted their
respective bids for the foregoing project;

WHEREAS, after the opening of bids on and the conduct of bid evaluation and
post-qualification, the bid submitted by the CONTRACTOR at its unit and lump sum prices set forth
in its proposal was found to be the Bid in the amount of
PESOS { ), Philippine Currency;

WHEREAS, pursuant to Head Office BAC Resolution No. Series of .
award of contract was made to the CONTRACTOR in a Notice of Award dated , in the
amount of PESOS ( ). after submission of the required documents
within the prescribed period and compliance to the conditions stipulated in the IRR;

Proposed RG Pier Exdenwion
Port of San Jose, Cominmeil, Occidental Mind




CF-2

{Draft Contract Form)

WHEREAS, the CONTRACTOR duly accepted the award by signing its Conforme on the
said Notice of Award;

NOW, THEREFORE, for and in consideration of the foregoing premises and the mutual
stipulations herein contained, PPA and the CONTRACTOR have agreed, as follows:

1. In this Contract, words and expressions shall have the same meanings as are
respectively assigned to them in the attached Contract Documents.

2. The following documents shal! form part of this Contract:

A

Mmoo

Bid Documents consisting of the following:

A.1 Invitation to Bid;

A.2 instructions to Bidders;

A.3 Bid Data Sheet;

A.4 General and Special Conditions of Contract;

A.5 Specifications

A.6 Drawings/Plans;

A.7 Addenda and/or Supplemental/Bid Bulletins, if any;

Technical and Financiat Proposals;

. Performance Security;
. Notice of Award of Contract with the Contractors Conforme thereto; and
. Other contract documents that may be required by existing laws and PPA, such as:

E.1 Construction Schedule and S-Curve;

E.2 Manpower Schedule;

E.3 Construction Methods;

E.4 Equipment Utilization Scheduie;

E.5 Construction Safety and Health Program approved by the DOLE;
E.6 PertyCPM

E.7 Duly Approved Program of Works and Cost Estimates,

E.8 Certificate of Availability of Funds;

E.9 Abstract of Bids; and

E.10 Resolution of Award

3. In consideration of the payments to be made by PPA, the CONTRACTOR commits to
compiete the Works and remedy any defects therein in conformity with the provisions of
this Contract and Contract Documents.

4. In consideration of the execution and compiletion of the Works and remedying any defects
therein, PPA commits to pay the Contract Price or such other sum as may become
payable under the provisions of this Contract and Contract Documents.

Proposad RC Piar E xienuion
Porl of San Joks, Cumi Oocicdental Wind




CF-3
{Draft Contract Form)

5. This Contract shall become effective after the same shall have been signed by the Parties
hereof.

IN WITNESS WHEREOF¥, the Parties have hereunto signed this Contract on the date and
place first hereinabove written.

PHILIPPINE PORTS AUTHORITY
TIN No.

By:

JAY DANIEL R. SANTIAGO
General Manager

WITNESSES:

ACKNOWLEDGMENT

Proposad RC Pl Ederminn
Port of San Joks, Canirawil, Cxoci i Mirnc




