




1. Accomplish the RFQ including this supporting documents correctly. 

2. Do not alter the contents of all forms in any way.

3. Failure to comply with any of the mandatory requirements will disqualify your quotation.

After having carefully read and accepted the Terms and Conditions, I/we submit our quotation/s for the project below:

Name of Project : Maintenance of Passenger Terminal Building

Location : Port of Puerto Galera, Oriental Mindoro

Item Unit Price Amount

No. (Pesos) (Pesos)

1.00

1.01 1.00 L.S. ____________ ____________

2.00

2.01 630.27 SQ.M. ____________ ____________

2.02 1,055.46 SQ.M. ____________ ____________

3.00

3.01 2.00 SETS ____________ ____________

3.02 1.00 L.S. ____________ ____________

3.03 5.46 SQ.M. ____________ ____________

4.00

4.01 1.00 L.S. ____________ ____________

4.02 1.00 L.S. ____________ ____________

5.00

5.01 697.93 SQ.M. ____________ ____________

Total Bid Price

Php

Repainting of Aluminum Composite Panel, Rib 

Type Ceiling, and  Spandrel Ceiling Including 

Surface Preparation

Quantity UnitDescription

Replacement of Damaged Plumbing FIxtures

Removal and Replacement of PVC door

Replacement of Damaged Water Closet

Pump House

BILL OF QUANTITIES

INSTRUCTIONS

General Expenses

Mobilization, Demobilization and Cleaning Up

PTB

Repainting of Walls,Columns and Canopy 

Including Surface Preparation

Comfort Room-Left Side of Ground Floor

Comfort Room-Right Side of Ground Floor

Replacement of Exposed Water Lines

Replacement of Damaged Plumbing Fixtures

Supply and Apply Concrete Topping in Roof Deck 

including Surface Preparation

ANNEX "B'

Philippine Ports Authority

PORT MANAGEMENT OFFICE - MINDORO

Port Area, San Antonio, Calapan City 

Oriental Mindoro



Annex “A” 

Price Quotation Form 

 
Date : _________________ 
 
 
The Chairperson  
Bids and Awards Committee (BAC) 
Philippine Ports Authority 
Port Management Office – Mindoro 
Port Area, San Antonio 
Calapan City, Oriental Mindoro    
  
Dear Sir: 
 
After having carefully read and accepted the terms and conditions in the Request for                    
Quotation (RFQ) for the procurement of the project, entitled: Maintenance of              
Passenger Terminal Building, Port of Puerto Galera, Oriental Mindoro with Project ID                    
No. MPF-MDO-09-2026, we hereby submit our quotation corresponding to your requirements.  
 

The Total Price of our Quotation is ________________________________________________                                                                                            
___________________________________________________________ (Php                        ).  
 
The above quoted prices are inclusive of all costs and applicable taxes. 
 
We/I shall complete the works in accordance with the Drawing and Bid Documents within 
______________________ Calendar Days beginning at the most, five (5) days from the date of 
receipt of Notice to Proceed.  
 
We/I understand that the Authority may order additions to or deletions from the scope of work as 
specified if necessary. 
 
Enclosed herewith also are the detailed estimates and computations of the cost of all items of 
works. 
 
Very truly yours, 
 
 
 

Name and Signature 
 
: 

 

 

Position 
 
: 

 

 

Company 
 
: 

 

 

PhilGEPS Reg No.  
 
: 

 

 

Contact Number 
 
: 
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Philippine Ports Authority
PORT MANAGEMENT OFFICE – MINDORO

Engineering Services Division
San Antonio, Port Area, Calapan City

Oriental Mindoro

MAINTENANCE OF PASSENGER TERM INAL BU ILD ING
PORT OF PUERTO GALERA , OR IENTAL M INDORO

TECHN ICAL SPEC IF ICAT IONS

I. GENERAL COND IT ION

The Work generally consists of furnishing of all labor, materials, and equipment
required to carry out and complete the Main tenance of Passenger Term inal
Bu ild ing , Port o f Puerto Galera , O rien ta l M indoro in accordance with the
contract drawings and in conformity with these specifications.

PLANS AND SPEC IF ICAT IONS

All drawings, whether on a small scale or detailed, are intended to correspond
with specifications to form part thereof and the contract documents. Where
figures are given, they are to be followed in preference to measurement by scale.
Anything shown on the drawings but not indicated in the specifications or vice-
versa or anything not expressly set forth in either, but which is reasonably implied,
shall be furnished and installed as though specifically shown and mentioned in
both, without extra cost to PPA.

II. SCOPE OF WORKS

1.00 General Expenses

1 .01 Mobiliza tion , Demobilization and C lean ing Up

A. General Requirements

The Contractor is responsible for the systematic mobilization of all
necessary personnel, and equipment required to execute the project
scope. This includes the subsequent demobilization and final site
restoration upon project completion.

B. Hazard Mitigation and Safety Protocols

Hazardous Materials: During mobilization, demobilization, or cleaning
phases, any identified obstacles suspected of being explosive, toxic, or
otherwise hazardous to personnel must be immediately reported to and
removed by the proper Authority.
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Daily Site Safety: To prevent accidents involving falling objects or
equipment-related hazards, the Contractor must maintain the workplace in
a secure and orderly condition at the end of each workday.

Operational Cleanliness: The site must remain clean and accessible
throughout the duration of the maintenance work to ensure physical
facilities are not obstructed.

Protective Measures: During specific tasks like painting, the Contractor
must utilize protective coverings to shield floors, fixtures, and existing
equipment from damage or paint spatter.

C. Final Cleaning and Restoration

The Contractor is tasked with the systematic removal of all old materials,
debris, and temporary structures as part of the cleaning-up process prior
to final turnover. All surfaces must be free from dirt, dust, and deleterious
matter, ensuring the facility is returned to PPA in a "first-class" condition.

2 .00 PTB

2.01 Repain ting of W alls ,Co lumns and Canopy Inc lud ing Surface
P reparation

The work includes the furnishing of all labor and equipment required to
carry out the surface preparation and painting of walls, columns, and
canopy as indicated on the Drawings and/or as directed by the PPA
Engineer.

All painting works shall be done under conditions which shall not
jeopardize the appearance or quality of the painting in any way. The
Engineer shall have the right to reject all material such as high solid
modified epoxy paint and polyurethane finish paint or work that is
unsatisfactory and require the replacement of either or both at the
expense of the Contractor.

The Contractor shall endeavor to protect the work of others during the
time repainting work is in progress. The Contractor shall be responsible for
any and all damage to any other work in the course of his painting job.
Protective coverings shall be used to protect floors, fixtures and
equipment while painting; care shall be exercise to prevent paint being
spattered unto surfaces which are not painted.

Workmanship

All painting work shall be first class and in accordance with the best
standard and practices of the trade.

The Contractor shall examine carefully all surfaces to be repainted and
before beginning any of his work shall make sure that the work of other
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trades has been installed in a workman like condition ready to receive
paint.

Paint shall be applied at proper consistency and each coat shall be
brushed evenly free of brush marks, sags, and runs. Care shall be
exercise to avoid lapping of paint on glass or hardware. Paint shall be
sharply applied to require lines. Finish paint surfaces shall be free from
defects or blemishes. Surfaces from which such paint cannot be removed
satisfactorily shall be painted or repainted as required to produce a finish
satisfactorily to the Engineer.

Succeeding paint coatings shall be applied only when the previous coat is
hard and dry.

All painting materials shall be used in strict accordance with
manufacturers’ directions, spread or flowed on smoothly with proper film
thickness and without runs, sags, skips or other defects.

Preparation of paint

Paint containers shall be delivered to the job site in manufacturer’s
unopened containers and shall be opened only required for use. Paint
shall be mixed only in the designated room or space in the presence of the
Engineer or his representative. Paint shall be thoroughly stirred or agitated
to uniformly smooth consistency suitable for proper application. Unless
otherwise specified or approved, no materials shall be reduced, changed,
or use except in accordance with manufacturer’s label or tag on container.
In all cases, paint shall be prepared and handled in a manner to prevent
deterioration and inclusion of foreign matter.

Preparation of Surfaces

All surfaces shall be free from dirt, dust, oil grease, efflorescence, loose
cement, chalk and other deleterious matter shall be removed and surface
roughened when necessary to insure good paint adhesion. The method of
surface preparation shall be left to the discretion of the Contractor, but
results obtained shall be satisfactory to the Engineer.

All holes, cracks and depression shall be neatly filled with patching plaster,
mixed and applied to match existing plaster. Patches shall be sanded
flush and smooth and properly sealed before applying prime coat.

For metal, dirt, weld splatter, rust, scale and other contaminants shall be
removed by scraping, wire brushing and sanding as required. Oil and
grease shall be removed with mineral spirits or appropriate solvent.

2 .02 Repain ting of A lum inum Composite Panel, R ib Type Ceiling , and
Spandre l Ce iling Inc lud ing Surface P reparation

Refer to Item 2.01 for the technical specification for painting works.
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3 .00 COMFORT ROOM -LEFT S IDE OF GROUND FLOOR

3.01 Rep lacem ent o f Dam aged W ater C loset

Demolition and Surface Preparation

The contractor shall carefully disconnect the existing water supply line and
remove the damaged water closet, ensuring no further impact to the
surrounding floor tiles or adjacent wall finishes. All remaining wax ring
residue, old flange bolts, and deteriorated caulking must be scraped clean
from the floor flange to create a smooth, level mounting surface.

Product Specifications and Installation

The replacement unit shall be a high-efficiency rating and a flow rate not
exceeding 4.8 liters (1.28 gallons) per flush. The tank must be mounted
with leak-proof rubber gaskets and corrosion-resistant hardware, ensuring
the unit is perfectly level in both axes. All internal fill and flush valves must
be calibrated to the manufacturer’s specified water line to optimize
clearing power and water conservation.

Connection, Sealing, and Testing

Upon completion, the system shall undergo a minimum of five successive
test flushes to verify hydraulic performance and check for leaks at the
base, floor flange, and tank-to-bowl connections. Finally, the base of the
water closet must be sealed to the floor using an antimicrobial, 100%
silicone bathroom caulk, leaving a small 10mm gap at the rear of the base
to allow for future leak detection.

3.02 Rep lacem ent o f Dam aged P lumbing F Ix tures

Removal and Site Preparation
Contractors shall isolate water supplies and carefully decommission all
damaged fixtures, ensuring no impact to existing distribution lines or
surrounding finishes. Mounting surfaces must be cleared of old sealants,
corroded fasteners, and debris. The structural integrity of existing flanges
and waste outlets shall be verified and repaired as necessary to provide a
clean, level base for new installations.

Material and Equipment Standards
Replacement fixtures and trim must be heavy-duty, commercial-grade
units—typically vitreous china for sanitary ware and chrome-plated brass
for fittings. All components, including supply risers, p-traps, and shut-off
valves, must be replaced with new, corrosion-resistant materials that
comply with local water-efficiency and flow-rate regulations. Materials
must arrive on-site in original packaging, free of cracks, chips, or defects.
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3 .03 Removal and Rep lacem ent o f PVC door

The replacement door and jamb shall be constructed from high-impact,
moisture-resistant uPVC, specifically designed for high-humidity areas.
The door leaf should feature a minimum thickness of 30mm with internal
reinforcements for structural rigidity. Installation requires the frame to be
set perfectly plumb and level, secured using corrosion-resistant masonry
screws or expansion bolts concealed within the frame profile. All hardware,
including heavy-duty PVC or stainless steel hinges and a lever-type
lockset or cylindrical knob, must be installed according to the
manufacturer’s height and alignment standards.

3Sealing, Adjustment, and Clearing

Following installation, the gap between the door frame and the wall must
be filled with a professional-grade polyurethane expanding foam or backer
rod to provide insulation and stability. A continuous bead of 100%
waterproof silicone sealant shall be applied to both the interior and exterior
perimeters to prevent water bypass. The door must be adjusted to ensure
effortless swinging and positive latch engagement without binding. Finally,
all protective films must be removed, and the work area cleared of debris,
leaving the new fixture clean and fully operational.

4.00 COMFORT ROOM - R IGHT S IDE OF GROUND FLOOR

4.01 Rep lacem ent o f Exposed W ater L ines

Isolation and Removal

The installation path must be cleared of debris, and mounting surfaces
must be inspected to ensure they can securely support the new piping
configuration.

Material Specifications and Jointing

Replacement pipes shall be PVC (Polyvinyl Chloride) Series 1000 (Blue),
specifically rated for potable water distribution. All connections must be
made using high-pressure blue PVC fittings and industrial-grade solvent
cement.

Testing and System Commissioning

The newly installed lines must undergo a hydrostatic pressure test to
ensure all solvent-welded connections have properly cured and are leak-
free. After flushing the system to remove any internal chemical residue or
debris, the pipes shall be checked for proper alignment and support. The
work area must be cleaned of all solvent cans and pipe off-cuts, leaving
the exposed blue PVC system fully pressurized and ready for service.
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4.02 Rep lacem ent o f Dam aged P lumbing F ix tures

Refer to Item 3.02 for the technical specification for repair of damaged
plumbing fixtures.

5 .00 Roof Deck
5 .01 Supp ly and Apply Concrete Topp ing in Roof Deck inc lud ing Surface

P reparation

Surface Preparation and Substrate Conditioning

The contractor shall thoroughly clean the existing roof deck slab, removing
all loose debris, dust, oil, grease, and any previous coating residues that
may inhibit bonding. Any structural cracks or honeycombing in the
substrate must be repaired with high-strength non-shrink grout. Prior to
the application of the topping, the surface shall be mechanically abraded
or wire-brushed to achieve a rough profile.

Concrete Proportioning and Placement

The topping must be applied at a minimum thickness of 50mm, or as
specified in the drawings. During placement, the concrete must be
properly vibrated and screeded to establish the required slopes (minimum
1% to 2%) toward the floor drains to prevent water ponding.

Finishing, Curing, and Inspection

The surface shall be finished with a steel trowel for a smooth, dense
texture or a broom finish if a non-slip surface is required. Immediately
following the initial set, the topping must be cured using a water spray, wet
burlap, or a liquid curing compound for a minimum of 7 consecutive days
to prevent rapid dehydration and surface mapping. UThe workspace must
be cleared of all formworks and excess materials, leaving the roof deck
clean and ready for subsequent waterproofing or foot traffic.

III. MEASUREMENT OF PAYMENT

In accordance with Section II Scope of Works of this Technical
Specifications, the pertinent items of work described therein and to be
executed by the contractor shall be measured and paid for according to
the following terms:

All scope of works, activities shall be paid in accordance with the unit price
for said item of work done indicated in the Bill of Quantities (BOQ), plan
and certified by the PPA Engineer after completion of all works.
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IV . AS -BU ILT DRAW INGS AND PHOTOGRAPHS

1.00 Photographs taken before, during and after completion of the
project shall be submitted as part of the documentary requirements for the
progress billing.

2.00 At the completion of the Project, the Contractor shall prepare four
(4) sets of “As-built” Drawings which shall be submitted to the PPA, PMO-
Mindoro as part of the documentary requirements for the former’s final
billing. The as-built drawings shall indicate therein all the original items of
work, changes, deviations and additional work items (if any), undertaken
by the contractor to complete the project. The as-built drawings shall bear
the title block prescribed by the PPA and shall be signed by the
contractor’s authorized representative prior to submission to PPA, PMO-
Mindoro.























   

 

   

 

 
REPUBLIC OF THE PHILIPPINES )  
CITY/MUNICIPALITY OF ______ ) S.S.  
  
  

  OMNIBUS SWORN STATEMENT  
 
  

I,  [Name of Affiant], of legal age, [Civil Status], [Nationality], and with residence at 
[Address of Affiant], after having been duly sworn in accordance with law, do hereby depose and 
state that:  
  

1. Select one, delete the others:  
  

• If sole proprietorship: I am the sole proprietor or authorized representative of [Name 
of Bidder] with office address at [Address of Bidder];  

  

• If partnership, corporation, cooperative, or joint venture: I am the duly authorized and 
designated representative of [Name of Bidder] with office address at [Address of 
Bidder];  

  

• If individual consultant not registered under a sole proprietorship, in case of Consulting 
Services: I am the individual consultant or authorized representative of [Name of 
Bidder] with office address at [Address of Bidder];  

 
2. Select one, delete the others:  

  

• If sole proprietorship: As the owner and sole proprietor or authorized representative of 
[Name of Bidder], I have full power and authority to do, execute and perform any and 
all acts necessary to participate, submit the bid, and to sign and execute the ensuing 
contract for [Project Title] of the [Name of the Procuring Entity][insert “as supported by 
the attached duly notarized Special Power of Attorney” for authorized representative];  

  

• If partnership, corporation, cooperative, or joint venture: I am granted full power and 
authority to do, execute and perform any and all acts necessary to participate, submit 
the bid, and to sign and execute the ensuing contract for [Project Title] of the [Name 
of the Procuring Entity], as supported by the attached duly notarized Special Power of 
Attorney, Board/Partnership Resolution, or Secretary’s Certificate, whichever is 
applicable;   

 

• If individual consultant not registered under a sole proprietorship, in case of Consulting 
Services: As the individual consultant or authorized representative of [Name of 
Bidder], I have full power and authority to do, execute and perform any and all acts 
necessary to participate, submit the bid, and to sign and execute the ensuing contract 
for [Project Title] of the [Name of the Procuring Entity], as supported by the attached 
duly notarized Special Power of Attorney for authorized representative;   

  
3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the 

Philippines or any of its agencies, offices, corporations, or Local Government Units, 
foreign government/foreign or international financing institution whose blacklisting rules 
have been recognized by the Government Procurement Policy Board;  by itself or by 
relation, membership, association, affiliation, or controlling interest with another blacklisted 
person or entity;   

 
4. Each of the documents submitted in satisfaction of the bidding requirements is an 

authentic copy of the original, complete, and all statements and information provided 
therein are true and correct;  

 
5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized 

representative(s) to verify all the documents submitted;  
 
6. Select one, delete the others:  

 

• If sole proprietorship : The [Name of Bidder] and its spouse are not related by 
consanguinity or affinity up to the third civil degree to the Head of the Procuring Entity, 
Procurement Agent (if engaged),  or the End-User or Implementing Unit,  project 



   

 

   

 

consultants, head of the Project Management Office, or the members of the Bids and 
Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat; 

  

• If partnership : The partnership itself and the partners of [Name of Bidder] are not 
related by consanguinity or affinity up to the third civil degree to the Head of the 
Procuring Entity, Procurement Agent (if engaged), or the   End-User or Implementing 
Unit,  project consultants, head of the Project Management Office, or the members of 
the Bids and Awards Committee (BAC), the Technical Working Group, and the BAC 
Secretariat; 

 

• If cooperative: The cooperative itself and members of the board of directors, general 
manager, or chief executive officer of [Name of Bidder] are not related by 
consanguinity or affinity up to the third civil degree to the Head of the Procuring Entity, 
Procurement Agent (if engaged), or the  End-User or Implementing Unit,  project 
consultants, head of the Project Management Office, or the members of the Bids and 
Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat; 

  

• If corporation, or joint venture: The corporation or joint venture itself, and officers, 
directors, controlling stockholders and beneficial owners of [Name of Bidder] are not 
related by consanguinity or affinity up to the third civil degree to the Head of the 
Procuring Entity, Procurement Agent (if engaged), End-User or Implementing Unit,  
project consultants, head of the Project Management Office, or the members of the 
Bids and Awards Committee (BAC), the Technical Working Group, and the BAC 
Secretariat; 

 

• If individual consultant not registered under a sole proprietorship, in case of Consulting 
Services: The individual consultant and its spouse are not related by consanguinity or 
affinity up to the third civil degree to the Head of the Procuring Entity, Procurement 
Agent (if engaged), End-User or Implementing Unit,  project consultants, head of the 
Project Management Office, or the members of the Bids and Awards Committee 
(BAC), the Technical Working Group, and the BAC Secretariat; 

 
     7.   It is understood that failure to faithfully disclose its relationship with the Head of the 

Procuring Entity, members of the BAC, the TWG, and the BAC Secretariat, the head 
of the PMO or the end-user unit or implementing unit, and the project consultants of 
the Procuring Entity, or of the procurement agent by consanguinity or affinity up to the 
third civil degree, as well as its submission of beneficial ownership information 
containing false entries shall be subject to blacklisting under Section 100 of the 
Implementing Rules and Regulations (IRR) of Republic Act (RA) No. 12009, without 
prejudice to criminal and civil liabilities under applicable laws, including their 
accessory penalties, if any.   

 
      Select one, delete the rest:  

 

• In case of corporations: [Name of Bidder] declares its beneficial ownership information 
consistent with its updated General Information Sheet or Beneficial Ownership 
Declaration Form or any other document duly submitted to the SEC and has 
maintained a valid and updated file therein in compliance with Sections 20.2.9.1, 81, 
and 82 of the IRR of RA No. 12009.   
 

• In case of Foreign Bidders: [Name of Bidder] submitted an appropriate equivalent 
document in English issued by the country of the bidder concerned in accordance with 
Section 20.2.9.2 of the IRR of RA No. 12009.  

 
8. [Name of Bidder] complies with existing labor laws and standards; and  
 
9. [Name of Bidder] is aware of and has undertaken the following responsibilities as a 

Bidder:  
 

a) Carefully examine all of the Bidding Documents;  
 

b) Acknowledge all conditions, local or otherwise, affecting the implementation of the 
Contract;  
 

c) Made an estimate of the facilities available and needed for the contract to be bid, if 
any; and  



   

 

   

 

 
d) Inquire or secure Supplemental Bid Bulletin(s) issued for the [Project Title].  

  
10. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, 

or any form of consideration, pecuniary or otherwise, to any person or official, personnel 
or representative of the government in relation to any procurement project or activity.  

 
11. In case advance payment was made or given to [Name of Bidder], failure to perform or 

deliver any of the obligations and undertakings in the contract shall be sufficient grounds 
to constitute criminal liability under existing laws. 

 
 
  

IN WITNESS WHEREOF, I have hereunto set my hand this __ day of ___, 20__ at 
____________, Philippines.  
  

  
Duly authorized to sign the Bid for and behalf of:  

 
[Insert Bidder’s Name]  

 

[Affiant’s Signature over Printed Name] 

[Position/Designation] 

[Date] 
 
 

JURAT 
 
 
SUBSCRIBED AND SWORN to before me this _____ day of [month] [year] at [place of execution], 
Philippines. Affiant/s is/are personally known to me and was/were identified by me through 
competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No. 02-8-
13-SC). Affiant/s exhibited to me his/her [insert type of government identification card used], with 
his/her photograph and signature appearing thereon, with no. ______.   
  
WITNESS MY HAND AND SEAL this ___ day of [month] [year].   
 
 
 
 
  

NAME OF NOTARY PUBLIC    
Notarial Commission No.  ___________   
Notary Public for ______ until _______   
Roll of Attorneys No. _____   
PTR No. __, [date issued], [place issued]   
IBP No. __, [date issued], [place issued]   

 
 
 
Doc. No. ________  
Page No. _______   
Book No. _______  
Series of _______.  
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