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REQUEST FOR QUOTATION

1. The Philippine Ports Authority (PPA), Port Management Office (PMO) Mindoro, through its
Bids and Awards Committee (BAC), invites contractors duly registered with the Philippine
Contractors Accreditation Board (PCAB) to submit their quotation or bid proposal for the
maintenance project described herein. This procurement will be conducted in accordance
with Rule 1V, Section 34 of Republic Act No. 12009 (NGPA) and its Implementing Rules
and Regulations (IRR), which governs Small Value Procurement:

a. Project Title . Maintenance of Physical Facilities
b. Location . Port of Bansud, Oriental Mindoro
c. Project ID No. : MPF-MDO-13-2026

d. Scope of Works

ltem # Description Quantity | Unit
1.00 [ Mobilization, Demobilization and Cleaning Up 1.00 | Ls.
2.00 | Passenger Shed
2.01 | Repainting of Interior and Exterior Walls, Columns, | 578.57 | sq.m.
Beams, Benches, Ceiling, Parapet and Metal Sheet
Label including Surface Preparation

2.02 | Remove and Replace Doors and Windows including 10 | sets
Disposal of Unsuitable Items

2.03 | Remove and Replace Lighting Fixtures including 17 | sets
Accessories

3.00 | Mooring Cleats, Bollard, Curb, Solar Floodlights and
Pedestals

3.01 | Repainting of Mooring Cleats, Bollard, Curb,Solar| 428.51 |sq.m.
Floodlights/Steel Lamp Post and Pedestals including
Surface Preparation

4.00 [ Steel Post

4.01 | Replacement of Solar Lamp in Steel Post No. 4 and 2 | sets
Lamp Post in Steel Post No. 3 including Pedestal and
Disposal of Unsuitable Items

e. Approved Budget for the Contract (ABC) : Php 999,228.96
f. Contract Duration . Seventy (70) Calendar Days

2. Prospective bidders shall submit the best offer for the item/s described herein, subject to
the Terms and Conditions provided including the following required documents duly
signed by you or your duly authorized representative:

1. Copy of PCAB License;

2. Copy of PhilGEPS Certificate of Registration;
3. Omnibus Sworn Statement;

4. Duly signed PERT/CPM,;




5. Duly signed Specifications:
6. List of Equipment, if required:
a. Scaffolding

3. Quotation/bid proposal must be delivered to the Bids and Awards Committee (BAC), c/o
BAC Secretariat, PPA PMO Mindoro, Port Area, San Antonio, Calapan City, Oriental
Mindoro on or before 9:00 a.m., June 16, 2026.

4. Terms and Conditions:

4.1 The Price Quotation (Annex “A”) shall be in the BAC prescribed form and be
submitted in the open or sealed envelope to the Bids and Award Committee (BAC),

PPA PMO-Mindoro at the address above, not later than the time and date specified
hereof.

4.2 Price Quotations should be typewritten or legibly handwritten in indelible ink and
values/prices of the items quoted totaled accordingly. Any interlineation, erasure or
overwriting shall be valid only if they are signed or initialed by signatory or his/her
duly authorized representative.

4.3 The bidder shall include in histher Price Quotation all related expenses and
obligations, including Value Added Tax (VAT), as well as the carrying out of services
and supply of necessary labor and materials in undertaking the works in accordance
with relevant conditions, rules, regulations, drawing and specifications prescribed by
Philippine Ports Authority, Port Management Office — Mindoro.

4.4 All Price Quotations shall carry a validity period of at least Thirty (30) calendar days
after receipt of the Notice to Proceed (NTP).

4.5 Liquidated damages equivalent to one tenth of one percent (0.1%) of the cost of the
unperformed portion of the works per day of delay. The PPA, PMO-Mindoro shall
rescind the contract once the cumulative amount of liquidated damages reaches ten

percent (10%) of the amount of the contract, without prejudice to other courses of
action and remedies open to it.

4.6 Warranty of the works shall be for a period of One (1) year from the date of
acceptance by the PPA, PMO — Mindoro.

5. The Philippine Ports Authority, PMO-Mindoro reserves the right to reject any and all bids,
declare a failure of bidding, without offering any reason, waive any defect therein and
make an award to the bidder whose quotation is the most advantageous to the Authority.
PPA likewise assumes no obligation for whatever losses that may be incurred by the
bidder in preparation of quotations nor does it guarantee that the award shall be made.

A

LEO A. ROMERO
BAC Chairp#rson

Date of Posting : June 08, 2026




ANNEX "B'
Philippine Ports Authority
PORT MANAGEMENT OFFICE - MINDORO
Port Area, San Antonio, Calapan City
Oriental Mindoro

BILL OF QUANTITIES

INSTRUCTIONS

1. Accomplish the RFQ including this supporting documents correctly.
2. Do not alter the contents of all forms in any way.
3. Failure to comply with any of the mandatory requirements will disqualify your quotation.

After having carefully read and accepted the Terms and Conditions, I/we submit our quotation/s for the project below:

Name of Project . Maintenance of Physical Facilities
Location . Port of Bansud, Oriental Mindoro
Iltem - . . Unit Price Amount
Description uantit Unit
No. P Q y (Pesos) (Pesos)

1.00 |General Expenses

1.01 Mobilization, Demobilization and Cleaning Up 1.00 LS.

2.00 |Passenger Shed
2.01 o . _ 578.57 | SQ.M.
Repainting of Interior and Exterior Walls,

Columns, Beams, Benches, Ceiling, Parapet and
Metal Sheet Label including Surface Preparation

2.02 |Remove and Replace Doors and Windows 10.00 | SETS
including Disposal of Unsuitable Items

2.03 |Remove and Replace Lighting Fixtures including 17.00 | SETS
Accessories

Mooring Cleats, Bollard, Curb, Solar Floodlights

3.00 and Pedestals

3.01 |Repainting of Mooring Cleats, Bollard, Curb,Solar | 428.51 [SQ.M.
Floodlights/Steel Lamp Post and Pedestals
including Surface Preparation

4.00 Steel Post

4.01 |Replacement of Solar Lamp in Steel Post No. 4 200 | SETS
and Lamp Post in Steel Post No. 3 including
Pedestal and Disposal of Unsuitable Items

Total Bid Price

Php




Annex “A”

Price Quotation Form

Date :

The Chairperson

Bids and Awards Committee (BAC)
Philippine Ports Authority

Port Management Office — Mindoro
Port Area, San Antonio

Calapan City, Oriental Mindoro

Dear Sir:

After having carefully read and accepted the terms and conditions in the Request for
Quotation (RFQ) for the procurement of the project, entitled: Maintenance of Physical
Facilities, Port of Bansud, Oriental Mindoro with Project ID No. MPF-MDO-13-2026, we
hereby submit our quotation corresponding to your requirements.

The Total Price of our Quotation is

(Php ).

The above quoted prices are inclusive of all costs and applicable taxes.

We/l shall complete the works in accordance with the Drawing and Bid Documents within
Calendar Days beginning at the most, five (5) days from the date of

receipt of Notice to Proceed.

We/l understand that the Authority may order additions to or deletions from the scope of work as
specified if necessary.

Enclosed herewith also are the detailed estimates and computations of the cost of all items of
works.

Very truly yours,

Name and Signature

Position

Company

PhilGEPS Reg No.

Contact Number
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Philippine Ports Authority
PORT MANAGEMENT OFFICE — MINDORO
Engineering Services Division
San Antonio, Port Area, Calapan City
Oriental Mindoro

MAINTENANCE OF PHYSICAL FACILITIES
PORT OF BANSUD, ORIENTAL MINDORO

TECHNICAL SPECIFICATIONS

GENERAL CONDITION

The Work generally consists of furnishing of all labor, materials, and equipment
required to carry out and complete the Maintenance of Physical Facilities, Port
of Bansud, Oriental Mindoro in accordance with the contract drawings and in
conformity with these specifications.

PLANS AND SPECIFICATIONS

All drawings, whether on a small scale or detailed, are intended to correspond
with specifications to form part thereof and the contract documents. Where
figures are given, they are to be followed in preference to measurement by scale.
Anything shown on the drawings but not indicated in the specifications or vice-
versa or anything not expressly set forth in either, but which is reasonably implied,
shall be furnished and installed as though specifically shown and mentioned in
both, without extra cost to PPA.

. SCOPE OF WORKS

1.00 General Expenses
1.01 Mobilization, Demobilization and Cleaning Up
A. General Requirements

The Contractor is responsible for the systematic mobilization of all
necessary personnel, and equipment required to execute the project
scope. This includes the subsequent demobilization and final site
restoration upon project completion.

B. Hazard Mitigation and Safety Protocols

The Contractor shall be responsible for ensuring the safety and health of
its personnel, workers, and all persons affected by the project activities
and shall provide the necessary safety devices, protective equipment,
warning signs, and other safety measures required for the proper
execution of the works.
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Daily Site Safety: To prevent accidents involving falling objects or
equipment-related hazards, the Contractor must maintain the workplace in
a secure and orderly condition at the end of each workday.

Operational Cleanliness: The site must remain clean and accessible
throughout the duration of the maintenance work to ensure physical
facilities are not obstructed.

Protective Measures: During specific tasks like painting, the Contractor
must utilize protective coverings to shield floors, fixtures, and existing
equipment from damage or paint spatter.

C. Final Cleaning and Restoration

The Contractor is tasked with the systematic removal of all old materials,
debris, and temporary structures as part of the cleaning-up process prior
to final turnover. All surfaces must be free from dirt, dust, and deleterious
matter, ensuring the facility is returned to PPA in a "first-class" condition.

2.00 Repainting Works

2.01 Repainting of Interior and Exterior Walls, Columns, Beams, Benches,
Ceiling, Parapet and Metal Sheet Label including Surface Preparation

The work includes the furnishing of all labor and equipment required to
carry out the surface preparation and painting as indicated on the
Drawings and/or as directed by the PPA Engineer.

All painting works shall be done under conditions which shall not
jeopardize the appearance or quality of the painting in any way. The
Engineer shall have the right to reject all material such as high solid
modified epoxy paint and polyurethane finish paint or work that is
unsatisfactory and require the replacement of either or both at the
expense of the Contractor.

The Contractor shall endeavor to protect the work of others during the
time repainting work is in progress. The Contractor shall be responsible for
any and all damage to any other work in the course of his painting job.
Protective coverings shall be used to protect floors, fixtures and
equipment while painting; care shall be exercise to prevent paint being
spattered unto surfaces which are not painted.

Workmanship

All painting work shall be first class and in accordance with the best
standard and practices of the trade.

The Contractor shall examine carefully all surfaces to be repainted and
before beginning any of his work shall make sure that the work of other
trades has been installed in a workman like condition ready to receive
paint.
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Paint shall be applied at proper consistency and each coat shall be
brushed evenly free of brush marks, sags, and runs. Care shall be
exercise to avoid lapping of paint on glass or hardware. Paint shall be
sharply applied to require lines. Finish paint surfaces shall be free from
defects or blemishes. Surfaces from which such paint cannot be removed
satisfactorily shall be painted or repainted as required to produce a finish
satisfactorily to the Engineer.

Succeeding paint coatings shall be applied only when the previous coat is
hard and dry.

All painting materials shall be used in strict accordance with
manufacturers’ directions, spread or flowed on smoothly with proper film
thickness and without runs, sags, skips or other defects.

Preparation of paint

Paint containers shall be delivered to the job site in manufacturer's
unopened containers and shall be opened only required for use. Paint
shall be mixed only in the designated room or space in the presence of the
Engineer or his representative. Paint shall be thoroughly stirred or agitated
to uniformly smooth consistency suitable for proper application. Unless
otherwise specified or approved, no materials shall be reduced, changed,
or use except in accordance with manufacturer’s label or tag on container.
In all cases, paint shall be prepared and handled in a manner to prevent
deterioration and inclusion of foreign matter.

Preparation of Surfaces

2.02

All surfaces shall be free from dirt, dust, oil grease, efflorescence, loose
cement, chalk and other deleterious matter shall be removed and surface
roughened when necessary to insure good paint adhesion. The method of
surface preparation shall be left to the discretion of the Contractor, but
results obtained shall be satisfactory to the Engineer.

All holes, cracks and depression shall be neatly filled with patching plaster,
mixed and applied to match existing plaster. Patches shall be sanded
flush and smooth and properly sealed before applying prime coat.

For metal, dirt, weld splatter, rust, scale and other contaminants shall be
removed by scraping, wire brushing and sanding as required. Oil and
grease shall be removed with mineral spirits or appropriate solvent.

Remove and Replace Doors and Windows including Disposal of
Unsuitable Items

Demolition, Removal, and Disposal

The contractor shall carefully dismantle and remove all designated
damaged or obsolete doors, windows, frames, and associated hardware.
Demolition must be executed using precise methods to prevent structural
damage, chipping, or fracturing of the surrounding concrete masonry units
and wall finishes.
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2.03

All extracted items, structural debris, and deteriorated materials deemed
unsuitable for reuse shall be systematically hauled away and disposed of
at an approved off-site dumpsite in compliance with local environmental
regulations, leaving the rough openings clean, square, and free of
obstructions.

Door Fabrication and Installation (Marine Plywood Flush Doors)

New flush doors—both standard and louvered variants—shall be
constructed using premium-grade, moisture-resistant marine plywood
skins over a kiln-dried treated wood core for maximum dimensional
stability.

Louvered doors must feature precisely angled, matching marine plywood
slates to permit ventilation while maintaining privacy. Prior to installation,
all door surfaces must be sanded smooth, treated with a wood primer, and
finished with at least two coats of high-quality architectural paint (color as
approved by the engineer). Doors shall be hung plumb using a minimum
of three stainless steel loose-pin hinges and fitted with heavy-duty
cylindrical locksets and rubber door stops.

Window Fabrication, Installation, and Sealing (Aluminum Frame)

Sliding and awning windows shall be fabricated using heavy-duty, powder-
coated or anodized aluminum extruded frames fitted with standard-
thickness clear or tinted float glass. Sliding windows must operate
smoothly on durable nylon rollers within integrated tracks, equipped with
secure crescent locks, while awning windows must feature heavy-duty
friction stays and locking handles for secure perimeter sealing.

Frames must be securely anchored into the masonry openings using
countersunk expansion bolts. All perimeter joints between the aluminum
frames and the concrete walls must be filled with a continuous bead of
professional-grade, weatherproof silicone sealant to guarantee a
completely watertight and draft-free finish.

Remove and Replace Lighting Fixtures including Accessories

Demolition, Circuit Isolation, and Disposal

Prior to commencing any work, the contractor shall isolate the respective
electrical circuits at the distribution panel and verify a zero-energy state
using a calibrated voltage tester. All existing damaged or obsolete lighting
fixtures, ballast enclosures, deteriorated mounting brackets, and
redundant wiring accessories shall be carefully uninstalled. Demolition
must be executed without damaging the surrounding ceiling grids, drywall
panels, or structural slabs.

All removed fixtures and hazardous components (such as old ballast units
or lamps) deemed unsuitable for reuse shall be systematically hauled
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3.00

3.01

4.00

4.01

away and disposed of in strict accordance with local environmental and
waste management regulations.

Equipment Specifications and Material Standards

All replacement luminaires must be energy-efficient LED type with a
minimum luminous efficacy of 100 Im/W, a correlated color temperature
(CCT) of 4000K/6500K (or as approved by the engineer), and a minimum
Color Rendering Index (CRI) of 80.

Surface Mounted Industrial Type: Shall feature a heavy-duty, powder-
coated steel housing or impact-resistant polycarbonate enclosure
equipped with a high-transmittance diffuser, designed to withstand dust
and moisture infiltration.

Recessed Type: Shall be designed to fit standard T-runner or plasterboard
ceiling grids, featuring a low-profile housing with parabolic louvers or
frosted acrylic diffusers for low-glare illumination.

Vertical Downlight Recessed Mounted Type: Shall feature an aluminum
die-cast heat sink, a specular or matte reflector for precise beam control,
and a durable trim ring that sits flush against the ceiling surface.

Installation, Wiring, and Testing

Luminaires shall be securely anchored to structural members, concrete
slabs, or independent ceiling suspension wires using corrosion-resistant
hardware; fixtures must not rely on the architectural ceiling boards or
drywall panels for dead-load support.

Final wiring connections shall be made using heat-resistant insulated
copper conductors terminated within approved junction boxes using
screw-type wire connectors or terminal blocks. Upon completion, the
contractor shall conduct insulation resistance testing and operational
continuity checks. The entire installation must undergo a comprehensive
switching and burn-in test to verify uniform light distribution, proper circuit
control, and the complete absence of flickering or loose connections.

Mooring Cleats, Bollard, Curb, Solar Floodlights and Pedestals

Repainting of Mooring Cleats, Bollard, Curb,Solar Floodlights/Steel
Lamp Post and Pedestals including Surface Preparation

Refer to Item 2.01 for the technical specification of painting works.

Steel Post

Replacement of Solar Lamp in Steel Post No. 4 and Lamp Post in
Steel Post No. 3 including Pedestal and Disposal of Unsuitable Items
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Civil Works, Demolition, and Disposal

The contractor shall completely isolate and safely decommission the
damaged fixtures at Steel Post No. 4 and Steel Post No. 3. At Steel Post
No. 3, work includes the excavation and demolition of the existing concrete
pedestal and the removal of the old steel pole, anchor bolts, and baseplate
without disrupting adjacent infrastructure. All demolished concrete, warped
steel components, and depleted electrical assemblies deemed unsuitable
for reuse shall be systematically hauled away and disposed of at an
authorized off-site dumping facility in accordance with local environmental
regulations.

A new concrete pedestal shall be cast for Steel Post No. 3, utilizing
minimum 3,000 PSI concrete reinforced with structural steel rebars,
perfectly leveled to accept the new baseplate configuration.

2. Equipment and Material Specifications
All newly supplied components must strictly comply with the following
technical design criteria:

Solar Luminaire Assembly: Must be a 100W Integrated Solar Lamp
featuring high-efficiency SMD3030 specification LED lights delivering a
minimum luminous efficacy of 192 Lumens/Watt. The internal power
storage must feature a 25.6V / 30Ah Lithium Battery paired with an
integrated 30V / 100W Solar Panel mounted at an optimal angle for
maximum solar radiation absorption.

Steel Lamp Post Assembly (Steel Post No. 3): Must be a 7-Meter Steel
Lamp Post fabricated from hot-dip galvanized steel with a wall thickness of
2.8mm, tapering from a 6.5-inch bottom diameter to a 3-inch top diameter.

Mounting Hardware: The pole base must feature a heavy-duty 3/4" x 10" x
10" baseplate secured rigidly to the concrete pedestal using four 3/4" x 20"
structural anchor bolts with double nuts and washers for wind-load
resistance.

Installation, Alignment, and Commissioning

The new 7-meter steel lamp post at Steel Post No. 3 shall be erected
plumb and square using precision transit levels before grouting the
baseplate with non-shrink high-strength grout. For both Steel Post No. 3
and Steel Post No. 4, the integrated solar lamp assemblies shall be
securely clamped to the mast arms using stainless steel, corrosion-
resistant hardware.

The solar panels must be oriented cleanly away from any building or
foliage shadows to optimize charging.
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V.

MEASUREMENT OF PAYMENT

In accordance with Section Il Scope of Works of this Technical
Specifications, the pertinent items of work described therein and to be
executed by the contractor shall be measured and paid for according to
the following terms:

All scope of works, activities shall be paid in accordance with the unit price
for said item of work done indicated in the Bill of Quantities (BOQ), plan
and certified by the PPA Engineer after completion of all works.

AS-BUILT DRAWINGS AND PHOTOGRAPHS

1.00 Photographs taken before, during and after completion of the
project shall be submitted as part of the documentary requirements for the
progress billing.

2.00 At the completion of the Project, the Contractor shall prepare four
(4) sets of “As-built” Drawings which shall be submitted to the PPA, PMO-
Mindoro as part of the documentary requirements for the former’s final
billing. The as-built drawings shall indicate therein all the original items of
work, changes, deviations and additional work items (if any), undertaken
by the contractor to complete the project. The as-built drawings shall bear
the title block prescribed by the PPA and shall be signed by the
contractor’s authorized representative prior to submission to PPA, PMO-
Mindoro.
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NOTE:
DOGRS AND WINDOWS TO BE REPLACED
W DOORS
Bl WINDOWS
]
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NOTE: i
LIGHTING FIXTURES TO BE REPLACED

1220mm x 224mm x 115mm SURFACE MOUNTED INDRUSTRIAL

TYPE LIGHTING LUMINAIRE w/ 2-36 watts FLUORESCENT LAMP IN

ZINC PHOSPHATED STEEL SHEET HOUSING

-

<
(=]
s
I ]
it <
&
8
€9~
-
-
#l
444 <o
1] g
o -

603mm x 603mm x 100mm RECESSED TYPE LIGHTING LUMINAIRE
w/ 2-18 watts FLUORESCENT LAMP IN ZINC PHOSPHATED STEEL
SHEET HOUSING

VERTICAL DOWNLIGHT RECESSED MOUNTED TYPE w/o GLASS COVER
5'% LAMP HOLDE, 200V., E27, 6-8 watis LED BULB DAYLIGHT

1500

LIGHTING LAYOUT PLAN
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NOTE:
REPAINTING WORKS ON R.C. CURB
(BLACK & YELLOW STRIPE)

1. SURFACE PREPARATION

2. USE PRIMER ACRYTEX PAINT

3. TOP COAT REFLECTORIZE PAINT
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NOTE:

R.C. CURB TO BE PAINTED
{black & yellow stripe)
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NOTE:
REPAINTING WORKS ON MOORING BOLLARD
AND CLEATS

1. SURFACE PREPARATION

2. USE PRIMER ACRYTEX PAINT

3. TOP COAT REFLECTORIZE PAINT

NOTE:

NOTE:
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NOTE: TC BE REPLACED BY 100W INTEGRATED SOLAR LIGHT

e — NOTE: STEEL LAMP POST TO BE REPLACED INCLUDING CONC. PEDESTAL

i (see details )
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INTEGRATED SOLAR LAMP ( see detail/specification )

10"
o I Q
o T o

BASE PLATE

7M Steel Lamp Post (1 set) PLAN
2.8mm thk x 3" top x 6.5"
Baseplate 3/4 x 10" x 10"
Anchor Bolts 3/4 x 20" 1 X 30" GALVANIZED ANCHOR BOLT——, 500
—— CHAMPER
A & ~— 1" x 30" GALVANIZED
\4“ ¢ ANCHOR BOLT
100W Intergrated Solar Lamp (1 set)
6-12mm@ RSB w/ 10mm
30V/100W Solar Panel TIES @ 200mm O.C. = /
25.6V/30Ah Lithium battery 8 1
SMD3030 Spec'd LED Lights
192 Lumens/ Watt 18
TOP OF EXISTING
vPAVEME{JT —
8 O (&
A N
P SINGLE BRACKET TYPE TAPERED STEEL POST { HOT DIPPED GALVANIZED D) \ !
[ / 3"@ Top x 7" Base x 25 ft. x 4.5mm thk.
P 8
{/ }—“——*“—- SEE DETAIL OF CONC. PEDESTAL TO BE REPAIRED
. / g o
SN N L Sry P 2D ———— 6-12mmP RSB
BOTHWAYS
DETAIL OF SINGLE 190 ;
% ARM STEEL POST SECTION THRU "P"
SCALE NTS. SCALE 125M
N\ STEEL POST CONC. PEDESTAL DETAIL
W SCALE 1:25 M
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REPUBLIC OF THE PHILIPPINES )
CITY/MUNICIPALITY OF ) S.S.

OMNIBUS SWORN STATEMENT

I, [Name of Affiant], of legal age, [Civil Status], [Nationality], and with residence at
[Address of Affiant], after having been duly sworn in accordance with law, do hereby depose and
state that:

1. Select one, delete the others:

e If sole proprietorship: | am the sole proprietor or authorized representative of [Name
of Bidder] with office address at [Address of Bidder];

e If partnership, corporation, cooperative, or joint venture: | am the duly authorized and
designated representative of [Name of Bidder] with office address at [Address of
Bidder];

o [findividual consultant not registered under a sole proprietorship, in case of Consulting
Services: | am the individual consultant or authorized representative of [Name of
Bidder] with office address at [Address of Bidder],

2. Select one, delete the others:

e If sole proprietorship: As the owner and sole proprietor or authorized representative of
[Name of Bidder], | have full power and authority to do, execute and perform any and
all acts necessary to participate, submit the bid, and to sign and execute the ensuing
contract for [Project Title] of the [Name of the Procuring Entity][insert “as supported by
the attached duly notarized Special Power of Attorney” for authorized representative];

e |f partnership, corporation, cooperative, or joint venture: | am granted full power and
authority to do, execute and perform any and all acts necessary to participate, submit
the bid, and to sign and execute the ensuing contract for [Project Title] of the [Name
of the Procuring Entity], as supported by the attached duly notarized Special Power of
Attorney, Board/Partnership Resolution, or Secretary’s Certificate, whichever is
applicable;

o [findividual consultant not registered under a sole proprietorship, in case of Consulting
Services: As the individual consultant or authorized representative of [Name of
Bidder], | have full power and authority to do, execute and perform any and all acts
necessary to participate, submit the bid, and to sign and execute the ensuing contract
for [Project Title] of the [Name of the Procuring Entity], as supported by the attached
duly notarized Special Power of Attorney for authorized representative;

3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the
Philippines or any of its agencies, offices, corporations, or Local Government Units,
foreign government/foreign or international financing institution whose blacklisting rules
have been recognized by the Government Procurement Policy Board; by itself or by
relation, membership, association, affiliation, or controlling interest with another blacklisted
person or entity;

4. Each of the documents submitted in satisfaction of the bidding requirements is an
authentic copy of the original, complete, and all statements and information provided
therein are true and correct;

5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized
representative(s) to verify all the documents submitted;

6. Select one, delete the others:
e If sole proprietorship : The [Name of Bidder] and its spouse are not related by

consanguinity or affinity up to the third civil degree to the Head of the Procuring Entity,
Procurement Agent (if engaged), or the End-User or Implementing Unit, project



8.

9.

consultants, head of the Project Management Office, or the members of the Bids and
Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat;

If partnership : The partnership itself and the partners of [Name of Bidder] are not
related by consanguinity or affinity up to the third civil degree to the Head of the
Procuring Entity, Procurement Agent (if engaged), or the End-User or Implementing
Unit, project consultants, head of the Project Management Office, or the members of
the Bids and Awards Committee (BAC), the Technical Working Group, and the BAC
Secretariat;

If cooperative: The cooperative itself and members of the board of directors, general
manager, or chief executive officer of [Name of Bidder] are not related by
consanguinity or affinity up to the third civil degree to the Head of the Procuring Entity,
Procurement Agent (if engaged), or the End-User or Implementing Unit, project
consultants, head of the Project Management Office, or the members of the Bids and
Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat;

If corporation, or joint venture: The corporation or joint venture itself, and officers,
directors, controlling stockholders and beneficial owners of [Name of Bidder] are not
related by consanguinity or affinity up to the third civil degree to the Head of the
Procuring Entity, Procurement Agent (if engaged), End-User or Implementing Unit,
project consultants, head of the Project Management Office, or the members of the
Bids and Awards Committee (BAC), the Technical Working Group, and the BAC
Secretariat;

If individual consultant not registered under a sole proprietorship, in case of Consulting
Services: The individual consultant and its spouse are not related by consanguinity or
affinity up to the third civil degree to the Head of the Procuring Entity, Procurement
Agent (if engaged), End-User or Implementing Unit, project consultants, head of the
Project Management Office, or the members of the Bids and Awards Committee
(BAC), the Technical Working Group, and the BAC Secretariat;

It is understood that failure to faithfully disclose its relationship with the Head of the

Procuring Entity, members of the BAC, the TWG, and the BAC Secretariat, the head
of the PMO or the end-user unit or implementing unit, and the project consultants of
the Procuring Entity, or of the procurement agent by consanguinity or affinity up to the
third civil degree, as well as its submission of beneficial ownership information
containing false entries shall be subject to blacklisting under Section 100 of the
Implementing Rules and Regulations (IRR) of Republic Act (RA) No. 12009, without
prejudice to criminal and civil liabilities under applicable laws, including their
accessory penalties, if any.

Select one, delete the rest:

In case of corporations: [Name of Bidder] declares its beneficial ownership information
consistent with its updated General Information Sheet or Beneficial Ownership
Declaration Form or any other document duly submitted to the SEC and has
maintained a valid and updated file therein in compliance with Sections 20.2.9.1, 81,
and 82 of the IRR of RA No. 12009.

In case of Foreign Bidders: [Name of Bidder] submitted an appropriate equivalent
document in English issued by the country of the bidder concerned in accordance with
Section 20.2.9.2 of the IRR of RA No. 12009.

[Name of Bidder] complies with existing labor laws and standards; and

[Name of Bidder] is aware of and has undertaken the following responsibilities as a
Bidder:

a)

b)

c)

Carefully examine all of the Bidding Documents;

Acknowledge all conditions, local or otherwise, affecting the implementation of the
Contract;

Made an estimate of the facilities available and needed for the contract to be bid, if
any; and



d) Inquire or secure Supplemental Bid Bulletin(s) issued for the [Project Title].

10. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee,
or any form of consideration, pecuniary or otherwise, to any person or official, personnel
or representative of the government in relation to any procurement project or activity.

11. In case advance payment was made or given to [Name of Bidder], failure to perform or
deliver any of the obligations and undertakings in the contract shall be sufficient grounds
to constitute criminal liability under existing laws.

IN WITNESS WHEREOF, | have hereunto set my hand this _ day of __ , 20 at
, Philippines.

Duly authorized to sign the Bid for and behalf of:

[Insert Bidder’s Name]

[Affiant’s Signature over Printed Name]
[Position/Designation]
[Date]

JURAT

SUBSCRIBED AND SWORN to before me this day of [month] [year] at [place of execution],
Philippines. Affiant/s is/are personally known to me and was/were identified by me through
competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No. 02-8-
13-SC). Affiant/s exhibited to me his/her [insert type of government identification card used], with
his/her photograph and signature appearing thereon, with no.

WITNESS MY HAND AND SEAL this ___ day of [month] [year].

NAME OF NOTARY PUBLIC

Notarial Commission No.

Notary Public for until

Roll of Attorneys No.

PTR No. __, [date issued], [place issued]
IBP No. _, [date issued], [place issued]

Doc. No.
Page No.
Book No.
Series of



	TECHNICAL SPECIFICATIONS

