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OPCEDR BOTH %ﬁ%
mn>z SHALL BE THE LOWER
UPPRER LAYER FOR TGP BARS

* WHEREVER BARS ARE PROVIDED IN TWO LAYERS NOT TOUCH
OTHER, SFACER BARS OF DIAMETER HNOT LESS THAN
PROVIDED AT 120mm C/C

EACH
25mm SHALL BE

x FORM REMOVAL
A FORMWORK NOT SUPPCORTING CONCRETE, SUCH AS SIDES OF BEAMS,
WALLS, COLUMNS, AND SIMILAR PARTS OF THE WORK, MAY NOT BE

REMOVED AFTER CUMMULATIVELY CURING AT NOT LESS THAM 10—
DEGREES CEMTIGRADE FOR 48-HOURS AFTER PLACING CONCRETE,
PROVIDED CONCRETE IS SUFFICIEMTLY HARD TC NOT BE DAMAGED BY
FORM REMOVAL OPERATION, AND PROVIDED THAT CURING FPROTECTION
OPERATIONS ARE MAINTAINED.

B. ALL FORMS SHALL BE STRIPPED OR REMOVED WITH CARE SO AS
NOT TO DAMAGED THE CONCRETE DUE TO SHOCK AMD VIBRATIONS.
THE FOLLOWING SHALL BE TAKEN AS A GUIDE TO STRIPPIN
FORMWOR)

a.; VERTICAL SIDES OF FOUNDATIONS,

COLUMNS, BEAMS AND WALLS 48 HOURS
b.) UNDERSIDE OF SLABS

UNDERSIDE GF BEAMS AND ARCHES

UP TO Bm SPAN 14 DAYS
c.) UNDERSIDE OF BEAMS AND ARCHES

CVER 6m SPAN and UP TO 9m 21 DAYS
d.) UNDERSIDE OF BEAMS AND ARCHES

OVER 9m SPAN 28 DAYS

HOWEVER, A GENERAL FCRMULA IN STRIPPING PERIOD (iIN DAYS)
=3 + 2.5 x L WHERE L = SPAN IN METERS, AND THE PERIOD
SHALL NOT EXCEED 28 DAYS. FOR CANTILEVERS L SHALL BE
TAKEMN AS TWICE THE PROJECTION,

* P.V.C. CONDUITS, SLEEVES ETC. CROSSING BEAMS OR EMBEDDED IN SLABS
SHALL BE PLACED IN FOSITION BEFORE PLACING CONCRETE.

¥ A MINIMUM OF SEVEN DAYS CONTINUCUS CURING SHALL BE DONE FOR ALL
CONCRETE MEMBERS.

¥ POSITION OF CONSTRUCTION JOINT SHALL BE PRE-DETERMINED BEFORE
CONCRETING OPERATIOHS START AND SHALL BE DONE ACCORDING TO THE
BEST ENGINEERING PRACTICE. BEFORE COMMENCING FURTHER PRACTICE.
BEFORE COMMENCING ﬁcm._.xm_u CONCRETING, THE SURFACE SHALL BE
WIRE BRUSHED TO REMOVE LOOSE MATERIALS AND A SLURRY OF CEMENT
EQUIVALENT TO THE CEMENT.CONTENT iN CONCRETE MiX SHALL BE APPLIED
BEFGRE CONCRETING.

¥ WELDING OF REINFORCING BARS SHALL NOT BE PERMITTED UNLESS APPROYED
BY THE PPA ENGINEERS AFPROVAL. PROCEDURES AND MATERIALS IN WELDING

SHALL USE AS GUIDELINES THE CODES OF AWS D1.4.

MATERIAL STRENGTHS

MINIMUM CONCRETE STREMGTH AT 28 DAYS
AS FOLLOWS:

COMPRESSIVE TEST SHALL BE
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ILLUSTRATION CF MIN

APPROPRIATE
COVER A5 OF (4}

UM COVER, CLEAR DISTANCES BETWEEN BARS 4
AND BUNDLES IN BEAMS AND COLUMNS.

STIRRUP _AND HOOK DIMENSIONS

2413 MPa | 3,50G PS

FOOTING, GRADE BEAMS, SPANDRELS

SUSPENDED REINFORCED CONCRETE SLAB, BEAMS & GIRDERS

REINFORCED CONCRETE COLUMMS & RETAINING WALLS

2413 MPo | 3,500 P3I RC SEAT, GUTTER, SLOPE PROTECTION & CONCRETE BLOCKS

2413 MPe | 3.300 PS! SLAB OM GRADE, CONCRETE ROAD 4 PAVEMENT

GRADE 80 {16 mm$ AND LARGER)

GRADE 40 (12

GRADES 40-50-60 K.S.1.

BARS SIZE o 90" HOOK 135" HGOK
(mm} (erimn) A A ﬁpnmmoxg
210 38.0 10.0 cm 10.0 cm 6.0 cm
@12 50.8 11.0 cm 11.0 em 8.0 cm
o186 63.5 15.0 em 14.0 em 9.5 ¢cm
%20 78.0 16.0 cm 16.0 cm 11.5 cm

6 BAR DIA. or s Lol

63.5mm (2.5") BAR DIAMETER
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63.5mm (2.5M

12 BAR
DIAMETER
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BEAM AND SLAB OR
OTHER CONC. STRUC.

]
g %

N

4 BAR Dia. or
_53.5mm (2.57)

BEaM AND SLAB OR
CONC. STRUC.

)\T NG Xmm}mn 1.,_/:.. mT_OCrU BE
THE ?__h.,\.__&Cz_. HEIGHT THAT SHOULD NCORMALLY
i5 1.20 m.

ALL WALL OPENINGS SHALL

EOGE REINFORCEMENT AS SHOWN GN THE UINTEL BEAM

GROUT

£ SOLID

BE BUILT IN A DAY

BE PROVIDED WITH LINTEL AND EXIRA
SCHEDULE.
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W CS T8 E 0o Tt AT T = STRANET
e ST e 12mm@ EAR W —=——f el Ry e =
ﬁ 10mm®@ TIES @ 300mm 0.C. i il 1
m, 3'% Rigid PVC ._\f, 2
Conduit Pipe 5-40
10mm@ DOWEL |
75 TOP OF PAVEMENT BAR @600mm 0.C. 7. TOP OF PAVEMENT
CONCRETE EPOXY (A &B) g
~~ DETAIL OF DUCTBANK
/._\ SCALE 110 M.
NOTE:
1. PROVISION OF DUCTBANK (see details)
2. FABRICATION OF PULL-30X
3. REPAIR OF ELECTRICAL LINES OF FLOOD LIGHTS
LOCATION OF DUCTBANK
AND FLOODLIGHTS
SCALE 1750 M.
W NGS AND GATE NO. 2 [ SHEET CONTENTS: } SCALE:
: | AssHomn |
o 3 SHON SHEST WD m
E _ L i 30i5 w
. i g e 4
3 _ Pon Menager A | 14 FEBRUARY, 2023 |




ROOF LINE

NOTE:

PLAN OF = psceroron
~ WELCOME ARCH AND GATE

/._.\ SCALE 1:100 M.

NOTE:
~~—— 2 SETS OF 16mm@ Tum Buclde ——

\\ TO BE REPLACED

/r

NOTE:
TO BE REPLACED BY HEAVY DUTY
PILLOW BLOCK BEARING ( 8 sets)

NOTE:

GATES TO BE REINSTALLED AND REPAINTED
1. SURFACE PREPARATION

2. USE RUST CONVERTER

3, USE EPOXY PRIMER

A 5 4. TWO TOP COAT OF AUTOMOTIVE PAINT

405 /A TOP OF PAVEMENT

NOTE:
TO BE REPLACED HEAVY DUTY
4" BALL CASTER WHEEL (2sets )

N\ GATE DETAILS

/.”\ SCALE 150 M
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NOTE:
== | IGHTING FIXTURES TO BE REPAIRED/ REPLACED

NOTE:
W= METAL SPANDREL TO BE REPAINTED
1. SURFACE PREPARATION
2. USE RUST CONVERTER
3. USE EPOXY PRIMER
4, TWO TOP COAT OF AUTOMOTIVE PAINT
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N\ _REFLECTED CEILING PLAN

SCALE 1:100 M

180mm

22

Y 6

Specification:
Power: 15W

Lumens : 1500im

Voltage : 85265V AC
Cover material: Aluminum
Beam angle : 180 degree
Color temperature :

Warm White ( 3200-3500K}
Pure white ( 8000-6500K)
Dimmable : No
Certification : CE and RoHS
Lifetime : > 50,000 hours

Features:

- High Brightness and Low Heat

- No UV radiation

- Light up your whole room

- Save up more than 80% power consumption
- Safe and long lifespan

- instant start, no flashing and shockproof

- Ne RF interference
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