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GENERAL NOTES

DIMENSICNS ARE IN MILLIMETER AND ELEVATIONS ARE TN METERS
UNLESS OTHERW ISE SPECIFIED.

DO NOT SCAE , USE ONLY WRITTEN DIMENSIONS .

AL STRUCTURAL CRAWINGS SHOULD BE READ IN CONINCTION WITH SPECIFICATION
ARCHITECTURAL AND STRUCTURAL DRAWINGS. IN CASE OF ANY DISCREPANCY, CONTACT THE
ENGINEER IN-CHARGE FOR (LARIFICATION.

PROVICE QONCRETE COVERING OF 75 MILLIMETER FOR AL REINFORCING STEFL,
MEASLRED FROM THE QUTER SURFACEOF CONCRETE TO THE NEAREST SURFACE
OF THE MAIN REINFORCEMENT.

SPLICES FOR MAIN BARS AT CRITICAL SECTION IF FOUND NECESSARY SHALL BE
PROVIDED A MINIMUM LAP CF 40 BAR DIAMETER. ALL STEEL REINFORCEMENT
SHALL BE DEFORMED BARS (fy =276 MPa) UNLESS OTHERWISE SPECIFIED.

40Fr| CON_VAN OFF.[CE SPLICED BARS MAYBE JOINED TOGETHER BY FILLET ELECTRIC WELD IN WHICH

CASE THE LAP SHALL BE AT LEAST 75 MILLIMETER. WELDING SHALL BE
CONTINUCUS THROUGHOUT THE LENGTH OF THE LAP.

ALL INTERSECTIONS OF REINFORCING BARS SHALL BE TIED WITH #16 G.1, WIRE

AND MAYEE ELECTRICALLY SPOT WELCED IN LIEU OF TYING THEM WITH G.1. WIRE.
19'00 m WIDE ROCK gEWAY WELDING ELECTRODES SHALL BE OF SHIELDED ARC TYPE HEAVILY COATED WITH
S (CLASSIFICATIONS Nos. E 6010 CR 6011 OF THE AMERICAN WELDING SOCIETY

AND SHALL BE SUITABLE FOR THE POSITIONS AND OTHER CONDITIONS OF INTENDED

\USE. DIMENSION OF STEEL REINFCRCEMENT ARE TO BE TAKEN ON (ENTER CF BARS.
BAR DETAILS ARE NOT TO SCALE. PROVIDE HOOKS AT THE QUTER ENDS OFTOP BARS
ALONG THE EXTERIOR BAYS. HOOKS CF BARS SHALL HAVE A MINIMUM DIAVETER
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