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BRGY. BULA

TO GEN. SANTOS CITY

A TOTAL REQUIREMENT/ TOTAL NUMBER OF TOTAL UNITS DUE
AREA (Operational / FIXTURES IN ﬁ
LOCATION Non-Operational) NUMBER OF FIXTURES OPERATIONAL AS OF FOR REPLACEMENT
INSTALLED (units) (units)
FEBRUARY 2026
1. High Mast Tower #1 (H1) Non-Operational 12 9 3
4 SARANGANT B AY 2. High Mast Tower #2 (H2) _|Non-Operational 0 10 2
55 3. High Mast Tower #3 (H3) Operational 12 11 1
® 4. High Mast Tower #4 (H4) Operational 12 12 0
VICINITY MAP 5. High Mast Tower #5 (H5) Operational 12 0 12
6. High Mast Tower #6 (H6) Operational 12 0 12
7. High Mast Tower #7 (H7) Operational 12 1 11
8. High Mast Tower #8 (H8) Operational 8 2 6
9. Flood light Post #1 (P1) Operational 8 4 4 11 UNITS FLOOD LIGHTS
10. Flood light Post #2 (P2) | Operational 8 8 0 TO BE REPLACED
11. Flood light Post #3 (P3) Operational 8 8 0 oa!
12. Transit Shed 1 (TS1) Operational 20 14 6
13. Transit Shed 2 (TS2) Operational 24 10 14
14. Transit Shed 3 (TS3) Operational 24 24 0
15. Former WGA Warehouse |Operational 8 0 8
70 K\P\N\BA 16. Main Gate Non-OperationaI 9 9 0 iggggg#mgémms
* 17. North Gate Non-Operational 15 10 5 00
18. Basketball Court (POB) Non-Operational 8 8 0 1
19. POB Roof Deck Non-Operational 4 4 0
20. Roro Ramp Non-Operational 3 0 3
Total: 231 87 4
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LEGEND:

7-UNITS HIGH MAST TOWER
(28 UNITS)

. LOCATION FLOODLIGHT

POLE (6 UNITS)

NOTE:

1.

USE 150 WATTS, 240 V, WEATHERPROOF,
IP65, HEAVY-DUTY LED FLOOD LIGHTS FOR
THE REPLACEMENT

PROVIDE 10% ADDITIONAL FLOODLIGHTS OF
THE TOTAL UNITS DUE FOR REPLACEMENT
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